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Fulterer is a world leader in drawer slide technology. 

Fulterer manufactures high quality progressive action

roller slides and ball bearing slides for a variety of weight

ratings. Applications included are: modular storage, food-

service equipment, home/kitchen, retail displays, 

appliances, and automotive applications.

ideas in motion >

We make every effort to 
ensure the accuracy of the
technical contents of this
catalog, however, 
discrepancies may exist.  
For the most current                
technical information, please 
contact us. We reserve the
right to change technical 
specifications without notice.
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Supply Chain - Wholesale
Distribution

Innovations - Products driven
by customers
Product innovations are the direct result of our tight

customer relationships. Our goal is to develop solu-

tions which add value to our customers’ products. 

We continually invent and patent exclusive products.

Fulterer makes sizable investments in manufacturing

and tooling technology for cost efficiency and to 

guarantee product quality.

Our products are available through a vast network of

wholesale distributors worldwide. Local sales repre-

sentatives can consult and recommend the right 

product for any application.

Customer specific drawer slide applications 

are our specialty.
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Technical Summary

Our drawer slide products can be divided into the 

following groups:

4 Roller bearing drawer slides
4 Linear ball bearing drawer slides

Roller bearing drawer slides use a variety of rollers

of different sizes and materials, turning around an

axle.  Rollers may be solid Nylon or Delrin®, Delrin®

encased roller bearings and steel or stainless steel

roller bearings running in specially formed profiles.

Linear ball bearing drawer slides use case hardened

steel balls held in place by retainers, running in a linear

direction between specially formed profiles.

Types of drawer slide

Regular-Extension drawer slide: The drawer

extends approximately 75% of its own length out of 

the cabinet.

Full Extension drawer slide: The drawer extends 100% of

its own length and/or with over-extension even further out of

the cabinet. 

A feature called Progressive Action Full  Extension
means that the load in the drawer is equally supported 

during the full stroke from close to open and vice versa. A

second method is Telescopic Action Full-Extension
where the load is supported incrementally through stages.



Load capacity ratings
The load ratings stated in this catalogue refer to the

following parameters:

Roller bearing drawer slides
Dynamic cycle tested to 50,000 cycles, slide length

600 mm,* using all available fastening holes.

Ball bearing drawer slides
Dynamic cycle tested to 50,000 cycles, slide length

450 mm,* using all available fastening holes.

*Certain industry standards require different lengths

and cycle amounts.

Assembly methods
We offer many different standard assembly solutions

as well as custom designed methods.

Holes: Round, oblong or keyhole shaped, arranged in

a grid along the longitudinal center axis, often counter-

sunk to avoid interference between screws and/or rivet

heads and rollers.

Assembly bracket: Snap on or welded brackets are

used to mount the slide. 

Top and bottom mount brackets: For lighter loads,

these brackets attach to either the bottom floor of a

cabinet or hang underneath work surfaces or shelves.

Bayonets: (Also called mounting tabs) A fast assembly

method of drawer slides to sheet metal cabinets and

fixtures. There are several types and sizes available. 

As per customer requirements, both drawer and/or 

cabinet profiles can be equipped. Hanging hooks: 

Also a fast method of assembly of drawer slides to 

cabinets. An angle bracket on the cabinet profile 

hooks into a pilaster rail in the side of the cabinet.

Mounting methods
Cabinet profile: Drawer slides are attached to the side

wall of the cabinet with screws or mounting tabs on an

inside side wall of a cabinet, mostly using the 32 mm

system holes.

Pull out slides (FR 771, FR 775, and FR 777) are

designed to mount to the bottom floor of the cabinet.

Drawer profile: Bottom mount - The bottom edge of

the drawer side is resting on the flange of the drawer

profile. Both roller and ball bearing slides are available

in this style.

Side mount: The drawer profile is attached to the side of

the drawer side or pull-out shelf. Both roller and ball 

bearing slides are available in this style.

Screw Holes Screw Holes

Bayonet with Spacer

Bayonet

Bottom Mount

Threaded InsertsWelded Bracket
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Self-closing (by gravity): Predominately with roller

bearing slides where both cabinet and drawer profile are

shaped on an angle at the rear to let the drawer roll

closed in the last part of the closing travel.

Automatic self-closing with anti-slamming Easy
Close Device (ECD): This feature prevents the drawer

from slamming shut by absorbing the initial closing

force via a damping cylinder and utilizing a 

spring mechanism to complete the closing 

cycle with a very smooth and quiet closing action.

Self-closing (by spring): Predominately with ball

bearing slides where a spring mechanism incorporated

in the slide pulls the drawer closed in the last part of the

closing cycle.

Fulterer manufactures drawer slides for many different

applications in the cabinet, residential furniture, store

fixture, institutional casework, food service equipment,

office furniture and automotive industries. Each area of

application has its own set of standards for performance

testing. Our in-house testing as well as independent

testing laboratories guarantees that where required, our

products conform to such standards as:

• ANSI/BIFMA X5.5-2008 American National

Standards Institute/Business Industrial Furniture

Manufacturers Association

• ANSI/KCMA A161.1-2006 American National

Standards Institute/Kitchen Cabinet Manufacturers

Association

• ANSI-BHMA A 156.9-2010 American National

Standards Institute/Builders Hardware Manufacturers

Association

• NSF/ANSI 2 Food Equipment National Sanitation

Foundation (International)/American National Standard

Institute

• SEFA-8-2007 Scientific Equipment and 

Furniture Association

• WI Woodworking Institute (California)

Fulterer recommends that manufacturers test samples

in accordance with their own application for perform-

ance, safety and longevity.

Fulterer offers free consultation services to make the

proper selection of products for your intended use.

Dimensional Considerations: The length of the

slide, over-extension features, drawer dimensions, and

drawer construction all affect the load capacity of a

slide. Examples with ball bearing slides are: a 500mm or

longer ball bearing slide will have its load capacity low-

ered by 10% and adding 25mm of over-extension to a

ball bearing slide generally reduces the load capacity by

10%. Nominal load ratings are for 450mm x 450mm

drawers. In cases where the drawer is 750mm wide and

350mm long, a ball bearing slide would lose 30% of the

rated weight capacity due to high lateral forces.

Inadequate drawer material strength may also cause

slide failure as it transfers lateral force to the slides.

Closing Methods

Drawer Slide Application Information

Design Characteristics

Self-closing
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self-closing ramp

self-closing ramp

FR 1921
SLIDE TYPE:          Regular-Extension Drawer Slide 

MOUNTING:            Bottom Mount

WIDTH:                  12.5 mm (0.49 in.)
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

MATERIAL:           powder coated cold rolled steel SPECIFICATIONS:

4 economical, with good running qualities thru precision
     nylon rollers and smooth epoxy coating
4 cabinet profile specially formed to prevent rollers from
     touching protruding screws
4 long self-closing ramp on all four profiles assures 
     perpendicular closing action
4 most suitable for furniture, RTA and kitchen 
     cabinet applications
4 the optional FR 1920.RV has a special locking feature 
     in the front of the slide, drawer must be lifted upwards 
     to be able to pull out the drawer, most suitable for 
     recreational vehicles, mobile carts and juvenile furniture
4 special custom hole patterns on request

12.5 mm (0.49 in.) is the actual width of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance.

L=Length    EL=Extension Loss

EL
L

15

NOTES:

4  Other lengths and colors on request.

locking tab

Optional: FR 1920.RV

FEATURES:           nylon rollers

12.5 12.5

14
.5

17
.5

5.8 5.8

12
.519

.5
37

14
.5

12
.5

                           Extension                                                           Order No.                                   Order No.                                  Order No.                                     Order No.
     Length               Loss               Weight                                    A: (Taped)                                  A: (Taped)                                  B: (Bulk)                                        B: (Bulk)
   mm           in             mm          in               kg        lbs                                                     white                                                          beige                                                         white                                                              beige

  250     9.84       80      3.14              *                                                *                                                 *                                                *                                                    *

  300    11.81      80      3.14              *                                            70048                                            *                                            70049                                                *

  350    13.78      80      3.14              *                                             70055                                            *                                            70050                                                *

  400    15.75      80      3.14              *                                           70056                                            *                                            70051                                            90025

  450    17.72      90      3.54              *                                            70057                                        90040                                        70052                                            90026

  500    19.69     100     3.94              *                                            70058                                        90070                                        70053                                                *

  550    21.65     105     4.13              *                                            70059                                        90027                                        70054                                                *

  600    23.62     120     4.72              *                                            70065                                            *                                            70071                                                *

Packing Unit: A: 20 pair per box, taped per pair   B: Bulk packed, 100 pieces of each profile per box                                                                                           * on request
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FR 1921
SLIDE TYPE:          Regular-Extension Drawer Slide 

MOUNTING:            Bottom Mount

WIDTH:                  12.5 mm (0.49 in.)
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

min. 32
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Hole diagrams for FR 1921

Description                                                                                                                                                                                                                                                  Order No.
                                                                                                                                                                                                                                                                                                                                                              white plastic

Rear Mounting Bracket for Face Frame Mounting                                                                                                                                                                                       900171

Packing Unit: 100 pairs                                                                                                                                                                                                                                                 

5.5x85x8 ø5
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FR 1019

NOTE:
4  other lengths and colors available on request
4  for screws, see fastening materials, brackets, spacers, 

jigs, etc.

SLIDE TYPE:          Regular-Extension Drawer Slide

MOUNTING:            Side Mount 

WIDTH:                 12 mm (0.47 in.)
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

MATERIALS:         powder coated cold rolled steel SPECIFICATIONS:
4  economical, with very good running qualities most 
      suitable for RTA furniture 
4  cabinet and drawer profile specially formed to prevent
      rollers from touching protruding screws
4  special custom hole patterns available on request

12 mm (0.47 in.) is the actual size of the slide. 
Allow a min. of 12.7 mm (0.5 in.) for clearance.
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FEATURES:           nylon rollers

                                               

                                                                                                 Order No.                         Order No.                        Order No.                        Order No.                         Order No.
     Length           Extension Loss                Weight                  A: (Taped)                        A: (Taped)                        B: (Bulk)                          B: (Bulk)                          B: (Bulk)
   mm           in                   mm          in                             kg      lbs                               white                                           brown                                           white                                           brown                                            black

  350    13.78           85     3.35                        *                           90019                                  *                                  90014                              90024                                   *

  400    15.75           85     3.35                        *                               *                                  90009                                  *                                      *                                   90022

  450    17.72           85     3.35                        *                               *                                      *                                      *                                  90020                                   *

 Packing Unit: A: Taped 20 pair per box, taped per pair B: Bulk packed 100 pcs. of each profile per box *on request
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SLIDE TYPE:          Regular-Extension Drawer Slide

MOUNTING:            Side Mount 

WIDTH:                 12 mm (0.47 in.)
LOAD CAPACITY:  dynamic up to 34 kg (75 lbs.)

MATERIAL:           powder coated cold rolled steel FEATURES:           solid Delrin* rollers SPECIFICATIONS:
4  lateral stability provided by specially shaped profiles
4  integrated side adjustment - clearance adjustable 

up to 2 mm
4  double hole system on cabinet profile for offset 

attachment to thin inside walls
4  added strength of cabinet profile provided by 

special front flange
4  oblong holes in the cabinet profile permit easy 

height adjustments
4  dual detent in the drawer profile holds the drawer in
      place when extended
4  single-sided captive profile (left)

Extension EX

0 A B C D E F G L

0 35 45 H 29
1

I J O L

9 26 67 25
0

28
2

K M N

11

EURO-Screw 6.3 mm

                                                                                                                                                                                                                                                               Weight             
Length L       EX            A             B             C             D              E              F             G              H               I             J             K             M            N             O          per pair        Order No.
 mm     in       mm     in      mm    in       mm    in       mm     in       mm    in       mm     in      mm     in       mm     in       mm     in        mm    in      mm    in      mm    in        mm     in      mm     in      mm     in         kg     lbs             white

  300  11.81    215   8.47     46   1.81      62   2.44     142  5.59                                          254 10.00    270 10.63                                                                                 259 10.20                                          0.49  1.08           3009

 350 13.78    265  10.43    32   1.26      48   1.89     192  7.56                                          304 11.97    320 12.60                        323 12.72                                         259 10.20                                          0.56  1.23           3010

 400 15.75    300  11.81    50   1.97      66   2.60     242  9.53                                          354 13.94    370 14.57    259 10.20    355 13.98                     378 14.89    387 15.24                                          0.63  1.39           3011

 450 17.72    350  13.78    36   1.42      52   2.05     292 11.50                                         404 15.91    420 16.54    259 10.20    387 15.24                     410 16.14    419 16.50   442  17.40                       0.70  1.54           3012

 500 19.69    400  15.75    22   0.87      38   1.50     150  5.91     342 13.47                      454 17.87    470 18.50    259 10.20    387 15.24  419 16.50   442 17.40    451 17.76   474  18.66   483 19.02    0.78  1.72           3013

 550 21.65    430  16.93    40   1.57      56   2.21     200  7.87     392 15.43                      504 19.84    520 20.47    259 10.20    483 19.02                     506 19.92    515 20.28   538  21.18                       0.83  1.83           3014

 600 23.62    480  18.90    26   1.02      42   1.65     250  9.84     442 17.40                      554 21.81    570 22.44    259 10.20                                         506 19.92    515 20.28   538  21.18   547 21.54    0.92  2.03           3015

 650 25.59    530  20.87    44   1.73      60   2.36     300 11.81    492 19.37                      604 23.78    620 24.41    259 10.20                                         506 19.92    515 20.28   538  21.18   547 21.54    0.99  2.18           3016

 700 27.56    560  22.05    30   1.18      46   1.81     190  7.48     350 13.78   542 21.34  654 25.75    670 26.38    259 10.20                                         506 19.92    515 20.28   538  21.18   547 21.54    1.06  2.34           3017

Packing Unit: 20 sets per box                                                                                                                                                                                                                                        

*DuPont (TM) Delrin®
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SLIDE TYPE:            Regular-Extension Drawer Slide 

MOUNTING:            Bottom Mount

SPECIFICATIONS:
4  lateral stability provided by specially shaped profiles
4  integrated side adjustment - clearance adjustable 
      up to 2 mm
4  double hole system on cabinet profile for offset 
      attachment to thin inside walls
4  added strength of cabinet profile provided by special

front flange
4  oblong holes in the cabinet profile permit easy 
      height adjustments
4  dual detent in the drawer profile holds the drawer in

place when extended
4  single-sided captive profile (left)
4  self-closing

NOTE:
4  compatible with full-extension drawer slide FR 6500 in

the 32 mm system  

MATERIAL:           powder coated cold rolled steel FEATURES:           solid Delrin* rollers

WIDTH:                 12 mm (0.47 in.)
LOAD CAPACITY:  dynamic up to 45 kg (100 lbs.)
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EURO-Screw 6.3 mm 

*DuPont (TM) Delrin®

Optional:
With lift out prevention clip
FR2021.LP. (patented)

Rear Bracket for Faceframe Mounting 
Item. Number: 900161
Packing: 100 prs.

Optional:
With roll-out prevention clip
FR2021.RP.

                                                                                                                                                                                                       Weight                
 LengthL             M                   N                    O                    P                    Q                    R                    S                                      per pair                                                      Order No.
 mm       in              mm       in           mm        in              mm        in            mm       in           mm        in               mm       in           mm        in                                            kg       lbs                                                                          white

300 11.81                                                                                            259  10.20                                                                        0.55  1.21                                                      2220

350 13.79                          323  12.72                                                 259  10.20                                                                        0.63  1.39                                                      2221

400 15.74      259  10.20    355  13.98                            378 14.88     387  15.24                                                                        0.71  1.57                                                      2222

450 17.72      259  10.20    387  15.24                            410 16.14     419  16.50       442 17.40                                                 0.79  1.74                                                      2223

500  19.69      259  10.20    387  15.24       419  16.50     442 17.40     451  17.76       474 18.66    483  19.02                           0.87  1.92                                                      2224

550 21.65      259  10.20    483  19.02                            506 19.92     515  20.28       538 21.18                                                 0.96  2.12                                                      2225

600 23.62      259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.04  2.29                                                      2226

650 25.59      259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.13  2.49                                                      2227

700 27.56      259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.21  2.67                                                      2228

Packing Unit: 20 sets per box

 LengthL          Travel                A                    B                    C                    D                    E                    F                    G                    H                    I                     J                    K
 mm       in              mm       in           mm        in              mm        in            mm       in           mm        in               mm       in           mm        in             mm        in             mm       in           mm        in              mm        in           mm        in

300 11.81      215   8.47      46    1.81         73    2.87      137  5.39      142   5.59                                                                                              238   9.37        265  10.43    270  10.63

350 13.79      265  10.43     32    1.26         91    3.58      187  7.36      192   7.56                                                                                              288  11.34       315  12.40    320  12.60

400 15.74      300  11.81     18    0.71         77    3.03      173  6.81                             237  9.33     242   9.53                                                  338  13.31       365  14.37    370 14.57

450 17.72      350  13.79     36    1.42         95    3.74      159  6.26                             287 11.30    292  11.50                                                 388  15.28       415  16.34    420  16.54

500 19.69      400  15.74     22    0.87         81    3.19      113  4.45      118   4.65        337  13.2     342  13.47                                                 438  17.24       465  18.31    470  18.50

550 21.65      430  16.93     40    1.58         99    3.90      163  6.42      168   6.61        387 15.24    392  15.43                                                 488  19.21       515  20.28    520  20.47

600 23.62      480  18.90     26    1.02         85    3.35      213  8.39      218   8.58        437 17.21    442  17.40                                                 538  21.18       565  22.24    570  22.44

650 25.59      530  20.87     44    1.73         71    2.80      135  5.32                             263 10.35    268  10.55      487  19.17      492 19.37     588  23.15       615  24.21    620  24.41

700 27.56      560  22.05     30    1.18         89    3.50      185  7.28      190   7.48        313 12.32    318  12.52      537  21.14      542 21.34     638  25.12       665  26.18    670 26.38
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SLIDE TYPE:          Regular-Extension Drawer Slide

                             with silent roller

MOUNTING:            Bottom Mount

SPECIFICATIONS:
4  lateral stability provided by specially shaped profiles
4  double hole system on cabinet profile for offset 

attachment to thin inside walls
4  added strength of cabinet profile provided by special

front flange
4  oblong holes in the cabinet profile permit easy height

adjustments
4  dual detent in the drawer profile holds the drawer 

in place when extended
4  single-sided captive profile (left)
4  self-closing

NOTE:
4  compatible with full-extension drawer slide FR 6500 in

the 32 mm system  

MATERIAL:           powder coated cold rolled steel FEATURES:           silent rollers

WIDTH:                 12 mm (0.47 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)
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EURO-Screw 6.3 mm 

 LengthL          Travel                A                    B                    C                    D                    E                    F                    G                    H                    I                     J                    K
 mm       in              mm       in           mm        in              mm        in            mm       in           mm        in               mm       in           mm        in             mm        in             mm       in           mm        in              mm        in           mm        in

300  11.81       215   8.47      46    1.81         73    2.87      137  5.39      142   5.59                                                                                              238   9.37        265  10.43    270  10.63

350  13.79       265  10.43     32    1.26         91    3.58      187  7.36      192   7.56                                                                                                         288  11.34       315  12.40    320  12.60

400  15.74       300  11.81     18    0.71         77    3.03      173  6.81                             237  9.33     242   9.53                                                  338  13.31       365  14.37    370  14.57

450  17.72       350  13.79     36    1.42         95    3.74      159  6.26                             287 11.30    292  11.50                                                 388  15.28       415  16.34    420  16.54

500  19.69       400  15.74     22    0.87         81    3.19      113  4.45      118   4.65        337  13.2     342  13.47                                                 438  17.24       465  18.31    470  18.50

550  21.65       430  16.93     40    1.58         99    3.90      163  6.42      168   6.61        387 15.24    392  15.43                                                 488  19.21       515  20.28    520  20.47

600  23.62       480  18.90     26    1.02         85    3.35      213  8.39      218   8.58        437 17.21    442  17.40                                                 538  21.18       565  22.24    570  22.44

650  25.59       530  20.87     44    1.73         71    2.80      135  5.32                             263 10.35    268  10.55      487  19.17      492 19.37     588  23.15       615  24.21    620  24.41

700  27.56       560  22.05     30    1.18         89    3.50      185  7.28      190   7.48        313 12.32    318  12.52      537  21.14      542 21.34     638  25.12       665  26.18    670  26.38

                                                                                                                                                                                                       Weight                
 LengthL             M                   N                    O                    P                    Q                    R                    S                                      per pair                                                      Order No.
 mm       in              mm       in           mm        in              mm        in            mm       in           mm        in               mm       in           mm        in                                            kg       lbs                                                                          white

300  11.81                                                                                              259  10.20                                                                        0.55  1.21                                                      7085

350  13.79                            323  12.72                                                 259  10.20                                                                        0.63  1.39                                                      7086

400  15.74       259  10.20    355  13.98                            378 14.88     387  15.24                                                                        0.71  1.57                                                      7087

450  17.72       259  10.20    387  15.24                            410 16.14     419  16.50       442 17.40                                                 0.79  1.74                                                      7088

500  19.69       259  10.20    387  15.24       419  16.50     442 17.40     451  17.76       474 18.66    483  19.02                           0.87  1.92                                                      7089

550  21.65       259  10.20    483  19.02                            506 19.92     515  20.28       538 21.18                                                 0.96  2.12                                                      7090

600  23.62       259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.04  2.29                                                     7091

650  25.59       259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.13  2.49                                                      7092

700  27.56       259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.21  2.67                                                      7093

Packing Unit: 20 sets per box



FR 2020.ECD
SLIDE TYPE:            Regular-Extension Drawer Slide
                                  with Easy Close Device

MOUNTING:            Bottom Mount

SPECIFICATIONS:
4  lateral stability provided by specially shaped profiles
4  double hole system on cabinet profile for offset 
      attachment to thin inside walls
4  added strength of cabinet profile provided by special

front flange
4  oblong holes in the cabinet profile permit easy 
      height adjustments
4  dual detent in the drawer profile holds the drawer in

place when extended
4  single-sided captive profile (left)
4  ECD Easy Close Device integrated

Easy Close Device Integrated
Patented mechanism premounted on both sides 
recommended for drawer width from 600 mm 
and wider. Mechanism premounted on one 
side recommended for drawer width up 
to 550 mm.

NOTE:
4  compatible with full-extension drawer slide FR 6500 in

the 32 mm system  

MATERIAL:           powder coated cold rolled steel FEATURES:           solid Delrin* rollers

WIDTH:                 12 mm (0.47 in.)
LOAD CAPACITY:  dynamic up to 45 kg (100 lbs.)

*DuPont (TM) Delrin®

                                                                                                                                                                                                       Weight           Order No.             Order No.
 LengthL             M                   N                    O                    P                    Q                    R                    S                                      per pair         ECD on right only     ECD on right and left
 mm       in              mm       in           mm        in              mm        in            mm       in           mm        in               mm       in           mm        in                                            kg       lbs                    white                            white

300 11.81                                                                                            259  10.20                                                                        0.55  1.21             2311                    2411

350 13.79                          323  12.72                                                 259  10.20                                                                        0.63  1.39             2312                    2412

400 15.74      259  10.20    355  13.98                            378 14.88     387  15.24                                                                        0.71  1.57             2313                    2413

450 17.72      259  10.20    387  15.24                            410 16.14     419  16.50       442 17.40                                                 0.79  1.74             2314                    2414

500 19.69      259  10.20    387  15.24       419  16.50     442 17.40     451  17.76       474 18.66    483  19.02                           0.87  1.92             2315                    2415

550 21.65      259  10.20    483  19.02                            506 19.92     515  20.28       538 21.18                                                 0.96  2.12             2316                    2416

600 23.62      259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.04  2.29             2317                       *

650 25.59      259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.13  2.49             2318                       *

700 27.56      259  10.20                                                 506 19.92     515  20.28       538 21.18    547  21.54                           1.21  2.67             2319                       *

Packing Unit: 20 sets per box                                                                                                                                                                                                                       * on request

 LengthL          Travel                A                    B                    C                    D                    E                    F                    G                    H                    I                     J                    K
 mm       in              mm       in           mm        in              mm        in            mm       in           mm        in               mm       in           mm        in             mm        in             mm       in           mm        in              mm        in           mm        in

300 11.81      215   8.47      41    1.61         46    1.81                                                                                             137   5.39       142  5.59      238   9.37        265  10.43    270  10.63

350 13.79      265  10.43     27    1.06         32    1.26                                                                                             187   7.36       192  7.56      288  11.34       315  12.40    320  12.60

400 15.74      300  11.81     13    0.51         18    0.71                                                                                             237   9.33       242  9.53      338  13.31       365  14.37    370 14.57

450 17.72      350  13.79     31    1.22         36    1.42                                                                                             287  11.30      292 11.50     388  15.28       415  16.34    420  16.54

500 19.69      400  15.74     17    0.67         22    0.87                                                  113  4.45     118   4.65       337  13.27      342 13.47     438  17.24       465  18.31    470  18.50

550 21.65      430  16.93     35    1.38         40    1.58                                                  163  6.42     168   6.61       387  15.24      392 15.43     488  19.21       515  20.28    520  20.47

600 23.62      480  18.90     21    0.83         26    1.02                                                  213  8.39     218   8.58       437  17.21      442 17.40     538  21.18       565  22.24    570  22.44

650 25.59      530  20.87     39    1.54         44    1.73                                                  263 10.35    268  10.55      487  19.17      492 19.37     588  23.15       615  24.21    620  24.41

700 27.56      565  22.24     25    0.98         30    1.18      185  7.28      190   7.48        313 12.32    318  12.52      537  21.14      542 21.34     638  25.12       665  26.18    670 26.38
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SPECIFICATIONS:
4  lateral stability provided by specially shaped profiles 

(- length 1000 mm)
4  cabinet profile with rubber stop
4  dual detent in the drawer profile holds the drawer in

place when extended
4  cabinet profile covers drawer profile in closed position
4  quiet running provided by precision silent rollers
4  single-sided captive profile (right)
4  self-closing

MATERIAL:           powder coated cold rolled steel FEATURES:           silent rollers

WIDTH:                 15 mm (0.59 in.)
LOAD CAPACITY:   dynamic up to 70 kg (175 lbs.)

SLIDE TYPE:            Regular-Extension Drawer Slide 

MOUNTING:            Bottom Mount

                                                                                                                                                                                                                                                     Weight               
Length L              EX                  A                    B                  C                    D                   E                    F                   G                   H                    I                  per pair       Order No.
 mm        in            mm        in           mm       in            mm        in          mm        in             mm        in           mm        in           mm        in           mm        in           mm        in            mm        in                kg        lbs              white

300   11.81      212   8.35        46    1.81       142    5.59      238   9.37        270   10.63                                                256  10.08                                                 0.90   1.98          1349

350   13.78      262  10.31       32    1.26       192    7.56      288  11.34       320   12.60                                                288  11.34                                                 1.04   2.29          1350

400   15.75      302  11.89       18    0.71       242    9.53      338  13.31       370   14.57                                                288  11.34                                                 1.18    2.6           1351

450   17.72      352  13.86       36    1.42       292   11.50     388  15.28       420   16.54                                                288  11.34                                                 1.32   2.91          1352

500   19.69      402  15.83       22    0.87       182    7.17      342  13.46       438   17.24     470   18.50                          288  11.34     448  17.64                            1.46   3.22          1353

550   21.65      432  17.01       40    1.57       168    6.61      392  15.43       488   19.21     520   20.47                          288  11.34     480  18.90                            1.60   3.53          1354

600   23.62      482  18.98       26    1.02       218    8.58      442  17.40       538   21.18     570   22.44                          288  11.34     544  21.42                            1.74   3.84          1355

650   25.59      532  20.94       44    1.73       268   10.55     492  19.37       588   23.15     620   24.41                          288  11.34     544  21.42                            1.88   4.14          1356

700   27.56      582  22.91       30    1.18       190    7.48      318  12.52       542   21.34     638   25.11     670  26.38     288  11.34     544  21.42                            2.02   4.45          1357

750   29.53      612  24.09       16    0.63       176    6.93      368  14.48       592   23.31     688   27.09     720  28.35     288  11.34     544  21.42                            2.17   4.78          1358

800   31.50      662  26.06       34    1.34       226    8.90      418  16.46       642   25.28     738   29.06     770  30.31     288  11.34     544  21.42      736  28.98        2.33   5.14          1359

850   33.46      712  28.03       20    0.79       276   10.87     468  18.43       692   27.24     788   31.02     820  32.28    288  11.34     544  21.42      768  30.24        2.47   5.45          1360

900   35.43      742  29.21       38    1.50       230    9.06      518  20.39       742   29.21     838   32.99     870  34.25    288  11.34     544  21.42      768  30.24        2.61   5.75          1361

950   37.40      792  31.18       24    0.94       280   11.02     568  22.36       792   31.18     888   34.96     920  36.22    288  11.34     544  21.42      768  30.24        2.76   6.08          1362

1000 39.37      842  33.15       42    1.65       330   12.99     618  24.33       842   33.15     938   36.93     970  38.19    288  11.34     544  21.42      768  30.24        2.89   6.37          1363

Packing Unit: 10 sets per box 
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SLIDE TYPE:          Regular-Extension Drawer Slide

MOUNTING:            Bottom Mount

WIDTH:                 16 mm (0.63 in.)
LOAD CAPACITY:    dynamic up to 100 kg (225 lbs.)

MATERIAL:           cold rolled steel, zinc or powder coated FEATURES:           Delrin* encased roller bearings SPECIFICATIONS:
4  stay-closed feature holds the drawer in place when closed
4  dual detent in the drawer profile holds the drawer in place

when extended
4  with holes for M4 flat head screws
4  steel rear backstop

  LengthL               EX                   A                    B                        C                       D                       E                      F                      G                     H                 Weight           Order No.
  mm         in            mm         in           mm        in            mm         in                mm          in               mm         in               mm          in              mm          in              mm        in             mm         in               kg        lbs             zinc       white

 300   11.81     209    8.23      42    1.65      138    5.43         266    10.47                                                        269    10.59                                                   1.48   3.27       4064       

 350   13.78     259   10.20     60    2.36      188    7.40         316    12.44                                                      301    11.85                                                    1.71   3.77       4065       

 400   15.75     294   11.57     46    1.81      238    9.37         366    14.41                                                        333    13.11                                                    1.94   4.28       4066   4080

 450   17.72     344   13.54     96    3.78      288   11.34        416    16.38                                                       365    14.37                                                    2.17   4.78       4067   4081

 500   19.69     394   15.51     50    1.97      146    5.75         338    13.31        466   18.35                               365    14.37      461  18.15                              2.40   5.29       4068   4082

 550   21.65     444   17.48     68    2.68      196    7.72         388    15.28        516   20.31                               365    14.37      493  19.41                              2.63   5.80       4069   4083

 600   23.62     494   19.45     54    2.13      246    9.69         438    17.24        566   22.28                               365    14.37      557  21.93                              2.86   6.31       4070   4084

 650   25.59     544   21.42     40    1.57      296   11.65        488    19.21        616   24.25                               365    14.37      621  24.45                              3.09   6.80       4071   4085

 700   27.56     564   22.20     58    2.28      186    7.32         346    13.62        538   21.18       666   26.22      365    14.37      525  20.67      653   25.71      3.33   7.34       4072   4086

 750   29.63     614   24.17     76    2.99      204    8.03         396    15.59        588   23.15       716   28.19      365    14.37      557  21.93      685   26.97      3.55   7.83       4073       

 800   31.50     654   25.75     62    2.44      190    7.48         446    17.56        638   25.12       766   30.16      365    14.37      621  24.45      749   29.49      3.79   8.36       4074   4087

 850   33.46     704   27.72     80    3.15      240    9.45         496    19.53        688   27.09       816   32.13      365    14.37      621  24.45      781   30.75      4.04   8.91       4075

 900   35.43     744   29.29     66    2.60      290   11.42        546    21.50        738   29.01       866   34.10      365    14.37      621  24.45      845   33.27      4.27   9.41       4076   4088

 950   37.40     794   31.26     52    2.05      340   11.39        596    23.46        788   31.02       916   36.07      365    14.37      621  24.45      909   35.79      4.51   9.94       4077

1000  39.37     834   32.83     70    2.76      390   15.35        646    25.43        838   33.00       966   38.03      365    14.37      621  24.45      941   37.05      4.74  10.45      4078   4089

Packing Unit: 300-550 mm 10 pair per box, 600-1000 mm 7 pair per box                                                                                                                                                  

*DuPont (TM) Delrin®
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Length L

SLIDE TYPE:          Regular-Extension Drawer Slide

MOUNTING:            Bottom Mount

WIDTH:                 20 mm (0.79 in.)
LOAD CAPACITY:    dynamic up to 100 kg (225 lbs.)

MATERIAL:   cold rolled steel, zinc plated and powder coated FEATURES:           steel roller bearings SPECIFICATIONS:
4  stay-closed feature holds the drawer in place when closed
4  dual detent in the drawer profile holds the drawer in place

when extended
4  with holes for 5mm flat head screws
4  steel rear backstop
4  zinc plated and powder coated for corrosion resistance
4  additional high weight bearing roller bearings
4  hold out detent
4  formed tab to reduce vertical play when closed

APPLICATIONS:
4  battery box pull outs
4  gas bottle storage pull outs
4  equipment storage compartments
4  any heavy duty application requiring vibration resistance

 LengthL            EX                A                 B                 C                 D                   E                   F                   G                H                 I               J                    Weight           Order No.
  mm        in           mm       in          mm      in          mm      in          mm      in          mm        in          mm       in           mm        in           mm      in         mm      in        mm      in         mm       in                    kg        lbs                   black   

 550  21.65    414  16.30    68   2.68    196  7.72                        388  15.28    516  20.32    535  21.06    173  6.81    365 14.37  49319.41                           2.63   5.80               *

 750  29.53    584  22.99    76   2.99    204  8.03    396 15.59    588  23.15    716  28.19    735  28.94    173  6.81    365 14.37  55721.93   685 26.97            *        *                  *

 900  35.43    714  28.11    66   2.60    290 11.42   546 21.50    738  29.06    866  34.09    885  34.84    173  6.81    365 14.37  62124.45   845 32.27            *        *                  *

Packing Unit: 10 pair per box                                                                                                               * on request   **Other lengths available on request with minimum order

Dual rollers on cabinet profile

Rollers are attached by special head
rivets to resist vibration

Dual detent in the drawer profile holds
the drawer in place when extended

Formed tab on drawer profile to 
reduce vertical play when closed 

Roller Slide for Automotive Applications
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for 1.5mm material thickness

SLIDE TYPE:    Regular-Extension Drawer Slide
                            with Standard Mounting Tab System

MOUNTING:     Bottom Mount

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:   dynamic up to 100 kg (225 lbs.)

EX Extension

slide closed

slide open

Length

26
18 12 12

7.
5

A
B

Cabinet Profile

Hole for Countersunk Screw 8-32 or M4 DIN 965 A

C
D

14 14

12
.5

12
.5

8 10
61

Drawer Profile uncoated

Ø8Ø5.1

SMT
system

SPECIFICATIONS:
4  Standard Mounting Tab system allows for quick 
      installation and flexibility in drawer slide model selection
4  cabinet profile is powdercoated, drawer profile is 
      uncoated (raw) to allow welding by installer. 
4  openings for the mounting tabs are 12mm x 12mm 
4  front and rear openings are on the same level
4  mounting strips can be identical front, back, left and right
4  standard thickness for the mounting hat is 
      1.5mm (16 gauge) steel with option for 1.9mm 
      (14 gauge) steel available
4  double-sided captive profile
4  self-closing

NOTE:
4 compatible with full extension drawer slides 

FR 7075.SMT and FR 7180.SMT

MATERIAL:  cabinet profile is grey powdercoated, 
                       drawer profile cold rolled steel uncoated for welding

FEATURES:  Delrin* encased steel roller bearings
                       Standard Hole/Slot for weld jig alignment

                                                                                                                                                                                                                                                   
Nominal EX Cabinet Profile Drawer Profile
Length L A B C D Weight Order No. Order No.
mm in mm in mm in mm in mm in mm in kg lbs 1.5 mm 16 ga. steel 1.9 mm 14 ga. steel

450 17.72 377 14.84 480 18.90 411 16.18 480 18.90 395.5 15.57 * * * *

500 19.69 417 16.42 530 20.87 461 18.15 530 20.87 445.5 17.54 * * * *

550 21.65 457 17.99 580 22.84 511 20.12 580 22.84 495.5 19.51 * * * *

600 23.62 497 19.57 630 24.80 561 22.09 630 24.80 545.5 21.48 * * * *

650 25.59 537 21.14 680 26.77 611 24.06 680 26.77 595.5 23.45 * * * *

700 27.56 577 22.72 730 28.74 661 26.02 730 28.74 645.5 25.42 * * * *

750 29.53 617 24.29 780 30.71 711 27.99 780 30.71 695.5 27.38 * * * *

Note: cabinet or drawer profile available in nominal lengths * on request  

Cabinet Profile +30mm, Drawer Profile +30mm

New Product 
Please inquire for lead time

18
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FR 215.SMT

*DuPont (TM) Delrin®

SLIDE TYPE:    Regular-Extension Drawer Slide
                            with Standard Mounting Tab System

MOUNTING:     Bottom Mount

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:   dynamic up to 100 kg (225 lbs.)

EX Extension

slide closed

slide open

Length

26
18 12 12

7.
5

A
B

Cabinet Profile

Hole for Countersunk Screw 8-32 or M4 DIN 965 A

C
D

14 14

12
.5

12
.5

8 10
61

Drawer Profile uncoated

Ø8Ø5.1

SMT
system

                                                                                                                                                                                                                                                   
Nominal EX Cabinet Profile Drawer Profile
Length L A B C D Weight Order No. Order No.
mm in mm in mm in mm in mm in mm in kg lbs 1.5 mm 16 ga. steel 1.9 mm 14 ga. steel

450 17.72 352 13.86 450 17.72 381 15.00 450 17.72 365.5 14.39 * * * *

500 19.69 392 15.43 500 19.69 431 16.97 500 19.69 415.5 16.36 * * * *

550 21.65 432 17.01 550 21.65 481 18.94 550 21.65 465.5 18.33 * * * *

600 23.62 472 18.58 600 23.62 531 20.91 600 23.62 515.5 20.30 * * * *

650 25.59 512 20.16 650 25.59 581 22.87 650 25.59 565.5 22.26 * * * *

700 27.56 552 21.73 700 27.56 631 24.84 700 27.56 615.5 24.23 * * * *

750 29.53 592 23.31 750 29.53 681 26.81 750 29.53 665.5 26.20 * * * *

Note: cabinet or drawer profile available in nominal lengths * on request  

Cabinet Profile and Drawer Profile Nominal
New Product 
Please inquire for lead time
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SPECIFICATIONS:
4  Delrin* encased roller bearings* 
      provide excellent and quiet running even under the

heaviest loads
4  double-sided captive profile
4  soft rubber back stop

NOTE:
4  compatible with full-extension slides FR 7100 
      and FR 7180.
4  also available in stainless steel FR 215.CS

SLIDE TYPE:          Regular-Extension Drawer Slide

MOUNTING:            Bottom Mount

MATERIAL:           powder coated cold rolled steel FEATURES:           Delrin* encased steel roller bearings

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:   dynamic up to 100 kg (225 lbs.)
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Extension EX

16

16

    Length L            EX                       A                       B                       C                        D                   E                        F                      G                     H                 Weight     Order No.
     mm        in            mm       in                 mm        in                 mm        in                 mm        in                 mm       in            mm        in                mm        in               mm        in               mm       in               kg        lbs        light grey

   400  15.75     290 11.42          46    1.81          238   9.37          366  14.41                                                        323  12.72                                                             *                 *

   450  17.72     340 13.39          96    3.78          288  11.34         416  16.38                                                        355  13.98                                                             *                *

   500  19.69     390 15.35          50    1.97          146   5.75          338  13.31         466  18.35                              291  11.46       451  17.76                                     *              4182

   550  21.65     420 16.54          68    2.68          196   7.72          388  15.28         516  20.31                              323  12.72       483  19.02                                     *              4183

   600  23.62     460 18.11          54    2.13          246   9.69          438  17.42         566  22.28                              355  13.98       547  21.54                                     *              4184

   650  25.59     500 19.69          40    1.57          296  11.65         488  19.21         616  24.25                              355  13.98       611  24.06                                     *             4185

   700  27.56     540 21.26          58    2.28          186   7.32          346  13.62         538  21.18     666  26.22        355  13.98       515  20.28      643   25.31             *              4186

   750  29.53     580 22.84          76    2.99          204   8.03          396  15.59         588  23.15     716  28.19        355  13.98       547  21.54      675   26.57             *              4187

   800  31.50     620 24.41          62    2.44          190   7.48          446  17.56         638  25.12     766  30.16        355  13.98       611  24.06      739   29.09             *              4188

   850  33.46     660 25.99          80    3.15          240   9.45          496  19.53         688  27.09     816  32.13        355  13.98       611  24.06      771   30.35             *                 *

   900  35.43     700 27.56          66    2.60          290  11.42         546  21.50         738  29.06     866  34.09        355  13.98       611  24.06      835   32.87             *              4190

   950  37.40     740 29.13          52    2.05          340  13.39         596  23.46         788  31.02     916  36.06        355  13.98       611  24.06      899   35.39             *                 *

  1000 39.37     780 30.71          70    2.76          390  15.35         646  25.43         838  32.99     966  38.03        355  13.98       643  25.31      931   36.65             *              4192

Packing Unit: 5 sets per box                                                                                                                                                                                                                * on request  
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NOTES:
4  special designs available on request

SLIDE TYPE:          Regular-Extension, 
                                  Heavy Duty Slide

MOUNTING:            Bottom Mount

WIDTH:                 min. 89 mm (3.50 in.)

LOAD CAPACITY:  dynamic up to100 kg (225 lbs.)

SPECIFICATIONS:
4  ideally suited for displays, exhibits and store fixtures
4  absolute lateral stability provided by specially 
      shaped profiles
4  light, rigid and silent movement via special 
      roller assembly
4  simple assembly of the pullout unit via countersunk 
      fixing holes for M6 countersunk screws.
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MATERIAL:           powder coated cold rolled steel FEATURES:           solid Delrin* rollers

                          EX                   EX
                      Version A               Version B
                    with roll-out      without roll-out                                                                                                                                                                                         Order No.    Order No.
Length L       prevention          prevention             A                      B                    C                     a                     b                     D                    E                     F              Version A       Version B
 mm        in          mm       in            mm         in           mm        in             mm          in            mm        in             mm         in             mm         in             mm          in           mm        in             mm          in              black                black

400  15.75   280  11.02     280   11.02                           200    7.87                                                                                                 250   9.84                                   *                 *

450  17.72   330  12.99     315   12.40                           225    8.86                                                                                                 275  10.83                                 *                 *

500  19.69   380  14.96     350   13.78                           250    9.84                              70     2.76     372.6 14.67                            300  11.81                              1702              *

550  21.65   430  16.93     385   15.16                           275   10.83                             70     2.76     372.6 14.67                            325  12.80                              1703              *

600  23.62   480  18.90     420   16.54                           300   11.81                            126    4.96      467   18.39                            350  13.78                                  *                 *

650  25.59   520  20.47     455   17.91   172.5 6.79       325   12.80      **       **         126    4.96      467   18.39    197.5   7.78     375  14.76    502.5  19.78          *                 *

700  27.56   560  22.05     490   19.29    185   7.28       350   13.78     515  20.28      126    4.96      467   18.39      210    8.27     400  15.75      540   21.26          *                 *

750  29.53   600  23.62     525   20.67   197.5 7.76       375   14.76   552.521.75                                                   222.5   8.76     425  16.73    577.5  22.74          *                 *

800  31.50   640  25.20     560   22.05    210   8.27       400   15.75     590  23.23                                                    235    9.25     450  17.72      615   24.21          *                 *

850  33.46   680  26.77     595   23.43   222.5 8.76       425   16.73   627.524.70                                                   247.5   9.74     475  18.70    652.5  25.69          *                 *

900  35.43   720  28.35     630   24.80    235   9.25       450   17.72     665  26.18                                                    260   10.24    500  19.69      690   27.17          *                 *

950  37.40   760  29.92     665   26.18   247.5 9.74       475   18.70   702.527.66                                                   272.5  10.73    525  20.67    727.5  28.64          *                 *

100039.37   800  31.50     700   27.56    260  10.24      500   19.69     740  29.13                                                    285   11.22    550  21.65      765   30.12          *                 *

105041.34   840  33.07     915   36.02   272.510.73      525   20.67   777.530.61                                                   297.5  11.71    575  22.64    802.5  31.59          *                 *

Packing Unit: one slide per box                                      **Version A: 487.5 19.19    Version B: 477.5 18.80                                                                                         * on request  
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FEATURES:           Delrin* encased steel ball bearings

SLIDE TYPE:          Door Display Slide

MOUNTING:           Top Mount

WIDTH:                 min. 73 mm (2.87 in.)
LOAD CAPACITY:  dynamic up to 80 kg (175 lbs.)

MATERIAL:           powder coated cold rolled steel SPECIFICATIONS:
4  for use in all types of showrooms and shops with 

display walls, door panels etc.
4  offers absolute lateral stability as a pre-mounted unit 

with a special profile form
4  light, rigid and silent movement via special 

roller assembly
4  simple assembly via countersunk fixing holes for M6

countersunk screws
4  built-in friction stop in the closed and extended position

                                                                                                                                                                                                                              Weight               
  Length L           EX                  A                   B                   C                   D                   E                    F                    G                   H                per pc.         Order No.      Order No.
   mm        in           mm        in           mm        in            mm        in            mm        in            mm        in             mm        in           mm        in           mm        in             mm        in           kg.       lbs.               black                    white

 450  17.72     340  13.39      60    2.36      250   9.84                                                  115   4.53      340  13.39                                                       *                    *                    *

 500  19.69     375  14.76      60    2.36       300  11.81                                                   115   4.53      390  15.35                                                       *                    *                    *

 600  23.62     450  17.72       60    2.36       400  15.75                                                 115   4.53      490   19.29                                                             *                    *                    *

 700  25.56     525  20.67     210   8.27      450  17.72                                                 115   4.53      540  21.26                                                       *                    *                    *

 800  25.59     600  23.62     210   8.27       550  21.65                                                 115   4.53      640  25.20                                                       *                    *                    *

 900  35.43     675  26.58     160   6.30       600  23.62                                                 115   4.53      690  27.17                                                       *                    *                    *

 995  39.17     750  29.53     160   6.30       700  27.56                                                 115   4.53      785   30.91                                                     5.73  12.63            *                    *

1050 41.34     790  31.10      25    0.98      275  10.83      525  20.67      775  30.51       275  10.83     525  20.67     775  30.51      1025 40.35            *                    *                    *

1100 43.31     825  32.48     160   6.30       700  27.56                                                 115   4.53      215   8.47      870  34.25                                  *                    *                    *

Packing Unit: 5 pcs. per box                                                                                                                                                                                                                   * on request
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SLIDE TYPE:          Regular-Extension Drawer Slide
                             for shelves and drawers

MOUNTING:            Top Mount

WIDTH:                 14 mm (0.55 in.)
LOAD CAPACITY:  dynamic up to 45 kg (100 lbs.)

MATERIAL:           powder coated cold rolled steel FEATURES            Delrin* encased steel ball bearings 
                                   and solid Delrin* rollers

SPECIFICATIONS:
4  attaches to the underside of a work surface
4  the overrun clip in the cabinet profile prevents the

drawer or shelf from accidentally disengaging 
4  stop in the cabinet profile

NOTE:
4  the ideal drawer slide for adding drawers or shelves 

under an existing work surface
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  LengthL              EX                  A                  B                   C                   D                    I                     E                   F                    G              Weight             Order No.     Order No.
   mm         in             mm        in           mm        in           mm        in            mm        in           mm        in           mm        in           mm           in         mm          in           mm        in            kg        lbs                     white                   black

 300   11.81      192   7.56      46    1.81     142   5.59                                               305  12.01    254    10.00                                             0.76   1.68                 *                   *

 350   13.78      242   9.53      32    1.26     192   7.56                                               355  13.98    286    11.26                                            0.87   1.92                 *                   *

 400   15.75      287  11.30     50    1.97     242   9.53                                               405  15.94    350    13.78                                            0.97   2.14                 *                   *

 450   17.72      337  13.27     36    1.42     292  11.50                                              455  17.91    350    13.78                                            1.10   2.43                 *                   *

 500   19.69      387  15.24     22    0.87     150   5.91      342  13.46                         505  19.88    350    13.78   446    17.56                        1.22   2.69                 *                   *

 550   21.65      437  17.20     40    1.57     200   7.87      392  15.43                         555  21.85    350    13.78   478    18.82                       1.34   2.95                 *                   *

 600   23.62      487  19.17     26    1.02     250   9.84      442  17.40                         605  23.82    350    13.78   542    21.34                       1.45   3.20                 *                   *

 650   25.59      537  21.14     76    3.00     300  11.81     492  19.37                         655  25.79    350    13.78   542    21.34                                *                        *                   *

 700   27.56      577  22.72     30    1.18     158   6.22      350  13.78    542  21.34     705  27.76    350    13.78   542    21.34    670  26.38           *                        *                   *

 750   29.53      627  24.69     16    0.63     176   6.93      400  15.75    592  23.31     755  29.72    350    13.78   542    21.34    702  27.64           *                        *                   *

Packing Unit: 10 pair per box                                                                                                                                                                                                              * on request



Out stops

FR 2020.AH.
Top Mount

SLIDE TYPE:  FR 2020.AH: Keyboard Tray Pull-Out Slide
                          with Brackets 
                          FR 2020.A: Keyboard Tray Pull-Out Slide 
MOUNTING:  FR 2020.AH: Top Mount 

                         FR 2020.A: Side Mount

WIDTH:                  12 mm (0.47 in.)
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

MATERIAL:           powder coated cold rolled steel FEATURES:           nylon rollers

FR2020.A.
Side Mount

OPEN CLOSED

overrun clip

FR 2020.AH
FR 2020.A

96 (8
4.

2)
6.

8

12 0
+0.5

12 0
+2

6.5 0
+2

2440

1.
3
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5

min. 2.4
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Extension EX = 256

21.5

288
350

27 18
7

0 32 19
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28
8

28
3

32
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31
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SPECIFICATIONS:

4 five out stops for various extensions
4 simple hook-on attachment of brackets
4 overrun clip incorporated into cabinet profile prevents 
      drawer from accidentally coming out
4 FR 2020.AH is supplied with brackets to hook 
      together with the slide
4 FR 2020.A is supplied without brackets to screw 
      together with the slide or attach directly to the end panel
      — select brackets FR 1436, FR 1446, FR 1456, 
      FR 1476 and FR 1496.

25
.5

96

12 0
+2

6.5 0
+2

25
.5

                                                                                                                                                                                                                                                                    
Description           Length                    EX                                                                                                                                                                   Weight                Order No.
                                     mm         in                  mm          in                                                                                                                                                                                                                   kg         lbs.                         black

 FR 2020.AH        350   13.78         256   10.08                                                                                                                                                                 *                      805411

 FR 2020.A          350   13.78         256   10.08                                                                                                                                                                 *                       80540

Packing Unit: 20 sets per box                                                                                                                                                                                                               * on request

overrun clip

24
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4 Flipper slide mechanism for flipper door heights of 380 to 400mm (14.96 to 15.75 in.), slide length is 365mm (14.37 in.)

4 Available with or without parallel guide

4 Without parallel guide, there is no limit on the cabinet width

4 With parallel guide, cabinet width should be between 800-1200mm (31.5-47.24 in.)

4 Door is fastened with screws allowing for height adjustment

4 With ECD Easy Close Device on door closing

for cabinets up to 400 mm (15.75 in.) deep

Flipper Door Slide FR 136.ECD
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FR 136.ECD
ASSEMBLY DRAWING:   parallel guide parts list

ASSEMBLY:                       flipper door assembly

DOOR WIDTH:       min. 760-1162 mm (29.92-45.75 in.)
WEIGHT RATING:  dynamic up to 7 kg (15.4 lbs.)

mounting holes for 3.5mm flat head screws/ 6.3mm Euro-screw

SPECIFICATIONS:
4  flipper slide mechanism for flipper door heights of 380 to

400mm (14.96 to 15.75 on.), 
      slide length 365mm (14.37 in.)
4  available with or without parallel guide
4  without parallel guide, there is no limit on the cabinet width
4  with parallel guide, cabinet width should be between 
      800-1200mm (31.5-47.24 in.)
4  door is fastened with screws allowing for height adjustment
4  with ECD Easy Close Device on door closing

MATERIAL:           Steel, black powdercoat ASSEMBLY:           Engineered Resin rollers

                                                                             mm           in                                         mm            in                                 mm                                 in                                                                                                                                               black

FR 136.36 HE50 ECD                                                                      379     14.92                                                                                                 *                                                        0104360.60

FR 136.36 HE64 ECD                                                                      379     14.92                                                                                                 *                                                        0104361.60

FR 136.36 HE50 ECD                                                                      382     15.04                                                                                                 *                                                                 *

FR 136.36 HE64 ECD                                                                      384     15.12                                                                                                 *                                                                 *

Shaft 737                                          760    29.92                                                                                                                                              *                                                        0903570.03

Shaft 937                                          960    37.80                                                                                                                                              *                                                        0903527.03

Shaft 1137                                       1160   45.67                                                                                                                                              *                                                        0903571.03

Shaft 739                                          762    30.00                                                                                                                                              *                                                        0903529.03

Shaft 939                                          962    37.87                                                                                                                                              *                                                        0903530.03

Shaft 1139                                       1162   45.75                                                                                                                                              *                                                        0903531.03

**Damper ECD strong force                                                                                            ø10 x 67mm        ø.39 x 2.64 in.                                 *                                                        0904335.00

**Damper ECD light force                                                                                                ø10 x 67mm        ø.39 x 2.64 in.                                 *                                                        0904352.00

**Stop                                                                                                                            44 x 13 x 11mm  1.73 x .51 x .43in.                              *                                                        0903613.00

Packing Unit: 25 sets per box, **Accessories (50 sets per box) *on request

                                                                                                                                                                                                

Model Width Depth Dimensions Weight Order No.

L Fulterer

Damper ECD

Shaft

 

Stop

ø3.5
39

20

10

37

ø4.2



FR 136.ECD
ASSEMBLY DRAWING:   parallel guide parts list

ASSEMBLY:                       flipper door assembly

DOOR WIDTH:       min. 760-1162 mm (29.92-45.75

in.)
WEIGHT RATING:  dynamic up to 7 kg (15.4 lbs.)

C

37

Door

12.9

Width

34

3

Ø5
3 25
.7

D

9.
5

Ø7

32

B

+ –
0.

5

2 27 20

Ø4.2Ø35

R1.5 

359
320

54mm overhang with door height 361mm
51mm overhang with door height 371mm

4.5

20

A

                                                             mm         in                                                                                                     mm       in                 mm       in                mm        in               mm         in                                                                                      

Flipper Door Assembly         379   14.92    54mm overhang with door height 361mm      18   0.71         54.7  2.15        14.5   0.57         50     1.97                                                     0104360.60

Flipper Door Assembly         379   14.92    51mm overhang with door height 371mm      26   1.02         62.7  2.47        12.5   0.49         64     2.52                                                     0104361.60

                                                                                                                                                                                                

Depth Overhang A B C D Order No.

27
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FR 136.ECD
ASSEMBLY DRAWING:   parallel guide parts list

ASSEMBLY:                       flipper door assembly

DOOR WIDTH:       min. 760-1162 mm (29.92-45.75

in.)
WEIGHT RATING:  dynamic up to 7 kg (15.4 lbs.)

12.5

Ø7

3
0 17

42
.5

72
.5

10
7 10 31

3.
5

7

33
7

36
3.

5

9.
5

64

Ø4

37

19

Depth 382mm (15.04 in.) 
Order Number upon request

Depth 384mm (15.12 in.)  
Order Number upon request

Width

280
361.5

Ø7

Ø535

42
.7

5

24

29

Front Panel 20 mm

8.
5

Ø5

32 3

62
.7

7

26

23.5 8
8

51mm overhang with door height 370mm

2

  

4.5

Door 7.2

12.9

Width

2 27 20

Ø35 Ø4.2
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FR 136.ECD
ASSEMBLY DRAWING:   parallel guide parts list

ASSEMBLY:                       flipper door assembly

DOOR WIDTH:       min. 760-1162 mm (29.92-45.75

in.)
WEIGHT RATING:  dynamic up to 7 kg (15.4 lbs.)

 

Stop

ø3.5
39

20

10

37

ø4.2

L Fulterer

                                                                      mm         in                    mm        in                                             black

FR 136.36 HE50 ECD                                                379  14.92                        0104360.60

FR 136.36 HE64 ECD                                                379  14.92                        0104361.60

FR 136.36 HE50 ECD                                                382  15.04                         on request

FR 136.36 HE64 ECD                                                384  15.12                         on request

                                                                                                                                   
                                                                                                                                   
Model                                             Width                   Depth                               Order No.

mm in mm in black

Shaft 737 760 29.92 0903570.03

Shaft 937 960 37.80 0903527.03

Shaft 1137 1160 45.67 0903571.03

Shaft 739 762 30.00 0903529.03

Shaft 939 962 37.87 0903530.03

Shaft 1139 1162 45.75 0903531.03

                                                                                                                                   
                                                                                                                                   
Model                                             Width                   Depth                               Order No.

mm in

Damper ECD strong force ø10 x 67mm ø.39 x 2.64 in. 0904335.00

Damper ECD light force ø10 x 67mm ø.39 x 2.64 in. 0904352.00

                                                                                                                                   
                                                                                                                                   
Model                                                            Dimension                                    Order No.

mm in

Stop 44 x 13 x 11mm 1.73 x .51 x .43in. 0903613.00

                                                                                                                                   
                                                                                                                                   
Model                                                            Dimension                                    Order No.



FR 9001
SLIDE TYPE:          Modular Aluminum 
                                     Sliding System

MOUNTING:            Bottom Mount or Side Mount 

WIDTH:                 58 mm (2.28 in.)
LOAD CAPACITY:   dynamic up to 225 kg (500 lbs.)

40.5

42 42
55 55

15.5

26.5

11

68

13

13

40.5

15.5

26.5

11

68

13

13

RollerRoller

9 9

56
+0.5
-0 56

+1.5
-0

 450 500 550 600 650 700 750 800 850 900 950 1000 1100 1200 1300 1400 1500 1600 1700 1800  1900 2000 2100 2200 2300 2400 2500
 315 350 385 420 455 490 525 560 595 630 665 700 770 840 910 980 1050 1120 1190 1260 1330 1400 1470 1540 1610 1680 1750
 66 81 96 111 126 141 156 171 186 201 216 321 261 291 321 351 381 411 441 471 501 531 561 591 621 651 681

Length
Extension
A

Length
Extension
A

Inches

Metric mm

 18 20 22 24 26 28 30 32 34 36 38 40 44 48 52 56 60 64 68 72 76 80 84 88 92 96 100
 12.6 14 15.4 16.8 18.2 19.6 21 22.4 23.8 25.2 26.6 28 30.8 33.6 36.4 39.2 42 44.8 47.6 50.4 53.2 56 58.8 61.6 64.4 67.2 70
 2.7 3.3 3.9 4.5 5.1 5.7 6.3 6.9 7.5 8.1 8.7 9.3 10.5 11.7 12.9 14.1 15.3 16.5 17.7 18.9 20.1 21.3 22.5 23.7 24.9 26.1 27.3

0

14
10

A

Rear of slide
Rear of cabinet

Front of cabinetFront of slide
2mm

SIDE VIEW

ExtensionLength

7

FEATURES:           nylon rollers and nylon-encased 
                                   ball bearings

MATERIALS:         aluminum slide

                                                                                                                                                                                                                                                                     
                                                    Length                                                                                                                                                                                                                
                                     Sold by the foot, 21 feet maximum                                                                                                                                                                                                                                                              

Description                            mm          feet                                  Required Components                     Optional Components                                                                   Weight   Order No.
Profile A Extrusion                    6400    21 feet                          Profile A Extrusion                                                                                                                                                 *           92014

Roller Kit (see NOTES)                                                              Roller Kit                                                                                                                                                                         *            9200

Profile B Extrusion                    6400    21 feet                                                                                         Profile B Extrusion (Mounting or drawer construction components)           *           92015

Profile C Extrusion                    6400    21 feet                                                                                         Profile C Extrusion (Mounting or drawer construction components)           *           92016

                                                                                                                                                                                                                      *on request

APPLICATION ADVANTAGES:
4  3 components = 1 system a commonly shared 
      extruded profile with a special interior shape in 
      combination with roller carriers and stops offering a

wide variety of applications.

CAUTION:
4  rollers set color must match on each side

30

NOTES:
4  order number 9200 roller set, consisting of: 2 pieces

solid rollers (tolerance compensating), (red), 2 pieces
     ball bearing rollers, (white), 4 pieces stops, 16 pieces 

      M6x20 mm bolts (DIN7984), 24 pieces M6 
      square nuts (DIN557)

SPECIFICATIONS:

4 modular Sliding System comprised of 3 aluminum 
components for a wide variety of applications

4 500 lbs. weight capacity for a 4 ft. long pull-out
Regular Extension is approximately 70% of the 
length of the profile

4 the special interior shape of the profile compensates 
for installation inaccuracies in width, height and 
angular direction

4 the extruded profile is available up to 6400 mm (21 ft.)

4 simple and secure fastening of the profiles by means of
the T-slots and M6 bolts

4 simple and secure fastening of the roller carriers and
stops with M6 bolts

4 a recess for a M6 (DIN7984) Allen head bolt with a
centerline groove to accurately mark the position
of the holes

4 only one version of stops

4 roller carrier equipped with two types of rollers: solid
high-impact plastic roller with lateral play to overcome
dimensional installation inaccuracies (red) and ball
bearing roller with high-impact plastic (white)

4 the system FR 9001 allows the fabricator to create any
size pull-out from individual components
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Example FR9001 Regular Extension:

2 outer profiles with 4 stops and 2 roller carriers 
2 inner profiles with 2 roller carriers
All profiles have the same length,
extension to one side

Stationary Profile

Roller carrier
white

Roller carrier
red

Roller carrier
red

Stop

Stop

Stop

Stop

FR 9001
SLIDE TYPE:          Modular Aluminum 
                                     Sliding System

MOUNTING:            Bottom Mount or Side Mount 

WIDTH:                 58 mm (2.28 in.)
LOAD CAPACITY:   dynamic up to 225 kg (500 lbs.)

Stop

Length

Roller

32
(1.25)

10
(.394)

Drill Ø6.5mm (.26") holes thru

Min. 30% of Length

Movable Profile
FRONT

Length

Roller
Stop

10

A

(.394)
14
(.551)

7
(.275) Drill Ø6.5mm (.26") holes thru

Stationary Profile

mm (in.)

FRONT

TOP VIEW
Left side shown
(right side mirror image)

Profile A: Required Extrusion

Profile B Extrusion: Optional (Mounting or

drawer construction components)

Profile C Extrusion: Optional (Mounting or

drawer construction components)

Roller Kit: Required 
2 pcs. ballbearing rollers, (white)
2 pcs. solid rollers (tolerance compensating), (red)
4 pcs. stops
16 pcs. M6x20mm bolts (DIN7984)
24 pcs. M6 square nuts (DIN557)

Movable Profile

16x

24x

1. Fasten stop
with M6x20 mm 
bolts (DIN7984)

2. Slide in roller carriers
and fasten with M6x20 mm 
bolts (DIN7984)

3. Slide in movable 
profile from the back forward

4. Fasten stop with
M6x20 mm bolts (DIN7984)  



FR 9001
SLIDE TYPE:          Modular Aluminum 
                                     Sliding System

MOUNTING:            Bottom Mount or Side Mount 

WIDTH:                 58 mm (2.28 in.)
LOAD CAPACITY:   dynamic up to 225 kg (500 lbs.)

Vertical Application

Profile A Profile C Profile A

Profile A

FRONT VIEW

TOP VIEW

Pr ofile B

Profile B

Profile B

Milling Configuration
for corner connection

RollerCarrier
Profile B can also used as a bracket 
for surface mounting

B
B

B

C

A

Tilt-down application with custom made brackets Horizontal Application underneath tray

Example FR9001 Table Extension:
42 outer profiles with 6 stops
4table top with roller carriers arranged in pairs

Example FR9001 Regular Extension:
42 outer profiles with 4 stops and 2 roller carriers
42 inner profiles with 2 roller carriers
4all profiles have the same length, extension to one side

Example FR9001 Regular Extension:
42 outer profiles with 4 stops
42 inner profiles with 4 roller carriers
4different lengths of profiles, extension to both sides

32
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FEATURES:           lock & stock system for use with 
                                   FR 9001 aluminum slide system

MATERIALS:         aluminum and steel SPECIFICATIONS:

4  order number 92018: profile D extrusion, 6400 mm
      (21 feet) sold by foot or 92018C profile D extrusion
      25.4mm (1 inch)

4  order number 92021: rod E, steel, 6 mm diameter x 
      2000 mm (78 in.) long sold by piece

4  order number 9202: Lock and Stop Set, consisting of: 1
piece Lock lever (A), 1 piece Release lever (B), 1 piece
Rod guide (C), 2 pieces Ramp (F), 1 piece Spring (G), 

      4 pieces Set screws M5 x 6 mm (H), 3 pieces Bolt

PRODUCT TYPE:    Lock & Stop System for FR 9001
                                     

SIDE VIEW

HI BGD
E

Position of Spring
FRONT VIEW

Spring G

Rod E

Rod Guide D

Lever B

shown closed

F
F

A

D
E

B

F

F A

C

B

E

C

G

G

shown open D

25
(1)

90
(3.54)

90
(3.54)

B
(optional
position)

H
25.4 25.4

25.4

10.5

L

X

AE
C

Profile B

Profile A Side View Front View

B

G E

Profile C

K

I

K KF F

K K

J

I

J

I

 450 500 550 600 650 700 750 800 850 900 950 1000 1100 1200 1300 1400 1500 1600 1700 1800  1900 2000 2100 2200 2300 2400 2500
 315 350 385 420 455 490 525 560 595 630 665 700 770 840 910 980 1050 1120 1190 1260 1330 1400 1470 1540 1610 1680 1750
 392 442 492 542 592 642 692 742 792 842 892 942 1042 1142 1242 1342 1442 1542 1642 1742 1842 1942 2042 2142 2242 2342 2442

Length
Extension
X

Length
Extension
X

Inches

Metric mm

 18 20 22 24 26 28 30 32 34 36 38 40 44 48 52 56 60 64 68 72 76 80 84 88 92 96 100
 12.6 14 15.4 16.8 18.2 19.6 21 22.4 23.8 25.2 26.6 28 30.8 33.6 36.4 39.2 42 44.8 47.6 50.4 53.2 56 58.8 61.6 64.4 67.2 70
 15.7 17.7 19.7 21.7 23.7 25.7 27.7 29.7 31.7 33.7 35.7 37.7 41.7 45.7 49.7 53.7 57.7 61.7 65.7 69.7 73.7 77.7 81.7 85.7 89.7 93.7 97.7

 

FR 9001 Lock & Stop

FR 9001
Corner Bracket

                                                                                                                                                                                                                                                                     
  Description                                                                               Note                                                                                                                            Weight                     Order No.
                                                                                                                                                                                                                                                                               kg.        lbs.                                   

   Lock & Stop ( see specifications)                                                                                                                                                                                                              *    9202

  Profile D Extrusion, 25.4 mm (1 inch)                                     sold by the piece                                                                                                                                      *    92018C

   Profile D Extrusion, 6400 mm (21 feet)                                    sold by the foot                                                                                                                                       *    92018**

   Rod E, 6 mm diameter x 200 mm (78 in.) long                       sold by the piece                                                                                                                                      *    92021

                                                                                                                                                                                                                 **non stocking item, inquire for lead time

                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                
 Description                                                                                                                                                                                                                                            Order No.

  Universal corner Bracket, aluminum                                                                                                                                                                                                                                   92020

 Packing Unit: 1 piece

mm (in.)
Universal Corner Bracket shown 
with profile A, B,and C

Universal Corner Bracket shown 
with profile A



FR 6500
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NOTE:
4  compatible with regular-extension drawer slides 

FR 2021 and FR 2022 and in the 32 mm system

SLIDE TYPE:          Full-Extension Drawer Slide - 
                                     Telescopic-Action

MOUNTING:            Bottom Mount 

WIDTH:                 12 mm (0.47 in.)
LOAD CAPACITY:   dynamic up to 65 kg (150 lbs.)

MATERIAL:           powder coated cold rolled steel FEATURES:           solid Delrin* rollers, silent rollers SPECIFICATIONS:
4  lateral stability provided by specially shaped profiles
4  with impact-absorbing stop and overrun safety clip

already mounted in middle profile
4  easy mounting and removal of middle profile
4  special reinforcement of middle profile
4  special geometry of backstops and self-closing 
      features ensures quiet operation and precise 
      guidance of middle profile
4  with over-extension (standard)
4  double-sided captive profile
4  self-closing

*DuPont (TM) Delrin®

Patented impact-absorbing stops and 
non-removable overrun safety clip

Patented reinforcement of 
the middle profile. 

Silent roller

62
.5

47
±

0.
5 32

32

15
±

0.
5

47
±

0.
5

FR6500 FR2021

12 mm is the actual size of the slide. Allow 12.7 mm (0.5 in.) for clearance

Moving down one 32 mm hole-spacing enables instant 
conversion to a regular-extension. See FR 2021.

LengthL            N                 O                 P                 Q                 R                 S                 T                 U                 V                   Weight           Order No.      Order No.    Order No.
 mm       in          mm        in        mm      in          mm      in         mm      in           mm      in         mm        in         mm       in          mm       in         mm       in                   kg        lbs                    white                   black                  silver
    
200   7.87      163    6.42                                                                                                                                                                                   0.79   1.74               1200                  *                     *

250   9.84      227    8.94                                                                                                                                                                                   0.97   2.14               1201                  *                     *

300  11.81                                                227  8.94                                                                                           259  10.20                               1.18   2.60               1145                   *                     *

350  13.79     291   11.46                         227  8.94                                                                                           259  10.20                                1.36   3.00               1146                  *                     *

400  15.75     291   11.46                         227  8.94                                                                                           259  10.20                               1.54   3.40               1147              94402                 *

450  17.72     291   11.46                         387 15.24    410  16.14                                                                     419  16.50                                1.73   3.81               1148              94481                 *

500  19.69     291   11.46   442  17.40     419 16.50    474  18.66     483  19.02                                               451  17.76                                1.94   4.28               1149              94770                 *

550  21.65     291   11.46   506  19.92     483 19.02    538  21.18                                                                     515  20.28                                2.11   4.62               1150                  *                     *

600  23.62     291   11.46   506  19.92     483 19.02    538  21.18     547  21.54                                               515  20.28                                2.29   5.05               1151                  *                     *

650  25.59     291   11.46   506  19.92     483 19.02    538  21.18     547  21.54                                               515  20.28                                2.48   5.50               1260              94660                 *

700  27.56     291   11.46   506  19.92     483 19.02    538  21.18     547  21.54                                               515  20.28                                2.67   5.99               1261                  *                     *

750  29.53     291   11.46   506  19.92     515 20.28    538  21.18     547  21.54    675   26.57    698   27.48     707  27.83    730   28.74          2.85   6.30               1262                  *                     *

800  31.50     291   11.46   506  19.92     515 20.28    538  21.18     547  21.54    739   29.09    762   30.00     771  30.35                                3.05   6.72               1263                  *                     *

Packing Unit: 10 pair per box                                                                                                                                                                                                                 * on request

*

*

LengthL           EX                A                 B                 C                 D                 E                 F                 G                 H                 I                  J                 K                 L                 M
 mm       in          mm        in        mm      in          mm      in         mm      in           mm      in         mm        in         mm       in          mm       in         mm       in         mm      in         mm       in         mm        in       mm        in       mm        in

200   7.87      200    7.87                          42   1.65                                                                                                                                                          170    6.69     122    4.80    131    6.69    154    6.06

250   9.84      200    7.87                           28   1.10                                                                                                                                                         220    8.66     186    7.32    195    7.68    218    8.58

300  11.81     320   12.60    41    1.61       46  11.81    137   5.39      142   5.59                                                                                          233   9.17     270   10.63    250    9.84                        282   11.10

350  13.79     370   14.57    27    1.06       32   1.26     187   7.36      192   7.56                                                                                           283  11.14    320   12.60    250    9.84                        282   11.10

400  15.74     420   16.54    13    0.51       18   0.71     237   9.33      242   9.53                                                                                          333  13.11    370   14.57    250    9.84                        282   11.10

450  17.72     470   18.50    31    1.26       36   1.42     287  11.30     292  11.50                                                                                          383  15.09    420   16.54    250    9.84    259   10.20   282   11.10

500  19.69     540   21.26    17    0.67       22   0.87     113   4.45      118   4.65     337   13.27    342   13.46                                               433  17.05    470   18.50    250    9.84    259   10.20   282   11.10

550  21.65     570   22.44    35    1.38       40   1.57     163   6.42      168   6.61     387   15.24    392   15.43                                               483  19.02    520   20.47    250    9.84    259   10.20   282   11.10

600  23.62     620   24.41    21    0.83       26   1.02     213   8.39      218   8.58     437   17.20    442   17.40                                               533  20.98    570   22.40    250    9.84    259   10.20   282   11.10

650  25.59     670   26.38    39    1.54       44   1.73     263  10.35     268  10.55    487   19.17    492   19.37                                               583  22.95    620   21.41    250    9.84    259   10.20   282   11.10

700  27.56     740   29.13    25    0.98       30   1.18     190   7.48      185   7.28     313   12.32    318   12.52     537  21.14    542   21.34    633  24.92    670   26.38    250    9.84    259   10.20   282   11.10

750  29.53     770   30.32    43    1.69       48   1.89     240   9.45      235   9.25     363   14.29    368   14.49     587  23.11    592   23.31    683  26.89    720   28.35    250    9.84    259   10.20   282   11.10

800  31.50     820   32.28    29    1.14       34   1.34     285  11.22     226   8.90     413   16.26    418   16.46     637  25.08    642   25.28    733  28.86    770   30.32    250    9.84    259   10.20   282   11.10

*Has a removable overrun clip                                            
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Extension EX

EURO-Screw 6.3 mm 

Length L -13

*DuPont (TM) Delrin®
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*DuPont (TM) Delrin®

FR 790 
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18 zinc plated
zinc plated

- 0.5
+0.5

18 - 0.5
+0.5

18 powder coated
powder coated

- 0
+1

18 - 0
+1

SLIDE TYPE:          Full-Extension Drawer Slide -   

                                      Progressive-Action

MOUNTING:            Side Mount

50 I

0 A B C D E

0

8 18 35 F G H J

14

Extension EX

L

L

NOTES:
4  on request a compatible regular-extension drawer slide

is available

4 on request available with 60 mm (2.36 in.) 
over-extension

MATERIAL:           cold rolled steel FEATURES:           solid Delrin* rollers SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile
4  double-sided captive profile
4  self-closing
4  soft stop

WIDTH:      18 mm (0.71 in.)
LOAD        dynamic up to 60 kg (132 lbs) full-ext.  

CAPACITY:  dynamic up to 45 kg (99 lbs) over-ext.  

                                                                                                                                                                                                                                                   Order No. Order No.  Order No. Order No.
                      EX              EX                                                                                                                                                                                       zinc             zinc              white         white
Length L     full-ext.          over-ext.              A              B              C                D                E               F              G                H                I              J             full-              over-              full-               over-
 mm      in        mm     in        mm      in        mm    in        mm     in       mm      in          mm      in         mm      in        mm     in       mm      in         mm     in        mm     in        mm      in      extension      extension       extension      extension
                
350 13.78   33513.19   410 16.14    28  1.10    156 6.14   316 12.44                                          163 6.42   291 11.46   32312.72                                          *               *            7990            *

400 15.75   38515.16   460 18.11    28  1.10    156 6.14   380 14.96                                          163 6.42   355 13.98   38715.24                                          *               *            7991            *

450 17.72   43517.13   510 20.08    28  1.10    156 6.14   316 12.44    412 16.22                      163 6.42   355 13.98   38715.24                                          *               *            7992            *

500 19.69   485 19.1    560 22.05    28  1.10    156 6.14   348 13.70    476 18.74                      163 6.42   355 13.98   45117.76  48319.02                        *               *            7993            *

550 21.65   53521.06   610 24.02    28  1.10    156 6.14   348 13.70    508 20.00                      163 6.42   355 13.98   48319.02  51520.28                        *               *            7994        7924

600 23.62   58523.03   660 25.98    28  1.10    156 6.14   348 13.70    572 22.52                      195 7.68   355 13.98   54721.54  57922.80                        *               *            7995            *

650 25.59   63525.00   710 27.95    28  1.10    156 6.14   348 13.70    604 23.78                      163 6.42   355 13.98   51520.28  54721.54                        *               *            7996        7926

700 27.56   68526.97   760 29.92    28  1.10    156 6.14   348 13.70    540 21.26    668 26.30   163 6.42   355 13.98   54721.54  64325.32   675 26.58      *               *            7997            *

750 29.53   73528.94   810 31.89    28  1.10    156 6.14   348 13.70    572 22.52    732 28.82   163 6.42   335 13.98   54721.54  61124.06   643 25.32      *               *            7998            *

Packing Unit: 5 pair per box                                                                                                                                                                                                                     * on request
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SLIDE TYPE:          Full-Extension Drawer Slide - 

                                      Progressive-Action

MOUNTING:            Bottom Mount

Extension EX

L

0 LA B C D E

50 I0 8 18 35 F G H J

14

WIDTH:       18 mm (0.71 in.)
LOAD           dynamic up to 60 kg (132 lbs.) full-ext.

CAPACITY:   dynamic up to 45 kg (99 lbs.) over-ext.  

                        

MATERIAL:           cold rolled steel FEATURES:           solid Delrin* rollers

NOTES:
4  on request a compatible regular-extension drawer 
      slide is available
4 on request available with 60 mm (2.36 in.) 

over-extension

SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile
4  double-sided captive profile
4  self-closing

**DuPont (TM) Delrin®

                                                                                                                                                                                                                                                   Order No. Order No.  Order No. Order No.
                      EX              EX                                                                                                                                                                                       zinc             zinc              white         white
Length L     full-ext.          over-ext.              A              B              C                D                E               F              G                H                I              J             full-              over-              full-               over-
 mm      in        mm     in        mm      in        mm    in        mm     in       mm      in          mm      in         mm      in        mm     in       mm      in         mm     in        mm     in        mm      in      extension      extension       extension      extension
                
350 13.78   33513.19   410 16.14    28  1.10    156 6.14   316 12.44                                          163 6.42   291 11.46   32312.72                                       7800           *            7820            *

400 15.75   38515.16   460 18.11    28  1.10    156 6.14   380 14.96                                          163 6.42   355 13.98   38715.24                                       7801           *            7821            *

450 17.72   43517.13   510 20.08    28  1.10    156 6.14   316 12.44    412 16.22                      163 6.42   355 13.98   38715.24                                       7802            *            7822            *

500 19.69   485 19.1    560 22.05    28  1.10    156 6.14   348 13.70    476 18.74                      163 6.42   355 13.98   45117.76  48319.02                     7803            *            7823            *

550 21.65   53521.06   610 24.02    28  1.10    156 6.14   348 13.70    508 20.00                      163 6.42   355 13.98   48319.02  51520.28                     7804            *            7824            *

600 23.62   58523.03   660 25.98    28  1.10    156 6.14   348 13.70    572 22.52                      195 7.68   355 13.98   54721.54  57922.80                     7805            *            7825            *

650 25.59   63525.00   710 27.95    28  1.10    156 6.14   348 13.70    604 23.78                      163 6.42   355 13.98   51520.28  54721.54                     7806            *            7826            *

700 27.56   68526.97   760 29.92    28  1.10    156 6.14   348 13.70    540 21.26    668 26.30   163 6.42   355 13.98   54721.54  64325.32   675 26.58   7807            *            7827            *

750 29.53   73528.94   810 31.89    28  1.10    156 6.14   348 13.70    572 22.52    732 28.82   163 6.42   335 13.98   54721.54  61124.06   643 25.32   7808           *            7828            *

Packing Unit: 5 sets per box                                                                                                                                                                                                                     * on request
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FR 785.ECD 
SLIDE TYPE:          Full-Extension Drawer Slide -   

                                      Progressive-Action

MOUNTING:            Side Mount

NOTES:
4  compatible with regular-extension drawer slide

FR1052.SCC

4 on request available with 60 mm (2.36 in.) 
over-extension

MATERIAL:           zinc or white powder coated FEATURES:           solid delrin* rollers SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  safety clip mounted in middle profile
4  double-sided captive profile
4  Easy Close Device (ECD) integrated

WIDTH:      18 mm (0.71 in.)
LOAD        dynamic up to 55 kg (121 lbs) full-ext.  

CAPACITY:  dynamic up to 40 kg (88 lbs) over-ext.  

Extension EX
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*DuPont (TM) Delrin®

                                                                                                                                                                                                                                                                                           
                      EX              EX                                                                                                                                                                                                                     Order No. Order No.
Length L     full-ext.          over-ext.              A              B              C                D                E               F              G                H                I                        Weight                               full-               over-
 mm      in        mm     in        mm      in        mm    in        mm     in       mm      in          mm      in         mm      in        mm     in       mm      in         mm     in        mm     in                         per pair (kg)                            extension      extension
                
335 13.19   32012.60   395 15.55    28  1.10    156 6.14   316 12.44                                          163 6.42                                       31512.40                        *                                *               *

350 13.78   33513.19   410 16.14    28  1.10    156 6.14   316 12.44                                          163 6.42                                       31512.40                        *                                *               *

385 15.16   37014.57   445 17.52    28  1.10    156 6.14   348 13.70                                          163 6.42                                       36514.37                        *                                *               *

400 15.75   38515.16   460 18.11    28  1.10    156 6.14   380 14.96                                          163 6.42                                       36514.37                        *                                *               *

435 17.13   42016.54   495 19.49    28  1.10    156 6.14   316 12.44    412 16.22                      163 6.42   355 13.98                     41516.34                        *                                *               *

450 17.72   43517.13   510 20.08    28  1.10    156 6.14   316 12.44    412 16.22                      163 6.42   355 13.98                     41516.34                        *                                *               *

485 19.10   47018.50   545 21.46    28  1.10    156 6.14   348 13.70    444 17.48                      163 6.42   355 13.98                     46518.31                        *                                *               *

500 19.69   48519.10   560 22.05    28  1.10    156 6.14   348 13.70    476 18.74                      163 6.42   355 13.98                     46518.31                        *                                *               *

535 21.06   52020.47   595 23.43    28  1.10    156 6.14   348 13.70    508 20.00                      163 6.42   355 13.98                     51520.28                        *                                *               *

550 21.65   53521.06   610 24.02    28  1.10    156 6.14   348 13.70    508 20.00                      163 6.42   355 13.98                     51520.28                        *                                *               *

585 23.03   57022.44   645 25.39    28  1.10    156 6.14   348 13.70    540 21.26                      195 7.68   355 13.98                     56522.24                        *                                *               *

600 23.62   58523.03   660 25.98    28  1.10    156 6.14   348 13.70    572 22.52                      195 7.68   355 13.98                     56522.24                        *                                *               *

635 25.00   62024.41   695 27.36    28  1.10    156 6.14   348 13.70    604 23.78                      163 6.42   355 13.98   54721.54  61524.21                        *                                *               *

650 25.59   63525.00   710 27.95    28  1.10    156 6.14   348 13.70    604 23.78                      163 6.42   355 13.98   54721.54  61524.21                        *                                *               *

685 26.97   67026.38   745 29.33    28  1.10    156 6.14   348 13.70    540 21.26    668 26.30   163 6.42   355 13.98   54721.54  66526.18                        *                                *               *

700 27.56   68526.97   760 29.92    28  1.10    156 6.14   348 13.70    540 21.26    668 26.30   163 6.42   355 13.98   54721.54  66526.18                        *                                *               *

735 28.94   72028.34   795 31.30    28  1.10    156 6.14   348 13.70    572 22.52    700 27.56   163 6.42   355 13.98   54721.54  71528.15                        *                                *               *

750 29.53   73528.94   810 31.89    28  1.10    156 6.14   348 13.70    572 22.52    732 28.82   163 6.42   355 13.98   54721.54  71528.15                        *                                *               *

Packing Unit: 5 sets per box                                                                                                                                                                                                              * on request
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FR 786.ECD 
SLIDE TYPE:          Full-Extension Drawer Slide-
                                      Progressive-Action with Easy 
                                      Close Device

MOUNTING:            Bottom Mount

WIDTH:       18 mm (0.71 in.)
LOAD           dynamic up to 55 kg (125 lbs.) full-ext.

CAPACITY:   dynamic up to 40 kg (88 lbs.) over-ext.  

                        

MATERIAL:           cold rolled steel FEATURES:           solid Delrin* rollers

NOTES:
4  on request a compatible regular-extension drawer 
      slide is available
4 on request available with 60 mm (2.36 in.) 

over-extension

SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile
4  double-sided captive profile
4  ECD Easy Close Device
4  soft stop

*DuPont (TM) Delrin®

                                                                                                                                                                                                                                                   Order No. Order No.  Order No. Order No.
                               EX                  EX                                                                                                                                                                         zinc              zinc              white         white
 Length L            full-ext.                over-ext.                     A                   B                   C                   D                    E                    F                   G                  full-               over-              full-               over-
 mm          in               mm       in           mm       in             mm       in            mm       in              mm       in            mm        in             mm       in              mm        in           mm        in             extension      extension       extension      extension
                                           
365    14.37        335  13.19     410  16.14       28    1.10      156   6.14        316 12.44                                                     163   6.42      291   11.46            *               *            8201            *

415    16.34        385  15.16     460  18.11       28    1.10      156   6.14        380 14.96                                                     163   6.42      355   13.98            *               *            8202            *

465    18.31        435  17.13     510  20.08       28    1.10      156   6.14        316 12.44     412  16.22                              163   6.42      355   13.98            *               *            8203            *

515    20.28        485   19.1      560  22.05       28    1.10      156   6.14        348 13.70     476  18.74                              163   6.42      355   13.98            *               *            8204            *

565    22.24        535  21.06     610  24.02       28    1.10      156   6.14        348 13.70     508  20.00                              163   6.42      355   13.98            *               *            8205            -

615    24.21        585  23.03     660  25.98       28    1.10      156   6.14        348 13.70     572  22.52                              195   7.68      355   13.98            *               *            8206            *

665    26.18        635  25.00     710  27.95       28    1.10      156   6.14        348 13.70     604  23.78                              163   6.42      355   13.98            *               *                *               -

715    28.15        685  26.97     760  29.92       28    1.10      156   6.14        348 13.70     540  21.26       668 26.30       163   6.42      355   13.98            *               *                *               *

765    30.12        735  28.94     810  31.89       28    1.10      156   6.14        348 13.70     572  22.52       732 28.82       163   6.42      355   13.98            *               *                *               *

Packing Unit: 5 pair per box                                                                                                                                                                                                                     * on request

38



39

FR 7075

*DuPont (TM) Delrin®

SLIDE TYPE:          Full-Extension Drawer Slide - 

                                      Progressive-Action

MOUNTING:            Bottom Mount

WIDTH:       24 mm (0.95 in.)
LOAD         
CAPACITY:  dynamic up to 75 kg (165 lbs.)

MATERIAL:           powder coated cold rolled steel FEATURES: solid Delrin* rollers SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile
4  double-sided captive profile
4  self-closing

 Length L                  EX                      A                       B                        C                        D                       E                         F                     G                      H                              Order No.
                           full-extension                                                                                                                                                                                                                                          grey
  mm        in                mm           in               mm        in                  mm       in                  mm        in                 mm       in                 mm        in                 mm         in              mm       in               mm        in                                full-extension
                                                                                                                                                                                                                                                                                                                                                                               
 400  15.75        385    15.16        46    1.81          238   9.37          366  14.41                                                            323   12.72                                                                           *

 450  17.72        435    17.13        32    1.26          288  11.34         416  16.38                                                            355   13.98       419  16.50                                                    *

 500  19.69        485    19.10        50    1.97          146   5.75          370  14.57         466  18.32                                 291   11.46       451  17.76                                                    *

 550  21.65        535    21.06        36    1.42          196   7.72          420  16.54         516  20.31                                  323   12.72       483  19.02                                                    *

 600  23.62        585    23.03        22    0.87          246   9.69          438  17.24         566  22.28                                  355   13.98       547  21.54                                                    *

 650  25.59        635    25.00        40    1.57          296  11.65         488  19.21         616  24.25                                  355   13.98       611  24.06                                                    *

 700  27.56        685    26.97        26    1.02          186   7.32          346  13.62         538  21.18         666  26.22         355   13.98       515  20.28       643  25.32                             *

 750  29.53        735    28.94        44    1.73          204   8.03          396  15.59         588  23.15         716  28.19         355   13.98       547  21.54       675  26.58                             *

Packing Unit: 4 sets per box                                                                                                                                                                                                     *on request
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FR 7075.SMT

SPECIFICATIONS:
4  Standard Mounting Tab system allows for quick 
      installation and flexibility in drawer slide model selection
4  cabinet and middle profiles are powdercoated, drawer

profile is uncoated (raw) to allow welding by installer. 
4  openings for the mounting tabs are 12mm x 12mm 
4  high lateral stability through specially formed middle 
      profile and guide rollers
4  front and rear openings are on the same level
4  mounting strips can be identical front, back, left and right
4  standard thickness for the mounting hat is 
      1.5mm (16 gauge) steel with option for 1.9mm 
      (14 gauge) steel available
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile
4  double-sided captive profile
4  self-closing

NOTE:
4 compatible with regular-extension drawer 

slide FR 215.SMT and full extension FR 7075.SMT

SLIDE TYPE:          Full-Extension Drawer Slide -
                                  Progressive-Action with 
                                  Standard Mounting Tab System
MOUNTING:            Bottom Mount 

MATERIAL:  cabinet and middle profiles grey powdercoated, 
                       drawer profile cold rolled steel uncoated for welding

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:   dynamic up to 75 kg (165 lbs.)

*DuPont (TM) Delrin®

EX Extension

slide closed

slide open

Length
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Cabinet Profile

Hole for Countersunk Screw 8-32 or M4 DIN 965 A

C
D

Ø8Ø5.1
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Drawer Profile uncoated

24
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bayonet mounting tabs designed 
for 1.5mm material thickness

48
.8

Cabinet Profile +30mm, Drawer Profile +30mm (U007, U027)

New Product 
Please inquire for lead time

                                                                                                                                                                                                                                                   
Nominal EX Cabinet Profile Drawer Profile
Length L full-extension A B C D Weight Order No. Order No.
mm in mm in mm in mm in mm in mm in kg lbs 1.5 mm 16 ga. steel 1.9 mm 14 ga. steel

400 15.75 385 15.16 430 16.93 361 14.21 430 16.93 345.513.60 * * 7521 *

450 17.72 435 17.13 480 18.90 411 16.18 480 18.90 395.515.57 * * 7522 *

500 19.69 485 19.10 530 20.87 461 18.15 530 20.87 445.5 17.54 * * 7523 *

550 21.65 535 21.06 580 22.84 511 20.12 580 22.84 495.5 19.51 * * 7524 *

600 23.62 585 23.03 630 24.80 561 22.09 630 24.80 545.5 21.48 * * 7525 *

650 25.59 635 25.00 680 26.77 611 24.06 680 26.77 595.5 23.45 * * 7526 *

700 27.56 685 26.97 730 28.74 661 26.02 730 28.74 645.5 25.42 * * 7527 *

750 29.53 735 28.94 780 30.71 711 27.99 780 30.71 695.5 27.38 * * 7528 *

See Page 2 for other length combinations    Note: cabinet or drawer profile available in nominal lengths * on request  

SMT
system

FEATURES:  solid Delrin* rollers
                       Standard Hole/Slot for weld jig alignment
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FR 7075.SMT
SLIDE TYPE:          Full-Extension Drawer Slide -
                                  Progressive-Action with 
                                  Standard Mounting Tab System
MOUNTING:            Bottom Mount 

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:   dynamic up to 75 kg (165 lbs.)

SPECIFICATIONS:
4  high strength 120 kg (264 lbs.)
4  locking system for all drawers (optional)
4  anti-tilt mechanism allows only one drawer at a time to be opened
4  system design can handle multiple drawer configurations 
4  drawers must be at least 50mm apart
4  system does not need to be “Set” for drawer installation

The locking pin block can be mounted directly on the drawer profile.

Optional FR 8000 Locking Anti-tilt System is available for use with FR 7075.SMT

Cabinet Profile +30mm, Drawer Profile Nominal (U006, U026)

Cabinet Profile and Drawer Profile Nominal (U005, U025)

SMT
system

EX Extension

slide closed

slide open

Length

26
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12
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Cabinet Profile

Hole for Countersunk Screw 8-32 or M4 DIN 965 A
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Drawer Profile uncoated

EX Extension

slide closed

slide open

Length
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Cabinet Profile

Hole for Countersunk Screw 8-32 or M4 DIN 965 A

C
D61
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14 14

12
12

26
18

Drawer Profile uncoated

New Product 
Please inquire for lead time

                                                                                                                                                                                                                                                   
Nominal EX Cabinet Profile Drawer Profile
Length L full-extension A B C D Weight Order No. Order No.
mm in mm in mm in mm in mm in mm in kg lbs 1.5 mm 16 ga. steel 1.9 mm 14 ga. steel

400 15.75 385 15.16 400 15.75 331 13.03 400 15.75 315.5 12.42 * * 7501 *

450 17.72 435 17.13 450 17.72 381 15.00 450 17.72 365.5 14.39 * * 7502 *

500 19.69 485 19.10 500 19.69 431 16.97 500 19.69 415.5 16.36 * * 7503 *

550 21.65 535 21.06 550 21.65 481 18.94 550 21.65 465.5 18.33 * * 7504 *

600 23.62 585 23.03 600 23.62 531 20.91 600 23.62 515.5 20.30 * * 7505 *

650 25.59 635 25.00 650 25.59 581 22.87 650 25.59 565.5 22.26 * * 7506 *

700 27.56 685 26.97 700 27.56 631 24.84 700 27.56 615.5 24.23 * * 7507 *

750 29.53 735 28.94 750 29.53 681 26.81 750 29.53 665.5 26.20 * * 7508 *

Note: cabinet or drawer profile available in nominal lengths * on request  

                                                                                                                                                                                                                                                   
Nominal EX Cabinet Profile Drawer Profile
Length L full-extension A B C D Weight Order No. Order No.
mm in mm in mm in mm in mm in mm in kg lbs 1.5 mm 16 ga. steel 1.9 mm 14 ga. steel

400 15.75 385 15.16 430 17.13 361 14.21 400 15.75 315.5 12.42 * * 7511 *

450 17.72 435 17.13 480 18.90 411 16.18 450 17.72 365.5 14.39 * * 7512 *

500 19.69 485 19.10 530 20.87 461 18.15 500 19.69 415.5 16.36 * * 7513 *

550 21.65 535 21.06 580 22.84 511 20.12 550 21.65 465.5 18.33 * * 7514 *

600 23.62 585 23.03 630 24.80 561 22.09 600 23.62 515.5 20.30 * * 7515 *

650 25.59 635 25.00 680 26.77 611 24.06 650 25.59 565.5 22.26 * * 7516 *

700 27.56 685 26.97 730 28.74 661 26.02 700 27.56 615.5 24.23 * * 7517 *

750 29.53 735 28.94 780 30.71 711 27.99 750 29.53 665.5 26.20 * * 7518 *

Note: cabinet or drawer profile available in nominal lengths * on request  



FR 7180.SMT

*DuPont (TM) Delrin®

SPECIFICATIONS:
4  Standard Mounting Tab system allows for quick 
      installation and flexibility in drawer slide model selection
4  cabinet and middle profiles are powdercoated, drawer

profile is uncoated (raw) to allow welding by installer. 
4  openings for the mounting tabs are 12mm x 12mm 
4  high lateral stability through specially formed middle 
      profile and guide rollers
4  front and rear openings are on the same level
4  mounting strips can be identical front, back, left and right
4  standard thickness for the mounting hat is 
      1.5mm (16 gauge) steel with option for 1.9mm 
      (14 gauge) steel available
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile
4  double-sided captive profile
4  self-closing

NOTE:
4 compatible with regular-extension drawer 

slide FR 215.SMT and full extension FR 7075.SMT

SLIDE TYPE:          Full-Extension Drawer Slide -
                                  Progressive-Action with 
                                  Standard Mounting Tab System
MOUNTING:            Bottom Mount 

MATERIAL:  cabinet and middle profiles grey powdercoated, 
                       drawer profile cold rolled steel uncoated for welding

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:   dynamic up to 200 kg (450 lbs.) (full-

ext.)

                                                                                                                                                                                                                                                   
Nominal EX Cabinet Profile Drawer Profile
Length L full-extension A B C D Weight Order No. Order No.
mm in mm in mm in mm in mm in mm in kg lbs 1.5 mm 16 ga. steel 1.9 mm 14 ga. steel

400 15.75 385 15.16 430 16.93 361 14.21 430 16.93 345.513.60 * * 7421 *

450 17.72 435 17.13 480 18.90 411 16.18 480 18.90 395.515.57 * * 7422 *

500 19.69 485 19.10 530 20.87 461 18.15 530 20.87 445.517.54 * * 7423 *

550 21.65 535 21.06 580 22.84 511 20.12 580 22.84 495.519.51 * * 7424 *

600 23.62 585 23.03 630 24.80 561 22.09 630 24.80 545.521.48 * * 7425 *

650 25.59 635 25.00 680 26.77 611 24.06 680 26.77 595.523.45 * * 7426 *

700 27.56 685 26.97 730 28.74 661 26.02 730 28.74 659.525.97 * * 7427 *

750 29.53 735 28.94 780 30.71 711 27.99 780 30.71 695.527.38 * * 7428 *

See Page 2 for other length combinations    Note: cabinet or drawer profile available in nominal lengths * on request  
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Cabinet Profile +30mm, Drawer Profile +30mm (U017, U037)

New Product 
Please inquire for lead time

FEATURES: solid Delrin* rollers
Standard Hole/Slot for weld jig alignment
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FR 7180.SMT
SLIDE TYPE:          Full-Extension Drawer Slide -
                                  Progressive-Action with 
                                  Standard Mounting Tab System
MOUNTING:            Bottom Mount 

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:   dynamic up to 200 kg (450 lbs.) (full-

ext.)

                                                                                                                                                                                                                                                   
Nominal EX Cabinet Profile Drawer Profile
Length L full-extension A B C D Weight Order No. Order No.
mm in mm in mm in mm in mm in mm in kg lbs 1.5 mm 16 ga. steel 1.9 mm 14 ga. steel

400 15.75 385 15.16 400 15.75 331 13.03 400 15.75 315.5 12.42 * * 7401 *

450 17.72 435 17.13 450 17.72 381 15.00 450 17.72 365.5 14.39 * * 7402 *

500 19.69 485 19.10 500 19.69 431 16.97 500 19.69 415.5 16.36 * * 7403 *

550 21.65 535 21.06 550 21.65 481 18.94 550 21.65 465.5 18.33 * * 7404 *

600 23.62 585 23.03 600 23.62 531 20.91 600 23.62 515.5 20.30 * * 7405 *

650 25.59 635 25.00 650 25.59 581 22.87 650 25.59 565.5 22.26 * * 7406 *

700 27.56 685 26.97 700 27.56 631 24.84 700 27.56 615.5 24.23 * * 7407 *

750 29.53 735 28.94 750 29.53 681 26.81 750 29.53 665.5 26.20 * * 7408 *

Note: cabinet or drawer profile available in nominal lengths * on request  

EX Extension

slide closed

slide open

Length

Release to production ...................................... 7180.450-GA.U015
7180.450-GA.U016dimensions without coatingdrawn left  (right mirrorimage)

slide closed

slide open

EX Extension Length

Release to production ...................................... 7180.450-GA.U015
7180.450-GA.U016dimensions without coatingdrawn left  (right mirrorimage)

Release to production ...................................... 7180.450-GA.U015
7180.450-GA.U016dimensions without coatingdrawn left  (right mirrorimage)
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Nominal EX Cabinet Profile Drawer Profile
Length L full-extension A B C D Weight Order No. Order No.
mm in mm in mm in mm in mm in mm in kg lbs 1.5 mm 16 ga. steel 1.9 mm 14 ga. steel

400 15.75 385 15.16 430 17.13 361 14.21 400 15.75 315.5 12.42 * * 7411 *

450 17.72 435 17.13 480 18.90 411 16.18 450 17.72 365.5 14.39 * * 7412 *

500 19.69 485 19.10 530 20.87 461 18.15 500 19.69 415.5 16.36 * * 7413 *

550 21.65 535 21.06 580 22.84 511 20.12 550 21.65 465.5 18.33 * * 7414 *

600 23.62 585 23.03 630 24.80 561 22.09 600 23.62 515.5 20.30 * * 7415 *

650 25.59 635 25.00 680 26.77 611 24.06 650 25.59 565.5 22.26 * * 7416 *

700 27.56 685 26.97 730 28.74 661 26.02 700 27.56 615.5 24.23 * * 7417 *

750 29.53 735 28.94 780 30.71 711 27.99 750 29.53 665.5 26.20 * * 7418 *

Note: cabinet or drawer profile available in nominal lengths * on request  

SPECIFICATIONS:
4  high strength 120 kg (264 lbs.)
4  locking system for all drawers (optional)
4  anti-tilt mechanism allows only one drawer at a time to be opened
4  system design can handle multiple drawer configurations 
4  drawers must be at least 50mm apart
4  system does not need to be “Set” for drawer installation

The locking pin block can be mounted directly on the drawer profile.

Optional FR 8000 Locking Anti-tilt System is available for use with FR 7180.SMT

Cabinet Profile +30mm, Drawer Profile Nominal (U016, U036)

Cabinet Profile and Drawer Profile Nominal (U015, U035)

SMT
system

New Product 
Please inquire for lead time



FR 7180

*DuPont (TM) Delrin®

SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile
4  double-sided captive profile
4  self-closing

NOTE:
4 compatible with regular-extension drawer 

slide FR 215

SLIDE TYPE:          Full-Extension Drawer Slide -

                                  Progressive-Action

MOUNTING:            Bottom Mount

MATERIAL:           cold rolled steel, zinc or grey powdercoated FEATURES: solid Delrin* rollers
Delrin* encased steel roller bearings

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:   dynamic up to 200 kg (450 lbs.) (full-ext.)

                                                                                                                                                                                                                                                   
Length L               EX                  A                 B                   C                   D                   E                   F                   G                   H                    I                                                     
                       full-extension                                                                                                                                                                                                 Weight       Order No. Order No.
 mm        in             mm          in          mm        in         mm        in           mm        in           mm       in           mm       in            mm        in           mm        in           mm        in           mm        in        kg         lbs           zinc              grey

400  15.75      385    15.16    46    1.81    238   9.37     366  14.41                                               323  12.72    387 15.24                                            3.64   8.03      7150           *

450  17.72      435    17.13    32    1.26    288  11.34    416  16.38                                               355  13.98    419  16.50                                            4.11   9.06      7151           *

500  19.69      485    19.10    50    1.97    146   5.75     370  14.57    466  18.35                          291  11.46    451  17.76                                          4.57  10.08     7152           *

550  21.65      535    21.06    36    1.42    196   7.72     420  16.54    516  20.32                          323  12.72    483  19.02                                          5.04  11.11     7153           *

600  23.62      585    23.03    22    0.87    246   9.69     438  17.24    566  22.28                          355  13.98    547  21.54                                            5.50  12.13     7154           *

650  25.59      635    25.00    40    1.58    296  11.65    488  19.21    616  24.25                          355  13.98    611  24.06                                            5.97  13.16     7155           *

700  27.56      685    26.97    26    1.02    186   7.32     346  13.62    538  21.18    666  26.22     355  13.98    515  20.28    643  25.32                       6.43  14.18     7156           *

750  29.53      735    28.94    44    1.73    204   8.03     396  15.59    588  23.15    716  28.19     355  13.98    547  21.54    675  26.58                       6.90  15.21     7157           *

800  31.50      785    31.24    30    1.18    190   7.48     446  17.56    638  25.12    766  30.16     355  13.98    611  21.54    739  29.09                       7.36  16.23     7158           *

850  33.47      835    32.87    48    1.89    240   9.45     464  18.27    688  27.09    816  32.13     355  13.98    611  21.54    771  30.35                       7.83  17.26     7159           *

900  35.43      885    34.84    34    1.34    290  11.42    578  22.76    738  29.06    866  34.09     355  13.98    611  21.54    835  32.87                       8.29  18.28     7160           *

950  37.40      935    36.81    20    0.79    340  13.39    628  24.72    788  31.02    916  36.06     355  13.98    611  21.54    771  30.35    899  35.39   8.76  19.31     7161           *

1000 39.37      985    38.78    38    1.50    390  15.35    646  25.43    838  32.99    966  38.03     355  13.98    643  25.32    771  30.35    931  36.65   9.22  20.33     7162        7182

Packing Unit: 400-600 mm: 4 sets per box; 650-1000 mm: 2 sets per box                                                                                                                                           * on request  
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FR 775.ECD

*DuPont (TM) Delrin®

SPECIFICATIONS:
4  quick and easy installation through patented system
4  optimum and quiet movement
4  integrated lateral and height adjustment
4  top slide for absolute lateral stability
4  double-sided captive profile
4  Easy Close Device (ECD) integrated 
      (top and bottom slide)

SLIDE TYPE:      Progressive action full-extension 

                              pantry pull-out slide with top slide

MOUNTING:        Floor Mount

WIDTH:                 min. 88.5 mm (3.48 in.)
LOAD CAPACITY:   dynamic up to 75 kg (165 lbs.)

                                                                                                                                                                                                                                                               
                                                                                                                                                                                                                                                                      Weight        Order No.
 Length L            EX                A                  B                 C                  D                 E                  F                 G                   H                I                   J                  K                   per set           white
  mm        in           mm       in          mm       in          mm       in          mm       in          mm      in          mm       in          mm       in          mm      in           mm      in        mm       in          mm      in           mm       in                  kg         lbs                  

400  15.75    385 15.16   133   5.24    261 10.28    357 14.06                       293 11.54                       133  5.24     165 6.50   261 10.21    293 11.54    306 12.05        4.90  10.78       4201

450  17.72    435 17.13   133   5.24    261 10.28    421 16.58                                           357 14.06   133  5.24     165 6.50   261 10.21    293 11.54    306 12.05        5.40  11.88       4202

500  19.69    485 19.10   165   6.50    325 12.78    453 17.84                                           389 15.32   197  7.76     229 9.02   357 14.06    389 15.32    402 15.83        6.10  13.42       4203

550  21.65    535 21.06   197   7.76    357 14.06    517 20.35                                           453 17.84   197  7.76     229 9.02   357 14.06    389 15.32    402 15.83        6.60  14.52       4204

600  23.62    585 23.03   197   7.76    389 15.32    549 21.61    229  9.02                        485 19.09   197  7.76     229 9.02   357 14.06    389 15.32    402 15.83        7.15  15.73       4205

650  25.59    635 25.00   229   9.02    421 16.58    613 24.13    261 10.28                       549 21.61   197  7.76     229 9.02   357 14.06    389 15.32    402 15.83        7.75  17.05       4206

700  27.56    685 26.97   261  10.28   485 19.09    645 25.39    293 11.54                       581 22.87   197  7.76     229 9.02   357 14.06    389 15.32    402 15.83        8.25  18.15       4207

750  29.53    735 28.94   261  10.28   485 19.09    709 27.91    325 12.78                       645 25.39   197  7.76     229 9.02   357 14.06    389 15.32    402 15.83        8.95  19.69       4208

Packing Unit: 1 Set per box with mounting instructions                                                                                                                                                                                                 

MATERIAL:           top slide: steel, zinc plated
                                   bottom slide: steel, white powder coated 
                                   

FEATURES:           solid Delrin* rollers, 
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4 do not lubricate any part of the slide
4  recommended maximum cabinet height: 
      1500 mm (59.06 in.)
4  recommended maximum cabinet width: 
      400mm (15.75 in.)
4  See FR 771 or FR 777 for cabinet heights above 1.5m
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FR 771.ECD
SLIDE TYPE:          Progressive action full-extension 

                                    pantry pull-out slide with top slide

MOUNTING:            Floor Mount

NOTE:
4 Do not lubricate any part of the slide!
4 recommended maximum cabinet height:

2000mm (78.75 in.)
4 recommended maximum cabinet width:

500mm (19.69 in.)

New Feature:
4 The top slide has an adjustable out-stop

to compensate for various loads

The top slide has an adjustable out-stop
to compensate for various loads

SPECIFICATIONS:
4  no deflection in fully extended position
4  quick and easy installation
4  quiet movement, even under the heaviest loads
4  horizontal and vertical adjustment
4  top slide for absolute lateral stability
4  LGA-tested according to DIN 4554 standard at 

50,000 double cycles
4  back stop
4  Easy Close Device (ECD) integrated
      (top and bottom slide)

*DuPont (TM) Delrin®

    Length                                                                             Extension                                                                               Weight                                                                                  Order No.
 mm            in                                                                                       mm              in                                                                                          kg                lbs                                                                                                  silver    
400       15.75                                                                    384       15.12                                                                      6.76         14.90                                                                      7751
450       17.72                                                                    434       17.09                                                                      7.45         16.42                                                                      7752
500       19.69                                                                    484       19.06                                                                      8.38         18.47                                                                      7753
550       21.65                                                                    534       21.02                                                                      9.06         19.97                                                                         *
575       22.64                                                                    559       22.01                                                                      8.52         18.78                                                                     83117
600       23.62                                                                    584       22.99                                                                      9.76         21.52                                                                         *
650       25.59                                                                    634       24.96                                                                     10.43        22.99                                                                      7756
700       27.56                                                                    684       26.93                                                                     11.11        24.49                                                                      7757
Packing Unit: 1 set per box with instructions                                                                                                                                                                                    * on request

MATERIAL:           top slide: steel, zinc plated
                                   bottom slide: steel, silver powder coated 
                                   

FEATURES:           solid delrin* rollers, 
                                   delrin*- encased steel ball bearings

WIDTH:                 109 mm (4.29 in.)

LOAD CAPACITY:   dynamic up to 125 kg (275 lbs.)
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*DuPont (TM) Delrin®

FR 777
SLIDE TYPE:          Progressive action full-extension 

                                    pantry pull-out slide with top slide

MOUNTING:            Floor Mount

MATERIAL:           top slide: steel, zinc plated
                                   bottom slide: steel, white powder coated 
                                   

FEATURES:           solid Delrin* rollers, 
                                   Delrin* encased steel ball bearings

WIDTH:                125 mm (4.92 in.)

LOAD CAPACITY: dynamic up to 200 kg (450 lbs.)

NOTES:
4  also available as FR777.ECD with easy close device

(ECD) integrated (top and bottom slide)
4  Do not lubricate any part of the slide!
4 recommended maximum cabinet height: 

2500mm (98.43 in.)
4 recommended maximum cabinet width: 

600mm (23.62 in.)

SPECIFICATIONS:
4  quick and easy installation
4  quiet movement, even under the heaviest loads
4  horizontal and vertical adjustment
4  top slide for absolute lateral stability
4  LGA-tested according to DIN 4554 standard at 

50,000 double cycles
4  back stop
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FR 777
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SLIDE TYPE:          Progressive action full-extension 

                                    pantry pull-out slide with top slide

MOUNTING:            Floor Mount
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5696

0

37

A B C

0 35 D E F

L-
2

G

screw holes for #6 flat head screws

screw holes for #6 flat head screws

screw holes for M6 and/or 1/4-20 thru bolts with nuts

*DuPont (TM) Delrin®

    Length L           Extension EX                 a                            b                           c                          L-2                          d                         e                             f                            g
   mm         in                    mm        in                     mm          in                    mm         in                      mm        in                      mm        in                       mm      in                     mm       in                       mm       in                      mm         in

  400   15.74            384  15.12           133     5.24            261   10.28            357  14.06             398  15.67             155 6.10             251  9.88              283  11.14            296   11.65
  450   17.72            434  17.09           133     5.24            261   10.28            421  16.57             448  17.64             155 6.10             251  9.88              283  11.14            296   11.65

  500   19.69            484  19.06           165     6.50            325   12.80            453  17.83             498  19.61             219 8.62             347 13.66             379  14.92            392   15.43

  550   21.65            534  21.02           197     7.76            357   14.06            517  20.35             548  21.57             219 8.62             347 13.66             379  14.92            392   15.43

  600   23.62            584  22.99           197     7.76            389   15.31            549  21.61             598  23.54             219 8.62             347 13.66             379  14.92            392   15.43

  650   25.59            634  24.96           229     9.02            421   16.57            613  24.13             648  25.51             219 8.62             347 13.66             379  14.92            392   15.43

  700   27.55            684  26.93           261    10.28           485   19.09            645  25.39             698  27.48             219 8.62             347 13.66             379  14.92            392   15.43

  750   29.53            734  28.90           261    10.28           485   19.09            709  27.91             748  29.45             219 8.62             347 13.66             379  14.92            392   15.43

  800   31.50            784  30.87           293    11.54           549   21.61            773  30.43             798  31.42             219 8.62             347 13.66             379  14.92            392   15.43

  850   33.47           834  32.83           293    11.54           549   21.61            805  31.69             848  33.39             219 8.62             347 13.66             379  14.92            392   15.43

  900   35.43           884  34.80           325    12.80           581   22.87            869  34.21             898  35.35             219 8.62             347 13.66             379  14.92            392   15.43

  950   37.40           934  36.77           325    12.80           613   24.13            901  35.47             948  37.32             219 8.62             347 13.66             379  14.92            392   15.43

 1000  39.37           984  38.74           325    12.80           645   25.39            965  38.00             998  39.29             219 8.62             347 13.66             379  14.92            392   15.43

 1100  43.31          1084 42.68           389    15.31           741   29.17           1061 41.77            1098 43.23             219 8.62             347 13.66             379  14.92            392   15.43

    Length L    Extension EX        A                  B                   C                 L-2                  D                   E                   F                     G              Weight per set               Order No.
   mm         in            mm        in          mm      in          mm        in           mm        in           mm        in           mm        in           mm        in           mm        in             mm       in                   kg               lbs                            white          

  400   15.74     384  15.12    133  5.24    261  10.28    357  14.06    398  15.67                         355  13.98    387  15.24     396  15.59         9.31       20.53             
  450   17.72     434  17.09    133  5.24    261  10.28    421  16.57    448  17.64                         387  15.24    419  16.50     446  17.56        10.30      22.71                       

  500   19.69     484  19.06    165  6.50    325  12.80    453  17.83    498  19.61                         419  16.50    451  17.76     496  19.53        11.32      24.96                       

  550   21.65     534  21.02    197  7.76    357  14.06    517  20.35    548  21.57                         483  19.02    515  20.28     546  21.50        12.39      27.32                       

  600   23.62     584  22.99    197  7.76    389  15.31    549  21.61    598  23.54                         515  20.28    547  21.54     596  23.46        13.36      29.45                       

  650   25.59     634  24.96    229  9.02    421  16.57    613  24.13    648  25.51                         579  22.80    611  24.06     646  25.43        14.55      32.08                       

  700   27.55     684  26.93    261 10.28   485  19.09    645  25.39    698  27.48    547  21.54    611  24.06    643  25.31     696  27.40        15.46      34.08                       

  750   29.53     734  28.90    261 10.28   485  19.09    709  27.91    748  29.45    579  22.80    675  26.57    707  27.83     746  29.37        16.45      36.27                       

  800   31.50     784  30.87    293 11.54   549  21.61    773  30.43    798  31.42    643  25.31    739  29.09    771  30.35     796  31.34        17.67      38.96                       

  850   33.47     834  32.83    293 11.54   549  21.61    805  31.69    848  33.39    675  26.57    771  30.35    803  31.61     846  33.31        18.65      41.12                       

  900   35.43     884  34.80    325 12.80   581  22.87    869  34.21    898  35.35    707  27.83    835  32.87    867  34.13     896  35.28        19.64      43.30                       

  950   37.40     934  36.77    325 12.80   613  24.13    901  35.47    948  37.32    739  29.09    867  34.13    899  35.39     946  37.24        20.63      45.48                       

 1000  39.37     984  38.74    325 12.80   645  25.39    965  38.00    998  39.29    771  30.35    931  36.65    963  37.91     996  39.21        21.11      46.54                       

 1100  43.31    1084 42.68    389 15.31   741  29.17   1061 41.77   1098 43.23    867  34.13   1027 40.43   1059 41.69    1096 43.15        23.10      50.93                       

Packing: 1 set per box (bottom slide, top slide) with instructions

7720
7721
7722

7723

7724

7725

7726

7727

7728

7729

7730

7731

7732

7733

top slide

bottom slide

WIDTH:                125 mm (4.92 in.)

LOAD CAPACITY: dynamic up to 200 kg (450 lbs.)
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*DuPont (TM) Delrin®

FR 777.ECD
SLIDE TYPE:          Progressive action full-extension 

                                    pantry pull-out slide with top slide

MOUNTING:            Floor Mount

MATERIAL:           top slide: steel, zinc plated
                                   bottom slide: steel, white powder coated 
                                   

FEATURES:           solid Delrin* rollers, 
                                   Delrin* encased steel ball bearings

WIDTH:                158 mm (6.22 in.)

LOAD CAPACITY: dynamic up to 200 kg (450 lbs.)

min. 158 with ECD Easy Close Device
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NOTES:
4 Do not lubricate any part of the slide!
4 recommended maximum cabinet height: 

2500mm (98.43 in.)
4 recommended maximum cabinet width: 

600mm (23.62 in.)

SPECIFICATIONS:
4  quick and easy installation
4  quiet movement, even under the heaviest loads
4  horizontal and vertical adjustment
4  top slide for absolute lateral stability
4  LGA-tested according to DIN 4554 standard at 

50,000 double cycles
4  back stop
4  easy close device (ECD) integrated 
      (top and bottom slide)
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U-profile

Extension EX

0 37 a b

ball bearing slide
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SLIDE TYPE:          Progressive action full-extension 

                                    pantry pull-out slide with top slide

MOUNTING:            Floor Mount

Extension EX

5696

0

37

A B C

0 35 D E F

L-
2

G

screw holes for #6 flat head screws

screw holes for #6 flat head screws

screw holes for M6 and/or 1/4-20 thru bolts with nuts

*DuPont (TM) Delrin®

    Length L           Extension EX                 a                            b                           c                          L-2                          d                         e                             f                            g
   mm         in                    mm        in                     mm          in                    mm         in                      mm        in                      mm        in                       mm      in                     mm       in                       mm       in                      mm         in

  400   15.74            384  15.12           133     5.24            261   10.28            357  14.06             398  15.67             155 6.10             251  9.88              283  11.14            296   11.65
  450   17.72            434  17.09           133     5.24            261   10.28            421  16.57             448  17.64             155 6.10             251  9.88              283  11.14            296   11.65

  500   19.69            484  19.06           165     6.50            325   12.80            453  17.83             498  19.61             219 8.62             347 13.66             379  14.92            392   15.43

  550   21.65            534  21.02           197     7.76            357   14.06            517  20.35             548  21.57             219 8.62             347 13.66             379  14.92            392   15.43

  600   23.62            584  22.99           197     7.76            389   15.31            549  21.61             598  23.54             219 8.62             347 13.66             379  14.92            392   15.43

  650   25.59            634  24.96           229     9.02            421   16.57            613  24.13             648  25.51             219 8.62             347 13.66             379  14.92            392   15.43

  700   27.55            684  26.93           261    10.28           485   19.09            645  25.39             698  27.48             219 8.62             347 13.66             379  14.92            392   15.43

  750   29.53            734  28.90           261    10.28           485   19.09            709  27.91             748  29.45             219 8.62             347 13.66             379  14.92            392   15.43

  800   31.50            784  30.87           293    11.54           549   21.61            773  30.43             798  31.42             219 8.62             347 13.66             379  14.92            392   15.43

  850   33.47           834  32.83           293    11.54           549   21.61            805  31.69             848  33.39             219 8.62             347 13.66             379  14.92            392   15.43

  900   35.43           884  34.80           325    12.80           581   22.87            869  34.21             898  35.35             219 8.62             347 13.66             379  14.92            392   15.43

  950   37.40           934  36.77           325    12.80           613   24.13            901  35.47             948  37.32             219 8.62             347 13.66             379  14.92            392   15.43

 1000  39.37           984  38.74           325    12.80           645   25.39            965  38.00             998  39.29             219 8.62             347 13.66             379  14.92            392   15.43

 1100  43.31          1084 42.68           389    15.31           741   29.17           1061 41.77            1098 43.23             219 8.62             347 13.66             379  14.92            392   15.43

    Length L    Extension EX        A                  B                   C                 L-2                  D                   E                   F                     G              Weight per set              Order No.
   mm         in            mm        in          mm      in          mm        in           mm        in           mm        in           mm        in           mm        in           mm        in              mm        in                kg               lbs with E.C.D.     

  400   15.74     384  15.12    133  5.24    261  10.28    357  14.06    398  15.67                         355  13.98    387  15.24       396  15.59       9.31       20.53             
  450   17.72     434  17.09    133  5.24    261  10.28    421  16.57    448  17.64                         387  15.24    419  16.50     446  17.56        10.30      22.71                       

  500   19.69     484  19.06    165  6.50    325  12.80    453  17.83    498  19.61                         419  16.50    451  17.76     496  19.53        11.32      24.96                       

  550   21.65     534  21.02    197  7.76    357  14.06    517  20.35    548  21.57                         483  19.02    515  20.28     546  21.50        12.39      27.32                       

  600   23.62     584  22.99    197  7.76    389  15.31    549  21.61    598  23.54                         515  20.28    547  21.54     596  23.46        13.36      29.45                       

  650   25.59     634  24.96    229  9.02    421  16.57    613  24.13    648  25.51                         579  22.80    611  24.06     646  25.43        14.55      32.08                       

  700   27.55     684  26.93    261 10.28   485  19.09    645  25.39    698  27.48    547  21.54    611  24.06    643  25.31     696  27.40        15.46      34.08                       

  750   29.53     734  28.90    261 10.28   485  19.09    709  27.91    748  29.45    579  22.80    675  26.57    707  27.83     746  29.37        16.45      36.27                       

  800   31.50     784  30.87    293 11.54   549  21.61    773  30.43    798  31.42    643  25.31    739  29.09    771  30.35     796  31.34        17.67      38.96                       

  850   33.47     834  32.83    293 11.54   549  21.61    805  31.69    848  33.39    675  26.57    771  30.35    803  31.61     846  33.31        18.65      41.12                       

  900   35.43     884  34.80    325 12.80   581  22.87    869  34.21    898  35.35    707  27.83    835  32.87    867  34.13     896  35.28        19.64      43.30                       

  950   37.40     934  36.77    325 12.80   613  24.13    901  35.47    948  37.32    739  29.09    867  34.13    899  35.39     946  37.24        20.63      45.48                       

 1000  39.37     984  38.74    325 12.80   645  25.39    965  38.00    998  39.29    771  30.35    931  36.65    963  37.91     996  39.21        21.11      46.54                       

 1100  43.31    1084 42.68    389 15.31   741  29.17   1061 41.77   1098 43.23    867  34.13   1027 40.43   1059 41.69    1096 43.15        23.10      50.93                       

Packing: 1 set per box (bottom slide, top slide)

7720 + 3430
7721 + 3430

7722 + 3430

7723 + 3430

7724 + 3430

7725 + 3430

7726 + 3430

7727 + 3430

7728 + 3430

7729 + 3430

7730 + 3430

7731 + 3430

7732 + 3430

7733 + 3430

top slide

bottom slide

WIDTH:                158 mm (6.22 in.)

LOAD CAPACITY: dynamic up to 200 kg (450 lbs.)
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SLIDE TYPE:          Regular-Extension Drawer Slide

MOUNTING:            Side Mount

WIDTH:                 15 mm (0.59 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

MATERIAL:           stainless steel FEATURES:           Delrin* encased chrome steel 
                                   ball bearings

*DuPont (TM) Delrin®

                                                                                                                                                                                                                                               Weight
 Length L               EX                 A                   B                    C                  D                   E                   F                  G                   H                   I                     per pair         Order No.
   mm       in              mm        in           mm        in           mm        in            mm        in           mm       in          mm       in           mm        in          mm      in            mm        in            mm       in                   kg        lbs                   

 400  15.75       294  11.57     28    1.10     156   6.14      348  13.70                                             163   6.42     355 13.98                                                           *                   *

 450  17.72       344  13.54     28    1.10     156   6.14      348  13.70                                             163   6.42     355 13.98                                                           *                   *

 500  19.69       394  15.51     28    1.10     156   6.14      348  13.70    444  17.48                        163   6.42     355 13.98     451  17.76                              1.25  2.76         1080

 550  21.65       424  16.69     28    1.10     156   6.14      348  13.70    476  18.74                        163   6.42     355 13.98     483  19.02                              1.37  3.02         1081

 600  23.62       474  18.66     28    1.10     156   6.14      348  13.70    540  21.26                        195   6.42     355 13.98     547  21.54                              1.51  3.33         1082

 650  25.59       524  20.63     28    1.10     156   6.14      348  13.70    540  21.26                        163   6.42     355 13.98     547  21.54                              1.61  3.55         1083

 700  27.56       574  22.60     28    1.10     156   6.14      380  14.96    540  21.26    664 26.14     163   6.42     355 13.98     547  21.54     643 25.31                 *                   *

 750  29.53       624  24.57     28    1.10     156   6.14      348  13.70    572  22.52    714 28.11     163   6.42     355 13.98     547  21.54     643 25.31                 *                   *

Packing Unit: 10 sets per box                                                                                                                                                                                                                   * on request  

SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  lateral stability provided by specially shaped profiles
4  single-sided captive profile (right)
4  rear backstop
4  self-closing
4  operating temperature range  –20º C to +80º C 
      (–4º F to +176º F)

OPTIONS:
4 on request, also available in a heat-resistant version for

–20º C to +210º C (–4º F to +410º F)
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NOTE:
4 compatible with full-extension drawer slide 

FR 790.SCC
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SLIDE TYPE:          Regular-Extension Drawer slide

MOUNTING:            Side Mount 

WIDTH:                 18 mm (0.71 in.)
LOAD CAPACITY:   dynamic up to 55 kg (125 lbs.)

MATERIAL:           stainless steel SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  lateral stability provided by specially shaped profiles
4  single-sided captive profile (right)
4  rear backstop
4  self-closing

FEATURES:           silent rollers

                                                                                                                                                                                                                                               Weight
 Length L             EX                  A                   B                   C                   D                  E                     F                  G                  H                    I                    per pair         Order No.
 mm       in             mm        in           mm       in           mm        in           mm       in           mm        in           mm        in            mm        in           mm        in           mm        in           mm        in                  kg        lbs                   

400 15.75      294  11.57     28   1.10      156   6.14      348  13.70                                               163   6.42     355  13.98                                                   0.97   2.14         1601

450 17.72      344  13.54     28    1.10      156   6.14      348  13.70                                               163   6.42     355  13.98                                                   1.09   2.40         1602

500 19.69      394  15.51     28    1.10      156   6.14      348  13.70     444  17.48                         163   6.42     355  13.98    451  17.76                              1.21   2.67         1603

550 21.65      424  16.69     28    1.10      156   6.14      348  13.70     476  18.74                         163   6.42     355  13.98    483  19.02                              1.33   2.93         1604

600 23.62      474  18.66     28    1.10      156   6.14      348  13.70     540  21.26                         195   7.68     355  13.98    547  21.54                              1.45   3.20         1605

650 25.59      524  20.63     28    1.10      156   6.14      348  13.70     540  21.26                         163   6.42     355  13.98    547  21.54                              1.57   3.46         1606

700 27.56      574  22.60     28    1.10      156   6.14      380  14.96     540  21.26    664  26.14     163   6.42     355  13.98    547  21.54    643  25.31        1.69   3.73            *

750 29.53      624  24.57     28    1.10      156   6.14      348  13.70     572  21.26    714  28.11     163   6.42     355  13.98    547  21.54    643  25.31        1.82   4.01            *

Packing Unit: 10 sets per box                                                                                                                                                                                                                    *on request
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APPLICATION ADVANTAGES:
4 tool-less quick assembly of cabinet profile
4 a common mounting cutout of 12mm x 12mm square

is used to mount the slide
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SLIDE TYPE:          Regular-Extension Drawer slide

MOUNTING:            Side Mount 

WIDTH:                 18 mm (0.71 in.)
LOAD CAPACITY:   dynamic up to 55 kg (125 lbs.)

MATERIAL:           stainless steel 1.4509 (SCC) SPECIFICATIONS:
4  cabinet profile with bayonet mounting tabs and safety nose
4  drawer profile without screw holes, welding only
4  lateral stability provided by specially shaped profiles
4  single-sided captive profile (right)
4  rear backstop
4  self-closing

FEATURES:           silent rollers

NOTE:
4 compatible with full-extension drawer slide 

FR 785.SCC.SC

                                                                                                                                                                                                      Weight
  Length L                                                       EX                                                           GD                                                           per pair                                                   Order No.
   mm          in                                                                mm             in                                                               mm             in                                                                     kg        lbs

 400    15.75                                            294      11.57                                            349      13.74                                               0.97  2.139                                                   5302

 450    17.72                                            344      13.54                                            399      15.71                                               1.09   2.40                                                       *

 500    19.69                                            394      15.51                                            449      17.68                                               1.21   2.67                                                    5304

 550    21.65                                            424      16.69                                            499      19.65                                               1.33   2.93                                                       *

 600    23.62                                            474      18.66                                            549      21.61                                               1.45   3.20                                                    5306

 650    25.59                                            524      20.63                                            599      23.58                                               1.57   3.46                                                       *

 700    27.56                                            574      22.60                                            649      25.55                                               1.69   3.73                                                       *

 750    29.53                                            624      24.57                                            699      27.52                                               1.82   4.01                                                       *

Packing Unit: 15 sets per box                                                                                                                                                                                                                   * on request 
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*DuPont (TM) Delrin®

26
.639

.5

9.
8

15 0
+0.5

15 0
+2

13
.3

8.
2

14

2

16

19
.5 6.5 - 0.5

+0.5
2

-0
.5

+
0.

5

FEATURES:           Delrin* encased chrome steel 
                                   ball bearings or silent rollers 

Extension EX
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SLIDE TYPE:          Regular-Extension Drawer slide

MOUNTING:            Bottom Mount

WIDTH:      15 mm (0.59 in.)
LOAD         dyn. up to 40 kg (88 lbs.) steel ball bearings

CAPACITY: dyn. up to 50 kg (110 lbs.) silent rollers

MATERIAL:           stainless steel SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  lateral stability provided by specially shaped profiles
4  single-sided captive profile (right)
4  rear backstop
4  self-closing
4  operating temperature range –20º C to +80º C 
      (–4º F to +200º F)

OPTIONS:
4  on request, also available in a heat resistant version for

–40º C to +210º C (–40º F to +410º F)

                                                                                                                                                                                                                                          Weight   Order No.  Order No.
 Length L             EX                  A                   B                   C                   D                  E                     F                  G                  H                    I               per pair     steel ball           silent
 mm       in             mm        in           mm       in           mm        in           mm       in           mm        in           mm        in            mm        in           mm        in           mm        in           mm        in           kg       lbs       bearings          rollers

400  15.75      294  11.57     28   1.10      156   6.14      348  13.70                                               163   6.42     355  13.98                                             1.13  2.49     1086         1510

450  17.72      344  13.54     28    1.10      156   6.14      348  13.70                                               163   6.42     355  13.98                                             1.27  2.80     1087         1511

500  19.69      394  15.51     28    1.10      156   6.14      348  13.70     444  17.48                         163   6.42     355  13.98    451  17.76                        1.41  3.12     1088         1512

550 21.65      424  16.69     28    1.10      156   6.14      348  13.70     476  18.74                         163   6.42     355  13.98    483  19.02                        1.54  3.40     1089         1513

600 23.62      474  18.66     28    1.10      156   6.14      348  13.70     540  21.26                         195   7.68     355  13.98    547  21.54                        1.68  3.70     1090         1514

650 25.59      524  20.63     28    1.10      156   6.14      348  13.70     540  21.26                         163   6.42     355  13.98    547  21.54                        1.82  4.01     1091         1515

700 27.56      574  22.60     28    1.10      156   6.14      380  14.96     540  21.26    664  26.14     163   6.42     355  13.98    547  21.54    643  25.31   1.95  4.30     1092         1516

750 29.53      624  24.57     28    1.10      156   6.14      348  13.70     572  21.26    714  28.11     163   6.42     355  13.98    547  21.54    643  25.31   2.09  4.61     1093         1517

Packing Unit: 10 sets per box                                                                                                                                                                                                                                       
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OPTIONS:
4 on request, also available in a heat-resistant version 

for –40º C to +210º C (-40º F to +410º F)

MATERIAL:           stainless steel SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  lateral stability provided by specially shaped profiles
4  self-closing
4  rear backstop
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

FEATURES:           chrome steel ball bearings with 
                                   integrated nylon gliding ring

SLIDE TYPE:          Regular-Extension Drawer Slide

MOUNTING:            Bottom Mount

WIDTH:                  15 mm (0.59 in.)
LOAD CAPACITY:  dynamic up to 100 kg (225 lbs.)

                                                                                                                                                                                                                                                 Weight
  Length                 EX                    A                      B                           C                       D                           E                          F                         G                      per pair            Order No.

mm        in               mm        in              mm        in                mm        in                     mm       in                 mm        in                     mm        in                  mm        in                     mm       in                    kg           lbs                      

400  15.75       294  11.57       348  13.70                                                               163   6.42             355  13.98                                                                 2.08     4.59           1060

450  17.72       344  13.54       348  13.70                                                               163   6.42             355  13.98                                                                 2.33     5.14           1061

500  19.69       394  15.51      348  13.70        444  17.48                                      163   6.42             355  13.98          451  17.76                                      2.57     5.67           1062

550  21.65       444  17.48       348  13.70        476  18.74                                      163   6.42             355  13.98          483  19.02                                      2.82     6.22           1063

600  23.62       494  19.45       348  13.70        540  21.26                                      195   6.42             355  13.98          547  21.54                                      3.06     6.75           1064

650  25.59       544  21.42       348  13.70        540  21.26                                      163   6.42             355  13.98          547  21.54                                      3.31     7.30           1065

700  27.56       584   2.99        380  14.96        540  21.26            636  25.04         163   6.42             355  13.98          547  21.54            643  25.31          3.55     7.83           1066

750  29.53       634  24.96       380  14.96        540  21.26            636  25.04         163   6.42             355  13.98          547  21.54            643  25.31          3.80     8.38           1067

Packing Unit: 5 sets per box  
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FR 6010.SCC

*DuPont (TM) Delrin®
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FEATURES:           chrome steel ball bearings with 
                                   integrated nylon gliding ring 
                                   or solid Delrin* rollers
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Extension EX

SLIDE TYPE:          Full-Extension Drawer Slide - 
                                  Telescopic-Action

MOUNTING:            Side Mount

WIDTH:      15 mm (0.59 in.)
LOAD         
CAPACITY: dynamic up to 50 kg (110 lbs.) full-ext.

MATERIAL:           stainless steel SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed 
      middle profile
4  middle profile with locking device for easy assembly
4  with over-extension of at least 30 mm (standard)
4  double-sided captive profile
4  self-closing
4  soft stop
4  compatible with regular-extension drawer slides 
      FR 1051.SCC, FR 2051.SCC and FR 2071.SCC 
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

OPTIONS:
4  on request, also available in a heat-resistant version for

–40º C to +210º C (–40º F to +410º F)

                                                                                                                                                                                 Weight
Length L         EX                A                 B               C                 D                   E                  F                  G                per pair          Order No.              Order No.                Order No.
 mm      in         mm      in         mm       in          mm    in         mm      in          mm       in            mm       in           mm       in         mm       in             kg        lbs          delrin rollers                heat resistant              steel ball bearings

 300 11.81    320  12.60    124    4.48      28411.18                                                 259  10.20                                                   1.52    3.35                *                              *                              1068

 350 13.78    395  15.56    156    6.14      28411.18                                                 291  11.47                                                   1.75    3.86                *                           2521                          1069

 400 15.75    445  17.52    156    6.14      34813.70                                                 355  13.98                                                  1.98    4.37           90214                       2522                          1070

 450 17.72    495  19.49    156    6.14      34813.70                                                 355  13.98                                                   2.19    4.83           90215                          *                              1071

 500 19.69    545  21.46    156    6.14      34813.70    444  17.48                            355  13.98                                                   2.42    5.34           90216                       2524                          1072

 550 21.65    595  23.43    156    6.14      34813.70    476  18.74                            355  13.98      451  17.76                            2.66    5.86           90217                       2525                          1073

 600 23.62    645  25.39    156    6.14      34813.70    540  21.26                            355  13.98      483  19.02                            2.89    6.37           90218                       2526                          1074

 650 25.59    695  27.36    156    6.14      34813.70    540  21.26                            355  13.98      547  21.54                            3.12    6.88           90219                          *                              1075

 700 27.56    745  29.33    156    6.14      38014.96    540  21.26     636  25.04      355  13.98      547  21.54    643   25.32      3.40    7.50                *                              *                             1076

 750 29.53    795  31.30    156    6.14      34813.70    540  21.26     636  25.04      355  13.98      547  21.54    643   25.32      3.58    7.89                *                              *                              1077

Packing Unit: 6 sets per box                                                                                                                                                                                                                     * on request
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FR 785.SCC 
SLIDE TYPE:          Full-Extension Drawer Slide -   

                                      Progressive-Action

MOUNTING:            Side Mount

NOTES:
4  compatible with regular-extension drawer slide

FR1052.CS

4 on request available with 60 mm (2.36 in.) 
over-extension

4 also available with Easy Close Device (ECD)
4 on request, also available in a heat resistant version for

up to 110° C (230º F) – load capacity 45 kg (full-ext.), 
35 kg (over-ext.) Easy Close Device (ECD) can not be
used with heat resistant version

MATERIAL:           stainless steel 1.4509 (SCC) FEATURES:           solid Delrin* rollers SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile (material thickness 2 mm) and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile  
4  double-sided captive profile
4  self-closing, soft stop
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

OPTION:

SM-021 Easy Close Device
Order No.: 82503
Packing: 
1 set per polybag

WIDTH:      18 mm (0.71 in.)
LOAD        dynamic up to 60 kg (132 lbs) full-ext.  

CAPACITY:  dynamic up to 48 kg (105 lbs) over-ext.  
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*DuPont (TM) Delrin®

                                                                                                                                                                                                                                                                                           
                      EX              EX                                                                                                                                                                                                                     Order No. Order No.
Length L     full-ext.          over-ext.              A              B              C                D                E               F              G                H                I                        Weight                               full-               over-
 mm      in        mm     in        mm      in        mm    in        mm     in       mm      in          mm      in         mm      in        mm     in       mm      in         mm     in        mm     in                         per pair (kg)                            extension      extension
                
335 13.19   32012.60   395 15.55    28  1.10    156 6.14   316 12.44                                          163 6.42                                        31512.40                         *                                *               *

350 13.78   33513.19   410 16.14    28  1.10    156 6.14   316 12.44                                          163 6.42                                        31512.40                         *                             8522            *

385 15.16   37014.57   445 17.52    28  1.10    156 6.14   348 13.70                                          163 6.42                                        36514.37                         *                                *               *

400 15.75   38515.16   460 18.11    28  1.10    156 6.14   380 14.96                                          163 6.42                                        36514.37                         *                             8524            *

435 17.13   42016.54   495 19.49    28  1.10    156 6.14   316 12.44    412 16.22                      163 6.42   355 13.98                     41516.34                         *                                *               *

450 17.72   43517.13   510 20.08    28  1.10    156 6.14   316 12.44    412 16.22                      163 6.42   355 13.98                     41516.34                         *                             8526            *

485 19.10   47018.50   545 21.46    28  1.10    156 6.14   348 13.70    444 17.48                      163 6.42   355 13.98                     46518.31                         *                                *               *

500 19.69   48519.10   560 22.05    28  1.10    156 6.14   348 13.70    476 18.74                      163 6.42   355 13.98                     46518.31                         *                             8528            *

535 21.06   52020.47   595 23.43    28  1.10    156 6.14   348 13.70    508 20.00                      163 6.42   355 13.98                     51520.28                         *                                *               *

550 21.65   53521.06   610 24.02    28  1.10    156 6.14   348 13.70    508 20.00                      163 6.42   355 13.98                     51520.28                         *                             8530            *

585 23.03   57022.44   645 25.39    28  1.10    156 6.14   348 13.70    540 21.26                      163 6.42   355 13.98                     56522.24                         *                                *               *

600 23.62   58523.03   660 25.98    28  1.10    156 6.14   348 13.70    572 22.52                      195 7.68   355 13.98                     56522.24                         *                             8532            *

635 25.00   62024.41   695 27.36    28  1.10    156 6.14   348 13.70    604 23.78                      163 6.42   355 13.98    54721.54   61524.21                         *                                *               *

650 25.59   63525.00   710 27.95    28  1.10    156 6.14   348 13.70    604 23.78                      163 6.42   355 13.98    54721.54   61524.21                         *                             8534            *

685 26.97   67026.38   745 29.33    28  1.10    156 6.14   348 13.70    540 21.26    668 26.30   163 6.42   355 13.98    54721.54   66526.18                         *                                *               *

700 27.56   68526.97   760 29.92    28  1.10    156 6.14   348 13.70    540 21.26    668 26.30   163 6.42   355 13.98    54721.54   66526.18                         *                             8536            *

735 28.94   72028.34   795 31.30    28  1.10    156 6.14   348 13.70    572 22.52    700 27.56   163 6.42   355 13.98    54721.54   71528.15                         *                                *               *

750 29.53   73528.94   810 31.89    28  1.10    156 6.14   348 13.70    572 22.52    732 28.82   163 6.42   335 13.98    54721.54   71528.15                         *                                *               *

Packing Unit: 5 sets per box                                                                                                                                                                                                              * on request
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FR 785.SCC.SC 
SLIDE TYPE:          Full-Extension Drawer Slide -   
                                      Progressive-Action

MOUNTING:            Side Mount

NOTES:
4  compatible with regular-extension drawer slide

FR1052.CS.SC
4 tool-less quick assembly of the cabinet profile
4 standard grid rail (see drawing)
4 also available with Easy Close Device (ECD)
4 on request, also available in a heat resistant version for

up to 110° C (230º F) – load capacity 45 kg (full-ext.), 
35 kg (over-ext.) Easy Close Device (ECD) can not be
used with heat resistant version

MATERIAL:           stainless steel 1.4509 (SCC) FEATURES:           solid Delrin* rollers SPECIFICATIONS:
4  cabinet profile with bayonet mounting tabs
4  drawer profile without screw holes
4  high lateral stability through specially formed middle
      profile (material thickness 2 mm) and guide rollers
4  ideal running characteristic and smoothness of running
      through integrated progressive-action
4  safety clip mounted in middle profile
4  double-sided captive profile
4  self closing, soft stop
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

OPTION:

SM-021 Easy Close Device
Order No.: 82503
Packing: 
1 set per polybag

WIDTH:      18 mm (0.71 in.)
LOAD        dynamic up to 60 kg (132 lbs) full-ext.  

CAPACITY:  dynamic up to 48 kg (105 lbs) over-ext.  
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*DuPont (TM) Delrin®

                                                                                                                                                                                                                                                                                           
                                                        EX                             EX                                                                                                                                               Order No.                  Order No.
                Length L                       full-ext.                               over-ext.                                       GD                                                                        Weight per pair                   full-                                       over-

                      mm          in                           mm          in                       mm          in                              mm          in                                                                                               kg          lbs                          extension                              extension
                
                335    13.19                 320    12.60                395    15.55                    299    11.77                                                                          *         *                         *                                *

                350    13.78                 335    13.19                410    16.14                    299    11.77                                                                          *         *                         *                                *

                385    15.16                 370    14.57                445    17.52                    349    13.74                                                                          *         *                         *                                *

                400    15.75                 385    15.16                460    18.11                    349    13.74                                                                       1.74    3.84                   8324                             *

                435    17.13                 420    16.54                495    19.49                    399    15.72                                                                          *         *                         *                                *

                450    17.72                 435    17.13                510    20.08                    399    15.72                                                                       1.98    4.37                   8326                             *

                485    19.10                 470    18.50                545    21.46                    449    17.68                                                                          *         *                         *                                *

                500    19.69                 485    19.10                560    22.05                    449    17.68                                                                       2.22    4.89                   8328                             *

                535    21.06                 520    20.47                595    23.43                    499    19.65                                                                          *         *                         *                                *

                550    21.65                 535    21.06                610    24.02                    499    19.65                                                                       2.46    5.42                   8330                             *

                585    23.03                 570    22.44                645    25.39                    549    21.61                                                                          *         *                         *                                *

                600    23.62                 585    23.03                660    25.98                    549    21.61                                                                       2.70    5.95                   8332                             *

                635    25.00                 620    24.41                695    27.36                    599    23.58                                                                          *         *                         *                                *

                650    25.59                 635    25.00                710    27.95                    599    23.58                                                                       2.94    6.48                   8334                             *

                685    26.97                 670    26.38                745    29.33                    649    25.55                                                                          *         *                         *                                *

                700    27.56                 685    26.97                760    29.92                    649    25.55                                                                          *         *                         *                                *

                735    28.94                 720    28.34                795    31.30                    699    27.52                                                                          *         *                         *                                *

                750    29.53                 735    28.94                810    31.89                    699    27.52                                                                          *         *                         *                                *

Packing Unit: 5 sets per box                                                                                                                                                                                                              * on request
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FR 786.SCC/ECD 
SLIDE TYPE:          Full-Extension Drawer Slide -   

                                      Progressive-Action

MOUNTING:            Bottom Mount

NOTES:
4  compatible with regular-extension drawer slide

FR1052.SCC

4 on request available with 60 mm (2.36 in.) 
over-extension

MATERIAL:           stainless steel 1.4509 (SCC) FEATURES:           solid Delrin* rollers SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile (material thickness 2 mm) and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile  
4  double-sided captive profile
4  Easy Close Device (ECD) integrated

WIDTH:      18 mm (0.71 in.)
LOAD        dynamic up to 60 kg (132 lbs) full-ext.  

CAPACITY:  dynamic up to 48 kg (105 lbs) over-ext.  
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*DuPont (TM) Delrin®

                                                                                                                                                                                                                                                                                           
                      EX              EX                                                                                                                                                                                                                     Order No. Order No.
Length L     full-ext.          over-ext.              A              B              C                D                E               F              G                H                I                        Weight                               full-               over-
 mm      in        mm     in        mm      in        mm    in        mm     in       mm      in          mm      in         mm      in        mm     in       mm      in         mm     in        mm     in                         per pair (kg)                            extension      extension
                
335 13.19   32012.60   395 15.55    28  1.10    156 6.14   316 12.44                                          163 6.42                                        31512.40                         *                                *               *

350 13.78   33513.19   410 16.14    28  1.10    156 6.14   316 12.44                                          163 6.42                                        31512.40                         *                             8222            *

385 15.16   37014.57   445 17.52    28  1.10    156 6.14   348 13.70                                          163 6.42                                        36514.37                         *                                *               *

400 15.75   38515.16   460 18.11    28  1.10    156 6.14   380 14.96                                          163 6.42                                        36514.37                         *                             8224            *

435 17.13   42016.54   495 19.49    28  1.10    156 6.14   316 12.44    412 16.22                      163 6.42   355 13.98                     41516.34                         *                                *               *

450 17.72   43517.13   510 20.08    28  1.10    156 6.14   316 12.44    412 16.22                      163 6.42   355 13.98                     41516.34                         *                             8526            *

485 19.10   47018.50   545 21.46    28  1.10    156 6.14   348 13.70    444 17.48                      163 6.42   355 13.98                     46518.31                         *                                *               *

500 19.69   48519.10   560 22.05    28  1.10    156 6.14   348 13.70    476 18.74                      163 6.42   355 13.98                     46518.31                         *                             8228            *

535 21.06   52020.47   595 23.43    28  1.10    156 6.14   348 13.70    508 20.00                      163 6.42   355 13.98                     51520.28                         *                                *               *

550 21.65   53521.06   610 24.02    28  1.10    156 6.14   348 13.70    508 20.00                      163 6.42   355 13.98                     51520.28                         *                             8230            *

585 23.03   57022.44   645 25.39    28  1.10    156 6.14   348 13.70    540 21.26                      163 6.42   355 13.98                     56522.24                         *                                *               *

600 23.62   58523.03   660 25.98    28  1.10    156 6.14   348 13.70    572 22.52                      195 7.68   355 13.98                     56522.24                         *                             8232            *

635 25.00   62024.41   695 27.36    28  1.10    156 6.14   348 13.70    604 23.78                      163 6.42   355 13.98    54721.54   61524.21                         *                                *               *

650 25.59   63525.00   710 27.95    28  1.10    156 6.14   348 13.70    604 23.78                      163 6.42   355 13.98    54721.54   61524.21                         *                             8234            *

685 26.97   67026.38   745 29.33    28  1.10    156 6.14   348 13.70    540 21.26    668 26.30   163 6.42   355 13.98    54721.54   66526.18                         *                                *               *

700 27.56   68526.97   760 29.92    28  1.10    156 6.14   348 13.70    540 21.26    668 26.30   163 6.42   355 13.98    54721.54   66526.18                         *                             8236            *

735 28.94   72028.34   795 31.30    28  1.10    156 6.14   348 13.70    572 22.52    700 27.56   163 6.42   355 13.98    54721.54   71528.15                         *                                *               *

750 29.53   73528.94   810 31.89    28  1.10    156 6.14   348 13.70    572 22.52    732 28.82   163 6.42   335 13.98    54721.54   71528.15                         *                                *               *

Packing Unit: 5 sets per box                                                                                                                                                                                                              * on request
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FR 790.SCC

*DuPont (TM) Delrin®

NOTE:
4  compatible with regular-extension drawer slide 

FR 1052.SCC

SLIDE TYPE:         Progressive-Action Full-Extension
                                  Drawer Slide

MOUNTING:           Side Mount

OPTIONS:
4 on request, FR 790.SCC is also available with 60 mm

(2.36 in.) over-extension
4 on request, also available in a heat resistant version for

up to 110° C (230º F) – load capacity 50 kg (full-ext.), 
40 kg (over-ext.)

WIDTH:      18 mm (0.71 in.)
LOAD        dynamic up to 80 kg (175 lbs) full-ext. 

CAPACITY:  dynamic up to 65 kg (150 lbs) over-ext.      

MATERIAL:           stainless steel FEATURES:           solid Delrin* rollers SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile with material thickness 2 mm (0.8 in.)
      and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile  
4  double-sided captive profile
4  self-closing
4  soft stop
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

CUSTOMIZATION:
4 available with mounting tabs and a variety of 

drawer, middle and cabinet profile configurations for
specific customer requirements

                        EX               EX                                                                                                                                                                                      Weight                                
Length L        full-ext.            over-ext.                   A                B                C                 D                E                  F                G                 H                I                     per pair          Order No.   Order No.
 mm       in          mm      in          mm       in           mm     in         mm      in          mm      in         mm      in         mm      in          mm      in         mm      in          mm       in         mm       in            kg        lbs      full-extension   over-extension

350  13.78    335 13.19    410  16.14     28  1.10    156 6.14     316 12.44                                         163  6.42    29111.46                                          1.71  3.77       7900              *

400  15.75    385 15.16    460  18.11     28  1.10    156 6.14     380 14.96                                         163  6.42    35513.98                                          1.95  4.30       7901              *

450  17.72    435 17.13    510  20.08     28  1.10    156 6.14     316 12.44   412 16.22                       163  6.42    35513.98                                          2.19  4.83       7902              *

500  19.69    485 19.09    560  22.05     28  1.10    156 6.14     348 13.70   476 18.74                       163  6.42    35513.98    451 17.76                      2.43  5.36       7903              *

550  21.65    535 21.06    610  24.02     28  1.10    156 6.14     348 13.70   508 20.00                       163  6.42    35513.98    483 19.02                      2.67  5.89       7904           7924

600  23.62    585 23.03    660  25.98     28  1.10    156 6.14     348 13.70   572 22.52                       195  7.68    35513.98    547 21.54                      2.91  6.42       7905              *

650  25.59    635 25.00    710  27.95     28  1.10    156 6.14     348 13.70   604 23.78                      163  6.42    35513.98    547 21.54                      3.15  6.95       7906           7926

700  27.56    685 26.97    760  29.92     28  1.10    156 6.14     348 13.70   540 21.26   668 26.30    163  6.42    35513.98    547 21.54   643 25.31    3.39  7.47       7907              *

750  29.53    735 28.94    810  31.89     28  1.10    156 6.14     348 13.70   572 22.52   732 28.82    163  6.42    35513.98    547 21.54   643 25.31 *                 *                 *

Packing Unit: 5 sets per box                                                                                                                                                                                                                     * on request
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FR 790.SCC.SC

*DuPont (TM) Delrin®
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NOTE:
4  compatible with regular-extension drawer slide 

FR 1052.SCC

SLIDE TYPE:         Progressive-Action Full-Extension
                                  Drawer Slide

MOUNTING:           Side Mount

OPTIONS:
4 on request, also available in a heat resistant version for

up to 110º C (230º F) – load capacity 50 kg (full-ext.), 
40 kg (over-ext.)

WIDTH:      18 mm (0.71 in.)
LOAD        dynamic up to 80 kg (175 lbs) full-ext. 

CAPACITY:  dynamic up to 65 kg (150 lbs) over-ext.      

MATERIAL:           stainless steel FEATURES:           solid Delrin* rollers SPECIFICATIONS:
4  cabinet profile with bayonet mounting tabs
4  drawer profile for welding
4  high lateral stability through specially formed middle

profile (material thickness 2 mm, (0.8 in.) and 
      guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile
4  double-sided captive profile
4  self closing, soft stop
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

33
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                                                   EX                                                     EX                                                           Weight                                                                      
  Length                                   full-ext.                                  over-ext.                                                   GD per pair                                      Order No.                    Order No.
   mm         in                                       mm           in                                      mm         in                                           mm         in                                                   kg           lbs                                 full-extension                          over-extension

 350   13.78                        335    13.19                          410    16.14                             299   11.77                                 1.62     3.57                              *                                  *

 400   15.75                        385    15.16                          460    18.11                             349   13.74                                 1.68     3.70                              *                               8021

 450   17.72                        435    17.13                          510    20.08                             399   15.71                                 2.10     4.63                              *                                  *

 500   19.69                        485    19.09                          560    22.05                             449   17.68                                 2.34     5.16                              *                               8023

 550   21.65                        535    21.06                          610    24.02                             499   19.65                                 2.58     5.69                              *                               8024

 600   23.62                        585    23.03                          660    25.98                             549   21.61                                 2.82     6.22                              *                               8025

 650   25.59                        635    25.00                          710    27.95                             599   23.58                                 3.06     6.75                              *                               7926

 700   27.56                        685    26.97                          760    29.92                             649   25.55                                 3.30     7.28                              *                               8027

 750   29.53                        735    28.94                          810    31.89                             699   27.52                                 3.54    7.81                              *                                  *

Packing Unit: 5 sets per box                                                                                                                                                                                                                     * on request
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FR 791.SCC

*DuPont (TM) Delrin®
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WIDTH:       18 mm (0.71 in.)
LOAD          dynamic up to 80 kg (175 lbs.) full-ext.

CAPACITY:  dynamic up to 65 kg (150 lbs.) over-ext.

MATERIAL:           stainless steel FEATURES:           solid Delrin* rollers

OPTIONS:
4 on request, FR 791.SCC is also available with 60 mm

(2.36 in.) over-extension
4 on request, also available in a heat resistant version for

up to 110º C (230º F) – load capacity 45 kg (full-ext.), 
35 kg (over-ext.)

SPECIFICATIONS:
4  cabinet and drawer profile with screw holes
4  high lateral stability through specially formed middle

profile with material thickness 2 mm (0.8 in.) and 
      guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile  
4  double-sided captive profile
4  self-closing
4  soft stop
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

SLIDE TYPE:          Full-Extension Drawer Slide - 

                                  Progressive-Action 

MOUNTING:            Bottom Mount

NOTE:
4  compatible with regular-extension drawer slide 

FR 1052.SCC

                       EX               EX                                                                                                                                                                                           Weight
  Length        full-ext.         over-ext.            A               B                 C                   D                  E                  F                 G                  H                 I               per pair    Order No.   Order No.
 mm      in         mm      in        mm       in          mm    in         mm      in          mm       in            mm       in           mm       in         mm       in         mm       in          mm       in         mm       in           kg      lbs    full-extension  over-extension

 350 13.78    335  13.19    410   16.14      28  1.10     156   6.14      316  12.44                                                   163    6.42     291  11.46                                                  *        *             *                   *

 400 15.75    385  15.16    460   18.11      28  1.10     156   6.14      380  14.96                                                   163    6.42     355  13.98                                               2.06  4.54           *                   *

 450 17.72    435  17.13    510   20.08      28  1.10     156   6.14      316  12.44      412  16.22                           163    6.42     355  13.98                                               2.31  5.09           *                   *

 500 19.69    485  19.09    560   22.05      28  1.10     156   6.14      348  13.70      476  18.74                           163    6.42     355  13.98     451  17.76                         2.56  5.64           *                   *

 550 21.65    535  21.06    610   24.02      28  1.10     156   6.14      348  13.70      508  20.00                           163    6.42     355  13.98     483  19.02                         2.82  6.22           *                   *

 600 23.62    585  23.03    660   25.98      28  1.10     156   6.14      348  13.70      572  22.52                           195    7.68     355  13.98     547  21.54                         3.07  6.77           *                   *

 650 25.59    635  25.00    710   27.95      28  1.10     156   6.14      348  13.70      604  23.78                           163    6.42     355  13.98     547  21.54                         3.33  7.34           *                   *

 700 27.56    685  26.97    760   29.92      28  1.10     156   6.14      348  13.70      540  21.26      668  26.30    163    6.42     355  13.98     547  21.54    643  25.31     3.58  7.89           *                   *

 750 29.53    735  28.94    810   31.89      28  1.10     156   6.14      348  13.70      572  22.52      732  28.82    163    6.42     355  13.98     547  21.54    643  25.31       *        *             *                   *

Packing Unit: 5 sets per box                                                                                                                                                                                                                     * on request

CUSTOMIZATION:
4 Available with mounting tabs and a variety of 

drawer, middle and cabinet profile configurations for
specific customer requirements.
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*DuPont (TM) Delrin®
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MATERIAL:           stainless steel 1.4509 (SCC)

SLIDE TYPE:          Full-Extension Drawer Slide -

                                  Progressive-Action

MOUNTING:            Bottom Mount

FEATURES:           solid Delrin* rollers
                                   Delrin* encased steel roller bearings

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:  dynamic up to 125 kg (275 lbs.) (full-ext.)

                                  dynamic up to 105 kg (231 lbs.) (over-ext.)

SPECIFICATIONS:
4  cabinet profile bottom-mount 

without screw holes for welding
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile  
4  double-sided captive profile
4  self-closing
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

OPTIONS:
4 on request, FR 7100.SCC is also available with 60 mm

(2.36 in.) over-extension
4 on request, also available in a heat resistant version for

up to 110º C (230º F) – load capacity 90 kg (full-ext.), 
80 kg (over-ext.)

      Length L            EX full-extension    OX over-extension                 A                              B                               C                         Weight                  Order No.           Order No.
        mm         in                           mm        in                          mm        in                           mm        in                          mm        in                           mm        in                            kg       lbs                      full-extension           over-extension

     400   15.75                385  15.16                460  18.11                323  12.72                                                                                 3.64 8.03                    7130                     *

     450   17.72                435  17.13                510  20.08                355  13.98                                                                                 4.11 9.06                    7131                     *

     500   19.69                485  19.09                560  22.05                291  11.46               451  17.76                                                 4.57 10.08                  7132                     *

     550   21.65                535  21.06                610  24.02                323  12.72               483  19.02                                                 5.04 11.11                  7133                     *

     600   23.62                585  23.03                660  25.98                355  13.98               547  21.54                                                 5.50 12.13                  7134                     *

     650   25.59                635  25.00                710  27.95                355  13.98               611  24.06                                                 5.97 13.16                  7135                     *

     700   27.56                685  26.97                760  29.92                355  13.98               515  20.28                643  25.31                6.43 14.18                7136**             82561***

     750   29.53                735  28.94                810  31.89                355  13.98               547  21.54                675  26.57                6.90 15.21                  7137                     *

Packing Unit: 400-600 mm: 4 sets per box, 650-750 mm: 2 sets per box                             ** Stock available in US     ***has 24mm (.95 in.) over-extension * on request  
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FR 7100.SCC.US

*DuPont (TM) Delrin®
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MATERIAL:           stainless steel

SLIDE TYPE:          Full-Extension Drawer Slide -

                                  Progressive-Action

MOUNTING:            Bottom Mount

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:  dynamic up to 125 kg (275 lbs.) (full-ext.)

                                  dynamic up to 105 kg (231 lbs.) (over-ext.)

SPECIFICATIONS:
4  special narrow drawer profile for standard 
     serving pans
4  cabinet profile bottom-mount 

without screw holes for welding
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile  
4  double-sided captive profile
4  self-closing
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

OPTIONS:
4 on request, FR7100.SCC.US is also available with 

60 mm (2.36 in.) over-extension
4 on request, also available in a heat resistant version for

up to 110º C (230º F) – load capacity 90 kg (full-ext.), 
80 kg (over-ext.)

OPTION:
4 also available with mounting tabs

      Length L            EX full-extension    OX over-extension                 A                              B                               C                          Weight                  Order No.           Order No.
        mm         in                           mm        in                          mm        in                           mm        in                          mm        in                           mm        in                            kg       lbs                      full-extension           over-extension

     400   15.75                385  15.16                460  18.11                323  12.72                                                                                        *                         83146                    *

     450   17.72                435  17.13                510  20.08                355  13.98                                                                                        *                             *                         *

     500   19.69                485  19.09                560  22.05                291  11.46               451  17.76                                                        *                             *                         *

     550   21.65                535  21.06                610  24.02                323  12.72               483  19.02                                                        *                        82186T                   *

     600   23.62                585  23.03                660  25.98                355  13.98               547  21.54                                                        *                        82187T                   *

     650   25.59                635  25.00                710  27.95                355  13.98               611  24.06                                                        *                        82188T                   *

     700   27.56                685  26.97                760  29.92                355  13.98               515  20.28                643  25.31                       *                             *                         *

     750   29.53                735  28.94                810  31.89                355  13.98               547  21.54                675  26.57                       *                             *                         *

Packing Unit: 400-600 mm: 4 sets per box, 650-750 mm: 2 sets per box                                                                                                                           * on request  

FEATURES:           solid Delrin* rollers
                                   Delrin* encased steel roller bearings
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MATERIAL:           stainless steel

SLIDE TYPE:          Full-Extension Drawer Slide -

                                  Progressive-Action

MOUNTING:            Side Mount

WIDTH:                 24 mm (0.95 in.)
LOAD CAPACITY:  dynamic up to 125 kg (275 lbs.) (full-ext.)

                                  dynamic up to 105 kg (231 lbs.) (over-ext.)

SPECIFICATIONS:
4  cabinet profile side-mount 

without holes for welding
4  high lateral stability through specially formed middle

profile and guide rollers
4  ideal running characteristic and smoothness of running

through integrated progressive-action
4  lift out prevention clip mounted in middle profile  
4  double-sided captive profile
4  self-closing
4  operating temperature range -20° C to +80° C 
      (-4º F to 176º F)

OPTIONS:
4 on request, FR 7101.SCC is also available with 60 mm

(2.36 in.) over-extension
4 on request, also available in a heat resistant version for

up to 110º C (230º F) – load capacity 90 kg (full-ext.), 
80 kg (over-ext.)

OPTION:
4 also available with mounting tabs

      Length L            EX full-extension    OX over-extension                 A                              B                               C                         Weight                  Order No.           Order No.
        mm         in                         mm           in                         mm        in                           mm        in                          mm        in                           mm        in                            kg       lbs                      full-extension           over-extension

     400   15.75               385     15.16               460  18.11                323  12.72                                                                                        *                          7110                     *

     450   17.72               435     17.13               510  20.08                355  13.98                                                                                        *                          7111                     *

     500   19.69               485     19.09               560  22.05                291  11.46               451  17.76                                                        *                          7112                  7122

     550   21.65               535     21.06               610  24.02                323  12.72               483  19.02                                                        *                          7113                  7123

     600   23.62               585     23.03               660  25.98                355  13.98               547  21.54                                                        *                          7114                  7124

     650   25.59               635     25.00               710  27.95                355  13.98               611  24.06                                                        *                          7115                     *

     700   27.56               685     26.97               760  29.92                355  13.98               515  20.28                643  25.31                       *                          7116                     *

     750   29.53               735     28.94               810  31.89                355  13.98               547  21.54                675  26.57                       *                          7117                     *

Packing Unit: 400-600 mm: 4 sets per box, 650-750 mm: 2 sets per box                                                                                                                                            * on request  

FEATURES:           solid Delrin* rollers
                                   Delrin* encased steel roller bearings
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FR 712.SCC
LOCKING              stainless locking catch
SYSTEM:               to hold drawer shut

MATERIAL               stainless steel

SPECIFICATIONS:
4  a positive locking device with a compression spring

ca
. 4

0
40

M 6

5

60

Lock pin diameter 8 

Open position 17

= =

ca
. 1

0
40

M 6

5

60

Lock pin diameter 8

Closed position

Type                                                                                                                                                                                                                                                                 Order No.
                                                                                                                                                                                                                                                                                                                                                                     

Locking system                                                                                                                                                                                                                                         6100067

Packing Unit: 1 piece                                                                                                                                                                                                                                                    
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FR 865.CS
DIMENSIONS:        Width 17.5 mm (0.69 in.)

                             Height 125 mm (4.92 in.)
MATERIAL:           stainless steel

PRODUCT TYPE:    Drawer Front Bracket

                             
MOUNTING:          2 versions, bottom and side mount

SPECIFICATIONS:
4  Drawer Front Bracket - 3-dimensional adjustment
4  weld mounting
4  2 versions, bottom and side mount
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Front Bracket                                                                                                                                                                                                                                                   Order No.
                                                                                                                                                                                                                                                                                                                                                                     

Side Mounting                                                                                                                                                                                                                                               7212

Bottom Mounting                                                                                                                                                                                                                                           7213

Packing Unit: 10 pairs per box
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Material:      high impact polystyrene

Length:                        145mm (5.71 in.)

Color:                           grey

Packing:                      per piece, 1 piece spring and dampening cylinder, 
                                    1 piece follower, screws, mounting template and instructions

Material:      high impact polystyrene

Length:                        192mm (11.81 in.)

Color:                           grey

Packing:                      per set, consisting of: 1 piece left spring and dampening cylinder, 1 piece right spring and 
                                    dampening cylinder, 2 piece followers and mounting instructions

FR 8001.ECD
FR 8003.ECD

PRODUCT TYPE:    FR8001.ECD Easy Close Device
                                     up to 35 kg (75 lbs.) drawer weight

                                     FR8003.ECD Easy Close Device
                                     up to 70 kg (150 lbs.) drawer weight

WIDTH:                  12.5 mm (0.49 in.)

FEATURES:           spring loaded dampening system

SPECIFICATIONS:

4 this product can be used in combination with any drawer 
     slide with a minimum of 12.5 mm (0.49 in.) side 
     clearance and with out any spring-loaded or friction catch 
     in either open or closed position
4 drawer is automatically pulled closed from approximately 
     30 mm and then softly dampened and pulled shut    
     without slamming
4 handed, always use one left and one right per drawer

12.5 mm (0.49 in.) is the 
actual width of the unit. 
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FR 8002.ECD
PRODUCT TYPE:    FR8002.ECD Easy Close Device
                                     1 pc. up to 18 kg (40 lbs.) drawer weight
                                     2 pcs. up to 36 kg (80 lbs.) drawer weight

WIDTH:        9.5 to 13.5 mm 
                    (0.38 in.) to (0.53 in.)

SPECIFICATIONS:

4 this product can be used in combination with any drawer 
     slide with a minimum of 10 mm (0.39 in.) to a maximum 
     of 13.5 mm (0.53 in.) side clearance and with out any 
     spring-loaded or friction catch in either open or 
     closed position
4 drawer is softly dampened and pulled shut    
     without slamming
4 non-handed, use 1 piece up to 18 kg (40 lbs.) 
    on either side. Use 2 pieces one on left, one on right, 
    up to 36 kg (80 lbs.) drawer weight

FEATURES:           spring loaded dampening system

Follower

145

96 4

4.5 7
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SM-021
PRODUCT TYPE:    Easy Close Device

FEATURES:           For use with FR 785.SCC, FR 785.SCC.SC, FR 790.SCC and FR 791.SCC

Type                                                                                                                                                                                                                                                                 Order No.
                                                                                                                                                                                                                                                                                                                                                                     

SM-021 Easy Close Device                                                                                                                                                                                                                         82503

Packing Unit: 1 set per polybag                                                                                                                                                                                                                                   
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SPECIFICATIONS:
4  concealed under mount drawer slide with great running qualities
4  designed for use with Euro frame-less constructed cabinets
4  very smooth soft close device to prevent slamming
4  see FR 3001 for Face Frame cabinet application
4  designed for three sided drawers or notched four sided drawers
4  16mm thick drawer walls

FR 3000
SLIDE TYPE:          Full-Extension Concealed 
                                     Under Mount Drawer Slide 

MOUNTING:            Under Mount

WIDTH:                  n/a
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

NEW!
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MATERIAL:           galvanized steel 

   Slide                                                                                                                                                        Minimum Inside Cabinet Depth                      Weight
 Length                  Travel                Drawer Length                                 A                          B             includes 10mm tolerance allowance                  per pair             Order No.
mm in mm in mm in                     mm             in               mm             in                                  mm               in                                                 kg              lbs         galvanized steel 

300 11.81 284 11.18 290 11.42                64        2.52                                                 315       12.40                                  *            *            300010

350 13.78 334 13.15 340 13.39                64        2.52                                                 365       14.37                                  *            *            300011

400 15.75 384 15.12 390 15.35                96        3.78                                                 415       16.34                                  *            *            300013

450 17.72 434 17.09 440 17.32                96        3.78                                                 465       18.31                                  *            *            300014

500 19.69 484 19.06 490 19.29                96        3.78        160       6.30                      515       20.28                                  *            *            300015

550 21.65 534 21.02 540 21.26                96        3.78        160       6.30                      565       22.24                                  *            *            300016

Packing Unit: 10 pair per box (including drawer locking device)                                                                                                                                                           * on request  
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SPECIFICATIONS:
4 concealed under mount drawer slide with great running qualities
4 designed for use with Face Frame constructed cabinets
4 very smooth soft close device to prevent slamming
4 see FR 3000 for Euro frame-less cabinet application
4 designed for four sided drawers, notching not required
4 16mm thick drawer walls

FR 3001
SLIDE TYPE:          Full-Extension Concealed 
                                     Under Mount Drawer Slide 

MOUNTING:            Under Mount

WIDTH:                  n/a
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

NEW!

MATERIAL:           galvanized steel 
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   Slide                                                                                                                                                                     Inside Cabinet                                    Weight
 Length                     Travel              Drawer Length                                A                          B                         Depth w/rear bracket                              per pair             Order No.
mm in mm in mm in                     mm             in               mm             in                             mm                         in                                           kg              lbs         galvanized steel 

317 12.48 290 11.42 305 12.01               261      10.28                                         326-358      12.84-14.10                        *            *            300019

394 15.51 364 14.33 381 15.00               261      10.28                                       403-435      15.87-17.13                        *            *            300020

470 18.50 440 17.32 457 17.99               261      10.28       453      17.84              479-511      18.86-20.12                         *            *            300021

546 21.50 516 20.31 533 20.98               261      10.28       517      20.35              555-587      21.85-23.11                         *            *            300022

Packing Unit: 10 pair per box (including rear mounting brackets and drawer locking device)                                                                         * on request  
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SPECIFICATIONS:
4  designed for panel mount cabinets (Euro Style frameless)
4  concealed under mount drawer slide with great running qualities
4  optimized lengths for standard cabinet depths
4  very smooth soft close device to prevent slamming
4  see FR 3001 for Face Frame constructed cabinets
4  designed for four sided drawers, notching not required
4  16mm thick drawer walls

FR 3002
SLIDE TYPE:          Full-Extension Concealed 
                                     Under Mount Drawer Slide 

MOUNTING:            Under Mount

WIDTH:                  n/a
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

NEW!

MATERIAL:           galvanized steel 

4.5

37

37
4.5 10

10

Drawer Length

Overlay Drawer Side View 

Inset Drawer Side View 

Drawer Length

Cabinet

Cabinet

Overlay
Drawer 
Front

Inset
Drawer 
Front

   Slide                                                                                                                                                       Minimum Inside Cabinet Depth                       Weight
 Length                     Travel                Drawer Length                A                  B                   C             includes 10mm tolerance allowance                  per pair             Order No.
mm in mm in mm in      mm       in           mm      in             mm          in                               mm                         in                                           kg              lbs         galvanized steel 

289 11.38 229.5 9.04 279 10.98     64   2.52                        215.5   8.48                    304               11.97                              *            *            300030

300 11.81 244.5 9.63 290 11.42     64   2.52                        226.5   8.92                    315               12.40                              *            *            300031

315 12.40 277.5 10.93 305 12.01     64   2.52                        241.5   9.51                    330               12.99                              *            *            300041

340 13.39 314.0 12.36 330 12.99     64   2.52                        264.5  10.41                   355               13.98                              *            *            300032

350 13.75 324.0 12.76 340 13.39     64   2.52                        276.5  10.89                   365               14.37                              *            *            300033

366 14.41 340.0 13.39 356 14.02     64   2.52                        292.5  11.52                   381               15.00                              *            *            300034

391 15.39 365.0 14.37 381 15.00     96   3.78                        317.5   12.5                    406               15.98                              *            *            300042

400 15.75 374.0 14.72 390 15.35     96   3.78                        326.5  12.85                   415               16.34                              *            *            300035

442 17.40 421.0 16.58 432 17.01     96   3.78                        368.5  14.51                   457               17.99                              *            *            300036

450 17.72 434.0 17.09 440 17.32     96   3.78                        376.5  14.82                   465               18.31                              *            *            300037

467 18.39 451.0 17.76 457 17.99     96   3.78                        393.5  15.49                   482               18.98                              *            *            300043

500 19.69 484.0 19.06 490 19.29     96   3.78     160  6.30     426.5  16.79                   515               20.28                              *            *            300038

518 20.39 502.0 19.76 508 20.00     96   3.78     160  6.30     444.5   17.5                    533               20.98                              *            *            300039

543 21.38 527.0 20.75 533 20.98     96   3.78     160  6.30     469.5  18.48                   558               21.97                              *            *            300044

550 21.65 534.0 21.02 540 21.26     96   3.78     160  6.30     476.5  18.76                   565               22.24                              *            *            300040

Packing Unit: 10 pair per box (including drawer locking device)                                                                                                                                                           * on request  
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12.7
(0.5)

35
(1

.3
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mm (in.)

FR 5005

NOTE:
4  The compatible full-extension sister model FR5000

SLIDE TYPE:          Regular-Extension Ball Bearing 

                                     Drawer Slide

MOUNTING:            Side Mount 

WIDTH:                 12.7 mm (0.5 in.)
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for medium-duty 
      applications in office and residential furniture
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent

12.7 mm (0.5 in.) is the actual size of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance

and a maximum of 13.5 mm (0.53 in.).

4.5 x 9.4
E

F 48
Length Travel 

12.7 12.720 15.8 9.6
35

B
C

16 16
A

4.4 x 8.3 6.2 dia. 4.4 x 8.3 6.2 dia. 6.2 dia. 4.4 dia.

16

4.4 dia.25.425.4

trigger finger release

  Length                   Travel                     A                               B                              C                               E                        F                        Weight         Order No.           Order No.
 mm         in                     mm        in                   mm          in                         mm         in                          mm        in                         mm         in                mm           in                       kg        lbs                    zinc                           black

300   11.81            215   8.47            64     2.52                224    8.82                                                96     3.78         224      8.82                   *                       *                    61300

350   13.78            245   9.65            64     2.52                224    8.82                                                96     3.78         256     10.08                  *                       *                    61201

400   15.75            300  11.81            64      2.52                224    8.82                320  12.60               128    5.04         320     12.60                  *                   61203                61301

450   17.72            338  13.31            64      2.52                224    8.82                352  13.86               160    6.30         352     13.86                  *                 6000391              61302

500   19.69            375  14.76            64      2.52                224    8.82                416  16.38               192    7.56         416     16.38                  *                6000482                  *

550   21.65            413  16.26            64      2.52                224    8.82                416  16.38               192    7.56         448     17.64                  *                       *                        *

600   23.62            450  17.72            64      2.52                224    8.82                480  18.90               224    8.82         512     20.16                  *                       *                        *

650   25.59            488  19.21            64      2.52                224    8.82                544   21.42               256   10.08        544     21.42                  *                       *                        *

700   27.56             700   27.56            64      2.52                224    8.82                576  22.68               256   10.08        576     22.68                  *                       *                        *

Packing Unit: 20 pair per box                                                                                                                                                                                           *on request

Cabinet Profile: Drawer Profile:
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FR 5090
SLIDE TYPE:          Regular-Extension Ball Bearing
                                     Drawer Slide

MOUNTING:            Center Mount

WIDTH:                  11 mm (0.43 in.)
LOAD CAPACITY:   dynamic up to 22 kg (50 lbs.)
                             (per pair)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  recommended for lighter duty applications
4  one or two slides under drawer with adjustable rear

mounting bracket drawer clip and two nail glides
4  easy friction disconnect

80
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     Length              Travel                         A                           B Fit Drawer Length:                          C Fit Cabinet Depth:                                Weight                       Order No.
   mm           in             mm          in                      mm         in                                mm                              in                                        mm                               in                                            kg        lbs                                      zinc

  302    11.89     180     7.09              302   11.89                 248-296           9.76-11.65                  307-345          12.09-13.58                              *                                   *

  325    12.80     217     8.54              325   12.80                 270-318          10.63-12.52                 330-368          12.99-14.49                              *                                   *

  375    14.76     267    10.51             375   14.76                 321-368          12.64-14.49                 381-419          15.00-16.50                              *                              600015

  400    15.75     280    11.02             400   15.75                 345-392          13.58-15.43                 407-445          16.02-17.52                              *                                   *

  425    16.73     305    12.01             425   16.73                 372-419          14.65-16.50                 432-470          17.01-18.50                              *                              600016

  450    17.72     292    11.50             450   17.72                 397-444          15.63-17.48                 457-495          18.00-19.49                              *                                   *

  476    18.74     318    12.52             476   18.74                 422-470          16.61-18.50                 483-521          19.02-20.51                              *                              600046

  531    20.91     372    14.65             531   20.91                 473-521          18.62-20.51                 533-572          20.98-22.52                              *                              600047

  578    22.76     419    16.50             578   22.76                 524-572          20.63-22.52                 584-622          22.99-24.49                              *                              600049

  629    24.76     445    17.52             629   24.76                 575-622          22.64-24.49                 635-673          25.00-24.50                              *                              600021

  679    26.73     471    18.54             679   26.73                 624-672          24.57-26.46                 658-723          26.97-28.47                              *                                   *

Packing Unit: 40 pcs. per box. 1 piece consisting of: 1 slide, 1 rear mounting bracket, 1 drawer clip, 2 nail glides, screws included                                       *on request
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Length Travel 
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FR 5066
SLIDE TYPE:          Regular-Extension Ball Bearing 

                                     Keyboard Slide 

MOUNTING:            Bottom Mount

WIDTH:                 12.7 mm (0.5 in.)
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings and bottom
                                   mounting tabs

SPECIFICATIONS:
4  positive Out-Stop in open position
4  mounting tabs on drawer profile for better alignment
4  easy push and click disconnect

12.7 mm (0.5 in.) is the actual size of the slide. 
Allow a min. of 13.1 mm (0.52 in.) for clearance.

  Length                   Travel                     A                               B                              C                               D                        Weight                Order No.                     Order No.
 mm         in                     mm        in                   mm          in                         mm         in                          mm        in                         mm         in                        kg          lbs                           zinc                                          black

300   11.81            205   8.07                                          224    8.82                 96    3.78                128    5.04                      *                            *                                    *

350   13.78            243   9.57                                         224    8.82                128   5.04                128    5.04                      *                        61125                           61124

400   15.75            300  11.81          320   12.60               224    8.82                192   7.56                128    5.04                      *                        61126                           61129

450   17.72            338  13.31          352   13.86               224    8.82                192   7.56                160    6.30                      *                        61123                               *

500   19.69            375  14.76          416   16.38               224    8.82                224   8.82                192    7.56                      *                        61127                               *

550   21.65            413  16.26          416   16.38               224    8.82                256  10.08               192    7.56                      *                            *                               61130

600   23.62            450  17.72          480   18.90               224    8.82                288  11.34               224    8.82                      *                            *                                    *

650   25.59            488  19.21          544   21.42               224    8.82                288  11.34               256   10.08                     *                            *                                    *

Packing Unit: 30 pair per box                                                                                                                                                                                                             *on request
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FR 5162
SLIDE TYPE:          Regular-Extension Ball Bearing 
                                     Pencil Tray Slide

MOUNTING:            Top Mount

WIDTH:                  N/A
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  simple top mounting by means of brackets welded to

the slide
4  suited for pencil trays, work surface extensions and/or

to add a drawer
4  drawer profile features an easy to operate disconnect

finger release trigger
4  hold-close detent
4  pencil trays can be supplied with the FR 5162 
      on request

NOTE:
4  see FR 5060 for adjustable bracket version
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25
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12.7

37 A 

trigger finger release

   Length                 Travel                                A                                   B                                   C                               Weight                       Order No.                     Order No.
  mm          in                   mm        in                                  mm        in                                mm        in                                 mm        in                                  kg        lbs                                     zinc                                          black

 300   11.81           225   8.86                       224   8.82                     106   4.17                      128   5.04                            *                                   *                                    *

 350   13.78           263  10.35                      288  11.34                    142   5.59                      128   5.04                            *                               61133                               *

 400   15.75           300  11.81                      320  12.60                    192   7.56                      128   5.04                            *                               61136                               *

 450   17.72           338  13.31                      384  15.12                    192   7.56                      160   6.30                            *                               61135                           61137

 500   19.69           375  14.76                      416  16.38                    224   8.82                      192   7.56                            *                               61141                               *

 550   21.66           413  16.26                      480  18.90                    256  10.08                     192   7.56                            *                               61142                               *

 600   23.62           450  17.72                      512  20.16                    288  11.34                     224   8.82                            *                                   *                                    *

 650   25.59           488  19.21                      544  21.42                    288  11.34                     256  10.08                           *                                   *                                    *

Packing Unit: 20 pair per box                                                                                                                                                                                                                   * on request
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FR 5060
SLIDE TYPE:          Regular-Extension Ball Bearing 
                                     Keyboard Slide 

MOUNTING:            Top Mount 

WIDTH:                 N/A
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  adjustable top mount brackets with four 
      height positions
4  positive out-stop in open position
4  drawer profile features an easy to operate disconnect

finger latch

  Length                   Travel                                A                                   B                                   C                               Weight                       Order No.                     Order No.
 mm         in                     mm        in                                  mm        in                                mm        in                                 mm        in                                  kg        lbs                                     zinc                                          black

300   11.81            225   8.86                       224   8.82                      96    3.78                      128   5.04                            *                               61114                           61107

350   13.77            263  10.35                      256  10.08                    128   5.04                      128   5.04                            *                               61100                           61108

400   15.74            300  11.81                      320  12.60                    192   7.56                      128   5.04                            *                               61103                           61101

450   17.71            338  13.31                      352  13.86                    192   7.56                      160   6.30                            *                               61105                           61104

500   19.68            375  14.76                      416  16.38                    224   8.82                      192   7.56                            *                               61106                           61109

550   21.65            413  16.26                      480  18.90                    256  10.08                     192   7.56                            *                                   *                                    *

600   23.62            450  17.72                      512  20.16                    288  11.34                     224   8.82                            *                                   *                                    *

650   25.59            488  19.21                      544  21.42                    288  11.34                     256  10.08                           *                                   *                                    *

Packing Unit: 10 pair per box (brackets and screws included)                                                                                                                                                             * on request



80

Length Travel 
4.5 x 9.4

16 16

164.5 dia.

48C

16 16

B16

A 40 

25
7.7

36

28.5

7.7

16 12.7
(.5)

5

He
ig

ht
 

ad
ju

st
m

en
t 

po
si

tio
ns

62
/7

3/
84

/9
5

56

mm (in.)

8

7.5

Outer Profile

Inner Profile

Disconnect

Push

FR 5069
SLIDE TYPE:          Regular-Extension Ballbearing 
                                     Keyboard Slide with Height 
                                     Adjustable Brackets and Bottom 
                                     Mounting Tabs

MOUNTING:            Bottom Mount / Top Mount

WIDTH:                  N/A

LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

For fasteners see spacers and screws

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  adjustable top mount brackets with four 
      height positions

4  positive Out-Stop in open position
4  easy push and click disconnect

                                               

    LengthL            Travel                        A                                      B                                      C                                 Weight                          Order No.                         Order No.
   mm         inch           mm        inch                    mm       inch                                mm       inch                                 mm       inch                                  kg         lbs                                        zinc                                              black

  300    11.81     205     8.07              224    8.81                       128    5.03                        96     3.78                          *         *                                 *                                     *

  350    13.78     243     9.57              256   10.07                      128    5.03                       128    5.03                          *         *                                 *                                       *

  400    15.75     300    11.81             320   12.59                      192    7.55                       128    5.03                          *         *                                 *                                   61110

  450    17.72     338    13.30             352   13.86                      192    7.55                       160    6.29                          *         *                                 *                                       *

  500    19.69     375    14.76             416   16.37                      224    8.81                       192    7.55                          *         *                                 *                                       *

  550    21.65     413    16.25             480   18.90                      256   10.07                      192    7.55                          *         *                                 *                                       *

  600    23.62     450    17.71             512   20.15                      288   11.34                      224    8.81                          *         *                                 *                                       *

  650    25.59     488    19.21             544   21.41                      288   11.34                      250   10.07                         *         *                                 *                                       *

Packing Unit: 10 pair per box                                                                                                                                                                                                            *on request



81

FR 5391
SLIDE TYPE:          Regular-Extension Two-Way 
                                     Ball Bearing Drawer Slide 

MOUNTING:            Side Mount

WIDTH:                  12.7 mm (0.5 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:

4 this unique slide allows drawers to be operated to 
     both sides
4 the travel distance is 70% of the length of the slide in

each direction
4 the drawer profile is non-detachable

12.7 mm (0.5 in.) is the actual width of the slide. 
Allow a min. of 13.1 mm (0.52 in.) for clearance

and a maximum of 13.5 mm (0.53 in.)

mm (in.)

mm (in.)

Shown above Lengths: 457 mm thru 762 mm (18 in. thru 30 in.)

Shown above Lengths: 813 mm thru 1092 mm (32 in. thru 43 in.)

mm (in.)

1.5

39
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5.5 dia.

5.5 dia.
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1635
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16 16
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16 16 16 16 16 16
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Travel Travel

1635 3516 16 16 16 16

16 16 16

B B
Length

16 16 16

16 16 16 16 16 16

Drawer Profile

Cabinet Profile

AA
Length

35 35

Length                     Travel                                A                                   B                                                                    Weight                       Order No.                     Order No.
 mm          in                   mm          in                              mm             in                           mm             in                                                                                 kg        lbs                                    black                                         zinc

457    18.00          265   10.43                 169.5     6.67                169.5      6.67                                                                *                              400164                              *

508    20.00          290   11.42                 195.0     7.68                195.0      7.68                                                                *                                   *                                   *

559    22.00          315   12.40                 220.5     8.68                220.5      8.68                                                                *                                   *                                   *

610    24.00          403   15.87                 246.0     9.69                246.0      9.69                                                                *               400163                              *

660    26.00          390   15.35                 271.0    10.70               271.0     10.70                                                               *               400160                              *

711    28.00          415   16.34                 296.5    11.67               296.5     11.67                                                               *                              400166                              *

762    30.00          440   17.32                 332.0    13.07               332.0     13.07                                                               *                                    *                                   *

813    32.00          465   18.31                 290.0    11.42               290.0     11.42                                                               *                              400165                              *

864    34.00          490   19.21                 290.0    11.42               290.0     11.42                                                               *                                   *                                   *

914    36.00          540   21.26                 290.0    11.42               290.0     11.42                                                               *                                   *                                   *

965    38.00          570   22.24                 290.0    11.42               290.0     11.42                                                               *                              400161                              *

1016  40.00          595   23.43                 290.0    11.42               290.0     11.42                                                               *                                   *                                   *

1067  42.00          620   24..41                290.0    11.42               290.0     11.42                                                               *                              400162                              *

1092  43.00          645   25.39                 290.0    11.42               290.0     11.42                                                               *                                   *                                   *

Packing Unit: 10 pair per box                                                                                                                                                                                                            *on request

Cabinet Profile: Drawer Profile:
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FR 5707
SLIDE TYPE:          Regular-Extension Ball Bearing 
                                     Drawer Slide with Disconnect 
                                     Drawer Rail

MOUNTING:            Side Mount

WIDTH:                 12.7 mm (0.5 in.)
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

MATERIAL:           cold rolled steel FEATURES:    steel ball bearings, disconnect drawer rail SPECIFICATIONS:
4  Most suitable drawer slide for desk box drawers and

medium-duty commercial applications
4  Easy lift-off drawer rail disconnect
4  Hold-close detent to prevent drawer from rolling or

bouncing back
4  Tolerance absorbing mounting tabs

NOTE:
4  FR 5755 is compatible full extension model
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                                                         Cabinet Profile:                                                                     Disconnect Rail:
   Length                 Travel                     A                               B                              C                               D                         Weight                Order No.                     Order No.

   mm        in                    mm        in                   mm          in                         mm         in                          mm        in                         mm         in                            kg     lbs                             zinc                                          black

 301  11.85           199   7.84           286   11.26               224    8.82                                             265   10.43                     *                            *                                    *

 351  13.81           250   9.84           336   13.23               224    8.82                                             315   12.40                     *                            *                                    *

 403  15.86           300  11.81          388   15.28               224    8.82                320  12.60               365   14.37                     *                      6000531                             *

 454  17.87           328  12.91          439   17.28               224    8.82                352  13.86               415   16.34                      *                      6000550                             *

 505  19.88           379  14.92          490   19.29               224    8.82                416  16.38               465   18.31                      *                     6000560                       6000555

 555  21.85           403  15.87          540   21.26               224    8.82                416  16.38               495   19.49                     *                     6000561                             *

 605  23.81           426  16.77          590   23.23               224    8.82                480  18.90               495   19.49                     *                      6000562                             *

 657  25.86           480  18.90          642   25.28               224    8.82                544  21.42               495   19.49                     *                            *                                    *

 710  27.95           534  21.02          695   27.36               224    8.82                576  22.68               495   19.49                     *                            *                                    *

Packing Unit: 10 pair per box                                                                                                                                                                                                              *on request

12.7 mm (0.5 in.) is the actual width of the slide. 
Allow a min. of 13.1 mm (0.52 in.) for clearance

and a maximum of 13.5 mm (0.53 in.)
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4.2 dia. 
4.2 dia. 

FR 5735
SLIDE TYPE:          Pocket Door Ball Bearing 
                                     Slide System

MOUNTING:            Side Mount 

WIDTH:                 11.4 mm (0.45 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  A very smooth running slide system with 6 ball bear-

ings per inch length of the retainer.
4  Follower is made of 2 mm thick steel and is very rigid

without deflection
4  Any hinge manufactures hinges and base plates will 
      fit and are attached with sheet metal screws to 
      the follower
4  We recommend 3 slides for extra heavy doors and

above 32 in. in height 
4  Custom sizes on request
4  As an option a wooden follower can also be used
4  Set packing: 2 or 3 slides, 1 Follower, 1 Guide roller, 
      1 screw bag and hinges on request
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Cabinet SideDoor
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Concealed Hinge
(Half overlay type)

    Length                 Travel                                                                                                                                           Weight                                                              Order No.
  mm        in                    mm        in                                                                                                                                                                                        kg        lbs                                                                                         black

 406  16.00           306  12.05                                                                                                                                            *                                                                     400050

 457  18.00           357  14.06                                                                                                                                            *                                                                     400051

 508  20.00           408  16.06                                                                                                                                            *                                                                     400052

 559  22.00           459  18.07                                                                                                                                            *                                                                     400053

 610  24.00           511  20.08                                                                                                                                            *                                                                     400054

Packing Unit: 20 pair per box                                                                                                                                                                                                                      * on request
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Guide
Roller

Follower

Follower

Slide

Guide Roller

Concealed Hinge
(Half overlay type)

37+
Door Thickness

11+
Door Thickness

Door

Cabinet

FR 5735
SLIDE TYPE:          Pocket Door Ball Bearing 
                                     Slide System

MOUNTING:            Side Mount 

WIDTH:                 11.4 mm (0.45 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

Description:            Length                                             Slide Centers                                         Hinge Centers                                       Weight                              Order No.
   Follower                   mm         in                                                               mm          in                                                                  mm          in                                                           kg        lbs                                             black

FR 5750.F.            500   19.70                                           440    17.32                                             360    14.17                                              *                                    400060

FR 5765.F.            650   25.60                                           590    23.23                                             510    20.08                                              *                                     400061

FR 5780.F.            800   31.50                                           740    29.13                                             660    25.98                                              *                                     400062

FR 5795.F.            950   37.40                                           890    35.04                                             810    31.89                                              *                                    400063

FR 5711.F.           1100  43.30                                          1040   40.95                                             960    37.80                                              *                                     400064

Packing Unit: 20 pieces per box including screws                                                                                                                                                                         * on request

Description:                                  Material                                Color                                                       Notes                                                                                   Order No.
Guide Roller                                                      

 FR 5735.R.                                      Nylon                                   white                                         Requires a 5 mm dia. hole                                                                      400066

Packing Unit: per piece
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Disconnect finger latch

FR 5035
SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide 

MOUNTING:            Side Mount 

WIDTH:                 12.7 mm (0.5 in.)
LOAD CAPACITY:   dynamic up to 25 kg (55 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for light-duty 
      applications in office and residential furniture
4  drawer profile features an easy to operate disconnect

finger release latch
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent

mm (in.)
12.7
(0.5)

1

1

1.2

35
(1

.3
8)

dia. 4.5

dia. 4.5dia. 4.6dia. 6.44.6 x 9.5

12.6 9 25.3
10
36128

9

712.9

164.5 x 7.5

Length Travel

C

B

A

G F E 34

12.7 mm (0.5 in.) is the actual size of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance

and a maximum of 13.5 mm (0.53 in.).

     Length              Travel                  A                      B                       C                       E                        F                      G                                     Weight         Order No.     Order No.
   mm           in             mm          in              mm        in               mm         in                mm         in               mm         in               mm         in             mm         in                                          kg         lbs                 zinc                    black

  250     9.85      253     9.96                                                                                96     3.78          96     3.78                                                         *                     *                   *

  300    11.81     304    11.97       224   8.82                                                           96     3.78         128    5.04                                                        *                     *                   *

  350    13.78     353    13.90       224   8.82                                                          128    5.04         160    6.30                                                        *                     *                   *

  400    15.75     403    15.87       224   8.82        320   12.60                               160    6.30         160    6.30                                                        *                     *                   *

  450    17.72     453    17.84       224   8.82        352   13.86                                192    7.56          96     3.78        96     3.78                                 *                     *                   *

  500    19.69     503    19.80       224   8.82        416   16.38                                192    7.56         128    5.04        96     3.78                                 *                     *                   *

  550    21.66     553    21.77       224   8.82        352   13.86        448   17.64        192    7.56         160    6.30       128    5.04                                 *                     *                   *

  600    23.62     603    23.74       224   8.82        352   13.86        480   18.90        192    7.56         192    7.56       128    5.04                                 *                     *                   *

  650    25.59     653    25.71       224   8.82        352   13.86        544   21.42        192    7.56         224    8.82       128    5.04                                 *                     *                   *

  700    27.56     703    27.68       224   8.82        352   13.86        544   21.42        192    7.56         224    8.82       192    7.56                                 *                     *                   *

Packing Unit: 20 pair per box                                                                                                                                                                                                               * on request

Cabinet Profile: Drawer Profile:
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Disconnect finger latch

FR 5036
SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide 

MOUNTING:            Side Mount 

WIDTH:                 12.7 mm (0.5 in.)
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for medium-duty 
      applications in office and residential furniture
4  drawer profile features an easy to operate disconnect

finger release latch
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent

mm (in.)
12.7
(0.5)

36
(1

.4
2)

Length

dia. 4.5

4.5 x 7

dia. 6.3

dia. 4.5 4.5 x 9.4

7 x 4.5

Travel

19

C
B

12.7
A 35

9 6

G
F1

9

35 

E
E1

F

12.7 mm (0.5 in.) is the actual size of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance

and a maximum of 13.5 mm (0.53 in.).

     Length              Travel                  A                      B                       C                       E                       E1                     F                      F1                    G            Weight      Order No.
   mm           in             mm          in              mm        in               mm         in                mm         in               mm         in               mm         in             mm         in                mm        in               mm         in       kg      lbs                zinc

  250     9.85      254    10.00      160  6.30                                                        192    7.56                                                                                                        *              400300

  300    11.81     305    12.01       128   5.04        208    8.19                                 242    9.53                                                                                                        *              400301

  350    13.78     356    14.02       128   5.04        256   10.08                                128    5.04         292   11.50                                                                              *              400302

  400    15.75     406    15.99       128   5.04        288   11.34                               128    5.04         320   12.60                                                                              *              400303

  450    17.72     457    17.99       128   5.04        288   11.34        352   13.86        128    5.04         320   12.60      392   15.43                                                       *              400304

  500    19.69     508    20.00       128   5.04        288   11.34        416   16.38        128    5.04         192    7.56       352   13.86        442  17.40                               *              400305

  550    21.66     559    22.01       128   5.04        288   11.34        416   16.38        128    5.04         224    8.82       416   16.38        492  19.37                               *              400306

  600    23.62     610    24.02       128   5.04        320   12.60        480   18.90        128    5.04         224    8.82       416   16.38        542  21.34                               *              400307

  650    25.59     660    25.98       128   5.04        352   13.86        544   21.42        128    5.04         224    8.82       416   16.38        544  21.42       592   23.31        *              400308

  700    27.56     711    27.99       128   5.04        352   13.86        544   21.42        128    5.04         224    8.82       448   17.64        544  21.42       642   25.28        *              400309

Packing Unit: 20 pair per box                                                                                                                                                                                                               * on request

Cabinet Profile: Drawer Profile:



FR 5043

CAUTION:
4  For a rigid connection of the front and rear face frame
      mounting brackets we recommend the use of truss

head screw 6000091. See screws page.
4  We do not recommend this slide to be used on drawers

over 27 in. in width. Use FR 5050, FR 5210, FR 5755
or FR 5609 instead.

SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide - Standard Version

MOUNTING:            Side Mount 

WIDTH:                 12.7 mm (0.5 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for medium-duty 
      applications in office and residential furniture
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent

NOTE:
4  The compatible regular extension sister model FR 5005
4  Over travel version on request

Description:         
FR 5043 Rear Bracket, Steel
Item Number: 3300094
Packing: 200 pieces
(screw 6000091 recommended)

Rear Mounting BracketFront Mounting Bracket Face Frame

Description:         
FR 5043 Front Bracket, Steel 
Item Number: 33000100
Packing: 200 pieces

mm (in.)
12.7
(0.5)

43
(1

.6
9)

9.615.8

D D1

6.2 dia.

6.2 dia.

4.5 dia.

4.5 dia.

4.5 dia.4.5 dia. 4.5 dia.
16 16

48F1

25.425.4

TravelLength 

F
E1

E

4.4 x 8.3

4.5 x 9.4
4.5 x 9.4
4.5 dia.

C
C1

B

A
A1

35
7

4.5 dia.
6.2 dia.

12.7

B1
B2

screw hole accesstrigger finger release

12.7 mm (0.50 in.) is the actual size of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance 

and a maximum of 13.5 mm (0.53 in.). 

FR 5043 Bottom Mounting Bracket
Steel, height 11mm
Item Number: 3300100
Steel, height 21mm
Item Number: 3300102
Packing: 200 pieces

FR 5043 Front Mounting Bracket 
for Face Frame with offset  
Steel, offset 20mm
Item Number: 3300104
Packing: 200 pieces

Cabinet Profile: Drawer Profile:
black

Order No.
zinc

                                                                                                                                                                                                                                                               
  Length      Travel            A            A1              B             B1             B2                C                C1              D            D1             E             E1                F              F1                            
 mm      in         mm      in       mm    in       mm     in        mm     in        mm     in          mm      in          mm      in         mm      in         mm   in        mm    in        mm     in        mm    in          mm     in         mm     in                                  

250  9.84    250  9.84    64  2.52                     160 6.30   195  7.68                                                                                                                                   160  6.30                           *       400699

300 11.81   308 11.81   64  2.52   128  5.04    192 7.56   224  8.82     224  8.82                                                            67 2.64                                       192  7.56    224 8.82    400720  400700 

350 13.78   350 13.78   64  2.52   128  5.04    224 8.82   28211.10    296 11.65                                                           67 2.64     96   3.78                     256 10.08                     400721  400701  

400 15.75   400 15.75   64  2.52   128  5.04    224 8.82                     282 11.10    320 12.60                       25 0.98     67 2.64    128  5.04                    288 11.34   32012.60   400722  400702  

450 17.72   450 17.72   64  2.52   128  5.04    224 8.82                     282 11.10    352 13.86                       43 1.69                    160  6.30   27110.67   352 13.86                     400723  400703  

500 19.69   500 19.69   64  2.52   128  5.04    224 8.82                     282 11.10    416 16.38                       29 1.14                    192  7.56   29711.69   416 16.38                     400724  400705  

550 21.65   550 21.65   64  2.52   128  5.04    224 8.82   28211.10    352 13.86    448 17.64    480 18.90    47 1.85                    224  8.82   32312.72   448 17.64                     400725  400704  

600 23.62   600 23.62   64  2.52                    224 8.82   28211.10    352 13.86    480 18.90                       64 2.52                    224  8.82                    512 20.16                     400726  400706

650 25.59   650 25.59   64  2.52                    224 8.82   28211.10    352 13.86    544 21.42                       51 2.01                    25610.08                   544 21.42                     400727  400707  

700 27.56   700 27.56   64  2.52                    224 8.82   28211.10    352 13.86    576 22.68                       69 2.72                    25610.08                   608 23.94                     400728  400708  
Packing Unit: 15 pair per box                                                                                                                                                                                      * on request
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FR 5000

NOTE:
4  The compatible regular extension sister model FR 5005

CAUTION:
4  For a rigid connection of the front and rear face frame
      mounting brackets we recommend the use of truss

head screw 6000091. See screws page.
4  We do not recommend this slide to be used on drawers

over 27 in. in width. Use FR 5050, FR 5210, FR 5755,
FR 5609 instead.

SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide - Standard Version

MOUNTING:            Side Mount 

WIDTH:                 12.3 mm (0.48 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for medium-duty 
      applications in office and residential furniture
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent

12.3 mm (0.48 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.3 mm (0.52 in.). 

Cabinet Profile: Drawer Profile:

mm (in.)
 12.3 
(0.48)

46 (1
.8
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(150 and 200 lengths only,
120 and 160 mm)

8.5
4.4 dia.

9.615.8
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4.5 dia.4.5 dia. 4.5 dia.
16 16
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F
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4.5 x 9.4
4.5 x 9.4
4.5 dia.

C
C1

B

A
A1
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4.5 dia.
6.2 dia.

12.7

B1
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 Length       Travel            A                A1              B               B1              B2               C               C1                E               E1               F                F1                                                 
mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in

150 5.91 150 5.91 64 2.52 *  400014 

200 7.87 200 7.87 64 2.52 96 3.78 *  400015

250 9.84 250 9.84 64 2.52 160 6.30 160 6.30 400019  400020  

30011.81 30811.81 64 2.52 128 5.04 192 7.56 224 8.82 192 7.56 224 8.82 400018  400022  

35013.78 35013.78 64 2.52 128 5.04 224 8.82 282 11.10 96 3.78 256 10.08 400040  400023  

40015.75 40015.75 64 2.52 128 5.04 224 8.82 282 11.10 320 12.60 128 5.04 288 11.34 320 12.60 600041  400024  

45017.72 45017.72 64 2.52 128 5.04 224 8.82 282 11.10 352 13.86 160 6.30 271 10.67 352 13.86 400042  400021  

50019.69 50019.69 64 2.52 128 5.04 224 8.82 282 11.10 416 16.38 192 7.56 297 11.69 416 16.38 400043  400025  

55021.65 55021.65 64 2.52 128 5.04 224 8.82 282 11.10 352 13.86 448 17.64 480 18.90 224 8.82 323 12.72 448 17.64 400044  400026  

60023.62 60023.62 64 2.52 224 8.82 282 11.10 352 13.86 480 18.90 224 8.82 512 20.16 600045  400027  

65025.59 65025.59 64 2.52 224 8.82 282 11.10 352 13.86 544 21.42 256 10.08 544 21.42 *  400033  

70027.56 70027.56 64 2.52 224 8.82 282 11.10 352 13.86 576 22.68 256 10.08 608 23.94 *  400034

75029.53 75029.53 64 2.52 224 8.82 282 11.10  352 13.86 640 25.20 256 10.08 640 25.20 * *
Packing Unit: lengths 150mm & 200mm 20 pair per box, lengths 250mm to 750mm 10 pair per box                                                                                          * on request

Front Mounting Brackets Face Frame

Description:         
FR 5000 Front Bracket, Steel 
Item Number: 3300089
Packing: 200 pieces

Description:         
FR 5000 Front Bracket, Plastic 
Item Number: 3300090
Packing: 120 pieces

Description:         
FR 5000 Rear Bracket, Plastic
Item Number: 3300091
Packing: 200 pieces

Description:         
FR 5000 Rear Bracket, Steel
Item Number: 33000921
Packing: 200 pieces
(screw 6000091 
recommended)

FR 5000 Bottom 
Mounting Bracket
Steel, height 11mm
Item Number: 3300101
Steel, height 21mm
Item Number: 3300103
Packing: 200 pieces

FR 5000 Front Mounting 
Bracket for Face Frame 
with offset  
Steel, offset 20mm
Item Number: 3300105
Packing: 200 pieces

Rear Mounting BracketRear Mounting Bracket

screw hole accesstrigger finger release

Order No.
black

Order No.
zinc

Also available with 
interlock & anti-tilt
closing mechanism
as FR 5019.
See page 140.
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FR 5000.SMT
SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide, 
                                     Standard Mounting Tab

MOUNTING:            Side Mount 

WIDTH:                 12.3 mm (0.48 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  Standard Mounting Tab system allows for fast and easy

mounting of slide to cabinet and drawer to slide
4  precision ball bearing drawer slide for medium-duty 
      applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  hold-close detent
4  lift out prevention

12.3 mm (0.48 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.0 mm (0.51 in.).

Installation Dimensions

Slide Dimensions

TravelLength 

25.5

25.5
11.4

11.411

EFB
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.4 2.
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15.2 34.3

4.6 x 5.34.6 x 5.3

D

mm (in.)

12.3 
(0.48)

1.5 1.2
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0.
5

–0

0.9 or 1.5 0.9 or 1.5

9
2.

9
+ –

11
.7

6.
4

45
.7

(1
.8

)

trigger finger release

lift out prevention

New Product 
Please inquire for lead time

CAUTION:
4  We do not recommend this slide to be used on drawers

over 27 inches in width. Use FR 5050.SMT or FR
5210.SMT for drawers that exceed 27 inches in width.

lift out prevention

OPTION:
4  Also available as FR 5000.OT.SMT with 25 mm 
      (.98 inch) over-travel

                                                                                                                                                                                                                                                                     
 Length       Travel              A                      B                                          C                       D                     E                     F                           Weight                                  
 mm      in        mm      in           mm       in               mm          in                                        mm         in                mm          in            mm          in            mm           in                           kg.         lbs.                        

300 11.81   300 11.81   221.0  8.70        221.0    8.70                            58.4    2.30        215.0    8.47      58.4     2.30    215.0    8.47                         *                     400620                    *  

350 13.78   350 13.78   241.3  9.50        241.3    9.50                            58.4    2.30        241.3    9.50      58.4     2.30    241.3    9.50                         *                     400621                    *  

400 15.75   400 15.75   317.512.50       317.5   12.50                           58.4    2.30        273.0   10.75     58.4     2.30     273.0   10.75                        *                     400622                    *  

450 17.72   450 17.72   347.513.68      347.5   13.68                           71.1    2.80        307.5   12.12     71.1     2.80     307.5   12.12                        *                     400623                    *  

500 19.69   500 19.69   393.715.50      393.7   15.50                           58.4    2.30        370.0   14.57     58.4     2.30    370.0   14.57                        *                     400624                    * 

550 21.66   550 21.66   445.017.52       445.0   17.52                           83.8    3.30        393.7   15.50     83.8     3.30     393.7   15.50                        *                     400625                    *  

600 23.62   600 23.62   393.715.50       393.7   15.50                          109.2   4.30        420.0   16.54    109.2    4.30     420.0   16.54                        *                     400626                    *
650 25.59   650 25.59   393.715.50       393.7   15.50                          134.6   5.30        393.7   15.50    134.6    5.30     393.7   15.50                        *                     400627                     *
700 27.56   700 27.56   393.715.50       393.7   15.50                          160.0   6.30        393.7   15.50    160.0    6.30     393.7   15.50                        *                     400628                     *
Packing Unit: 10 pair per box                                                                                                                                                                                                       * on request

Drawer Profile:Cabinet Profile: Order No.
.9mm 20ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

SMT
system
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FR 5000.OT
SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide - Over-travel Version

MOUNTING:            Side Mount 

WIDTH:                 12.3 mm (0.48 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for medium-duty 
      applications in office and residential furniture
      with 25 mm (.98 inch) over-travel
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent

12.3 mm (0.48 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.3 mm (0.52 in.). 

12.3
(0.48)

46
(1

.8
1)

mm (in.)

8.5
9.615.8

20

6.2 dia. 6.2 dia.

4.5 dia.

4.5 dia.

4.5 dia.4.5 dia. 4.5 dia.
16 16

48F1

25.425.4

TravelLength 

F
E1

E

4.4 x 8.3

4.5 x 9.4
4.5 x 9.4
4.5 dia.

C
C1

B

A
A1

35
7

4.5 dia.
6.2 dia.

12.7

B1
B2

CAUTION:
4  We do not recommend this slide to be used on drawers

over 27 in. in width. Use FR 5050.OT, FR 5210, 
      FR 5755, or FR 5609 instead.

zinc black
Weight Order No. Order No.Cabinet Profile: Drawer Profile:                                                                                                                                                                                                                                                               

 Length       Travel            A                A1              B               B1              B2               C               C1                E               E1               F                F1                                                 
mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in kg.  lbs.

250 9.84 27510.83 64 2.52 160 6.30 160 6.30 *  *  *  

30011.81 32512.80 64 2.52 128 5.04 192 7.56 224 8.82 192 7.56 224 8.82 *  400016  *  

35013.78 37514.76 64 2.52 128 5.04 224 8.82 282 11.10 96 3.78 256 10.08 *  600067  600068  

40015.75 42516.73 64 2.52 128 5.04 224 8.82 282 11.10 320 12.60 128 5.04 288 11.34 320 12.60 *  600074  600072  

45017.72 47518.70 64 2.52 128 5.04 224 8.82 282 11.10 352 13.86 160 6.30 271 10.67 352 13.86 *  600075  600073  

50019.69 52520.67 64 2.52 128 5.04 224 8.82 282 11.10 416 16.38 224 8.82 297 11.69 416 16.38 *  600076  600069  

55021.65 57522.64 64 2.52 128 5.04 224 8.82 282 11.10 352 13.86 448 17.64 480 18.90 224 8.82 323 12.72 448 17.64 *  600077  *  

60023.62 62524.61 64 2.52 224 8.82 282 11.10 352 13.86 480 18.90 224 8.82 512 20.16 * 6000702 *

65025.59 67526.58 64 2.52 224 8.82 282 11.10 352 13.86 544 21.42 256 10.08 544 21.42 *  *  *  

70027.56 72528.54 64 2.52 224 8.82 282 11.10 352 13.86 576 22.68 256 10.08 608 23.94 *  *  *

750 29.53 77530.51 64 2.52 224 8.82 282 11.10  352 13.86 640 25.20 256 10.08 640 25.20 * * *
Packing Unit: 10 pair per box                                                                                                                                                                                       * on request

Description:         
FR 5000 Rear Bracket, Plastic
Item Number: 3300091
Packing: 200 pieces

Description:         
FR 5000 Rear Bracket, Steel
Item Number: 33000921
Packing: 200 pieces
(screw 6000091 
recommended)

Rear Mounting BracketRear Mounting Bracket

Front Mounting Brackets Face Frame

Description:         
FR 5000 Front Bracket, Steel 
Item Number: 3300089
Packing: 200 pieces

Description:         
FR 5000 Front Bracket, Plastic 
Item Number: 3300090
Packing: 120 pieces

FR 5000 Bottom 
Mounting Bracket
Steel, height 11mm
Item Number: 3300101
Steel, height 21mm
Item Number: 3300103
Packing: 200 pieces

FR 5000 Front Mounting 
Bracket for Face Frame 
with offset  
Steel, offset 20mm
Item Number: 3300105
Packing: 200 pieces

screw hole accesstrigger finger release
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trigger finger release

FR 5000.OT.SMT
SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide, Over-travel Version,
                                     Standard Mounting Tab

MOUNTING:            Side Mount 

WIDTH:                 12.3 mm (0.48 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  Standard Mounting Tab system allows for fast and easy

mounting of slide to cabinet and drawer to slide
4  precision ball bearing drawer slide for medium-duty 
      applications with 25 mm (.98 inch) over-travel
4  drawer profile features an easy to operate disconnect

finger release trigger
4  hold-close detent
4  lift out prevention

12.3 mm (0.48 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.0 mm (0.51 in.).

Installation Dimensions

Slide Dimensions

TravelLength 
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CAUTION:
4  We do not recommend this slide to be used on drawers

over 27 inches in width. Use FR 5050.SMT or FR
5210.SMT for drawers that exceed 27 inches in width.

lift out prevention lift out prevention

                                                                                                                                                                                                                                                                     
 Length       Travel              A                      B                                          C                       D                     E                     F                           Weight                                  
 mm      in        mm      in           mm       in               mm          in                                        mm         in                mm          in            mm          in            mm           in                           kg.         lbs.                        

300 11.81   325 12.80   221.0  8.70        221.0    8.70                            58.4    2.30        215.0    8.47      58.4     2.30    215.0    8.47                         *                     400610                    *  

350 13.78   375 14.76   241.3  9.50        241.3    9.50                            58.4    2.30        241.3    9.50      58.4     2.30    241.3    9.50                         *                     400611                    *  

400 15.75   425 16.73   317.512.50       317.5   12.50                           58.4    2.30        273.0   10.75     58.4     2.30     273.0   10.75                        *                     400612                    *  

450 17.72   475 18.70   347.513.68      347.5   13.68                           71.1    2.80        307.5   12.12     71.1     2.80     307.5   12.12                        *                     400613                    *  

500 19.69   525 20.67   393.715.50      393.7   15.50                           58.4    2.30        370.0   14.57     58.4     2.30    370.0   14.57                        *                     400614                    * 

550 21.66   575 22.64   445.017.52       445.0   17.52                           83.8    3.30        393.7   15.50     83.8     3.30     393.7   15.50                        *                     400615                    *  

600 23.62   625 24.61   393.715.50       393.7   15.50                          109.2   4.30        420.0   16.54    109.2    4.30     420.0   16.54                        *                     400616                    *
650 25.59   675 26.58   393.715.50       393.7   15.50                          134.6   5.30        393.7   15.50    134.6    5.30     393.7   15.50                        *                     400617                     *
700 27.56   725 28.54   393.715.50       393.7   15.50                          160.0   6.30        393.7   15.50    160.0    6.30     393.7   15.50                        *                     400618                     *
Packing Unit: 10 pair per box                                                                                                                                                                                                       * on request

Drawer Profile:Cabinet Profile: Order No.
.9mm 20ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

New Product 
Please inquire for lead time SMT

system
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FR 5001.ECD

NOTE:
4  The compatible regular extension sister model FR 5005

SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide - with Easy Close 
                                     Device

MOUNTING:            Side Mount 

WIDTH:                 12.3 mm (0.48 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for medium-duty 
      applications in office and residential furniture
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed
4  new ECD Easy Close Device

12.3 mm (0.48 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.3 mm (0.52 in.). 

Description:         
FR 5000 Rear Bracket, Plastic
Item Number: 3300091
Packing: 200 pieces
(screw 6000091 recommended)

Description:         
FR 5000 Rear Bracket, Steel
Item Number: 33000921
Packing: 200 pieces

Rear Mounting BracketRear Mounting Bracket

zinc
Order No.                                                                                                                                                                                                                                                                     

 Length       Travel            A                 B               C               D                E                F                G                 H                I               J          Weight                                    
 mm      in        mm      in        mm      in         mm      in         mm      in         mm      in         mm      in         mm      in         mm      in          mm      in         mm      in      mm      in       kg.   lbs.             

300 11.81   245  9.65     64   2.52                                        224  8.82                                                                                 16   0.63  189  7.44         *                                                     400920  

355 13.98   350 13.78    64   2.52    128  5.04                      288 11.34   128  5.04                                                                                                      *                                                     400921  

405 15.95   400 15.75    64   2.52    160  6.30                      320 12.60   160  6.30                                                               16   0.63                         *                                                     400922 

450 17.72   450 17.72    64   2.52    224  8.82                      352 13.89   160  6.30                                                             16   0.63  336 13.23        *                                                     400923  

500 19.69   500 19.69    64   2.52    256 10.08                     416 16.38   192  7.56    128  5.04     16   0.63      16   0.63     16   0.63                         *                                                     400924 

550 21.65   550 21.65    64   2.52    224  8.82    320 12.60   448 17.64   224  8.82    160  6.30                        16   0.63     16   0.63                         *                                                     400925  

600 23.62   600 23.62    64   2.52    224  8.82    352 13.86   512 20.16   256 10.08   160  6.30     16   0.63      16   0.63     16   0.63                         *                                                     400926  

650 25.59   650 25.59    64   2.52    224  8.82    416 16.19   576 22.68   256 10.08   192  7.56     16   0.63      16   0.63     16   0.63                         *                                                     400927  
700 27.56   700 27.56    64   2.52    224  8.82    448 17.69   608 23.94   288 11.34   224  8.82     16   0.63      16   0.63     16   0.63                         *                                                     400928
Packing Unit: 10 pair per box                                                                                                                                                                                                            * on request

Bottom Mounting Brackets 
found on page:

Front Mounting Brackets Face Frame

Description:         
FR 5000 Front Bracket, Plastic 
Item Number: 3300090
Packing: 200 pieces

Description:         
FR 5000 Front Bracket, Steel 
Item Number: 3300089
Packing: 200 pieces

Drawer Profile:Cabinet Profile:

4.4 dia.4.5 dia. 4.5 x 9.4

4.4 x 8.3
6.2 dia.

4.4 x 8.3
6.2 dia. 4.2 dia. 4.5 dia.

TravelLength 

EF 48

B
C

D

J12.7
15.8 9.6

A
35

G H I 16
7

mm (in.)
12.3 
(0.48)

45
.7

(1
.8

)

FR 5000 Bottom 
Mounting Bracket
Steel, height 11mm
Item Number: 3300101
Steel, height 21mm
Item Number: 3300103
Packing: 200 pieces

FR 5000 Front Mounting 
Bracket for Face Frame 
with offset  
Steel, offset 20mm
Item Number: 3300105
Packing: 200 pieces

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.

CAUTION:
4  Temperature range 5ºC-40ºC (41ºF-104ºF)
4  For a rigid connection of the front and rear face frame
      mounting brackets we recommend the use of truss

head screw 6000091. See screws page.
4  We do not recommend this slide to be used on drawers

over 27 in. in width. Use FR 5050.ECD, FR 5210.ECD
or FR 5609.ECD instead. 

screw hole accesstrigger finger release
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FR 5001.ECD.SMT
SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide - with Easy Close 
                                     Device, Standard Mounting Tab

MOUNTING:            Side Mount 

WIDTH:                 12.3 mm (0.48 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  Standard Mounting Tab system allows for fast and easy

mounting of slide to cabinet and drawer to slide
4  precision ball bearing drawer slide for medium-duty 
      applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  ECD Easy Close Device
4  lift out prevention

12.3 mm (0.48 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.0 mm (0.51 in.).

                                                                                                                                                                                                                                                                     
 Length       Travel              A                      B                                          C                       D                     E                     F                           Weight                                  
 mm      in        mm      in           mm       in               mm          in                                        mm         in                mm          in            mm          in            mm           in                           kg.         lbs.                        

300 11.81   245  9.65    221.0  8.70        221.0    8.70                            58.4    2.30        215.0    8.47      58.4     2.30    215.0    8.47                         *                          *                          *  

355 13.98   350 13.78   241.3  9.50        241.3    9.50                            58.4    2.30        241.3    9.50      58.4     2.30    241.3    9.50                         *                          *                          *  

405 15.95   400 15.75   317.512.50       317.5   12.50                           58.4    2.30        273.0   10.75     58.4     2.30     273.0   10.75                        *                          *                          *  

450 17.72   450 17.72   347.513.68      347.5   13.68                           71.1    2.80        307.5   12.12     71.1     2.80     307.5   12.12                        *                          *                          *  

500 19.69   500 19.69   393.715.50      393.7   15.50                           58.4    2.30        370.0   14.57     58.4     2.30    370.0   14.57                        *                          *                          * 

550 21.66   550 21.66   445.017.52       445.0   17.52                           83.8    3.30        393.7   15.50     83.8     3.30     393.7   15.50                        *                          *                          *  

600 23.62   600 23.62   393.715.50       393.7   15.50                          109.2   4.30        420.0   16.54    109.2    4.30     420.0   16.54                        *                          *                          *
650 25.59   650 25.59   393.715.50       393.7   15.50                          134.6   5.30        393.7   15.50    134.6    5.30     393.7   15.50                        *                          *                          *
700 27.56   700 27.56   393.715.50       393.7   15.50                          160.0   6.30        393.7   15.50    160.0    6.30     393.7   15.50                        *                          *                          *
Packing Unit: 10 pair per box                                                                                                                                                                                                       * on request

Drawer Profile:Cabinet Profile:

Installation Dimensions

Slide Dimensions
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Order No.
.9mm 20ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

CAUTION:
4  We do not recommend this slide to be used on
      drawers over 27 inches in width. Use FR 5050.ECD.SMT

or FR 5210.ECD.SMT for drawers that exceed 27 inches 
      in width.

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.

lift out preventionlift out prevention

trigger finger release

New Product 
Please inquire for lead time SMT

system
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FR 5001.ECD.MT
SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide - with Easy Close 
                                     Device and Mounting Tab

MOUNTING:            Side Mount 

WIDTH:                 12.3 mm (0.48 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  Mounting Tab for fast and easy mounting of slide to

cabinet and drawer to slide
4  precision ball bearing drawer slide for  
      medium-duty applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  ECD Easy Close Device
4  lift out prevention

12.3 mm (0.48 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.0 mm (0.51 in.). 

                                                                                                                                                                                                                                                                     
 Length       Travel            A                   B                                                 C                   D                                                                            Weight                                  
 mm      in        mm      in        mm      in           mm       in                                                     mm      in             mm         in                                                                                               kg.   lbs.             

350 13.78   335 13.19   251  9.88     205.9  8.11                                    239  9.41      229.4    9.03                                                                            *                                                     *  

355 13.98   350 13.78   251  9.88     205.9  8.11                                    239  9.41      229.4    9.03                                                                             *                                                     *  

400 15.75   395 15.55   301 11.85   255.9 10.08                                   289 11.38     279.4   11.00                                                                            *                                                     * 

405 15.95   400 15.75   301 11.85   255.9 10.08                                   289 11.38     279.4   11.00                                                                           *                                                    *  

450 17.72   452 17.80   351 13.82   305.9 12.04                                   339 13.35     329.4   12.97                                                                           *                                              4009231 

500 19.69   515 20.28   401 15.79    355.9 14.01                                     389 15.32     379.4   14.94                                                                          *                                                    *  

550 21.66   558 21.97   451 17.76    405.9 15.98                                     439 17.28     429.4   16.91                                                                           *                                                    *

600 23.62   600 23.62   501 19.72    455.9 17.95                                     489 19.25     479.4   18.87                                                                           *                                                     *  
650 25.59   650 25.59   551 21.69    505.9 19.92                                     539 21.22     529.4   20.84                                                                           *                                                     *
700 27.56   705 27.76   601 23.66    555.9 21.89                                     589 23.19     579.4   22.81                                                                           *                                                     *
Packing Unit: 10 pair per box                                                                                                                                                                                                            * on request

Drawer Profile:Cabinet Profile:

TravelLength 
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Installation Dimensions

Slide Dimensions

0.9

45
.7

(1
.8

)

mm (in.)

12.3 
(0.48)

1.5 1.2
+0.2
–0

2.
9

7.
8 12
.3

6.
8

trigger finger release

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.

CAUTION:
4  Temperature range 5ºC-40ºC (41ºF-104ºF)
4  We do not recommend this slide to be used on drawers

over 27 in. in width. Use FR 5050.ECD, FR 5210.ECD
or FR 5609.ECD instead. 

Order No.
.9mm 20ga. steel

zinc

lift out preventionlift out prevention
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FR 5050
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide

MOUNTING:            Side Mount 

WIDTH:                 12.5 mm (0.49 in.)
LOAD CAPACITY:   dynamic up to 60 kg (130 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         zinc plated cold rolled steel SPECIFICATIONS:
4  middle profile form provides additional stability
4  precision ball bearing drawer slide for heavy-duty 
      applications in office furniture, architectural millwork

and institutional applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent

NOTES:
4  FR5000.H is comparable slide at 46.7mm

Length Travel ±3

ø4.6 4.6 x 10.4ø6.4

ø4.4 4.5 x 9.4 16 16

ø6.4
D 48C

B

16 16 64 35

A

E

                                                                                                                                                                                                                                                 Weight
  Length              Travel                 A                      B                           C                       D                           E                                                                              per pair            Order No.
mm        in               mm        in              mm        in                mm        in                     mm       in                 mm        in                     mm        in                                                                                             kg           lbs                      

250   9.84        250   9.84       160   6.30                                                                                            160   6.30                                                                          *                      *

300  11.81       300  11.81      192   7.56                                                                                            192   7.56                                                                          *                      *

350  13.78       350  13.78      224   8.82                                      160   6.30           96    3.78                                                                                                       *                      *

400  15.75       400  15.75      224   8.82         320  12.60            160   6.30          128   5.04                                                                                                       *                      *

450  17.72       450  17.72      224   8.82         352  13.86            192   7.56          160   6.30                                                                                                       *                      *

500  19.69       500  19.69      224   8.82         416  16.38            224   8.82          192   7.56                                                                                                       *                      *

550  21.65       550  21.65      224   8.82         448  17.64            224   8.82          224   8.82                                                                                                       *                      *

600  23.62       600  23.62      224   8.82         480  18.90            228   8.98          224   8.82                                                                                                       *                      *

650  25.59       650  25.59      224   8.82         544  21.42            228   8.98          256  10.08                                                                                                      *                      *

700  27.56       700  27.56      224   8.82         576  22.68            352  13.86         256  10.08                                                                                                      *                      *

Packing Unit: lengths 250 to 500 10 sets per box, lengths 550 to 700 8 sets per box                                                                                                                           * on request

12.5 mm (0.49 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.3 mm (0.52 in.). 

dual layer steel reinforcment 

Cabinet Profile: Drawer Profile:

12.5

1.5 1.5

50

screw hole access

trigger finger release
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FR 5050.SMT
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide,
                                     Standard Mounting Tab

MOUNTING:            Side Mount 

WIDTH:                 12.5 mm (0.49 in.)
LOAD CAPACITY:   dynamic up to 60 kg (130 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  Standard Mounting Tab system allows for fast and easy

mounting of slide to cabinet and drawer to slide
4  middle profile form provides additional stability
4  precision ball bearing drawer slide for heavy-duty 
      applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  hold-close detent
4  lift out prevention

12.5 mm (0.49 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.0 mm (0.51 in.).

                                                                                                                                                                                                                                                                     
       

Length         Travel              A                      B                                          C                       D                     E                     F                           Weight                                  
 mm      in        mm      in           mm       in               mm          in                                        mm         in                mm          in            mm          in            mm           in                           kg.         lbs.                        

400 15.75   400 15.75   317.512.50       317.5   12.50                           58.4    2.30        273.0   10.75     58.4     2.30     273.0   10.75                        *                          *                          *  

450 17.72   450 17.72   347.513.68      347.5   13.68                           71.1    2.80        307.5   12.12     71.1     2.80     307.5   12.12                        *                          *                          *  

500 19.69   500 19.69   393.715.50      393.7   15.50                           58.4    2.30        370.0   14.57     58.4     2.30    370.0   14.57                        *                          *                          * 

550 21.66   550 21.66   445.017.52       445.0   17.52                           83.8    3.30        393.7   15.50     83.8     3.30     393.7   15.50                        *                          *                          *  

600 23.62   600 23.62   393.715.50       393.7   15.50                          109.2   4.30        420.0   16.54    109.2    4.30     420.0   16.54                        *                          *                          *
650 25.59   650 25.59   393.715.50       393.7   15.50                          134.6   5.30        393.7   15.50    134.6    5.30     393.7   15.50                        *                          *                          *
700 27.56   700 27.56   393.715.50       393.7   15.50                          160.0   6.30        393.7   15.50    160.0    6.30     393.7   15.50                        *                          *                          *
Packing Unit: lengths 400 to 500 10 sets per box, lengths 550 to 700 8 sets per box                                                                                                             * on request

Drawer Profile:Cabinet Profile:

Installation Dimensions

Slide Dimensions

TravelLength 

25.5

11.4

11.411

EFB

17

19
.1

19.1

34.3

11
.9

11
.4 2.
9

2.
9 1011

6.
4

CA
15.2 34.3

4.6 x 5.34.6 x 5.3

D

25.5

mm (in.)

12.5 
(0.49)

1.5 1.5

0.
5

50
(1

.9
7)

9
2.

9
+ –

11
.7

6.
4

0.9 or 1.5 0.9 or 1.5

lift out prevention

Order No.
.9mm 20ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

lift out prevention

dual layer steel 
reinforcment 

trigger finger release

New Product 
Please inquire for lead time SMT

system
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dual layer steel reinforcment 

FR 5050.OT
SLIDE TYPE:        Heavy-Duty Full-Extension 
                                   Ball Bearing Drawer Slide - 
                                   Over-travel Version

MOUNTING:          Side Mount 

WIDTH:                 12.5 mm (0.49 in.)
LOAD CAPACITY:   dynamic up to 60 kg (130 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         zinc plated cold rolled steel SPECIFICATIONS:
4  middle profile form provides additional stability
4  precision ball bearing drawer slide for heavy-duty 
      applications in office furniture, architectural millwork

and institutional applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent
4  25mm (.98") overtravel

Length Travel ±3

ø4.6 4.6 x 10.4ø6.4

ø4.4 4.5 x 9.4 16 16

ø6.4
D 48C

B

1620 16 64 35

A

E

                                                                                                                                                                                                                                                 Weight
  Length              Travel                 A                      B                           C                       D                           E                                                                              per pair            Order No.
mm        in               mm        in              mm        in                mm        in                     mm       in                 mm        in                     mm        in                                                                                             kg           lbs                      

300  11.81       325  12.80      192   7.56                                                                                            192   7.56                                                                          *                      *

350  13.78       375  14.76      224   8.82                                      160   6.30           96    3.78                                                                                                       *                      *

400  15.75       425  16.73      224   8.82         320  12.60            160   6.30          128   5.04                                                                                                       *                      *

450  17.72       475  18.70      224   8.82         352  13.86            192   7.56          160   6.30                                                                                                       *                      *

500  19.69       525  20.67      224   8.82         416  16.38            224   8.82          192   7.56                                                                                                       *                      *

550  21.65       575  22.64      224   8.82         448  17.64            224   8.82          224   8.82                                                                                                       *                      *

600  23.62       625  24.61      224   8.82         480  18.90            288  11.34         224   8.82                                                                                                       *                      *

650  25.59       675  26.58      224   8.82         544  21.42            288  11.34         256  10.08                                                                                                      *                      *

700  27.56       725  28.54      224   8.82         576  22.68            352  13.86         256  10.08                                                                                                      *                      *

Packing Unit: lengths 300 to 500 10 sets per box, lengths 550 to 700 8 sets per box                                                                                                                           * on request

12.5 mm (0.49 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.3 mm (0.52 in.). 

Cabinet Profile: Drawer Profile:

12.5

1.5 1.5

50

screw hole access

trigger finger release
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trigger finger release

lift out prevention lift out prevention

FR 5050.OT.SMT
SLIDE TYPE:  Heavy-Duty Full-Extension Ball Bearing
                           Drawer Slide, Over-travel Version,
                           Standard Mounting Tab

MOUNTING:   Side Mount 

WIDTH:                 12.5 mm (0.49 in.)
LOAD CAPACITY:   dynamic up to 60 kg (130 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  Standard Mounting Tab system allows for fast and easy

mounting of slide to cabinet and drawer to slide
4  middle profile form provides additional stability
4  precision ball bearing drawer slide for heavy-duty 
      applications with with 25 mm (.98 inch) over-travel
4  drawer profile features an easy to operate disconnect

finger release trigger
4  hold-close detent
4  lift out prevention

12.5 mm (0.49 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.0 mm (0.51 in.).

                                                                                                                                                                                                                                                                     
       

Length         Travel              A                      B                                          C                       D                     E                     F                           Weight                                  
 mm      in        mm      in           mm       in               mm          in                                        mm         in                mm          in            mm          in            mm           in                           kg.         lbs.                        

400 15.75   425 16.73   317.512.50       317.5   12.50                           58.4    2.30        273.0   10.75     58.4     2.30     273.0   10.75                        *                          *                          *  

450 17.72   475 18.70   347.513.68      347.5   13.68                           71.1    2.80        307.5   12.12     71.1     2.80     307.5   12.12                        *                          *                          *  

500 19.69   525 20.67   393.715.50      393.7   15.50                           58.4    2.30        370.0   14.57     58.4     2.30    370.0   14.57                        *                          *                          * 

550 21.66   575 22.64   445.017.52       445.0   17.52                           83.8    3.30        393.7   15.50     83.8     3.30     393.7   15.50                        *                          *                          *  

600 23.62   625 24.61   393.715.50       393.7   15.50                          109.2   4.30        420.0   16.54    109.2    4.30     420.0   16.54                        *                          *                          *
650 25.59   675 26.58   393.715.50       393.7   15.50                          134.6   5.30        393.7   15.50    134.6    5.30     393.7   15.50                        *                          *                          *
700 27.56   725 28.54   393.715.50       393.7   15.50                          160.0   6.30        393.7   15.50    160.0    6.30     393.7   15.50                        *                          *                          *
Packing Unit: lengths 400 to 500 10 sets per box, lengths 550 to 700 8 sets per box                                                                                                             * on request

Drawer Profile:Cabinet Profile:

Installation Dimensions

Slide Dimensions
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Please inquire for lead time SMT
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FR 5050.ECD
SLIDE TYPE:       Heavy-Duty Full-Extension 
                                 Ball Bearing Drawer Slide - 
                                 with Easy Close Device

MOUNTING:         Side Mount 

WIDTH:                 12.5 mm (0.49 in.)
LOAD CAPACITY:   dynamic up to 55 kg (120 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         zinc plated cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty 
      applications in office furniture, architectural millwork

and institutional applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed
4  middle profile form provides additional stability
4  new ECD Easy Close Device

12.5

1.5 1.5

50

                                                                                                                                                                                                                                                 Weight
  Length              Travel                 A                      B                           C                    D                  E                   F                   G                   H                          per pair            Order No.
mm        in               mm        in              mm        in                mm        in                     mm       in            mm        in           mm       in           mm        in           mm        in           mm        in                         kg           lbs                      

355  13.98       350  13.78      128   5.04                                                           128   5.04                                                                                                          *                      *

405  15.95       400  15.75      160   6.30                                                           160   6.30                                                16    0.63                                           *                      *

450  17.72       450  17.72      224   8.82                                                           160   6.30                                                16    0.63     336  13.23                      *                      *

500  19.69       500  19.69      256  10.08                                     128   5.04      192   7.56      16    0.63      16    0.63      16    0.63                                           *                      *

550  21.65       550  21.65      224   8.82         320  12.60            160   6.30      224   8.82                           16    0.63      16    0.63                                            *                      *

600  23.62       600  23.62      224   8.82         352  13.86            160   6.30      256  10.08     16    0.63      16    0.63      16    0.63                                           *                      *

650  25.59       650  25.59      224   8.82         416  16.38            192   7.56      256  10.08     16    0.63      16    0.63      16    0.63                                           *                      *

700  27.56       700  27.56      224   8.82         448  17.64            224   8.82      288  11.34     16    0.63      16    0.63      16    0.63                                           *                      *

Packing Unit: lengths 355 to 500 10 sets per box, lengths 550 to 700 8 sets per box                                                                                                                           * on request

12.5 mm (0.49 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.3 mm (0.52 in.). 

Cabinet Profile: Drawer Profile:

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.

dual layer steel reinforcment 

screw hole access

trigger finger release

CAUTION:
4  Temperature range 5ºC-40ºC (41ºF-104ºF)

ø4.4 4.5 x 9.4

4.6 x 10.4 16

B

16 16 64 35

A

Length Travel ±3

ø6.4

D 48C

G

H

E Fø6.4

ø4.5ø4.6
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FR 5050.ECD.SMT
SLIDE TYPE:  Heavy-Duty Full-Extension Ball Bearing
                           Drawer Slide with Easy Close Device,
                           Standard Mounting Tab

MOUNTING:   Side Mount 

WIDTH:                 12.5 mm (0.49 in.)
LOAD CAPACITY:   dynamic up to 55 kg (120 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  Standard Mounting Tab system allows for fast and easy

mounting of slide to cabinet and drawer to slide
4  middle profile form provides additional stability
4  precision ball bearing drawer slide for heavy-duty 
      applications
4  drawer profile features an easy to operate disconnect 
      finger release trigger
4  lift out prevention
4  ECD Easy Close Device

12.5 mm (0.49 in.) is the actual size of the slide. 
Allow a min. of 12.8 mm (0.50 in.) for clearance

and a maximum of 13.0 mm (0.51 in.).

                                                                                                                                                                                                                                                                     
       

Length         Travel              A                      B                                          C                       D                     E                     F                           Weight                                  
 mm      in        mm      in           mm       in               mm          in                                        mm         in                mm          in            mm          in            mm           in                           kg.         lbs.                        

355 13.98   350 13.78   241.3  9.50        241.3    9.50                            58.4    2.30        241.3    9.50      58.4     2.30     241.3    9.50                         *                          *                          *  

405 15.95   400 15.75   317.512.50      317.5   12.50                           58.4    2.30        273.0   10.75     58.4     2.30     273.0   10.75                        *                          *                          *  

450 17.72   450 17.72   347.513.68      347.5   13.68                           71.1    2.80        307.5   12.12     71.1     2.80    307.5   12.12                        *                          *                          * 

500 19.68   500 19.69   393.715.50       393.7   15.50                           58.4    2.30        370.0   14.57     58.4     2.30     370.0   14.57                        *                          *                          *  

550 21.65   550 21.65   445.017.52       445.0   17.52                           83.8    3.30        393.7   15.50     83.8     3.30     393.7   15.50                        *                          *                          *
600 23.62   600 23.62   393.715.50       393.7   15.50                          109.2   4.30        420.0   16.54    109.2    4.30     420.0   16.54                        *                          *                          *
650 25.59   650 25.59   393.715.50       393.7   15.50                          134.6   5.30        393.7   15.50    134.6    5.30     393.7   15.50                        *                          *                          *
700 27.56   700 27.56   393.715.50       393.7   15.50                          160.0   6.30        393.7   15.50    160.0    6.30     393.7   15.50                        *                          *                          *
Packing Unit: lengths 355 to 500 10 sets per box, lengths 550 to 700 8 sets per box                                                                                                             * on request

Drawer Profile:Cabinet Profile:

Installation Dimensions

Slide Dimensions

TravelLength 

25.5

11.4

11.411

EFB

17

19
.1

19.1

34.3

11
.9

11
.4 2.
9

2.
9 1011

6.
4

CA
15.2 34.3

4.6 x 5.34.6 x 5.3

D

25.5

mm (in.)

12.5 
(0.49)

1.5 1.5

0.
5

50
(1

.9
7)

9
2.

9
+ –

11
.7

6.
4

0.9 or 1.5 0.9 or 1.5

trigger finger release

lift out prevention

Order No.
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Order No.
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zinc

lift out prevention

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.

dual layer steel 
reinforcment 

New Product 
Please inquire for lead time SMT

system
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TravelLength 

20 15.8 15.86.2 dia.
4.5 dia.
(for face frame mounting)

4.5 dia. 6.2 dia.4.4  x 8.3

B
C

F

A

D

64 35
5.8 dia. 4.5 x 9.4

16 16G H

48E

5.8 dia. 4.5 x 9.4

52
(2

.0
5)

12.9
(0.51)

1.81.8

1.5

mm (in.)

FR 5210
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide

MOUNTING:            Side Mount 

WIDTH:                 12.9 mm (0.51 in.)
LOAD CAPACITY:   dynamic up to 90 kg (200 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty 
      applications in office furniture, architectural millwork

and institutional applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent
4  over-extension of 25mm (1 in.) is standard

12.9 mm (0.51 in.) is the actual size of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance 

and a maximum of 13.5 mm (0.53 in.). 

OPTION:
4 also available FR 5210.ECD dynamic up to 

90Kg (200 lbs.) with ECD Easy Close Device

screw hole accesstrigger finger release

Cabinet Profile: Drawer Profile:
     Length              Travel                     A                    B                     C                    F                     D                  E                   G               H                 Weight     Order No.
   mm           in             mm          in                 mm       in             mm       in              mm        in            mm        in              mm        in           mm        in           mm       in          mm    in                kg      lbs                        black             zinc

  250     9.84      275    10.83                                                     160   6.30                                                 160   6.30                                                    *                         *         400169

  300    11.81     325    12.80                                                     192   7.56                                                 192   7.56      16   0.63     16 0.63               *                    400181   400170

  350    13.78     375    14.76                                                    224   8.82                            160   6.30      96    3.78      16   0.63     16 0.63               *                    400182   400171

  400    15.75     425    16.73                              320 12.60       224   8.82      323  12.72      160   6.30     128   5.04      16   0.63     16 0.63               *                    400183   400172

  450    17.72     475    18.70                              352 13.86       224   8.82      323  12.72      192   7.56     160   6.30      16   0.63     16 0.63               *                    400184   400173

  500    19.69     525    20.67                              416 16.39       224   8.82      323  12.72      224   8.82     192   7.56      16   0.63     16 0.63               *                    400185   400174

  550    21.65     575    22.64                              448 17.64       224   8.82      323  12.72      224   8.82     224   8.82      16   0.63     16 0.63               *                    400186   400175

  600    23.62     625    24.61                              480 18.90       224   8.82      323  12.72      288  11.34    224   8.82      16   0.63     16 0.63               *                    400187   400176

  650    25.59     675    26.58         544  21.42      352 13.86       224   8.82      323  12.72      288  11.34    256  10.18     16   0.63     16 0.63               *                    400188   400178

  700    27.56     725    28.54         576  22.68      352 13.86       224   8.82      323  12.72      352  13.86    256  10.18     16   0.63     16 0.63               *                    400189   400179

Packing Unit: Lengths 250mm through 450mm 10 pair per box.  Lengths 500mm and 550mm 8 pair per box.  Lengths 600mm through 700mm 6 pair per box *on request

Also available with interlock & 
anti-tilt closing mechanism as 
FR 5219. See page 142.
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Installation Dimensions

Slide Dimensions

TravelLength 
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FR 5210.SMT
SLIDE TYPE:  Heavy-Duty Full-Extension Ball Bearing 
                           Drawer Slide, Standard Mounting Tab

MOUNTING:   Side Mount 

WIDTH:                 12.9 mm (0.51 in.)
LOAD CAPACITY:   dynamic up to 90 kg (200 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  Standard Mounting Tab system allows for fast and easy

mounting of slide to cabinet and drawer to slide
4  precision ball bearing drawer slide for heavy-duty 
      applications in office furniture, architectural millwork

and institutional applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  hold-close detent
4  over-extension of 25mm (1 in.) is standard

12.9 mm (0.51 in.) is the actual size of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance 

and a maximum of 13.2 mm (0.52 in.). 

                                                                                                                                                                                                                                                                     
 Length       Travel              A                      B                                          C                       D                     E                     F                           Weight                                  
 mm      in        mm      in           mm       in               mm          in                                        mm         in                mm          in            mm          in            mm           in                           kg.         lbs.                        

300 11.81   325 12.80   221.0  8.70        221.0    8.70                            58.4    2.30        215.0    8.47      58.4     2.30    215.0    8.47                         *                          *                          *  

350 13.78   375 14.76   241.3  9.50        241.3    9.50                            58.4    2.30        241.3    9.50      58.4     2.30    241.3    9.50                         *                          *                          *  

400 15.75   425 16.73   317.512.50       317.5   12.50                           58.4    2.30        273.0   10.75     58.4     2.30     273.0   10.75                        *                          *                          *  

450 17.72   475 18.70   347.513.68      347.5   13.68                           71.1    2.80        307.5   12.12     71.1     2.80     307.5   12.12                        *                          *                          *  

500 19.69   525 20.67   393.715.50      393.7   15.50                           58.4    2.30        370.0   14.57     58.4     2.30    370.0   14.57                        *                          *                          * 

550 21.66   575 22.64   445.017.52       445.0   17.52                           83.8    3.30        393.7   15.50     83.8     3.30     393.7   15.50                        *                          *                          *  

600 23.62   625 24.61   393.715.50       393.7   15.50                          109.2   4.30        420.0   16.54    109.2    4.30     420.0   16.54                        *                          *                          *
650 25.59   675 26.58   393.715.50       393.7   15.50                          134.6   5.30        393.7   15.50    134.6    5.30     393.7   15.50                        *                          *                          *
700 27.56   725 28.54   393.715.50       393.7   15.50                          160.0   6.30        393.7   15.50    160.0    6.30     393.7   15.50                        *                          *                          *
Packing Unit: Lengths 300mm through 450mm 10 pair per box.  Lengths 500mm and 550mm 8 pair per box.  Lengths 600mm through 700mm 6 pair per box     * on request

Drawer Profile:Cabinet Profile: Order No.
.9mm 20ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

lift out prevention lift out prevention

OPTION:
4 also available FR 5210.ECD.SMT dynamic up to 

90Kg (200 lbs.) with Easy Close Device

trigger finger release

New Product 
Please inquire for lead time SMT

system



FR 5210.ECD

12.9 mm (0.51 in.) is the actual size of the slide. 
Allow a min. of 13.3 mm (0.52 in.) for clearance 

and a maximum of 13.8 mm (0.54 in.). 

Cabinet Profile: Drawer Profile: Order No.
zinc

                                                                                                                                                                                                                                                               
  Length      Travel           A                 B               C                                                                      E                 F                                                                      Weight                        
 mm      in        mm      in        mm      in         mm      in         mm      in                                                                                 mm      in          mm      in                                                                                        kg.    lbs.                                 

400 15.75   425 16.73    64   2.52    160  6.30                                                                                96   3.78     28811.34                                                                      *                       400110

450 17.72  475 18.70    64   2.52    224  8.82                                                                               128  5.04     320 12.60                                                                       *                       400111

500 19.69  525 20.69    64   2.52    25610.18                                                                              128  5.04     352 13.86                                                                      *                       400112

550 21.65  575 22.64    64   2.52    224  8.82    320  12.6                                                            160  6.30     416 16.38                                                                      *                       400113

600 23.62  625 24.61    64   2.52    224  8.82    352 13.86                                                           192  7.56     44817.64                                                                      *                       400115

650 25.59  675 26.58    64   2.52    224  8.82    416 16.38                                                           192  7.56     512 20.16                                                                      *                       400116

700 27.56  725 28.54    64   2.52    224  8.82    416 16.38                                                           224  8.82     54421.42                                                                      *                            *
Packing Unit: Lengths 400 and 450 10 pair per box. Lengths 500 and 550 8 pair per box. Lengths 600 through 700 6 pair per box.                                  * on request

SLIDE TYPE:     Heavy-Duty Full-Extension 
                               Ball Bearing Drawer Slide 
                               - with Easy Close Device

MOUNTING:       Side Mount 

WIDTH:                 12.9 mm (0.51 in.)
LOAD CAPACITY:   dynamic up to 90 kg (200 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty 
      applications in office furniture, architectural millwork

and institutional applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  system 32 compatible hole locations
4  drawer slide is non-handed, and has a 
      hold-close detent
4  over-extension of 25mm (1 in.) is standard
4  new ECD Easy Close Device

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.
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screw hole accesstrigger finger release

CAUTION:
4  Temperature range 10ºC-40ºC (50ºF-104ºF)

103
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FR 5210.ECD.SMT

12.9 mm (0.51 in.) is the actual size of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance 

and a maximum of 13.2 mm (0.52 in.). 

SLIDE TYPE:  Heavy-Duty Full-Extension Ball Bearing 
                           Drawer Slide - with Easy Close Device, 
                           Standard Mounting Tab

MOUNTING:   Side Mount 

WIDTH:                 12.9 mm (0.51 in.)
LOAD CAPACITY:   dynamic up to 90 kg (200
lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  Standard Mounting Tab system allows for fast and easy

mounting of slide to cabinet and drawer to slide
4  precision ball bearing drawer slide for heavy-duty 
      applications in office furniture, architectural millwork and

institutional applications
4  drawer profile features an easy to operate disconnect

finger release trigger
4  over-extension of 25mm (1 in.) is standard
4  ECD Easy Close Device

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.
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Installation Dimensions

Slide Dimensions
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CAUTION:
4  Temperature range 10ºC-40ºC (50ºF-104ºF)

                                                                                                                                                                                                                                                                     
 Length       Travel              A                      B                                          C                       D                     E                     F                           Weight                                  
 mm      in        mm      in           mm       in               mm          in                                        mm         in                mm          in            mm          in            mm           in                           kg.         lbs.                        

400 15.75   425 16.73   317.512.50       317.5   12.50                           58.4    2.30        273.0   10.75     58.4     2.30     273.0   10.75                        *                          *                          *  

450 17.72   475 18.70   347.513.68      347.5   13.68                           71.1    2.80        307.5   12.12     71.1     2.80     307.5   12.12                        *                          *                          *  

500 19.69   525 20.67   393.715.50      393.7   15.50                           58.4    2.30        370.0   14.57     58.4     2.30    370.0   14.57                        *                          *                          * 

550 21.66   575 22.64   445.017.52       445.0   17.52                           83.8    3.30        393.7   15.50     83.8     3.30     393.7   15.50                        *                          *                          *  

600 23.62   625 24.61   393.715.50       393.7   15.50                          109.2   4.30        420.0   16.54    109.2    4.30     420.0   16.54                        *                          *                          *
650 25.59   675 26.58   393.715.50       393.7   15.50                          134.6   5.30        393.7   15.50    134.6    5.30     393.7   15.50                        *                          *                          *
700 27.56   725 28.54   393.715.50       393.7   15.50                          160.0   6.30        393.7   15.50    160.0    6.30     393.7   15.50                        *                          *                          *
Packing Unit: Lengths 400 and 450 10 pair per box. Lengths 500 and 550 8 pair per box. Lengths 600 through 700 6 pair per box.                                                 * on request

Drawer Profile:Cabinet Profile: Order No.
.9mm 20ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

lift out prevention lift out prevention

trigger finger release

New Product 
Please inquire for lead time SMT

system
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FR 5606
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide 

MOUNTING:            Side Mount 

WIDTH:                 16.2 mm (0.64 in.)
LOAD CAPACITY:   dynamic up to 100 kg (225 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
     running qualities
4  over -extension of 25 mm (1 in.) is standard
4  drawer slide is non-handed and has a hold close detent
4  lengths 400 to 600 mm 
4  non-disconnect drawer profile 
4  recommended screws: wood screw #8 or 
      machine screws 8-32. See screws page.

16.2 mm (0.64 in.) is the actual size of the slide. 
Allow a min. of 16.2 mm (0.64 in.) for clearance 

and a maximum of 16.7 mm (0.66 in.).

Cabinet Profile: Drawer Profile:                                                                                                                                                                                                                                                
  Length          Travel                 A                    B                    C                    D                                                                                                            Weight                                      
mm in mm in mm in mm in mm in mm in kg.       lbs.

400 15.75 425 16.73 320 12.60 128 5.04 128 5.04 * *  

450 17.72 475 18.70 352 13.86 32 1.26 160 6.30 160 6.30 * *  

500 19.69 525 20.69 384 15.12 32 1.26 192 7.56 160 6.30 * *  

550 21.65 575 22.64 448 17.64 32 1.26 224 8.82 192 7.56 * *  

600 23.62 625 24.61 480 15.90 32 1.26 224 8.82 224 8.82 * *  

Packing Unit: 400mm-450mm 8 pair per box, 500mm-600mm 6 pair per box * on request

Order No.
zinc

32
224 3232 32

48

A

B 5.8 dia.

5.8 dia.

Length Travel

CD

32 35

mm (in.)

56
(2

.2
1)

16.2
(0.64)
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FR 5608
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide 

MOUNTING:            Side Mount 

WIDTH:                 17.8 mm (0.70 in.)
LOAD CAPACITY:   dynamic up to 100 kg (225 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
     running qualities
4  lengths 400-700 mm have standard 25 mm overtravel
4  drawer slide is non-handed and has a hold close detent
4  lengths 800, 900, 1000 and 1100 mm have 
      no overtravel
4  recommended screws: wood screw #8 or 
      machine screws 8-32. See screws page.
4  metal disconnect latch standard

17.8 mm (0.70 in.) is the actual size of the slide. 
Allow a min. of 17.9 mm (0.71 in.) for clearance 

and a maximum of 18.3mm (0.72 in.). 

Cabinet Profile: Drawer Profile:                                                                                                                                                                                                                                                
  Length          Travel                 A                    B                   C                    D                           E                      F                       G                                                            Weight          

mm in mm in mm in mm in mm in mm in mm in mm in mm in kg.       lbs.

400 15.75 425 16.73 224 8.82 320 12.60 128 5.04 128 5.04 * *  

450 17.72 475 18.70 224 8.82 352 13.86 32 1.26 160 6.30 160 6.30 * *  

500 19.69 525 20.69 224 8.82 384 15.12 32 1.26 192 7.56 160 6.30 * *  

550 21.65 575 22.64 224 8.82 448 17.64 32 1.26 224 8.82 192 7.56 * *  

600 23.62 625 24.61 224 8.82 480 15.90 32 1.26 224 8.82 224 8.82 32 1.26 * *  

650 25.59 675 26.58 224 8.82 352 13.86 544 21.42 32 1.26 256 10.08 256 10.08 32 1.26 * * 
700 27.56 725 28.54 224 8.82 352 13.86 576 22.68 32 1.26 256 10.08 288 11.34 32 1.26 * *  
800 31.50 800 31.50 224 8.82 448 17.64 672 26.46 32 1.26 288 11.34 352 13.86 * *  
900 35.43 900 35.43 224 8.82 480 18.90 768 30.24 32 1.26 320 12.600 416 16.38 32 1.26 * *  

1000 39.37 1000 39.37 224 8.82 544 21.42 832 32.76 32 1.26 384 15.12 480 18.90 32 1.26 * *  
1100 43.31 1100 43.31 224 8.82 576 22.68 960 37.80 32 1.26 416 16.38 544 21.42 32 1.26 * *  
Packing Unit: 400mm-450mm 8 pair per box, 500mm-600mm 6 pair per box, 650mm-1100mm 4 pair per box                                                                         * on request

FR 5608 includes a metal disconnect latch

Order No.
zinc

mm (in.)

56
(2

.2
1)

18
(0.71)

32 D

C

B

32 32 32 G

48
EF

3235 5.8 dia.

5.8 dia.

A

Length Travel
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FR 5609
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide 

MOUNTING:            Side Mount 

WIDTH:                 19 mm (0.75 in.)
LOAD CAPACITY:   dynamic up to 100 kg (225 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
     running qualities
4  lengths 350-700 mm have standard 25 mm overtravel
4  drawer slide is non-handed and has a hold close detent
4  lengths 800mm-1100mm have no overtravel
4  recommended screws: wood screw #8 or 
      machine screws 8-32. See screws page.
4  metal disconnect latch standard

19 mm (0.75 in.) is the actual size of the slide. 
Allow a min. of 19.1 mm (0.75 in.) for clearance

and a maximum of 19.6 mm (0.77 in.). 

NEW!

Cabinet Profile:

FR 5609 includes a metal disconnect latch

Order No.
zinc

mm (in.)

56
(2

.2
1)

19
(0.75)

32 D

C

B

32 32 32 G

48
EF

3235 5.8 dia.

5.8 dia.

A

Length Travel

                                                                                                                                                                                                                                                
  Length          Travel                 A                    B                   C                  D                             E                      F                 G                 Weight                                       
mm in mm in mm in mm in mm in mm in mm in mm in mm in kg.       lbs.

350 13.78 375 14.76 160 6.30 256 10.08 32 1.26 96 3.78 128 5.04 * 400849  

400 15.75 425 16.73 224 8.82 320 12.60 128 5.04 128 5.04 * 400850  

450 17.72 475 18.70 224 8.82 352 13.86 32 1.26 160 6.30 160 6.30 * 400851  

500 19.69 525 20.69 224 8.82 384 15.12 32 1.26 192 7.56 160 6.30 * 400852  

550 21.65 575 22.64 224 8.82 448 17.64 32 1.26 224 8.82 192 7.56 * 400853  

600 23.62 625 24.61 224 8.82 480 15.90 32 1.26 224 8.82 224 8.82 32 1.26 * 400854  

650 25.59 675 26.58 224 8.82 352 13.86 544 21.42 32 1.26 256 10.08 256 10.08 32 1.26 * 400855 
700 27.56 725 28.54 224 8.82 352 13.86 576 22.68 32 1.26 256 10.08 288 11.34 32 1.26 * 400856  
750 29.53 750 29.53 224 8.82 448 17.64 608 23.94 32 1.26 256 10.08 352 13.86 32 1.26 * 400847  
800 31.50 800 31.50 224 8.82 448 17.64 672 26.46 32 1.26 288 11.34 352 13.86 * 400857  
850 33.47 850 33.43 224 8.82 480 18.90 736 28.98 32 1.26 288 11.34 416 16.38 32 1.26 * *
900 35.43 900 35.43 224 8.82 480 18.90 768 30.24 32 1.26 320 12.60 416 16.38 32 1.26 * 400858  
950 37.40 950 37.40 224 8.82 544 21.42 832 32.76 32 1.26 320 12.60 480 18.90 32 1.26 * *

1000 39.37 1000 39.37 224 8.82 544 21.42 832 32.76 32 1.26 384 15.12 480 18.90 32 1.26 * 400859  
1050 41.34 1050 41.34 224 8.82 544 21.42 928 36.54 32 1.26 384 15.12 544 21.42 32 1.26 * *
1100 43.31 1100 43.31 224 8.82 576 22.68 960 37.80 32 1.26 416 16.38 544 21.42 32 1.26 * 400860  
Packing Unit: 350mm-450mm 8 pair per box, 500mm-600mm 6 pair per box, 650mm-1100mm 4 pair per box                                                                          * on request

Drawer Profile:

Also available with anti-tilt mechanism 
incorporated as FR 5619. See page 143.
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FR 5609.SMT
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide
                                     Standard Mounting Tab 
MOUNTING:            Side Mount 

WIDTH:                  19mm (0.75 in.)

LOAD CAPACITY:  dynamic up to 100 kg (225 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
     running qualities
4  drawer slide has a hold close detent
4  metal disconnect latch standard
4  drawer profiles have a security screw hole for fixing

drawer to slide

19 mm (0.75 in.) is the actual size of the slide. 
Allow a min. of 19.1 mm (0.75 in.) for clearance

and a maximum of 19.6 mm (0.77 in.). 

FR 5609.SMT includes a metal disconnect latch

mm (in.)

19
(0.75)

1.8

1.5

2

56
(2

.2
1)

8.
5

+
0.

5
–0

.5

0.9 or 1.5 0.9 or 1.5

Installation Dimensions

Slide Dimensions

Travel     Length 
76A

18 18 11.8

19.3

19.3
2–Ø5.2 2 –Ø3.6

29.8

Material Thickness:
1.5mm (16ga) = 21.9
1.9mm (14ga) = 21.2

6.8

15.59.7 24.4 6.4

D
67 E

7667 FC
B

+0.3
–0

+0.1
–0

                                                                                                                                                                                                                                                                     
  Length         Travel                A                   B                    C                       D                               E                         F                                  Weight                                  
  mm       in         mm       in             mm       in            mm        in             mm        in                mm           in                        mm         in                mm             in                                   kg.         lbs.                        

 750  29.53   750  29.53     635.0  25.0     635.0  25.0     317.5   12.5        317.5     12.5               444.5   17.5       444.5      17.5                                *                    0005911             0005961  

 800  31.50   800  31.50     685.8  27.0     685.8  27.0      342.5   13.5        342.5     13.5               444.5   17.5       444.5      17.5                                *                    0005912             0005962  

 850  33.47   850  33.43     736.6  29.0     736.6  29.0     368.3   14.5        368.3     14.5               698.5   27.5        698.5      27.5                                *                    0005913             0005963  

 900  35.43   900  35.43     787.4  31.0     787.4  31.0     393.7   15.5        393.7     15.5              698.5   27.5        698.5      27.5                                *                    0005914             0005964  

 950  37.40   950  37.40     838.2  33.0     838.2  33.0     419.1   16.5        419.1     16.5              698.5   27.5       698.5      27.5                                *                    0005915             0005965 

1000 39.37  100039.37     889.0  35.0     889.0  35.0     444.5   17.5        444.5     17.5              698.5   27.5        698.5      27.5                                *                    0005916             0005966  

1050 41.34  105041.34     939.8  37.0     939.8  37.0     469.9   18.5        469.9     18.5              698.5   27.5        698.5      27.5                                *                    0005917             0005967
1100 43.31  110043.31     990.6  39.0     990.6  39.0     495.3   19.5        495.3     19.5               698.5   27.5        698.5      27.5                                *                    0005918             0005968
Packing Unit: 4 pair per box                                                                                                                                                                                             * on request

Drawer Profile:Cabinet Profile: Order No.
1.9mm 14ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

lift out prevention

Mounting Lance with security
screw slot

New Product 
Please inquire for lead time SMT

system
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FR 5609.ECD
SLIDE TYPE:       Heavy-Duty Full-Extension 
                                 Ball Bearing Drawer Slide - 
                                 with Easy Close Device

MOUNTING:         Side Mount 

WIDTH:                  19mm (0.75 in.)

LOAD CAPACITY:  dynamic up to 100 kg (225 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
     running qualities
4  over -extension of 25 mm (1 in.) is standard
4  drawer slide is non-handed
4  drawer profile has a disconnect latch
4  recommended screws: wood screw #8 or 
      machine screws 8-32. See screw page.
4  new ECD Easy Close Device

19 mm (0.75 in.) is the actual size of the slide. 
Allow a min. of 19.1 mm (0.75 in.) for clearance

and a maximum of 19.6 mm (0.77 in.). 

Cabinet Profile: Drawer Profile:                                                                                                                                                                                                                                                
  Length          Travel                 A                    B                     C                       D                    E                                                                                  Weight                                      
mm in mm in mm in mm in mm in mm in mm in kg.       lbs.

400 15.75 400 15.75 192 7.56 128 5.04 160 6.30 * *  

450 17.72 450 17.72 224 8.82 128 5.04 192 7.56 * *  

500 19.69 500 19.69 192 7.56 288 11.34 192 7.56 160 6.30 32 1.26 * *  

550 21.65 550 21.65 224 8.82 352 13.86 224 8.82 160 6.30 32 1.26 * *  

600 23.62 600 23.62 256 10.08 384 15.12 224 8.82 192 7.56 32 1.26 * *  

650 25.59 650 25.59 288 11.34 448 17.64 256 10.08 224 8.82 32 1.26 * * 
700 27.56 700 27.56 288 11.34 480 18.90 256 10.08 256 10.08 32 1.26 * *  
750 29.53 750 29.53 320 12.60 512 20.16 256 10.08 320 12.60 32 1.26 * *  
800 31.50 800 31.50 352 13.86 544 21.42 288 11.34 320 12.60 32 1.26 * *  

Packing Unit: 400mm-450mm 8 pair per box, 500mm-600mm 6 pair per box, 650mm-800mm 4 pair per box                                                                            * on request

Order No.
zinc

mm (in.)

56
(2

.2
1)

19
(0.75)

32

B

32 32 35
A

3232

48
CDE

5.8 dia.

5.8 dia.

Length Travel

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.

CAUTION:
4  Temperature range 10ºC-40ºC (50ºF-104ºF)
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FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel

19 mm (0.75 in.) is the actual size of the slide. 
Allow a min. of 19.1 mm (0.75 in.) for clearance

and a maximum of 19.6 mm (0.77 in.). 

mm (in.)

19
(0.75)

1.8

1.5

2

56
(2

.2
1)

8.
5

+
0.

5
–0

.5

0.9 or 1.5 0.9 or 1.5

Installation Dimensions

Slide Dimensions

Travel     Length 
76A

18 18

19.3

19.3
2–Ø5.2 2 –Ø3.6

29.8

Material Thickness:
1.5mm (16ga) = 21.9
1.9mm (14ga) = 21.2

6.8

15.59.7 24.4 6.4

D
67 E

7667 FC
B

11.8

+0.3
–0

+0.1
–0

                                                                                                                                                                                                                                                                     
  Length         Travel                A                   B                    C                       D                               E                         F                                  Weight                                  
  mm       in         mm       in             mm       in            mm        in             mm        in                mm           in                        mm         in                mm             in                                   kg.         lbs.                        

 400  15.75   400  15.75     279.4  11.0     279.4  11.0                                                                250.0    9.8        250.0       9.8                                 *                    0005404             0005454  

 450  17.72   450  17.72     330.2  13.0     330.2  13.0                                                                292.1   11.5       292.1      11.5                                *                    0005405             0005455  

 500  19.69   500  19.69     381.0  15.0     381.0  15.0                                                                317.5   12.5        317.5      12.5                                *                    0005406             0005456  

 550  21.65   550  21.65     431.8  17.0     431.8  17.0                                                                393.7   15.5        393.7      15.5                                *                    0005407             0005457  

 600  23.62   600  23.62     482.6  19.0     482.6  19.0                                                                393.7   15.5       393.7      15.5                                *                    0005408             0005458 

 650  25.59   650  25.59     533.4  21.0     533.4  21.0                                                                393.7   15.5        393.7      15.5                                *                    0005409             0005459  

 700  27.56   700  27.56     584.2 23.0     584.2  23.0     292.1   11.5        292.1     11.5              393.7   15.5        393.7      15.5                                *                    0005410             0005460
 750  29.53   750  29.53     635.0  25.0     635.0  25.0     317.5   12.5        317.5     12.5               444.5   17.5        444.5      17.5                                *                    0005411             0005461
 800  31.50   800  31.50     685.8  27.0     685.8  27.0     342.5   13.5        342.5     13.5               444.5   17.5        444.5      17.5                                *                    0005412             0005462
 850  33.47   850  33.47     736.6  29.0     736.6  29.0     368.3   14.5        368.3     14.5               698.5   27.5        698.5      27.5                                *                    0005413             0005463
 900  35.43   900  35.43     787.4  31.0     787.4  31.0     393.7   15.5        393.7     15.5               698.5   27.5        698.5      27.5                                *                    0005414             0005464
Packing Unit: 400mm-450mm 8 pair per box, 500mm-600mm 6 pair per box, 650mm-900mm 4 pair per box                                                                      * on request

Drawer Profile:Cabinet Profile: Order No.
1.9mm 14ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

FR 5609.ECD.SMT
SLIDE TYPE:          Heavy-Duty -Extension 
                                     Ball Bearing Drawer Slide,
                                     Standard Mounting Tab
                                     with Easy Close Device
MOUNTING:            Side Mount 

WIDTH:                  19mm (0.75 in.)

LOAD CAPACITY:  dynamic up to 100 kg (225 lbs.)

ECD mechanism provides
self-closing and impact absorbing
soft-close feature.

SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
     running qualities
4  drawer profile has a disconnect latch
4  drawer profiles have a security screw hole for fixing

drawer to slide
4  new ECD Easy Close Device

CAUTION:
4  Temperature range 10ºC-40ºC (50ºF-104ºF)

lift out prevention

Mounting Lance with security
screw slot

New Product 
Please inquire for lead time SMT

system
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FR 5609.OT.SMT
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide,
                                     Standard Mounting Tab
                                     Over-travel Version
MOUNTING:            Side Mount 

WIDTH:                  19mm (0.75 in.)

LOAD CAPACITY:  dynamic up to 100 kg (225 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
     running qualities with 25 mm (.98 inch) over-travel
4  drawer slide has a hold close detent
4  metal disconnect latch standard
4  drawer profiles have a security screw hole for fixing

drawer to slide

19 mm (0.75 in.) is the actual size of the slide. 
Allow a min. of 19.1 mm (0.75 in.) for clearance

and a maximum of 19.6 mm (0.77 in.). 

FR 5609.OT.SMT includes a metal disconnect latch

mm (in.)

19
(0.75)
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0.9 or 1.5 0.9 or 1.5

Installation Dimensions

Slide Dimensions

Travel     Length 
76A

18 18

19.3

19.3
2–Ø5.2 2 –Ø3.6

29.8

Material Thickness:
1.5mm (16ga) = 21.9
1.9mm (14ga) = 21.2

6.8

15.59.7 24.4 6.4

D
67 E

7667 FC
B

11.8

+0.3
–0

+0.1
–0

                                                                                                                                                                                                                                                                     
  Length         Travel                A                   B                    C                       D                               E                         F                                  Weight                                  
  mm       in         mm       in             mm       in            mm        in             mm        in                mm           in                        mm         in                mm             in                                   kg.         lbs.                        

 350  13.78   375  14.76     228.6   9.0      228.6   9.0                                                                 203.2    8.0        203.2       8.0                                 *                          *                          *  

 400  15.75   425  16.73     279.4  11.0     279.4  11.0                                                                250.0   9.84       250.0      9.84                                *                          *                          *  

 450  17.72   475  18.70     330.2  13.0     330.2  13.0                                                                292.1   11.5        292.1      11.5                                *                          *                          *  

 500  19.69   525  20.67     381.0  15.0     381.0  15.0                                                                317.5   12.5        317.5      12.5                                *                          *                          *  

 550  21.65   575  22.64     431.8  17.0     431.8  17.0                                                                393.7   15.5       393.7      15.5                                *                          *                          * 

 600  23.62   625  24.61     482.6  19.0     482.6  19.0                                                                393.7   15.5        393.7      15.5                                *                          *                          *  

 650  25.59   675  26.58     533.4  21.0     533.4  21.0                                                                393.7   15.5        393.7      15.5                                *                          *                          *
 700  27.56   725  28.54     584.2 23.0     584.2  23.0     292.1   11.5        292.1     11.5               393.7   15.5        393.7      15.5                                *                          *                          *
Packing Unit: 4 pair per box                                                                                                                                                                                             * on request

Drawer Profile:Cabinet Profile: Order No.
1.9mm 14ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

lift out prevention

Mounting Lance with security
screw slot

New Product 
Please inquire for lead time SMT

system
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FR 5623
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide 

MOUNTING:            Side Mount 

WIDTH:                 22.5 mm (0.89 in.)
LOAD CAPACITY:   dynamic up to 100 kg (225 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
     running qualities
4  over -extension of 25 mm (1 in.) is standard for
      lengths 400 to 700mm
4  drawer slide is non-handed and has a hold close detent
4  a convenient drawer disconnect rail allows for simple 
      removal of the drawer
4  lengths 800, 900, 1000 and 1100 mm have 
      no overtravel
4  recommended screws: wood screw #8 or 
      machine screws 8-32. See screw page.

Cabinet Profile: Drawer Profile:                                                                                                                                                                                                                                                
  Length          Travel                 A                    B                   C                   H                            D                      E                    F                        G                      Weight                        
mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in kg.       lbs.

400 15.75 425 16.73 224 8.82 320 12.60 266 10.47 305 12.01 224 8.82 * *  

450 17.72 475 18.70 224 8.82 352 13.86 32 1.26 266 10.47 305 12.01 224 8.82 * *  

500 19.69 525 20.69 224 8.82 384 15.12 32 1.26 266 10.47 305 12.01 224 8.82 * *  

550 21.65 575 22.64 224 8.82 448 17.64 32 1.26 381 15.00 160 6.30 420 16.54 160 6.30 * *  

600 23.62 625 24.61 224 8.82 480 15.90 32 1.26 381 15.00 160 6.30 420 16.54 160 6.30 * *  

650 25.59 675 26.58 224 8.82 352 13.86 544 21.42 32 1.26 381 15.00 160 6.30 420 16.54 160 6.30 * * 
700 27.56 725 28.54 224 8.82 352 13.86 576 22.68 32 1.26 381 15.00 160 6.30 420 16.54 160 6.30 * *  
800 31.50 800 31.50 224 8.82 448 17.64 672 26.46 32 1.26 701 27.60 160 6.30 740 29.13 160 6.30 * *  
900 35.43 900 35.43 224 8.82 480 18.90 768 30.24 32 1.26 701 27.60 160 6.30 740 29.13 160 6.30 * *  
1000 39.37 1000 39.37 224 8.82 544 21.42 832 32.76 32 1.26 701 27.60 160 6.30 740 29.13 160 6.30 * *  
1100 43.31 1100 43.31 224 8.82 576 22.68 960 37.80 32 1.26 701 27.60 160 6.30 740 29.13 160 6.30 * *  

Packing Unit: 400mm-450mm 8 pair per box, 500mm-600mm 6 pair per box, 650mm-1100mm 4 pair per box                                                   * on request

Order No.
zinc

A convenient drawer disconnect rail allows 
for simple removal of the drawer

4.6 dia. 4.5 dia.

3.5 dia.

disconnect rail

5.8 dia.

10.3 x 4.6 4.3 x 7.5
32 H 32 32 35

21.1

1.
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16 16
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Length Travel
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9.
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(0
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7)

22.5
(0.89)

43
.9

 
(1

.7
3)

22.5 mm (0.89 in.) is the actual size of the slide. 
Allow a min. of 22.6 mm (0.89 in.) for clearance

and a maximum of 23.3 mm (0.92 in.).
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FR 5400
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide

MOUNTING:            Side Mount 

WIDTH:                 19.1 mm (0.75 in.)
LOAD CAPACITY:   dynamic up to 204 kg (450 lbs.)

FEATURES:           stainless steel ball bearingsMATERIALS:         zinc plated cold rolled steel SPECIFICATIONS:
4  ball bearing drawer slide with the heaviest load capacity
4  non-handed and non-detachable
4  flat mounting possible, please inquire.

19.1 mm (0.75) in. is the actual size of the slide.
Allow a min. of 19.5 mm (0.77) in. for clearance

and a maximum of 20 mm (0.79) in.

Length Travel ±3
ø6.66.6x12.7

6.6x9.5
6.6x15.96.6x12.7

12.7 12.71928.7 12.7
Detail A

Detail A

76.2 12.7
19.1

19.1 31.8
41.4

ø5.1 ø5.1 ø15.9ø7.1ø6.631.8

F
60 inch slide only 1130.5mm (44.51 in.)

M
L

K
J

I
H

O
P

Q
R

E
D

C
B

A

29
18

3.
5

4.5

20

19.1

76
.2
±0

.2

+0.2
 -0.2

NEW!

                     A           B              C              D              E               F               H           I            J            K             L              M             O               P                Q               R                      
inch mm mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch zinc

8.00 203.2 101.6 4.00 158.8 6.25 177.8 7.00 52.3 2.06 77.7 3.06 96.8 3.81 5500
10.00 254.0 152.4 6.00 209.6 8.25 228.6 9.00 63.5 2.50 103.1 4.06 128.5 5.06 147.6 5.81 5501
12.00 304.8 203.2 8.00 260.4 10.25 279.4 11.00 63.5 2.50 153.9 6.06 179.3 7.06 198.4 7.81 5502
14.00 355.6 254.0 10.00 311.2 12.25 330.2 13.00 63.5 2.50 204.7 8.06 230.1 9.06 249.2 9.81 5503
16.00 406.4 304.8 12.00 362.0 14.25 381.0 15.00 63.5 2.50 127 5.00 255.5 10.06 280.9 11.06 300.0 11.81 5504
18.00 457.2 355.6 14.00 412.8 16.25 431.8 17.00 63.5 2.50 127 5.00 246.1  9.69 306.3 12.06 331.7 13.06 350.8 13.81 5505
20.00 508.0 406.4 16.00 463.6 18.25 482.6 19.00 63.5 2.50 127 5.00 190.5 7.50 296.9 11.69 357.1 14.06 382.5 15.06 401.6 15.81 5506
22.00 558.0 457.2 18.00 514.4 20.25 533.4 21.00 63.5 2.50 127 5.00 190.5 7.50 347.7 13.69 407.9 16.06 433.3 17.06 452.4 17.81 5507
24.00 609.6 508.0 20.00 565.2 22.25 584.2 23.00 63.5 2.50 127 5.00 190.5 7.50 398.5 15.69 458.7 18.06 484.1 19.06 503.2 19.81 5508
26.00 660.4 558.8 22.00 616.0 24.25 635.0 25.00 63.5 2.50 127 5.00 190.5 7.50 449.3 17.69 509.5 20.06 534.9 21.06 554.0 21.81 5509
28.00 711.2 609.6 24.00 666.8 26.25 685.8 27.00 63.5 2.50 127 5.00 190.5 7.50 500.1 19.69 560.3 22.06 585.7 23.06 604.8 23.81 5510
30.00 762.0 235 9.25 501.7 19.75 660.4 26.00 717.6 28.25 736.6 29.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 550.9 21.69 611.1 24.06 636.5 25.06 655.6 25.81 5511
32.00 812.8 235 9.25 393.7 15.50 552.5 21.75 711.2 28.00 768.4 30.25 787.4 31.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 469.9 18.5 601.7 23.69 661.9 26.06 687.3 27.06 706.4 27.81 5512
34.00 863.6 235 9.25 419.1 16.50 603.3 23.75 762.0 30.00 819.2 32.25 838.2 33.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 652.5 25.69 712.7 28.06 738.1 29.06 757.2 29.81 5513
36.00 914.4 235 9.25 444.5 17.50 654.1 25.75 812.8 32.00 870.0 34.25 889.0 35.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 703.3 27.69 763.5 30.06 788.9 31.06 808.0 31.81 5514
38.00 965.2 235 9.25 469.9 18.50 704.9 27.75 863.6 34.00 920.8 36.25 939.8 37.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 754.1 29.69 814.3 32.06 839.7 33.06 858.8 33.81 5515
40.00 1016.0 235 9.25 546.1 21.50 755.7 29.75 914.4 36.00 971.6 38.25 990.6 39.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 804.9 31.69 865.1 34.06 890.5 35.06 909.6 35.81 5516
42.00 1066.8 235 9.25 546.1 21.50 806.5 31.75 965.2 38.00 1022.4 40.25 1041.4 41.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 855.7 33.69 915.9 36.06 941.3 37.06 960.4 37.81 5517
44.00 4117.6 235 9.25 546.1 21.50 857.3 33.75 1016.0 40.00 1073.2 42.25 1092.2 43.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 906.5 35.69 966.7 38.06 992.1 39.06 1011.2 39.81 5518
46.00 1168.4 235 9.25 571.5 22.50 908.1 35.75 1066.8 42.00 1124.0 44.25 1143.0 45.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 825.5 32.5 957.3 37.69 1017.5 40.06 1042.9 41.06 1062.0 41.81 5519
48.00 1219.2 235 9.25 596.9 23.50 958.9 37.75 1117.6 44.00 1174.8 46.25 1193.8 47.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 825.5 32.5 1008.1 39.69 1068.3 42.06 1093.7 43.06 1112.8 43.81 5520
50.00 1270.0 235 9.25 596.9 23.50 958.9 37.75 1168.4 46.00 1225.6 48.25 1244.6 49.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 825.5 32.5 1058.9 41.69 1119.1 44.06 1144.5 45.06 1163.6 45.81 5521
52.00 1320.8 235 9.25 596.9 23.50 958.9 37.75 1219.2 48.00 1276.4 50.25 1295.4 51.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 825.5 32.5 1109.7 43.69 1169.9 46.06 1195.3 47.06 1214.4 47.81 5522
54.00 1371.6 235 9.25 596.9 23.50 958.9 37.75 1270.0 50.00 1327.2 52.25 1346.2 53.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 825.5 32.5 1160.5 45.69 1220.7 48.06 1246.1 49.06 1265.2 49.81 5523
56.00 1422.4 235 9.25 596.9 23.50 958.9 37.75 1320.8 52.00 1378.0 54.25 1397.0 55.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 825.5 32.5 1211.3 47.69 1271.5 50.06 1296.9 51.06 1316.0 51.81 5524
58.00 1473.2 235 9.25 596.9 23.50 958.9 37.75 1371.6 54.00 1428.8 56.25 1447.8 57.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 825.5 32.5 1262.1 49.69 1322.3 52.06 1347.7 53.06 1366.8 53.81 5525
60.00 1524.0 235 9.25 596.9 23.50 958.9 37.75 1422.4 56.00 1479.6 58.25 1498.6 59.00 63.5 2.50 127 5.00 190.5 7.50 368.3 14.5 520.7 20.5 1312.9 51.69 1373.1 54.06 1398.5 55.06 1417.6 55.81 5526
Packing Unit: 46” and shorter 4 sets per box, 48” and longer 2 sets per box                                                                                                                                       weight on request

Cabinet Profile: Drawer Profile:Length &
Travel Order No.
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FEATURES:           stainless steel ball bearingsMATERIALS:         zinc plated cold rolled steel SPECIFICATIONS:
4  ball bearing drawer slide with the heaviest load capacity
4  non-detachable
4  drawer profiles have a security screw hole for fixing

drawer to slide

19.1 mm (0.75) in. is the actual size of the slide.
Allow a min. of 19.5 mm (0.77) in. for clearance

and a maximum of 20 mm (0.79) in.

mm (in.)

19.1

76
.2

±
0.

2
(3

.0
)

+0.2
 -0.2

(0.75)

2.2

2.6

2.6

8.
5

+
0.

5
–0

.5

0.9 or 1.5 0.9 or 1.5

40

6.8

15.5

76E

Length Travel ±3

F 76D

18

19.3 9.7 24.4 6.4

19.318

67

67

21.1 21.1

C

A

B

Material Thickness:
1.5mm (16ga) = 21.9
1.9mm (14ga) = 21.2

2–Ø5.2

2 –Ø3.6

29.8

11.8
+0.1
–0

SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide,
                                     Standard Mounting Tab 

MOUNTING:            Side Mount 

WIDTH:                 19.1 mm (0.75 in.)
LOAD CAPACITY:   dynamic up to 204 kg (450 lbs.)

                                                                                                                                                                                                                                                                     
  Length         Travel                     A                       B                     C                    D                         E                         F                                  Weight                                  
  inch     mm      inch     mm                 mm         in               mm         in             mm        in            mm          in                  mm         in                mm             in                                   kg.         lbs.                        

  12   304.8    12   304.8          177.8    7.0         177.8    7.0                                                         152.4    6.0        152.4       6.0                                 *                    0005702             0005752  

  14   355.6    14   355.6          228.6    9.0         228.6    9.0                                                         203.2    8.0        203.2       8.0                                 *                    0005703             0005753  

  16   406.4    16   406.4          279.4   11.0        279.4   11.0                                                        250.0    9.8         250.0       9.8                                 *                    0005704             0005754  

  18   457.2    18   457.2         330.2   13.0       330.2   13.0                                                        292.1   11.5        292.1      11.5                                *                    0005705             0005755  

  20   508.0    20   508.0          381.0   15.0       381.0   15.0                                                        317.5   12.5       317.5      12.5                                *                    0005706             0005756 

  22   558.8    22   558.8          431.8   17.0        431.8   17.0                                                        393.7   15.5        393.7      15.5                                *                    0005707             0005757  

  24   609.6    24   609.6          482.6   19.0        482.6   19.0                                                        393.7   15.5        393.7      15.5                                *                    0005708             0005758
  26   660.4    26   660.4          533.4   21.0        533.4   21.0                                                         393.7   15.5        393.7      15.5                                *                    0005709             0005759

  28   711.2    28   711.2          584.2   23.0        584.2   23.0      292.1  11.5      292.1  11.5          393.7   15.5        393.7      15.5                                *                    0005710             0005760  

  30   762.0    30   762.0          635.0   25.0        635.0   25.0       317.5  12.5      317.5  12.5          444.5   17.5        444.5      17.5                                *                    0005711             0005761  

  32   812.8    32   812.8          685.8   27.0        685.8   27.0      342.5  13.5      342.5  13.5          444.5   17.5        444.5      17.5                                *                    0005712             0005762  

  34   863.6    34   863.6         736.6   29.0       736.6   29.0      368.3  14.5      368.3  14.5          698.5   27.5        698.5      27.5                                *                    0005713             0005763  

  36   914.4    36   914.4          787.4   31.0       787.4   31.0      393.7  15.5      393.7  15.5          698.5   27.5        698.5      27.5                                *                    0005714             0005764 

  38   965.2    38   965.2          838.2   33.0        838.2   33.0      419.1  16.5      419.1  16.5          698.5   27.5        698.5      27.5                                *                    0005715             0005765  

  40  1016.0   40  1016.0         889.0   35.0        889.0   35.0      444.5  17.5      444.5  17.5          698.5   27.5        698.5      27.5                                *                    0005716             0005766
  42  1066.8   42  1066.8         939.8   37.0        939.8   37.0      469.9  18.5      469.9  18.5          698.5   27.5        698.5      27.5                                *                    0005717             0005767
  44  1117.6   44  1117.6         990.6   39.0        990.6   39.0      495.3  19.5      495.3  19.5          698.5   27.5        698.5      27.5                                *                    0005718             0005768
  46  1168.4   46  1168.4        1041.4  41.0       1041.4  41.0      520.7  20.5      520.7  20.5          698.5   27.5        698.5      27.5                                *                    0005719             0005769
  48  1219.2   48  1219.2        1092.2  43.0       1092.2  43.0      546.1  21.5      546.1  21.5          952.5   37.5        952.5      37.5                                *                    0005720             0005770
  50  1270.0   50  1270.0        1143.0  45.0       1143.0  45.0      571.5  22.5      571.5  22.5          952.5   37.5        952.5      37.5                                *                    0005721             0005771
  52  1320.8   52  1320.8        1193.8  47.0       1193.8  47.0       596.9  23.5      596.9  23.5          952.5   37.5        952.5      37.5                                *                    0005722             0005772
  54  1371.6   54  1371.6        1244.6  49.0       1244.6  49.0      622.3  24.5      622.3  24.5          952.5   37.5        952.5      37.5                                *                    0005723             0005773
  56  1422.4   56  1422.4        1295.4  51.0       1295.4  51.0      647.7  25.5      647.7  25.5          952.5   37.5        952.5      37.5                                *                    0005724             0005774
  58  1473.2   58  1473.2        1346.2  53.0       1346.2  53.0       660.4  26.0      660.4  26.0          952.5   37.5        952.5      37.5                                *                    0005725             0005775
  60  1524.0   60  1524.0        1397.0  55.0       1397.0  55.0      698.5  27.5      698.5  27.5          952.5   37.5        952.5      37.5                                *                    0005726             0005776

Packing Unit: 46” and shorter 4 sets per box, 48” and longer 2 sets per box                                                                                                                        * on request

Drawer Profile:Cabinet Profile: Order No.
1.9mm 14ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

lift out prevention

Mounting Lance with security
screw slot

New Product 
Please inquire for lead time SMT

system
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SLIDE TYPE:      Heavy-Duty Full-Extension 
                                Ball Bearing Drawer Slide
                                with Locking Mechanism

MOUNTING:       Side Mount 

WIDTH:                 19.1 mm (0.75 in.)
LOAD CAPACITY:   dynamic up to 204 kg (450 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         zinc plated cold rolled steel SPECIFICATIONS:
4  ball bearing drawer slide with very high load capacity
4  lock in mechanism
4  non-detachable drawer profile
4  slides are handed

19.1 mm (0.75) in. is the actual size of the slide.
Allow a min. of 19.5 mm (0.77) in. for clearance

and a maximum of 20 mm (0.79) in.

                                                                                                                                                                                                                                                                      
        
  Length            Travel                 A               B                 C                   D                 E                 F                 G                H                 I                  J                 K                L       Order No. 

inch mm mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch zinc 

14.00 355.6 355.6 14.00 54.1 2.13 212.6 8.37 166.6 6.56 5603
º16.00 406.4 406.4 16.00 54.1 2.13 263.4 10.37 88.9 3.50 217.4 8.56 5604
18.00 457.2 457.2 18.00 54.1 2.13 314.2 12.37 88.9 3.50 268.2 10.56 5605
20.00 508.0 508.0 20.00 54.1 2.13 365.0 14.37 88.9 3.50 258.8 10.19 319.0 12.56 5606
22.00 558.0 558.8 22.00 54.1 2.13 415.8 16.37 88.9 3.50 152.4 6.0 309.6 12.19 369.8 14.56 5607
24.00 609.6 609.6 24.00 54.1 2.13 466.6 18.37 88.9 3.50 152.4 6.0 360.4 14.19 420.6 16.56 5608
26.00 660.4 660.4 26.00 54.1 2.13 517.4 20.37 88.9 3.50 152.4 6.0 411.2 16.19 471.4 18.56 5609
28.00 711.2 711.2 28.00 54.1 2.13 568.2 22.37 88.9 3.50 152.4 6.0 462.0 18.19 522.2 20.56 5610
30.00 762.0 762.0 30.00 54.1 2.13 193.6 7.62 460.3 18.12 619.0 24.37 88.9 3.50 152.4 6.0 512.8 20.19 573.0 22.56 5611
32.00 812.8 812.8 32.00 54.1 2.13 193.6 7.62 352.3 13.87 511.1 20.12 669.8 26.37 88.9 3.50 152.4 6.0 563.6 22.19 623.8 24.56 5612
34.00 863.6 863.6 34.00 54.1 2.13 193.6 7.62 377.7 14.87 561.9 22.12 720.6 28.37 88.9 3.50 152.4 6.0 330.2 13.0 431.8 17.0 614.4 24.19 674.6 26.56 5613
36.00 914.4 914.4 36.00 54.1 2.13 193.6 7.62 403.1 15.87 612.7 24.12 771.4 30.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 665.2 26.19 725.4 28.56 5614
38.00 965.2 965.2 38.00 54.1 2.13 193.6 7.62 428.5 16.87 663.5 26.12 822.2 32.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 716.0 28.1 776.2 30.56 5615
40.00 1016.0 1016.0 40.00 54.1 2.13 193.6 7.62 504.7 19.87 714.3 28.12 873.0 34.37 88.9 3.50 152.4 6.0 330.2 13.0 766.8 30.19 827.0 32.56 5616
42.00 1066.8 1066.8 42.00 54.1 2.13 193.6 7.62 504.7 19.87 765.1 30.12 923.8 36.37 88.9 3.50 152.4 6.0 330.2 13.0 817.6 32.19 877.8 34.56 5617
44.00 1117.6 1117.6 44.00 54.1 2.13 193.6 7.62 504.7 19.87 815.9 32.12 974.6 38.37 88.9 3.50 152.4 6.0 330.2 13.0 868.4 34.19 928.6 36.56 5618
46.00 1168.4 1168.4 46.00 54.1 2.13 193.6 7.62 530.1 20.87 866.7 34.12 1025.4 40.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 787.4 31.00 919.2 36.19 979.4 38.56 5619
48.00 1219.2 1219.2 48.00 54.1 2.13 193.6 7.62 555.5 21.87 917.5 36.12 1076.2 42.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 787.4 31.00 970.0 38.19 1030.2 40.56 5620
50.00 1270.0 1270.0 50.00 54.1 2.13 193.6 7.62 555.5 21.87 917.5 36.12 1127.0 44.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 787.4 31.00 1020.8 40.19 1081.0 42.56 5621
52.00 1320.8 1320.8 52.00 54.1 2.13 193.6 7.62 555.5 21.87 917.5 36.12 1177.8 46.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 787.4 31.00 1071.6 42.19 1131.8 44.56 5622
54.00 1371.6 1371.6 54.00 54.1 2.13 193.6 7.62 555.5 21.87 917.5 36.12 1228.6 48.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 787.4 31.00 1122.4 44.19 1182.6 46.56 5623
56.00 1422.4 1422.4 56.00 54.1 2.13 193.6 7.62 555.5 21.87 917.5 36.12 1279.4 50.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 787.4 31.00 1173.2 46.19 1233.4 48.56 5624
58.00 1473.2 1473.2 58.00 54.1 2.13 193.6 7.62 555.5 21.87 917.5 36.12 1330.2 52.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 787.4 31.00 1224.0 48.19 1284.2 50.56 5625
60.00 1524.0 1524.0 60.00 54.1 2.13 193.6 7.62 555.5 21.87 917.5 36.12 1381.0 54.37 88.9 3.50 152.4 6.0 330.2 13.0 482.6 19.0 1092.4 43.01 1274.8 50.19 1335.0 52.56 5626
Packing Unit: 46” and shorter 4 sets per box, 48” and longer 2 sets per box                                                    

Cabinet Profile: Drawer Profile:

NEW!
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±
0.

2

+0.8
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FR 5400L.SMT

FEATURES:           stainless steel ball bearingsMATERIALS:         zinc plated cold rolled steel SPECIFICATIONS:
4  ball bearing drawer slide with very high load capacity
4  lock in mechanism
4  non-detachable drawer profile
4  slides are handed
4  drawer profiles have a security screw hole for fixing

drawer to slide

19.1 mm (0.75) in. is the actual size of the slide.
Allow a min. of 19.5 mm (0.77) in. for clearance

and a maximum of 20 mm (0.79) in.

mm (in.)

19.1

76
.2

±
0.

2
(3

.0
)

+0.2
 -0.2

(0.75)

1.9 or 1.5 1.9 or 1.5

2.2

2.6

2.6

8.
5

+
0.

5
–0

.5

40

6.8

15.5

76E

Length Travel ±3

F 76D

18

19.3 9.7 24.4 6.4

19.318

67

67

21.1 21.1

C
B

A

Material Thickness:
1.5mm (16ga) = 21.9
1.9mm (14ga) = 21.2

2–Ø5.2

2 –Ø3.6

29.8

11.8
+0.1
–0

Installation Dimensions

Slide Dimensions

SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide,
                                     Standard Mounting Tab
                                     with Locking Mechanism 
MOUNTING:            Side Mount 

WIDTH:                 19.1 mm (0.75 in.)
LOAD CAPACITY:   dynamic up to 204 kg (450 lbs.)

                                                                                                                                                                                                                                                                     
  Length         Travel                     A                       B                     C                    D                         E                         F                                  Weight                                  
  inch     mm      inch     mm                 mm         in               mm         in             mm        in            mm          in                  mm         in                mm             in                                   kg.         lbs.                        

  12   304.8    12   304.8          177.8    7.0         177.8    7.0                                                         152.4    6.0        152.4       6.0                                 *                    0005802             0005852  

  14   355.6    14   355.6          228.6    9.0         228.6    9.0                                                         203.2    8.0        203.2       8.0                                 *                    0005803             0005853  

  16   406.4    16   406.4          279.4   11.0        279.4   11.0                                                        250.0    9.8         250.0       9.8                                 *                    0005804             0005854  

  18   457.2    18   457.2         330.2   13.0       330.2   13.0                                                        292.1   11.5        292.1      11.5                                *                    0005805             0005855  

  20   508.0    20   508.0          381.0   15.0       381.0   15.0                                                        317.5   12.5       317.5      12.5                                *                    0005806             0005856 

  22   558.8    22   558.8          431.8   17.0        431.8   17.0                                                        393.7   15.5        393.7      15.5                                *                    0005807             0005857  

  24   609.6    24   609.6          482.6   19.0        482.6   19.0                                                        393.7   15.5        393.7      15.5                                *                    0005808             0005858
  26   660.4    26   660.4          533.4   21.0        533.4   21.0                                                         393.7   15.5        393.7      15.5                                *                    0005809             0005859

  28   711.2    28   711.2          584.2   23.0        584.2   23.0      292.1  11.5      292.1  11.5          393.7   15.5        393.7      15.5                                *                    0005810             0005860  

  30   762.0    30   762.0          635.0   25.0        635.0   25.0       317.5  12.5      317.5  12.5          444.5   17.5        444.5      17.5                                *                    0005811             0005861  

  32   812.8    32   812.8          685.8   27.0        685.8   27.0      342.5  13.5      342.5  13.5          444.5   17.5        444.5      17.5                                *                    0005812             0005862  

  34   863.6    34   863.6         736.6   29.0       736.6   29.0      368.3  14.5      368.3  14.5          698.5   27.5        698.5      27.5                                *                    0005813             0005863  

  36   914.4    36   914.4          787.4   31.0       787.4   31.0      393.7  15.5      393.7  15.5          698.5   27.5        698.5      27.5                                *                    0005814             0005864 

  38   965.2    38   965.2          838.2   33.0        838.2   33.0      419.1  16.5      419.1  16.5          698.5   27.5        698.5      27.5                                *                    0005815             0005865  

  40  1016.0   40  1016.0         889.0   35.0        889.0   35.0      444.5  17.5      444.5  17.5          698.5   27.5        698.5      27.5                                *                    0005816             0005866
  42  1066.8   42  1066.8         939.8   37.0        939.8   37.0      469.9  18.5      469.9  18.5          698.5   27.5        698.5      27.5                                *                    0005817             0005867
  44  1117.6   44  1117.6         990.6   39.0        990.6   39.0      495.3  19.5      495.3  19.5          698.5   27.5        698.5      27.5                                *                    0005818             0005868
  46  1168.4   46  1168.4        1041.4  41.0       1041.4  41.0      520.7  20.5      520.7  20.5          698.5   27.5        698.5      27.5                                *                    0005819             0005869
  48  1219.2   48  1219.2        1092.2  43.0       1092.2  43.0      546.1  21.5      546.1  21.5          952.5   37.5        952.5      37.5                                *                    0005820             0005870
  50  1270.0   50  1270.0        1143.0  45.0       1143.0  45.0      571.5  22.5      571.5  22.5          952.5   37.5        952.5      37.5                                *                    0005821             0005871
  52  1320.8   52  1320.8        1193.8  47.0       1193.8  47.0       596.9  23.5      596.9  23.5          952.5   37.5        952.5      37.5                                *                    0005822             0005872
  54  1371.6   54  1371.6        1244.6  49.0       1244.6  49.0      622.3  24.5      622.3  24.5          952.5   37.5        952.5      37.5                                *                    0005823             0005873
  56  1422.4   56  1422.4        1295.4  51.0       1295.4  51.0      647.7  25.5      647.7  25.5          952.5   37.5        952.5      37.5                                *                    0005824             0005874
  58  1473.2   58  1473.2        1346.2  53.0       1346.2  53.0       660.4  26.0      660.4  26.0          952.5   37.5        952.5      37.5                                *                    0005825             0005875
  60  1524.0   60  1524.0        1397.0  55.0       1397.0  55.0      698.5  27.5      698.5  27.5          952.5   37.5        952.5      37.5                                *                    0005826             0005876

Packing Unit: 46” and shorter 4 sets per box, 48” and longer 2 sets per box                                                                                                                        * on request

Drawer Profile:Cabinet Profile: Order No.
1.9mm 14ga. steel

zinc

Order No.
1.5mm 16ga. steel

zinc

lift out prevention

Mounting Lance with security
screw slot

New Product 
Please inquire for lead time SMT

system
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4.5 dia. 80

LengthTravel

4.5 
dia

9

4.5 x 9.5 6 dia.

1616
35B

C
A

1616

D

16

4
26.5 4.2 x 8

4.2 dia.

16 96 96
128 128

4.2 x 8
26.5

15
6

16 16 4

4.2 x 8
4.2 dia.

FR 5755
SLIDE TYPE:          Progressive-Action 
                                     Full-Extension Ball Bearing 
                                     Drawer Slide  with Disconnect 
                                     Drawer Rail

MOUNTING:            Side Mount

WIDTH:                 12.7 mm (0.5 in.)
LOAD CAPACITY:   dynamic up to 65 kg (150 lbs.)

MATERIAL:           cold rolled steel FEATURES:    steel ball bearings, disconnect drawer rail SPECIFICATIONS:
4  Most suitable drawer slide for office furniture, lateral file

drawers, store fixtures, and large kitchen drawers
4  Easy lift-off drawer rail disconnect
4  Hold-close detent to prevent drawer from rolling or

bouncing back
4  Over-extension of 25 mm (1 in.) is standard

mm (in.)

74

6
15

97

12.7
(0.5)

6 dia.

4.5 dia.

80

37

35

NOTE:
4  Note the compatible regular-extension model is FR5707

12.7 mm (0.5 in.) is the actual size of the slide. 
Allow a min. of 13 mm (0.51 in.) for clearance

and a maximum of 13.5 mm (0.53 in.). 

                                                         Cabinet Profile:                                                                     Disconnect Rail:
   Length                  Travel                     A                               B                              C                               D                         Weight                   Order No.                  Order No.
  mm         in                    mm        in                   mm          in                         mm         in                          mm        in                         mm         in                            kg     lbs                                 zinc                                     black

 299   11.77           327  12.87          299   11.77               224    8.82                                             265   10.43                     *                           600080                           *

 350   13.77           378  14.88          350   13.78               160    6.30                256  10.08               315   12.40                     *                          6000165                          *

 401   15.78           429  16.88          401   15.78               224    8.82                320  12.60               365   14.37                     *                          6000167                    6000162

 452   17.79           480  18.89          452   17.79               224    8.82                384  15.12               415   16.34                     *                          6000168                     600093

 503   19.80           531  20.91          503   19.80               224    8.82                416  16.38               465   18.31                     *                          6000169                     600095

 552   21.73           578  22.76          552   21.73               288   11.34               480  18.90               495   19.49                     *                          6000170                          *

 604   23.77           630  24.80          604   23.77               288   11.34               512  20.16               495   19.49                     *                          6000171                          *

 655   25.78           681  26.81          655   25.79               320   12.60               576  22.68               495   19.49                     *                          6000172                          *

 706   27.79           732  28.82          706   27.80               320   12.60               608  23.94               495   19.49                     *                           600082                           *

Packing Unit: 10 pair per box                                                                                                                                                                                                              *on request
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FR 5200
SLIDE TYPE:          Full-Extension 
                                     Base Pull-out Ball Bearing Slide

MOUNTING:            Floor Mount

HEIGHT:                 39.1 mm (1.54 in.)
LOAD CAPACITY:   dynamic up to 56 kg (125 lbs.)

MATERIAL:           cold rolled steel FEATURES:           steel ball bearings SPECIFICATIONS:
4  Medium Duty full-extension slide with bottom and top

mount brackets
4  20 mm (0.75in.) over travel 
4  Ideally suited for pull-out shelves and light-duty 
      TV pull-outs 

5.6 

44.5 

C

A
B E

33
Ø4.3 X 5.9Ø4.3 X 5.9 Ø4.3 X 5.9

Ø4.3 X 5.9
Ø5

6

Ø5

D

Top View

28.6

Length Travel 

57.2
20

6.35 30
39

.1

1.
5

4

18.6

57.2
20

6.3530
39

.1

1.
5

4

18.6

     Length              Travel                      A                               B                               C                               D                               E                           Weight                   Order No.
   mm           in             mm          in                  mm          in                         mm           in                         mm          in                         mm          in                         mm          in                          kg          lbs                                zinc

  305    12.01     326    12.84        101.6   4.00                152     5.98               254   10.00               265    10.43                84      3.31                       *                                *

  356    14.02     377    14.84        101.6   4.00                203     7.99                305   12.01               316    12.44                84      3.31                       *                                *

  406    15.99     428    16.85        101.6   4.00                254    10.00               356   14.02               367    14.45                84      3.31                       *                                *

  457    18.00     478    18.82        101.6   4.00                305    12.01               406   15.98               418    16.46                84      3.31                       *                                *

  508    20.00     529    20.83        177.8   7.00                279    10.98               457   17.99               468    18.43               160     6.30                       *                                *

  559    22.01     580    22.84        177.8   7.00                330    12.99               508   20.00               519    20.43               160     6.30                       *                                *

  610    24.02     631    24.84        177.8   7.00                381    15.00               559   22.01               570    22.44               160     6.30                       *                                *

  660    25.98     682    26.85        177.8   7.00                432    17.01               610   24.02               620    24.41               160     6.30                       *                                *

  711    27.99     732    28.82        177.8   7.00                483    19.02               660   25.98               672    26.46               160     6.30                       *                                *

Special order item                                                                                                                                                                                                                                 * on request



FPS SOLO ELECTRONIC LOCKING SYSTEMS
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FPS Electronic
Locking Systems
Electronic locks for display cases, lockers and sliding doors

This small intelligent electronic cabinet lock has a wide range of uses. 

Based on a proxy system, up to 50 keys (e-cards or chips) can be activated for

each lock. This flexible system is ideal for:

4 Hospitals (each patient has their own key)

4 Shops (cabinets, display-cases)

4 Household (private areas, child safety)

4 Gyms, schools

120
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FPS Electronic
Locking Systems

Functions:

4 Reliable function through up to 25 mm of non-conductive material

4 Minimum of 25,000 latch openings per battery

4 50 different keys can be programed per lock

4 Simple to install

4 Card based programming. No PC or electronics required

ITEM                                                                                                                              PAGE
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DUO 4FPS DUO R (Bolt)                                                                                                        135
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FPS SOLO SET 1

FPS SOLO – the invisible furniture lock

FPS SOLO – the invisible furniture lock
The new generation of "SOLO" electronic furniture locks proves that furniture locks can 
be both invisible and simple to operate, too!

The SOLO lock is attached to the inside or rear of a cabinet, for example and the RFID
chip opens the lock through up to 25mm of wood or glass. With up to 25,000 cycles 
per battery, the furniture lock can be opened more than nine times a day for 
over 10 years.

Based on the internal chip system, you can program the lock very easily without a 
pc or software, just by using a programming card. Based on a proxy system up to 50 
keys (e-cards or chips) can be activated for each lock.

FPS SOLO Furniture lock - features:
4   Reliable function through up to 25 mm of non-conductive material

4   Minimum of 25,000 latch openings per battery

4   50 different keys can be programmed per lock

4   Easy installation

This set is suitable for fast and easy locking of furniture drawers, chest and 
cabinet doors. The user card will operate successfully through up to 25mm (.98 in.) 
wood thickness.

This set includes:
4 SOLO lock
4 Battery
4 Two identical user cards
4 FPS 31600 3D Latch

Item                                                W x H x D                                       Order No.

                                            mm                               in.

FPS SOLO SET 1             60 x 60 x 22             2.36 x 2.36 x .87               0031900

Packing Unit: 1 set

Complete this set with a programming card which enables you to choose
which key has access to which lock.
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FPS SOLO SET 2 (Sliding)
This set makes it easy to lock and unlock all kind of sliding doors.
Also it's suitable for display cases on which the lock itself is mounted 
on the frame.
The user card will operate successfully through up to 25mm (.98 in.) wood thickness.

This set includes:
4 SOLO lock
4 Battery
4 Two identical user cards
4 Front locking device

Item                                                          W x H x D                              Order No.

                                                       mm                       in.

FPS SOLO SET 2 (Sliding)            60 x 60 x 22     2.36 x 2.36 x .87           0031901

Packing Unit: 1 set

FPS SOLO SET 3 (Gym)
Free address - Lock remains open until locked by user. After opening, the code is 
erased and another user can lock the locker. This free address function is perfect for
indoor swimming pools, gyms, lockers, etc.. The user card will operate successfully
through up to 25mm (.98 in.) wood thickness.

Advantages:
4 Stand alone solution – no wiring necessary
4 Can be installed on existing cabinets
4 More than 30,000 cycles per battery
4 Low battery alarm and lock remains open when battery is weak
4 No PC and no software required
4 Invisible from the outside, works through 20mm (0.79 in.) wood thickness.

This set includes:
4 SOLO lock
4 Battery
4 One key-wristband
4 FPS 31600 3D Latch

Procedure / Function / Features
1. Choose a vacant locker
2. Close the door and lock using the RFID wristband or key card
3. The locker is now locked and can only be opened again using the same                      
    wristband or key card.

4. Hold the wristband / key card onto the lock again
5. The locker door will open automatically
6. The programming card can open occupied lockers. 
    When the programming card is used, previously used wristbands or 
    key cards will no longer have access.

7. More than one locker can be occupied using one key.

Item                                                          W x H x D                              Order No.

                                                       mm                      in.

FPS SOLO SET 3 (Gym)               60 x 60 x 22     2.36 x 2.36 x .87            0031902

Packing Unit: 1 set

Complete this set with a programming card which enables you to choose
which key has access to which lock.

Complete this set with a programming card to override lock function.



Drawer

Door Sliding Door
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FPS SOLO SET 4 (Alarm)
Also available with integrated timed alarm function for added security. 
After 25 seconds an alarm will sound if lock is still open. 

Suitable for:

4 Store display cases

4 Store drawers

4 Medicine cabinets

4 Office furniture with confidential documents

This set includes:

4 SOLO lock

4 Battery

4 Two identical user cards

4 FPS 31600 3D Latch

4 Integrated alarm

SOLO Installation Options
The SOLO lock can be installed in any furniture door or drawer. 
Available for drawers and doors as SOLO pusher latch, or sliding with the SOLO 
Front locking device.

Item                                                          W x H x D                             Order No.

                                                      mm                        in.

FPS SOLO SET 4 (Alarm)            60 x 60 x 22       2.36 x 2.36 x .87           0031903

Packing Unit: 1 set

Complete this set with a programming card which enables you to choose
which key has access to which lock.
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Sliding doors locked with the ONE RF lock. The ONE lock is unlocked and removed by hand

The cabinet is ready to open Open cabinet

Important build in dimensions are shown below:

20mm
(0.79 in.)

5mm
(0.2 in.)

FPS ONE RF Lock
ONE is an electronic sliding door lock based on RFID technology.

The adjustable bracket works with sliding glass doors as well as with wooden 
sliding doors between 16mm and 19mm (.63-.75 in.) thick.
An optional bracket is available for 3mm-10mm (.12-.39 in.) thick doors.

This set includes:
ONE RF lock
Adjustable bracket for 16-19mm thick panel (option for 3-10mm thickness)
Battery
2 Key fobs

Purchase separate Programming card for adding additional functions and users

Suitable for:

4 Store display cases with sliding doors

4 Medicine cabinets with sliding doors

4 Office furniture with sliding doors

Item                                                                   W x H x D                    Order No.

                                                                   mm                   in.

FPS ONE RF Lock, 16mm-19mm doors     60 x 60 x 22  2.36 x 2.36 x .87        *

FPS ONE RF Lock, 3mm-10mm doors       60 x 60 x 22  2.36 x 2.36 x .87        *

Packing Unit: 1 set                  *on request

Complete this set with a programming card which enables you to choose
which key has access to which lock.

Front View

Top View



FPS TWO RF Lock
TWO is an electronic sliding door lock based on RFID technology and designed for use
with two sliding doors. With the Two sliding door lock, you lock two doors with one lock.

The lock is installed inside and on the front of glass doors; the lock is invisible 

from outside. The lock locks automatically after 3 seconds. As soon as you close the

door the doors are locked.

This set includes:
ONE RF lock
Glass Installation Kit, or screws depending on version purchased
Battery
2 Key fobs
Purchase separate Programming card for adding additional functions and users

Suitable for:

4 Glass sliding doors

4 Wooden sliding doors

4 Maximum 2 doors

Technology:

4 RFID fob or RFID cards

4 Range up to 30 mm

4 125 kHz or 13,56 mHz

4 EM4200, EM 4450, Hitag or Mifare chips are supported

4 Access control feature with a programming card

Features:

4 Battery driven (with battery low alarm)

4 Up to 30.000 cycles per battery

4 Programmable without any pc or software

4 EM4200, EM 4450, Hitag or Mifare chips are supported

4 Simple to install

Standard version:

For glass sliding doors: 10, or 13 mm total distance. These sets also include a glass

installation kit. For wooden doors: 15, 17, 21 or 24 mm total distance. These sets

include screws.

You will find also a small support-plate for the final adjustment.

Special lengths on request.

                                                                                               Total              
                                                                                          Distance           
Item                                        For Use On                            mm    in.     Order No.

Two10              5mm glass doors + 5mm between the doors      10   0.39          *

Two13              5mm glass doors + 8mm between the doors      13    0.51          *

Two15                10mm doors + 5mm between the doors         15    0.59          *

Two17                12mm doors + 5mm between the doors         17    0.67          *

Two21                16mm doors + 5mm between the doors         21    0.83          *

Two24                 19mm doors + 5mm between the doors         24    0.95          *

Packing Unit: 1 set                 *on request

All Two locks are available with Mifare technology ISO 14443A as a special order
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Latches
FPS 31600 3D Latch

Equipped with a mounting bracket and a spring this latch allows easy installation
thanks to the oblong screw holes.
The mounting tolerances are within 6mm (.24 in.) and the spring is used as a 
pusher for a door. The wood mounting flange contains an extra hole to lock in the 
final position.

Item                                                                                                      Order No.

FPS 31600 3D Latch                                                                               0031600

Packing Unit: 1 piece

FPS 31604 Mini-locking device

Features:

4 Compact Size

4 Easy to install

4 Screw provided

4 No predetermined breaking point

4 Tolerance +/- 1.0mm (.04 in.)

Item                                                                                                      Order No.

FPS 31604 Mini-locking device                                                                0031604

Packing Unit: 1 piece

Item                                                                                                      Order No.

FPS 31602 200kg Pusher Latch                                                               0031602

Packing Unit: 1 piece

FPS 31603 Front facing latch
This black metal locking device has a predetermined breaking point of 35 kg (77 lbs.).
The flexible pin allows a tolerance of +/-3mm (.12 in.). Designed to work with sliding
door applications.

FPS 31602 200kg Pusher Latch
With a V2A stainless steel part, this locking device has a breaking point of 
approximately 200 kg (440.93 lbs.) The material is ZAMAK, a robust zinc aluminum
alloy. The integrated pusher will automatically open light drawers and cabinet doors. 
The distance between the screw holes is identical to the lock, i.e. 48 mm. 
The slots allow for easy adjustment of the locking device.

Item                                                                                                      Order No.

FPS 31603 Front facing latch                                                                   0031603

Packing Unit: 1 piece
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RFID Cards
FPS SC black Key Fob

This chip key is extremely small with a diameter of approximately 30mm (1.18 in.). 
It can be easily attached to a key ring. The maximum range is 20mm (.79 in.).

Item                                                                                                      Order No.

FPS SC black Key Fob                                                                             0031500

Packing Unit: 1 piece

FPS WB 1 Black wristband

The key is attached to a wristband so no pockets are required to keep the key.
Excellent choice for gym/fitness centers. The maximum range is 20mm (.79 in.).

Item                                                                                                      Order No.

FPS WB 1                                                                                               0031530

Packing Unit: 1 piece

FPS SK LR Standard User Card

This is a RFID transponder which is coordinated with the lock (125 kHz frequency range).
The range is approximately 25mm (.98 in.) through wood or glass. Custom printed cards
on request.

Item                                                                                                      Order No.

FPS SK LR Standard User Card                                                                 0031510

Packing Unit: 1 piece

FPS SK HR SET Standard Cards

This set comes with two identical cards. Use this set if you want to delete a key that 
has been lost or stolen or whenever you want to have a copy of your master key or 
programming card.

Item                                                                                                      Order No.

FPS SK HR SET Standard Cards                                                                0031521

Packing Unit: 1 piece

FPS SK HR Long Range Programming Card

This card can be used either as a key or as a programming card. 
The range is at least 40mm. (1.58 in.)

Item                                                                                                      Order No.

FPS SK HR Long Range Programming Card                                                0031520

Packing Unit: 1 piece
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Accessories
FPS 31750 Battery

The 3 volt lithium battery has life-span of 10 years and enough power to open the lock
more than 30,000 times. When the battery starts to run low the lock will no longer
lock and a continuous tone will sound for 15 seconds.

Item                                                                                                      Order No.

FPS 31750 Battery                                                                                  0031750

Packing Unit: 1 piece

FPS 31700 Antenna

This flat external antenna is equipped with a 1.5m (5 ft.) connecting cable with a plug
which can be plugged directly into the lock. The flat external antenna is used whenever
the distance from the key is greater than 25mm (.98 in.) or if the lock is fixed onto 
a rear panel.

FPS 31720 / FPS 31721 Connecting Cables

These connecting cables are used to connect locks. When ever the “group mode” is 
used, these cables will send the “open” signal from one lock to another.

Item                                                                                                      Order No.

FPS 31700 Antenna                                                                                0031700

Packing Unit: 1 piece

FPS 30410 Round Mini Antenna

This round external antenna is equipped with a 1.5m (5 ft.) connecting cable with a plug
which can be plugged directly into the lock. With a hole diameter of 7.5mm this round
mini antenna provides for many concealed installation options.

Item                                                                                                      Order No.

FPS 30410 Round Mini Antenna                                                                     *

Packing Unit: 1 piece                *on request

FPS 31741 AC Plug
This power supply is used when the location of the lock makes replacing the batteries
difficult or an external power supply is preferred. 
The cable is 1.5m (5 ft.) long and can be plugged directly into the lock. Each converter
can supply power to a maximum of 5 locks. Please note: Never use transformers and
batteries at the same time. Batteries will run out of charge very quickly and weak 
batteries will not activate alarm signals.

Item                                                                                                      Order No.

FPS 31741 AC Plug                                                                                 0031741

Packing Unit: 1 piece

FPS 31800 Spacer plate
A square shaped spacer plate to prevent cables from being crushed against the 
mounting surface.

Item                                                               Length                              Order No.

FPS 31720 Connecting Cable (1.5m)             1.5 m (5 ft.)                           0031720

FPS 31721 Connecting Cable (2.5m)           2.5 m (8.2 ft.)                         0031721

Packing Unit: 1 piece

Item                                                         Dimensions                          Order No.

FPS 31800 Spacer plate          60 x 60 x 5mm (2.36 x 2.36 x .20 in.)        0031800

Packing Unit: 1 piece

maximum material 
thickness 3mm (0.12 in.)

antenna

1.5m (5 ft.)cable

plug

15mm
(0.59 in.)

Drill 7.5mm
(0.30 in.) diamater

LISTED



FPS SOLO S Sub-unit

From the outside, this SOLO Sub-unit lock is identical to the standard SOLO lock but
without a RFID reader. If you connect this lock to a SOLO lock, this lock will open and
close at the same time as the SOLO lock. Using the three plugs on the back of the
unit, one Solo Sub-unit can be connected to another or an additional external power
supply can be attached. A 1.5m (5ft.) extension cable and spacer plate are included.

Item                                                                                                      Order No.

FPS SOLO S Sub-unit                                                                              0031020

Packing Unit: 1 piece
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Glass & Metal Kits
FPS 31810 Glass Kit for Solo
This set consists of a plate for the lock, black foil and screws. The double-sided 
adhesive tape will hold up to 25 kg or 45 kg (55lbs. or 99lbs.), depending on the 
direction of pull.

Metal Kit for SOLO & SOLO 13

By making a cutout on metal doors, the Solo’s internal antenna will receive the
open/close signal.

With the standard kit, a plain black cover film is provided. This film can be customized
with a logo. 

To install make cut out for mounting using the cut out template, install the lock and the front
plate. Apply the foil film.

Item                                                                                                      Order No.

FPS 31810 Glass Kit for Solo                                                                   0031810

Packing Unit: 1 set

FPS SOLO additional components
FPS SOLO
4 Reliable function through up to 25 mm of non-conductive material
4 Minimum of 25,000 latch openings per battery
4 50 different keys can be programmed per lock
4 Easy installation
4 Installation screws included

Item                                                                                                      Order No.

FPS SOLO                                                                                              0031000

Packing Unit: 1 piece

FPS 31811 Glass Kit for Latches
This set consists of a plate, black foil and 2 sets of corresponding screws for the 
locking devices FPS 31601, FPS 31602 and FPS 31603.

How to use the assembly kits:
spray water onto the area where the lock and locking device will be installed. Remove
the protective backing from the black foil and place the foil in the correct position. 
Use a credit card or key card as a squeegee to remove the water from underneath the
foil by sweeping the card firmly from the center to the sides. This will enable 
bubble-free installation.

Item                                                                                                      Order No.

FPS 31811 Glass Kit for Latches                                                              0031811

Packing Unit: 1 set

Item                                                                                                      Order No.

FPS Metal Kit for Solo & Solo 13                                                                    *

Packing Unit: 1 set                   *on request

Back view of lock Mounting plate Black foil film

Cut out template Lock installed Typical installation on lockers



FPS PK Programming Card
This programming card can be used to grant or deny access as well as to change the
software settings. Only one programming card is necessary to operate multiple locks.
In a shopping mall for example one programming card can operate 1,000 locks. 
The programming card can be assigned to a lock by pressing the button on the 
rear side and then holding the programming card on the lock within 3 seconds.

Programming instructions

Activating the programming card
1.  Press the push-button on the rear side 1
2.  The lock will make a ticking sound (signal). 
    Hold the programming card on the lock within 3 seconds of 
    hearing this signal.
3.  Two short ascending tones will confirm that the programming 
    card has been saved successfully.

Initializing a key
1.  Please place the programming card onto the lock.
2.  The lock will make a ticking sound (signal).
    Place the key card or chip key onto the lock within 3 seconds of 
    hearing this signal.
3. Two short ascending tones will confirm that initialization was successful.
4. The lock can now be opened using the key card or the chip key.
    Tip: The maximum for keys per lock is 50.

Deleting the key card or chip key
1.  Please place the programming card onto the lock.
2.  The lock will make a ticking sound (signal). 
    Place the key card or chip key onto the lock within 3 seconds of 
    hearing this signal.
3. Two short ascending tones will confirm that deletion was successful.

Delete all keys
To delete all keys at once, place the programming card onto the lock 
for several seconds. Deleting all user keys does not affect any programming 
functions added to the lock.

Item                                                                                                      Order No.

FPS PK (Programming Card)                                                                     0031550

Packing Unit: 1 piece
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Software Features
FPS 31565 ALARM SET

This software update will activate the integrated alarm and there will be a beeping
sound after 25 seconds if the door is not closed again. This is very useful in retail
shops to remind the shop assistant to close the door. The alarm can only be 
deactivated with a key or by closing the cabinet.

Item                                                                                                      Order No.

FPS 31565 ALARM                                                                                 0031565

Packing Unit: 1 set

Programming instructions:
1. place the programming card
2. place this card
3. a signal appears - OK

FPS 31567 BOLT SET

This feature will deactivate the automatic locking mode and only lock when the key 
(or chip key) is placed onto the lock again. This is useful for example, if doors need to
be opened in the morning and locked again in the evening (office drawers, cabinet
doors etc.). 

Bolt Mode should only be used with one Solo unit when using battery power. 
To use Bolt Mode with multiple Solo-S (sub units) or Beetle units, use FPS 31741 
AC plug as the power source.

Item                                                                                                      Order No.

FPS 31567 BOLT                                                                                    0031567

Packing Unit: 1 set

Programming instructions:
1. place the programming card
2. place this card
3. a signal appears - OK

FPS PK Programming Card is required

FPS PK Programming Card is required

FPS PK Programming Card
This programming card can be used to grant or deny access as well as to change the
software settings. Only one programming card is necessary to operate multiple locks.
In a shopping mall for example one programming card can operate 1,000 locks. 
The programming card can be assigned to a lock by pressing the button on the 
rear side and then holding the programming card on the lock within 3 seconds.

See page 125 for programing instructions.

Item                                                                                                      Order No.

FPS PK (Programming Card)                                                                     0031550

Packing Unit: 1 piece

3087

An alarm appears when the

door stays open for more

than 20 seconds.

1. place the programming card

2. place this card

3. A signal appears - OK

3087

An alarm appears when thedoor stays open for morethan 20 seconds.

1. place the programming card2. place this card3. A signal appears - OK

Alarm door
open ON

3091

The lock will close after

you present again the

key (office).

1. place the programming card

2. place this card

3. A signal appears - OK

BOLT

3091

The lock will close afteryou present again thekey (office).

1. place the programming card2. place this card3. A signal appears - OK

BOLT
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Software Features
FPS 31563 SOUND

The signal transmitted upon opening, closing and programming is hereby disabled.
All sounds made by the lock are deactivated.

Item                                                                                                      Order No.

FPS 31563 SOUND                                                                                 0031563

Packing Unit: 1 set

Programming instructions:
1. place the programming card
2. place this card
3. a signal appears - OK

FPS 31561 SET 7 Second Delay

With this card you can change the delay of the lock before it closes automatically 
from 3 to 7 seconds.

Item                                                                                                      Order No.

FPS 31561 SET 7 Second Delay                                                               0031561

Packing Unit: 1 set

Programming instructions:
1. place the programming card
2. place this card
3. a signal appears - OK

FPS 31560 GYM SET

Free address - User can decide which open furniture he will occupy.
Lock will remain open and any card will lock it. When lock is opened, the lock will
reset to accept any key for locking.

Item                                                                                                      Order No.

FPS 31560 GYM SET                                                                               0031560

Packing Unit: 1 set

Programming instructions:
1. place the programming card
2. place this card
3. a signal appears - OK

FPS PK Programming Card is required

FPS PK Programming Card is required

FPS PK Programming Card is required

Sound on

3085

A signal appears during the

opening process

1. place the programming card

2. place the card

3. A signal appears - OK

Sound on

3085

A signal appears during theopening process

1. place the programming card2. place this card3. A signal appears - OK

7 srconds
delay

3084

The lock closes

after 7 seconds

1. place the programming card

2. place this card

3. A signal appears - OK

7 seconds
delay

3084

The lock closes
after 7 seconds

1. place the programming card2. place this card3. A signal appears - OK

GYM
ON

3083

Free choice of any open locker

1. place the programming card

2. place this card

3. A signal appears - OK

GYM
ON

3083

Free choice of any open locker

1. place the programming card2. place this card3. A signal appears - OK
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FPS 10-Combination Lock
10Ten-Combination Lock

The electronic combination lock 10Ten is suitable for a variety of applications such as:
4 Fitness centers
4 Clubs
4 Department stores (safes)

The keypad is fastened directly to the lock underneath. The 7cm long cable enables 
easy installation. The built-in lithium battery guarantees a maximum life-span of 
10 years. It can be expected to last 5 years with everyday use. The battery is checked
during the opening process and when the battery is running low the lock will remain
open, an alarm will go off and the lock cannot be used again until the battery has 
been replaced.

Emergency opening for the public lock

There is a master code mentioned in the manual.

A caretaker, for example, can open a locker using this code. An emergency opening 
will cause the previously entered code to be deleted.

The package includes:

4 the keypad 58 x 58 x 4mm (2.28 x 2.28 x .16 in.)
4 locking device
4 Lock assembly with Standard Pusher Latch
4 Battery with a maximum life-span of 10 years

FPS TEN O (Public)

This version is for use in public institutions. The lock is open in idle mode. The user 
puts his/her clothes in an open compartment/locker and locks it by entering his/her 
individual code.

The lock is now locked and can only be opened using the previously entered code. 
As soon as the lock has been opened, the code is deleted and the compartment/locker
can be re-used.

There is a master code mentioned in the manual.

A caretaker, for example, can open a locker using this code. An emergency opening 
will cause the previously entered code to be deleted.

FPS TEN P (Private)

After installing the battery a personal code can be entered. The LED lights up briefly 
and the code is entered once again and then confirmed.
The lock is locked in idle mode. After entering the correct code the lock opens for 
3 seconds and then closes again automatically.

Item                                                W x H x D                                       Order No.

                                            mm                               in.

FPS TEN O (Public)          60 x 60 x 22             2.36 x 2.36 x .87               0031921

Packing Unit: 1 set

Item                                                W x H x D                                       Order No.

                                            mm                               in.

FPS TEN P (Private)         60 x 60 x 22             2.36 x 2.36 x .87               0031920

Packing Unit: 1 set
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FPS DUO R (Bolt)
This lock does not have a latch and only opens or locks using the respective 
card or an external switch. 

Features:

4 works in a 50mm door

4 emergency opening feature

4 external opening (switch/relay)

4 closed status via LED signal

4 ~ 20,000 openings per battery set

4 The sensor will check the closed position

4 Lock the door using the card

4 Locking the door is only possible if the door is closed.

This set includes:

4 DUO bolt lock

4 Batteries

4 locking device

4 2 identical programmed keys

Item                                                                                                      Order No.

FPS DUO R (Bolt)                                                                                     0031931

Packing Unit: 1 set

Complete this set with a programming card which enables you to choose
which key has access to which lock.
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FPS DUO S (Sliding Lock)
This lock does not have a main bolt but has a locking mechanism for 
sliding latches. 

Features:

4 Open the lock with a card

4 The lock will close within 3 seconds

4 The door can be closed

4 The latch will be fixed again in the lock

4 The door is locked

This set includes:

4 DUO sliding lock

4 Batteries

4 locking device (3068)

4 2 Identical Programmed Keys

Item                                                                                                      Order No.

FPS DUO S (Sliding Lock)                                                                         0031932

Packing Unit: 1 set

Complete this set with a programming card which enables you to choose
which key has access to which lock.

136



FPS DUO F (Latch)
This lock is equipped with a latch which automatically locks again after 3 seconds. 

Features:

4 works in a 50mm door

4 emergency opening feature

4 external opening (switch/relay)

4 ~ 20,000 openings per battery set

4 Open the door using a card

4 The latch will lock after 3 seconds

This set includes:

4 DUO latch lock

4 Batteries

4 2 Identical programmed keys

Item                                                                                                      Order No.

FPS DUO F (Latch)                                                                                   0031930

Packing Unit: 1 set

FPS DUO T (Push Button)
Designed for public restrooms, conference rooms or office doors.

In addition to the RFID properties, the door can be locked from the inside 

with an LED button.

Features:

4 when closed, the LED flashes red

4 The button and the RFID cards only work when 

   the door is in the closed position

This set includes:

4 DUO latch lock

4 Batteries

4 2 Identical programmed keys

Item                                                                                                      Order No.

FPS DUO T (Push Button)                                                                         0031933

Packing Unit: 1 set

Complete this set with a programming card which enables you to choose
which key has access to which lock.

Complete this set with a programming card which enables you to choose
which key has access to which lock.
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FPS BEETLE

Beetle - the smallest electrical lock worldwide

With these measurements: 40 x 40 x 12mm (1.58 x 1.58 x .47 in.) the beetle 
is one of the smallest locks available for:

4 display cases

4 cabinets

4 sliding doors

4 hinged doors

Features:

4 small size

4 robust metal case

4 stainless steel look

4 three-dimensional opening

4 small, robust servo motor

4 input signal 3V DC

4 0.75 m cable

FPS BEETLE 12:

4 Open 10-15 VDC (Brown)

      Close 10-15 VDC (Black)

      Ground 0 VDC (Blue)

4 0.75m (29.53 in.) cable

FPS BEETLE 03:

4 Open 3 VDC (Brown)

      Close 3 VDC (Black)

      Ground 0 VDC (Blue)

4 0.75m (29.53 in.) cable

FPS BEETLE 00:

In combination with our furniture and door locks, you can use this beetle-0V version 
as a sub-unit lock. This beetle-0V has a 75cm (29.53 in.) cable which can be plugged
directly into the lock. Either the Solo, keypad, or Duo locks can control this unit.

4 0.75m (29.53 in.) cable

Item                                                W x H x D                                       Order No.

                                            mm                               in.

FPS BEETLE 03               40 x 40 x 12             1.58 x 1.58 x .47               0031042

Packing Unit: 1 piece

Item                                                W x H x D                                       Order No.

                                            mm                               in.

FPS BEETLE 12               40 x 40 x 12             1.58 x 1.58 x .47               0031041

Packing Unit: 1 piece

Item                                                W x H x D                                       Order No.

                                            mm                               in.

FPS BEETLE 00               40 x 40 x 12             1.58 x 1.58 x .47               0031040

Packing Unit: 1 piece

Application:

4 cabinets

4 drawers

4 display cases

4 sliding-doors



SOLO-Relays

24V AC

Door Opener / Striker

Door

Battery

blue

green

FPS RELAY
SOLO-Relay: 125 kHz Access Control Unit

Based on the integrated access control, you can manage up to 50 different keys.
For the programming, you need only a programming card.

Usages:

4 turnstile

4 elevator

4 alarm-quit

4 door opener/striker

The integrated relays will provide you with a potential-free contact.

Switched power:

4 Current max: 1A

4 Contact voltage AC nom: 125V

4 Contact voltage DC nom: 30V

Switcher properties:
The relays will close when you place an active key. 
After 3 seconds, the relays will open again.
Extensions:
Please combine this product with an external antenna , a power supply, RFID keys
and a programming card.
This set includes:

4 Case with the electronic

4 Battery for more than 25,000 cycles / 5 years

4 2 active key cards

FPS SOLO 13
The new generation of SOLO13 electronic furniture locks proves that furniture
locks can be both invisible and simple to operate, too.
Use any ISO 14443A transponder to open / close this lock and use any of these
transponders as a programming card with following ranges:

4 RFID card: 22 mm

4 VISA / ATM Card: 15 mm

Features:

4 Access control already included with up to 50 different users

4 Offline lock without any wiring

4 Battery life with 20,000 openings

4 Maximum 2 year battery life

Options:

4 Power supply 3051s (in a set with the lock)

4 Door open alarm (Solo13-Alarm)

4 Bolt usage (SOLO13-Bolt)

Complete this set with a programming card. This programming card enables you 
to choose which key has access to which relay.

Item                                                W x H x D                                       Order No.

                                            mm                               in.

FPS SOLO 13                  60 x 60 x 22             2.36 x 2.36 x .87               0031100

Packing Unit: 1 piece

Item                                                                                                      Order No.

FPS RELAY                                                                                             0031760

Packing Unit: 1 set
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FR 5019
SLIDE TYPE:          Full-Extension Ball Bearing 
                                     Drawer Slide - with interlock & 
                                     anti-tilt function
                                     
MOUNTING:            Side Mount 

WIDTH:                 12.3 mm (0.48 in.)
LOAD CAPACITY:   dynamic up to 45 kg (100 lbs.)

FEATURES:          steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for applications 
      in office furniture, architectural milwork
      and institutional applications
4  drawer profile features an easy to operate disconnect 
      finger release trigger
4  this system allows only one drawer at a time 
      to be opened
4  system 32 compatible hole locations
4  drawer slide is non-handed 
4  25mm (.98 in.) overtravel standard
4  see pages 102 and 105 for required 5019, 5219
      and 5619 rods and optional locking system

CAUTION:
4  not recommended for drawer widths over 27 inches use

FR 5219 or FR 5619 instead
4  43.2mm (1.70 in.) is the minimum clearance from the

center of the slide to the bottom panel

12.3 mm (0.48 in.) is the actual size of the slide. 
Allow a min. of 12.7 mm (0.50 in.) for clearance

and a maximum of 13.1mm (.52 in.). 

FR 5019 Interlock & anti-tilt closing mechanism

X
C

B

A 35
12.7 9.615.8

5mm dia. Rod

4.2 dia.4.4 x 8.3 6.2 dia.6.2 dia.

Travel
E 48D

F G

Length 

4.4 x 8.3

4.4 dia. 4.5 x 9.4

16 16

mm (in.)
12.3

(0.48)

45
.7

(1
.8

0)

screw hole access

trigger finger release

Rod Length (L) +0/-0.5 = A - 46mm 

L

Aluminum Rod 5mm dia. ± 0.3mm 

A

30.5 42.2

84.4

5mm dia. Rod

Cabinet Profile: Drawer Profile: Order No.
zinc

                                                                                                                                                                                                                                                               
  Length      Travel           A                 B               C                X                                                    D                 E                F             G                                     Weight                        
 mm      in        mm      in        mm      in         mm      in         mm      in         mm      in                                                         mm      in          mm      in         mm      in      mm    in                                             kg.    lbs.                                 

350 13.78  375 14.76    64   2.52    227  8.94                       302 11.89                                         128  5.04      96   3.78     16   0.63                                                     *                            *

400 15.75  425 16.73    64   2.52    259 10.12                      352 13.86                                         160  6.30     128  5.04                     16  0.63                                      *                            *

450 17.72  475 18.70    64   2.52    259 10.12   323 12.72   402 15.83                                         160  6.30     160  6.30     16   0.63   16  0.63                                      *                            *

500 19.69  525 20.70    64   2.52    259 10.12   387 15.24   452 17.80                                         192  7.56      160  6.30     16   0.63   16  0.63                                      *                            *

550 21.65  575 22.64    64   2.52    259 10.12   419 16.50   502 19.76                                         192  7.56      192  7.56     16   0.63   16  0.63                                      *                            *

600 23.62  625 24.61    64   2.52    259 10.12   483 19.02   552 21.73                                         224  8.82     224  8.82     16   0.63   16  0.63                                      *                            *

650 25.59  675 26.58    64   2.52    259 10.12   515 20.28   602 23.70                                         256 10.18    224  8.82     16   0.63   16  0.63                                      *                            *

700 27.56   725 28.54    64   2.52    259 10.12   579 22.80   652 25.67                                         288 11.34    256 10.18    16   0.63   16  0.63                                      *                            *
Packing Unit: 10 pair per box                                                                                                                                                                                                                 * on request
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Lock Mounting Variations:

Drawer Front Mounting
(moveable)

Lock Rail Mounting
(stationary)

1. 2. 3.

4.

5.

6.

6.

7.

9.

10.

L

A

30.5 42.2

84.4

Rod Length (L) +0/-0.5 = A - 46mm
Rod Length (L) +0/-0.5 = B - 56mm
Aluminum Rod 5mm dia. ± 0.3mm 

L

A

30.5 42.2

84.4

Rod Length (L) +0/-0.5 = A - 44mm
Rod Length (L) +0/-0.5 = B - 55mm
Aluminum Rod 5mm dia. ± 0.3mm 

FR 5019 formula FR 5219 formula

5mm dia. Rod 5mm dia. Rod
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Parts List:

1. Lock lever Guide and horizontal hex rod guide .........................................................................................................2 pcs.

2. Lock lever..................................................................................................................................................................1 pc. 

3. Lock lever Guide .......................................................................................................................................................1 pc.

4. Vertical Rod Guide ....................................................................................................................................................1 pc.

5. Lock Pin ....................................................................................................................................................................1 pc.

6. Set screw M4 x 4mm ................................................................................................................................................2 pcs.

7. Spring 8mm dia. x 12mm .........................................................................................................................................1 pc.

*8. Aluminum Hex Rod, 5mm x 500mm .........................................................................................................................1 pc.

**9. Aluminum Round Rod, 5mm dia. x 500mm..............................................................................................................2 pcs.

10. #6 x 5/8 Flathead Screw............................................................................................................................................6 pcs.

11. Lock (Supplied by CompX Timberline Part # CB-152) ............................................................................................NOT INCLUDED

Note: *Hex rod must be cut to the desired length according to the dimensions of the cabinet.

** Round rod must be cut to length according to slide model used as shown in diagrams above.

Quantity

FR 5218
FR 5218 Interlock / Anti-tilt Device Specification and Parts
(for use with FR 5019 Slide and / or FR 5219)

Right hand application shown, can also
be used as left hand application.

Packing Order No.

Sold as set, including all parts listed above (FR5019 and FR5219 drawer slides sold separately) 400198

Detail A

NEW!



FR 5219
SLIDE TYPE:          Heavy-Duty Full-Extension Ball 
                                     Bearing Drawer Slide - with 
                                     interlock & anti-tilt function                                     

MOUNTING:            Side Mount 

WIDTH:                 12.9 mm (0.51 in.)
LOAD CAPACITY:   dynamic up to 90 kg (200 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty 
      applications in office furniture, architectural milwork
      and institutional applications
4  drawer profile features an easy to operate disconnect fin-

ger release trigger
4  this system allows only one drawer at a time 
      to be opened
4  system 32 compatible hole locations
4  drawer slide is non-handed
4  25mm (.98 in.) overtravel standard 
4  see pages 102 and 105 for required interlock rods &

optional FR 5218 locking system
12.9 mm (0.51 in.) is the actual size of the slide. 

Allow a min. of 13mm (.51 in.) for clearance
and a maximum of 13.5mm (.53 in.)

FR 5219 Interlock & anti-tilt closing mechanism

mm (in.)
12.9

(0.51)

51
.9

(2
.0

4)

6.2 dia.4.4 x 8.3

5.8 dia. 4.5 x 9.4

D 48C

E F

TravelLength 

16 16

X
B

A
64 35

15.8
7

5mm dia. Rod

screw hole access

trigger finger release

Cabinet Profile: Drawer Profile: Order No.
zinc

                                                                                                                                                                                                                                                               
  Length      Travel           A                 B               X                                                                     C                 D                E             F                       Weight                                      
 mm      in        mm      in        mm      in         mm      in         mm      in                                                                                 mm      in          mm      in         mm      in      mm    in                          kg.     lbs.              

350 13.78   375 14.76   192  7.56                        302  11.89                                                             128  5.04       96   3.78      16   0.63                                       *                          *                *

400 15.75   425 16.73   224  8.82                        352  13.86                                                             160  6.30      128  5.04                      16  0.63                       *                          *                *

450 17.72   475 18.70   224  8.82    288 11.34    402  15.83                                                             160  6.30      160  6.30     16   0.63   16  0.63                       *                          *                *

500 19.69   525 20.70   224  8.82    352 13.86    452  17.80                                                            192  7.56      160  6.30     16   0.63   16  0.63                       *                          *                *

550 21.65   575 22.64   224  8.82    384 15.12    502  19.76                                                            192  7.56      192  7.56     16   0.63   16  0.63                       *                          *                *

600 23.62   625 24.61   224  8.82    448 17.64    552  21.73                                                            224  8.82      224  8.82     16   0.63   16  0.63                       *                          *                *

650 25.59   675 26.58   224  8.82    480 18.90    602  23.70                                                            256 10.18     224  8.82     16   0.63   16  0.63                       *                          *                *

700 27.56   725 28.54   224  8.82    544 21.42   652  25.67                                                            288 11.34     256 10.18    16   0.63   16  0.63                       *                          *                *
Packing Unit: Lengths 250 through 450 10 pair per box.  Lengths 500 and 550 8 pair per box.  Lengths 600 through 700 6 pair per box.                                  * on request

Order No.
black

CAUTION:
4  43.2mm (1.70 in.) is the minimum clearance from the

center of the slide to the bottom panel
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30.5 42.2

84.4

Rod Length (L) +0/-0.5 = A - 44mm

L

Aluminum Rod 5mm dia. ± 0.3mm 

A

5mm dia. Rod



6732

32 32

48
20

C32 192

F

A

B

5.8 dia.

5.8 dia.

Length Travel

E
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FR 5619
SLIDE TYPE:          Heavy-Duty Full-Extension 
                                     Ball Bearing Drawer Slide with
                                     anti-tilt mechanism

MOUNTING:            Side Mount 

WIDTH:                 19 mm (0.75 in.)
LOAD CAPACITY:   dynamic up to 100 kg (225 lbs.)

FEATURES:           steel ball bearingsMATERIALS:         cold rolled steel SPECIFICATIONS:
4  precision ball bearing drawer slide for heavy-duty usage
4  telescoping 3-stage design with excellent
      running qualities
4  over -extension of 25 mm (0.98 in.) is standard
4  drawer slide is non-handed and has a hold close detent
4  lengths 400 to 700 mm
4  non-disconnect drawer profile
4  anti-tilt mechanism incorporated
4  recommended screws: wood screw #8 or 
      machine screws 8-32. See screws page.
4  see page 105 for required 5019, 5219 and 5619 rods

NEW!

FR 5619 anti-tilt mechanism incorporated

CAUTION:
4  56mm (2.2 in.) is the minimum clearance from the 
      center of the slide to the bottom panel

19 mm (0.75 in.) is the actual size of the slide. 
Allow a min. of 19.1 mm (0.75 in.) for clearance

and a maximum of 19.6 mm (0.77 in.). 

mm (in.)

56
(2

.2
1)

19
(0.75)

Cabinet Profile: Drawer Profile:                                                                                                                                                                                                                                                
  Length          Travel                 A                    B                   C                          E                     F                                                                                Weight                                      
mm in mm in mm in mm in mm in mm in mm in kg.       lbs.

400 15.75 425 16.73 288 11.34 128 5.04 128 5.04 * 400860  

450 17.72 475 18.70 320 12.60 32 1.26 160 6.30 160 6.30 * 400861  

500 19.69 525 20.69 352 13.86 32 1.26 192 7.56 160 6.30 * 400862  

550 21.65 575 22.64 416 16.38 32 1.26 224 8.82 192 7.56 * 400863  

600 23.62 625 24.61 448 17.64 32 1.26 224 8.82 224 8.82 * 400864  

650 25.59 675 26.58 320 12.60 512 20.16 32 1.26 256 10.08 256 10.08 * 400865 
700 27.56 725 28.54 320 12.60 544 21.42 32 1.26 256 11.34 288 11.34 * 400866  
Packing Unit: 400mm-450mm 8 pair per box, 500mm-600mm 6 pair per box, 650mm-700mm 4 pair per box                                                     * on request

Order No.
zinc

A

5mm dia. Rod

L

45 55

110

90

Rod Length (L) +0/-0.5 = A - 80mm
Aluminum Rod 5mm dia. ± 0.3mm 



Parts List:

1. Aluminum Round Rod, 5mm dia.* ............................................................................................................................1 pc.

2. Lock (supplied by Compex/Timberline) Part # CB-101............................................................................NOT INCLUDED

Note: *Round Rod must be cut to length according to the formula for the slide model.  

Each slide has its own formula. See diagram below.

Quantity

FR 5019, FR 5219, 
FR 5619 Interlock

Interlock Anti-tilt Device Specifications and parts
(may be used with FR 5019, FR 5219 and FR 5619)

Right hand application shown, can also
be used as left hand application.

NEW!

  Length                                                                                                                                                                                                                     Weight                                      
mm in kg.       lbs.

200 7.87 * *  

250 9.84 * *  

300 11.81 * *  

350 13.78 * *  

400 15.75 * *  

450 17.72 * * 
480 18.90 * 400246  
Packing Unit: 10 rods per bag                                                                                                                                                                                      * on request

Order No.

Aluminum Round Rod, 5mm dia. (may be used with FR 5019, FR 5219 and FR 5619)

Anti-Tilt /Interlock Rods 

144

1.

2.

1.

A

A

A

5mm dia. Rod

FR 5219 formula FR 5619 formula

5mm dia. Rod

LLA

Rod Length (L) +0/-0.5 = A - 44mm
Aluminum Rod 5mm dia. ± 0.3mm 

5mm dia. Rod

FR 5019 formula

LA

Rod Length (L) +0/-0.5 = A - 46mm
Aluminum Rod 5mm dia. ± 0.3mm 

Rod Length (L) +0/-0.5 = A - 80mm
Aluminum Rod 5mm dia. ± 0.3mm 

5mm dia. Rod5mm dia. Rod
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FPS 8000 Locking Anti-tilt System

SPECIFICATIONS:
4  high strength 120 kg (264 lbs.)
4  locking system for all drawers (optional)
4  anti-tilt mechanism allows only one drawer at a time to be opened
4  system design can handle multiple drawer configurations 
4  drawers must be at least 50mm apart
4  system does not need to be “Set” for drawer installation

APPLICATION ADVANTAGES:
4  A new and innovative system that incorporates a cam 
      locking system.
4  Anti-tilt design allows only one drawer at a time to be open.
4  Materials are durable engineered resin with aluminum frame 
      and metal rods.

The locking pin block can be mounted directly on the drawer profile of the 
following Fulterer slides. (Right side lock)

A new and innovative system that

incorporates a cam locking system.

Anti-tilt design allows only one

drawer at a time to be open.

Materials are durable engineered

resin with aluminum frame 

and  metal rods.

COMPATIBLE DRAWER SLIDES Load Capacity

4 FR 215 100 kg 225 lbs.

4 FR 7075 75 kg 165 lbs.

4 FR 7180 200 kg 450 lbs.

Customer Supplied Lock 
(NOT INCLUDED)

Locking Column (1 per Cabinet)

FPS 8000.ST-024 
Locking Pin Block 
(1 per drawer)  ST-024

Rotating Lock Rod (1 per Cabinet)

Packing Order No.

Sold as set, including all parts (drawer slides sold separately)

Call customer service for ordering details.

NEW!

Right angle bracket allows mounting to any drawer 
and for central lock configurations.

Locking block can be direct mounted 
to Fulterer slides (Right side lock)
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Side ViewFront View Front View

Top View Top View

The locking cams slide up and down the aluminum locking column.
When there is no room at the top all drawers are prevented from opening

Lock Location Options

FPS 8000 Right Mounted Lock FPS 8000 Center Mounted Lock

FPS 8000 functions

Unlocked with all drawers closed Locked with all drawers closed Unlocked with top drawer open

FPS 8000 Locking Anti-tilt System
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FPS 8000 Locking Anti-tilt System

FPS 8000 / FPS 8010 / FPS 8020

L X
length of profile

T
top pitch

T1
pitch

T2
pitch

T3
pitch

T4
pitch

T5
pitch

T6
pitch

T7
pitch

T8
pitch

T9
pitch

T10
pitch

(L) Length of Locking Column
(X) Distance from top of column to bottom of top drawer
(T1) Distance from bottom of top drawer to bottom of second drawer
(T2) Distance from bottom of drawer 2 to bottom of drawer 3

Locking column with all cams can accommodate multiple drawer configurations.  

X
Min. 65

TOP VIEW

SIDE VIEWFRONT VIEW

SIDE VIEW

TOP VIEW

FRONT VIEW

 T Min. 50 

 T1 Min. 50 

 T2 Min. 50 

 T3 Min. 50 

 T4 Min. 50 

 T5 Min. 50 

 T6 Min. 50 

 T7 Min. 50 

 T8 Min. 50 

 T9 Min. 50 

 T10 Min. 50 

 T11 Min. 50 

 L 

46 Allow 48 for clearance

7.25 Allow 9 for clearance

25.6 CL LOCK TO

8 CL LOCK24.9 CL OF LOCK

13.528

46

Ø 5.2

Ø 4.6

17 Minimum

CL LOCKING PIN BLOCK

68.9
63.9
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FR 3607
SLIDE TYPE:    Single Waste Basket Pull-out
                             with Easy Close Device

MOUNTING:     Floor Mount

WIDTH:             288 to 465 mm (11.34 to 18.30 in.)

LOAD CAPACITY: dynamic up to 46 kg (100 lbs.)

MATERIAL:   slide: cold rolled steel
                           tray: polystyrene

FEATURES:           steel ball bearings

SPECIFICATION DETAILS:

4  A very versatile pull-out for kitchen base cabinets
4  This waste basket pull-out system incorporates our

FR 5000 slide with a Easy Close automatic self-
closing and slam-resistant feature.

4  This waste basket pull-out features our  FR 5000
ball bearing drawer slide which has a proven 

      track record.
4  It’s design allows the use of commonly available

plastic waste baskets such as “Rubbermaid”.
4  Several configuration and combinations are possible
4  The build-in width is adjustable for various 
      cabinet dimensions
4  6-way adjustable front bracket reversible for any door

application
4  A vacuum formed tray serves as a cradle for the waste

basket which is trimable within the specified width
range.

Waste Basket Pull-out                                                                                    Inside Cabinet Width                       Min. Inside                                                                                                     
                       Length              Extension                     from:                to:                       Cabinet Height                    Weight                             Order No.                        
                             mm         in                  mm           in                         mm       in             mm        in                               mm          in.                               kg         lbs                                         white

FR 3607        575   22.64          575     22.64               288  11.34      465  18.30                    475     18.70                     *         *                               92047                          

Packing Unit: per set (without plastic waste basket, order separately below)                                                                                                                               * on request

Waste Basket                                                                                                                                                                                                                                       Order No.
                                                                                                                                                                                                                                                           One per box
Packing Unit: Rubbermaid #2806 (34L/36 qt.) white, one per box                                                                                                                                                    6000302
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Inside cabinet width
288–465

(11.34 –18.30)

34L (36 qt.)
Waste Basket

Storage Bin

FR 3607: 288 – 465 (11.34 –18.30)
Inside cabinet width

mm (in.)

6
0

96
(3.78)

38

70
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134

Adjustable
Door Front Bracket
facing inward

Adjustable
Door Front Bracket
facing outward

64 (2.52)

10

FR 3608
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FR 3608: 375 – 465 (14.76 –18.30)
Inside cabinet width
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Inside cabinet width
375–465

(14.75 –18.30)

34L (36 qt.)
Waste Basket

34L (36 qt.)
Waste Basket

SLIDE TYPE:    Double Waste Basket Pull-out
                             with Easy Close Device

MOUNTING:     Floor Mount

WIDTH:              375 to 465 mm (14.76 to 18.30 in.)

            

LOAD CAPACITY: dynamic up to 46 kg (100 lbs.)

MATERIAL:   slide: cold rolled steel
                           tray: polystyrene

FEATURES:           steel ball bearings

Waste Basket Pull-out                                                                                    Inside Cabinet Width                       Min. Inside                                                                                                     
                       Length              Extension                     from:                to:                       Cabinet Height                    Weight                             Order No.                        
                             mm         in                  mm           in                         mm       in             mm        in                               mm          in.                               kg         lbs                                         white

FR 3608        575   22.64          575     22.64               375  14.75      465  18.30                    475     18.70                     *         *                               92048                          

Packing Unit: per set (without plastic waste basket, order separately below)                                                                                                                               * on request

Waste Basket                                                                                                                                                                                                                                    Order No.
                                                                                                                                                                                                                                                         Two per box
Packing Unit: Rubbermaid #2806 (34L/36 qt.) white, two per box                                                                                                                                                  6000303

SPECIFICATION DETAILS:

4  A very versatile pull-out for kitchen base cabinets
4  This waste basket pull-out system incorporates our

FR 5000 slide with a  Easy Close automatic self-
closing and slam-resistant feature.

4  This waste basket pull-out features our  FR 5000
ball bearing drawer slide which has a proven 

      track record.
4  It’s design allows the use of commonly available

plastic waste baskets such as “Rubbermaid”.
4  Several configuration and combinations are possible
4  The build-in width is adjustable for various 
      cabinet dimensions
4  6-way adjustable front bracket reversible for any door

application
4  A vacuum formed tray serves as a cradle for the waste

basket which is trimable within the specified width
range.
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FR 3605
SLIDE TYPE:    Full-Extension Drawer Slide
                             

MOUNTING:     Floor Mount

LENGTH:             575 mm (22.64 in.)

WIDTH:              variable

LOAD CAPACITY: dynamic up to 46 kg (100 lbs.)

MATERIAL:   powder coated cold rolled steel FEATURES:           steel ball bearings

Waste Basket Pull-out                                                                                    Inside Cabinet Width                       Min. Inside                                                                                                     
                       Length              Extension                     from:                to:                       Cabinet Height                    Weight                             Order No.                        
                             mm         in                  mm           in                         mm       in             mm        in                               mm          in.                               kg         lbs                                         white

FR 3605        575   22.64          575     22.64                  variable                          variable                          *         *                               92045                          

Packing Unit: per set                                                                                                                                                                                                                           * on request

SPECIFICATION DETAILS:

4  A very versatile pull-out for kitchen base cabinets
4  This pull-out system incorporates our FR 5000 slide

with a Easy Close automatic self-closing and
slam-resistant feature.

4  This pull-out features our FR 5000 ball bearing
drawer slide which has a proven track record.

4  This design gives the user total flexibility in
      configuration for waste bins and width of cabinet
4  6-way adjustable front bracket reversible for any door

application

575
(22.64)

100
(4.0)

variable

(recommended pull-out design)
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70

102

134
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FR 3611
SLIDE TYPE:    Full-Extension Drawer Slide
                             

MOUNTING:     Side Mount

LENGTH:             575 mm (22.64 in.)

WIDTH:              variable

LOAD CAPACITY: dynamic up to 46 kg (100 lbs.)

MATERIAL:   powder coated cold rolled steel FEATURES:           steel ball bearings

SPECIFICATION DETAILS:

4  A very versatile pull-out for kitchen base cabinets
4  This pull-out system incorporates our FR 5000 slide

with a Easy Close automatic self-closing and
slam-resistant feature.

4  This pull-out features our FR 5000 ball bearing
drawer slide which has a proven track record.4
This design gives the user total flexibility in

      configuration for waste bins and width of cabinet
4  6-way adjustable front bracket reversible for any door

application

Waste Basket Pull-out                                                                                    Inside Cabinet Width                       Min. Inside                                                                                                     
                       Length              Extension                     from:                to:                       Cabinet Height                    Weight                             Order No.                        
                             mm         in                  mm           in                         mm       in             mm        in                               mm          in.                               kg         lbs                                         white

FR 3611        575   22.64          575     22.64                  variable                         variable                          *         *                               92043                          

Packing Unit:                                                                                                                                                                                                                                      * on request

(recommended pull-out design)
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LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

FEATURES:           nylon rollersMATERIALS:         drawer slide: powder coated 
                                      cold rolled steel
                                      tray: polystyrene, textured

SPECIFICATIONS:
4  these pencil tray pull-outs provide a complete solution

in one compact unit
4  The front of the tray allows easy attachment of 
      a drawer front
4  Top mount brackets are supplied
4  Options: The FR 311 and the FR 5162 slides can also be

used with these pencil trays

NOTES:
4  Other colors and sizes on request, 300 sets minimum 
4  Bulk packing on request. 
4  Inquiries for custom sizes and configurations 
      are welcome.

mm (in.) mm (in.)

FR1560FR1535 FR1550

Min. Build-in width: FR 1535 366 mm (14.41)
 FR 1550 366 mm (14.41)
 FR 1560 605 mm (23.82)

56
(2.20)

*4 mm (.158 in.) Dia.

3216

16

K

Drawer Front
(not supplied)

2

1

DHK

A

E C B GF

Variable

Drill diagram work surface

Left Right

FR 1535 298 mm (11.75)
FR 1550 298 mm (11.75)
FR 1560 542 mm (21.34)

Front Edge of Worksurface

FF

FR 1535 256 mm (10.08)
FR 1550 384 mm (15.12)
FR 1560 352 mm (13.86)

2
1

H

D

PRODUCT TYPE:    Pencil Tray Pull-Outs

MOUNTING:            Top Mount 

FR 1535 FR 1550
FR 1560

                            Tray Sizes                                                  Min. Build-In Width                                                                                              
                                Width               x            Depth                       Top Mount                  Slide Length                                                          Weight                       Order No.
 Description              mm        in                                  mm        in                               mm       in                                 mm        in                                                                                    kg        lbs                                    black

 FR1535                320  12.60          x          350   13.78                    366  14.41                     350   13.78                                                                 *                             6000019

 FR1550                320  12.60          x          500   19.69                    366  14.41                     500   19.69                                                                 *                            6000021

 FR1560                560  22.05          x          450   17.72                    605  23.82                     450   17.72                                                                 *                            6000355
 Packing Unit: 1 set per box consisting of:  1 piece pencil tray (A), 1 piece bottom board (B), 1 pair drawer slides (C) and  (D),                                                * on request
                                                                    4 pieces brackets (H), screws and mounting instructions                                                                                                               
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FR 1600
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

FEATURES:           nylon rollersMATERIALS:         drawer slide: powder coated 
                                      cold rolled steel
                                      tray: polystyrene, textured

SPECIFICATIONS:
4  keyboard tray pull-out can be used for all 
      keyboard designs
4  easy to add to existing furniture and work surfaces
4  roller drawer slide with 6 pull-out stops
4  very user-friendly
4  screw-mount brackets permit installation under any work

surface
4  overrun clip incorporated into cabinet profile prevents

pull-out from accidentally coming out
4  slotted back for ease of cable management
4  a very comfortable gel wrist support is included

mm (in.)

PRODUCT TYPE:    Keyboard Tray Pull-Out

MOUNTING:            Top Mount 

C
J

A

D

E

H
G

F

Double-sided tape
(not supplied)

96
(3

.7
8)

576
(22.68)

624
(24.57)

H

2
1

F

G

I overrun clip

Dimensions:       Width         x        Depth        x        Height                                                                                                                             Weight                       Order No.
                                 mm        in                    mm        in                    mm        in                                                                                                                                                                     kg        lbs                                    black

                         624   24.57    x      380   14.96    x       96    3.78                                                                                                                               *                             6000019
 Packing Unit: 1 set per box consisting of:  1 piece keyboard tray (C), 1 piece bottom board (A), 1 pair drawer slides (D) and (G),                                            * on request
                     4 pieces brackets (F), 1 piece gel wrist support (J), screws and mounting instructions                                                                                                             
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NOTES:
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FR 1602
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

FEATURES:           nylon rollersMATERIALS:         drawer slide: powder coated 
                                      cold rolled steel
                                      tray: polystyrene, textured

SPECIFICATIONS:
4  keyboard tray pull-out can be used for all 
      keyboard designs
4  mouse tray, with mouse pad, pulls out to left or right
4  easy to add to existing furniture and work surfaces
4  roller drawer slide with 6 pull-out stops
4  very user-friendly
4  screw-mount brackets permit installation under any work

surface
4  overrun clip incorporated into cabinet profile prevents

pull-out from accidentally coming out
4  slotted back for ease of cable management
4  the extra width of this keyboard pull-out allows the 
      mouse to be used on either side of the keyboard
4  a very comfortable gel wrist support is included

PRODUCT TYPE:    Keyboard Tray Pull-Out, with
                                     Pull-Out Mouse Tray

MOUNTING:            Top Mount 

C
J

A

D

E

H
G

F

Double-sided tape
(not supplied)

2
1

F

G

I overrun clip

12
6

(4
.9

6)

576
(22.68)

624
(24.57)

H

mm (in.)

Dimensions:       Width         x        Depth        x        Height                                                                                                                             Weight                       Order No.
                                 mm        in                    mm        in                    mm        in                                                                                                                                                                     kg        lbs                                    black

                         624   24.57    x      380   14.96    x      126   4.96                                                                                                                               *                             6000266
 Packing Unit: 1 set per box consisting of:  1 piece keyboard tray (C), 1 piece bottom board (A), 1 pair drawer slide (D) and (G),                                              * on request
                     4 pieces brackets (F), 1 piece gel wrist support (J), Screws and mounting instructions                                                                                                             
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FR 1610  FR 1611

COLOR:                 blackMATERIALS:         microfiber with gel SPECIFICATIONS:
4  a complimentary product to FR 2020-A, FR 5060, 
      FR 5063, FR 5066 and FR 5068 keyboard slides.
4  helps reduce user fatigue and carpel tunnel syndrome
4  very simple application
4  great feel and very comfortable
4  FR 1611 features a lip for keyboard

PRODUCT TYPE:    Keyboard Wrist Support Pads

FR 1610

FR 1610               mm (in.)

FR 1611

22 (0.875)

51 (2)

556 (21.875)
652 (25.625)

FRONT VIEW

SIDE VIEW TOP VIEW

FR 1611                mm (in.)

502 (19.75)
22 (0.875)

79 (3.125)

51 (2)

FRONT VIEW

SIDE VIEW TOP VIEW

 Description          Dimensions:    Width          x       Depth         x        Height                                                                                                                                   Order No.
                                                                     mm          in                    mm        in                     mm         in                                                                                                                                                                                   black

 FR1610                                      556   21.875    x      51     2.0       x       22    0.875                                                                                                                                600001

 FR1610                                      652   25.625    x      51     2.0       x       22    0.875                                                                                                                                     *

 FR1611                                      502    19.75     x      79   3.125     x       22    0.875                                                                                                                                600009
 Packing Unit: 1 piece                                                                                                                                                                                                                           * on request
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FR 1660
LOAD CAPACITY:   dynamic up to 34 kg (75 lbs.)

FEATURES:           nylon rollersMATERIALS:         drawer slide: powder coated 
                                      cold rolled steel
                                      tray: polystyrene, textured

SPECIFICATIONS:
4 keyboard tray pull-out can be used for all 
      laptop computers
4 easy to add to existing furniture
4 roller drawer slide with one out stop lock out position
4 very user-friendly
4 screw-mount brackets permit installation under 
      any work surface
4 slotted back for ease of cable management
4 the lock provides greater security especially in 
      desk sharing office environments.

mm (in.)

PRODUCT TYPE:    Laptop Computer Pull-Out

MOUNTING:            Top Mount 

View A

2

1

DHK E C B

A

F

79
(3.125)

J

K

L
I

Min. Build-in width
462 (18.20)

View A
Lock Assembly

L

J

K

I

Tray                                                                       Overall Height           Min. Build-in                        Slide                                                           
Dimensions:       Width         x        Depth        x   with bracket                  Width                             Length                                                    Weight                       Order No.
                                 mm        in                    mm        in                    mm        in                         mm            in                               mm           in                                                                   kg        lbs                                    black

                         422   16.62    x      480   18.90    x       79   3.125               462     18.20                    500     20.00                                                     *                             6000351
 Packing Unit: 1 set per box consisting of:  1 piece laptop tray (A), 1 piece bottom board (B), 1 pair drawer slide (C) and (D), 
                                                                    4 pieces brackets (H), 1 set lock assembly (I) and (L), screws and mounting instructions                                      * on request



156

FR 314  FR 318
FR 324  FR 330

PRODUCT TYPE:    Swivel

MOUNTING:            Floor Mount

DIAMETER:          FR 314: 325 mm (12.75 in.)
                            FR 318: 442mm (17.5 in.)
                            FR 324: 600 mm (23.75 in.)
                            FR 330: 750 mm (29.5 in.)
LOAD CAPACITY:  FR 314: 90 kg (200 lbs.)
                            FR 318: 181 kg (400 lbs.)
                                    FR 324: 363 kg (800 lbs.)
                                    FR 330: 544 kg (1200 lbs.)

MATERIAL:           4  aluminum
                                      4  color anodized

FEATURES            ball bearings with very 
                                      smooth action

SPECIFICATIONS:
4  swivel rotates 360º
4  rubber pads make operation very silent
4  outer ring has 1/4-20 thread holes for machine screws
4  inner ring has countersunk holes for wood screws

Diameter

Height

4 to 8 holes
1/4-20 thread

Rubber 
pads

360 Deg. swivel
   

  
  

  Description       Diameter            Height              Packing Unit                                                                                                                                             Weight            Order No.
                                    mm          in              mm        in                                                                                                                                                                                                                                         kg        lbs                  anodized

  FR 314             325    12.75        16    0.63        10 pieces per box                                                                                                                                                           *                        *

  FR 318             442     17.5         19    0.75        10 pieces per box                                                                                                                                                           *                   600007

  FR 324             600    23.75        25    1.00         5 pieces per box                                                                                                                                                            *                  6000011

  FR 330             750     29.5         25    1.00         5 pieces per box                                                                                                                                                            *                        *

                                                                                                                                                                                                                                                                    * on request
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FEATURES:           slide: high impact Delrin* rollers 
                                      swivel: ball bearings

MATERIAL:         slide: cold rolled steel, powder coated
                                  swivel: aluminum, anodized

MOUNTING SUGGESTION:
4  fastened with bolts, use all bolt holes

SPECIFICATIONS:
4  a unique and versatile TV-Swivel System with a 
      high load capacity
4  allows many platform designs and configurations
4  gravity stay-close and roll-back prevention
4  extremely smooth running qualities even with high loads
4  on request we can custom make lengths of slides up to

1050mm (42in.) and a swivel with 750mm 
      (30in.) diameter

SLIDE TYPE:          Regular-Extension Heavy-Duty
                                     TV swivel platform rotates 360° 

MOUNTING:            Floor Mount

LOAD CAPACITY:  dynamic up to 200 kg (450 lbs.)

72

1/4-20
60

88
72

1/4-20
60 Swivel

6.3
dia.

88

He
ig

ht

A A

    Slide Length

A

Platform

    Swivel Dia.

A= 1/4-20 Bolts

dia. 600

Top View

Front View

Side View

41

557

FR 865 & FR 870

(FR 870) 700

41

61

(FR 865) 650
630

680

540

400

210

20
0

dia. 450

Top View

Front View

Side View

41

391

FR 850 & FR 855

(FR 855) 550

41

59

(FR 850) 500

325

580

530

20
0

 Description     Slide Length      Extension Loss        Swivel Diameter              Height                                                                                       Weight                      Order No.
                           mm          in                  mm          in                         mm           in                         mm          in                                                                                                                   kg         lbs                            black slide

  FR 850             500    19.69          140     5.51                450    17.72                59      2.32                                                                                                 *                             70027

  FR 855             550    21.65          140     5.51                450    17.72                59      2.32                                                                                                 *                             70028

Packing Unit: 1 set per box consisting of: 2 slides, 1 swivel, mounting hardware and instructions                                                                                                *on request

*DuPont (TM) Delrin®

FR 850  FR 855
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Screws & Mounting Brackets

SPECIFICATIONS:
4  Euro Screw for 5 mm pre-drilled hole
4  phillips drive, flat head

Euro Screw

Length

Head
dia.

6.3

Length

Size

Length

Size Size

Length
SPECIFICATIONS:
4  Wood Screw
4  phillips drive, countersunk, flat head

Wood Screw

Material: case hardened steel

Screw           
 Size   Length     Packing    Order No. Order No. Order No.
            mm      in.   per master box      nickel              zinc            black

  #6   11.0 0.44     39.5M             *               *       6000160

  #6   12.0 0.50       30M        6000098         *             *

  #6   16.0 0.63       25M               *               *       6000131

  #8   16.0 0.63       20M               *         6000143       *

                                                                  * on request

SPECIFICATIONS:
4  Wood Screw
4  phillips drive, pan head

Wood Screw (Pan Head)

Material: case hardened steel

Screw           
 Size     Length                    Packing                Order No.
               mm         in.                     per master box                      black

  #6      12.0    0.49                    23M                     6000132

  #8      22.0    0.88                    15M                           *

  #8      38.0    1.50                    10M                     6000142

                                                                  * on request

SPECIFICATIONS:
4  Wood Screw 4phillips drive, truss head
4 For use with FR 5000 and other ball bearing slides
4 Plastic and steel rear mounting sockets

Wood Screw (Truss Head)

Material: case hardened steel

Screw           
 Size     Length        Packing      Order No.       Order No.
               mm         in.     per master box         zinc                       black

  #8      12.0    0.49      32M          6000091         6000141

  #8      16.0    0.63     13.5M                *                       *

  #8      19.0    1.75      12M                 *                       *

                                                                  * on request

FR5043 Rear Mounting Bracket

FR5043 Bottom Mounting Bracket

Material: steel                                                    
Recommended Screw: 6000091

Description Order No.
FR5043 Rear Mounting Bracket 3300094

Packing Unit: 200 pcs.

Material: steel                                                    
Recommended Screw: 6000091

Description Order No.
FR5043 Front Mounting Bracket 33000100

Packing Unit: 200 pcs.

FR5043 Front Mounting Bracket for
Face Frame

Material: steel                                                    

Description Offset Order No.
FR5043 20 mm 3300104
Front Mounting 
Bracket

Packing Unit: 200 pcs.

FR5043 Front Mounting Bracket for 
Face Frame with offset

offset

Material: case hardened steel
   Head           
Diameter  Length        Packing      Order No.    Order No.
     mm           mm           per master box           zinc                  nickel

      7           11.0             16M           6000094            *
      7           13.0             16M                 *                  *
      8           11.0             16M           6000104            *
      8           13.0             16M                 *                  *
      8           14.0             14M                 *            6000108
      7           19.0             10M           6000107            *
      8           25.0              8M                  *            6000109
      7           30.0              6M                  *                  *
                                                                         * on request

Mounting Brackets for FR5043 Full-Extension Ball Bearing Drawer Slide

Material: steel                                                    

Description Height Order No.
FR 5043 11 mm 3300100
Bottom Mounting 
Bracket

FR5043 21 mm 3300102
Bottom Mounting 
Bracket

Packing Unit: 200 pcs.

height
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FR5000 Rear Mounting Bracket

Material: plastic                                                 
Recommended Screw: 6000091

Description Order No.
FR5000 Rear Mounting Bracket 3300091

Packing Unit: 200 pcs.

Material: steel                                                    
Recommended Screw: 6000091

Description Order No.
FR5000 Rear Mounting Bracket 3300921

Packing Unit: 200 pcs.

Material: plastic                                                 
Recommended Screw: 6000091

Description Order No.
FR5000 Front Mounting Bracket 3300090

Packing Unit: 200 pcs.

Material: steel                                                    
Recommended Screw: 6000091

Description Order No.
FR5000 Front Mounting Bracket 3300089

Packing Unit: 200 pcs.

FR5000 Rear Mounting Bracket

FR5000 Front Mounting Bracket 
Face Frame

FR5000 Front Mounting Bracket 
Face Frame 

Mounting Brackets for FR5000, FR5001.ECD, FR5000.PTO and FR5000.OT Full-Extension Ball Bearing Drawer Slides

FR5000 Bottom Mounting Bracket

Material: steel                                                    

Description Height Order No.
FR 5000 11 mm 3300101
Bottom Mounting 
Bracket

FR5000 21 mm 3300103
Bottom Mounting 
Bracket

Packing Unit: 200 pcs.

Mounting Brackets

FR5000 Front Mounting Bracket for
Face Frame with offset  

offsetMaterial: steel                                                    

Description Offset Order No.
FR5000 20 mm 3300105
Front Mounting 
Bracket

Packing Unit: 200 pcs.

height
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Spacers
Spacer A

Description     Dimension A        Order No.     Order No.
                           mm         inch                  white                 black

  Spacer A          12.5     0.49               *                  *

  Spacer A          15.0     0.59               *             600085

  Spacer A          21.0     0.83               *                  *

Packing Unit: 100 pieces per box                * on request

Spacer B

  Description       Dimension A       Order No.  Order No.
                              mm        inch                 white                black

  Spacer B             31.5    1.24               *                 *

  Spacer B             38.0    1.50               *                 *

  Spacer B             51.0    2.01               *                 *

Packing Unit: 100 pieces per box                * on request

Spacer C

Material: plastic

  Description       Dimension A                       Order No.
                              mm        inch                                          white

  Spacer C              6.0     0.24                                *

  Spacer C              9.0     0.35                                *

  Spacer C             12.0    0.49                                *

  Spacer C             19.0    0.75                                *

  Spacer C             22.0    0.87                                *

  Spacer C             26.0    1.00                                *

  Spacer C             32.0    1.24                                *

  Spacer C             38.0    1.50                                *

Material: plastic Material: plastic

Adjustable Spacer for Face-Frame Cabinets

Material: plastic

Description Order No.
white

Adjustable Spacer 

6000227                             Packing Unit: 1 set (2 pcs.)
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    Fulterer manufactures drawer slides
for many different applications in the 
cabinet, residential furniture, store fixture,
institutional casework, food service
equipment, office furniture and automo-
tive industries. Each area of application
has its own set of standards for perform-
ance testing. Our in-house testing as well
as independent testing laboratories 
guarantees that where required, our
products conform to such standards as:

• ANSI/BIFMA X5.5-2008 
American National Standards
Institute/Business Industrial Furniture
Manufacturers Association

• ANSI/KCMA A161.1-2006
American National Standards
Institute/Kitchen Cabinet Manufacturers
Association

• ANSI-BHMA A 156.9-2010
American National Standards
Institute/Builders Hardware
Manufacturers Association

• NSF/ANSI 2 Food Equipment
National Sanitation Foundation
(International)/American National
Standard Institute

• SEFA-8-2007
Scientific Equipment and Furniture
Association

• WI
Woodworking Institute (California)
    
    Fulterer recommends that manufactur-
ers test samples in accordance with their
own application for performance, safety
and longevity.
    Fulterer offers free consultation 
services to make the proper selection of
products for your intended use. 
    

DESIGN CHARACTERISTICS

Length:

    A longer slide will have a lower weight
capacity.  A ball bearing slide’s weight
capacity will decrease 10% for lengths
500mm and longer while a roller bearing
slide’s weight capacity will decrease at
lengths greater than 600mm.
Extension:

    A Regular Extension slide opens
approximately 75% of the length of
the slide.

    A Full-Extension slide opens approxi-
mately 100% of the length of the slide.

    A slide with Over-Extension opens
more than the length of the slide.

Function: 

    The width, depth and height of a
drawer, the location of the pull and 
alignment of the drawer slide all can
affect the performance of a drawer slide.
Drawers wider than deep can exert high
lateral force on the slide and result in 
premature failure of the slide.
   The drawer slide used should never

be a structural support of the furniture
inside the cavity.
   Unusual fastening methods such 

as welding, riveting or gluing may have
adverse affects on the function of 
the slide.
    Other negative factors affecting 
performance are exposure to excessive
humidity, temperature, over spray of
stains, lacquers or paint, sawdust, filings
and dirt, and chemical substances which
can break down and dissolve the factory
lubricants used on the drawer slide.

Load Ratings: 

    Two types of load ratings exist. Any    
    load rating should include the weight 
    of the drawer as part of the load.
1. Static Load:

    A weight applied to the drawer with     
    out cycling. The slide should support  
    the load without buckling
2. Dynamic Load:

    This load is determined by cycling a    
    weighted drawer for a specified 
    number of cycles. The slide should     
    function with minimal changes to the  
    required opening and closing force      
    throughout the test.

    Our load ratings are averaged figures
for a 450mm (18 in.) long drawer slide on
a 450mm (18 in.) wide drawer. The test
drawer is pulled open from the center of
the drawer and cycled to a predeter-
mined number of cycles according to
industry standards. Factors such as
speed, number and frequency of cycles,
the stopping force, distance traveled,
excessive vibration, unevenly distributed
loads, improper installation, and abuse
can cause premature failure and reduce
the performance and life expectancy of
the drawer slides.
    Drawers wider than deep can exert
high lateral force on the slide and result
in premature failure of the slide.
    For listed load ratings, all screw holes
in the drawer slide must be used.

DRAWER SLIDE APPLICATION INFORMATION
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Gauge # Inches Millimeters

0 .3125 7.            948

1 .2812 7.143

2 .2656 6.476

3 .2500 6.350

4 .2344 5.954

5 .2187 5.555

6 .2031 5.159

7 .1875 4.763

8 .1719 4.366

9 .1562 3.968

10 .1406 3.571

11 .1250 3.175

– .1181 3.000

12 .1094 2.779

– .0984 2.500

13 .0937 2.380

– .0787 2.000

14 .0781 1.984

15 .0703 1.786

16 .0625 1.588

17 .0562 1.428

18 .0500 1.270

19 .0437 1.110

20 .0375 0.953

21 .0344 0.874

22 .0312 0.793

23 .0281 0.714

24 .0250 0.635

Fractions Inches mm

1/64 .0156 .3969
1/32 .0313 .7938
3/64 .0469 1.191
1/16 .0625 1.588
5/64 .0781 1.984
3/32 .0938 2.381
7/64 .1094 2.778
1/8 .125 3.175
9/64 .1406 3.572
5/32 .1563 3.969
11/64 .1719 4.366
3/16 .1875 4.763
13/64 .2031 5.159
7/32 .2188 5.556
15/64 .2344 5.953
1/4 .25 6.350

17/64 .2656 6.747
9/32 .2813 7.144
19/64 .2969 7.541
5/16 .3125 7.938
21/64 .3281 8.334
11/32 .3438 8.731
23/64 .3594 9.128
3/8 .375 9.525

25/64 .3906 9.922
13/32 .4063 10.319
27/64 .4219 10.716
7/16 .4375 11.113
29/64 .4531 11.509
15/32 .4688 11.906
31/64 .4844 12.303
1/2 .5 12.700

Fractions Inches mm

33/64 .5156 13.097
17/32 .5312 13.494
35/64 .5469 13.891
9/16 .5625 14.288
37/64 .5781 14.684
19/32 .5938 15.081
39/64 .6094 15.478
5/8 .625 15.875

41/64 .6406 16.272
21/32 .6563 16.669
43/64 .6719 17.066
11/16 .6875 17.463
45/64 .7031 17.859
23/32 .7188 18.256
47/64 .7344 18.653
3/4 .75 19.050

49/64 .7656 19.447
25/32 .7813 19.844
51/64 .7969 20.241
13/16 .8125 20.638
53/64 .8281 21.034
27/32 .8438 21.431
55/64 .8594 21.828
7/8 .875 22.225

57/64 .8906 22.622
29/32 .9062 23.019
59/64 .9219 23.416
15/16 .9375 23.813
61/64 .9531 24.209
31/32 .9688 24.606
63/64 .9844 25.003

1 1 25.400

Comparision of
Material Thickness

Stainless Steel

Gauge # Inches Millimeters

 3 .2391 7.073

 4 .2242 5.695

 5 .2092 5.314

 6 .1943 4.935

 7 .1793 4.554

 8 .1644 4.176

 9 .1495 3.797

 10 .1345 3.416

 11 .1196 3.038

 12 .1046 2.657

 13 .0897 2.278

 14 .0747 1.897

 15 .0676 1.709

 16 .0598 1.519

 17 .0538 1.367

 18 .0478 1.214

 19 .0418 1.062

 20 .0359 .912

 21 .0329 .836

 22 .0299 .759

 23 .0269 .683

 24 .0239 .607

Comparision of
Material Thickness

Standard Steel Conversion Chart

Conversion Chart / Comparison of Material Thickness
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4Architectural Millwork
4Store Fixtures

You’ll Be Amazed At The Places We Go! ...
Besides the furniture and cabinet industry, Fulterer also supplies products to
other industries illustrated on the following pages.

4Home Entertainment Systems
4Multi-Media Storage Units
4Furniture

4Stationwagons

4Toolbox & 
  Industrial Storage

4Vehicular Applications
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4Pharmacies

You’ll Be Amazed At The Places We Go! ...

4Food Service Equipment

4Kitchen Cabinets
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You’ll Be Amazed At The Places We Go! ...

4Office Furniture

4Emergency Vehicles

4Refrigerators

4Stoves

4Floor Tile Displays



 

FULTERER GMBH
www.fulterer.com

FULTERER USA INC.
542 Townsend Avenue
High Point, NC 
27263-4552, USA

T +1 336 431 - 4646
T +1 800 395 - 4646
F +1 336 431 - 4620
info@fultererusa.com
www.fultererusa.com

FULTERER USA INC.
1900 Proforma Avenue, Unit F-2
Ontario, CA 
91761, USA

T +1 909 947 - 0407
F +1 909 947 - 0409
info@fultererusa.com
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