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Na�onal Ligh�ng provides innova�ve, high quality ligh�ng 
systems and power solu�ons. Our corporate office and 
primary distribu�on center is located in Cerritos, CA and 
we have sales representa�ves across the US. For the past 
20 years, our engineers have designed products with an 
unparalleled level of workmanship and customiza�on that 
meet our customer’s commercial and residen�al needs. 
We work to bring you excellence.

New Products & Features
Power Features
Compact USB Charging Hubs
Grommet Power & USB Charging Docks
Hide-A-Dock Workspace Solu�ons
Wireless Charging Docks
Clamp-On Power Docks
Recessed Power & USB Charging Docks
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Heavy Duty Power & USB Charging Strips
Decora�ve Power & USB Power Charging Strips
Economical Power & USB Charging Strips
Wire Management

LED Task Ligh�ng
LED Strip Ligh�ng
LED Pucks & Decora�ve Down Ligh�ng
Flexible LED Tape Ligh�ng & Accessories
LED Display Ligh�ng
Decora�ve Arch Ligh�ng
Track Ligh�ng
LED Table Lamps

LED Switches & Dimmers
Incandescent/Halogen Switches & Dimmers
IR Repeater
LED Power Adapters
LED Dimmable Drivers
Low Voltage LED Harnesses & Extensions
Low Voltage LED Ligh�ng Wiring Diagrams
ICON Chart

CHARGERS & DOCKS

POWER STRIPS

LED LIGHTING

LIGHTING & POWER ACCESSORIES



Eew ProĚucts & &eatures
DKC<-ϭϲϬϬ Series

Eew ProĚucts & &eatures
DKC<-ϭϲϬϬ Series

Steel base with aluminum body 
4 Heights to choose 
   – Scepter S: 19.75” (500 mm) Height 
   – Scepter M: 31.5” (800 mm) Height 
   – Scepter L: 39.5” (1000 mm) Height 
   – Scepter T: 47.25” (1200 mm) Height
Available configura�ons 
   – Up to 6 Tamper-Resistant AC outlets (10A) 
   – Maximum of 3 USB Type-A charging modules 
      (1 x 2.4A and 1 x 2.1A ports per module)
   – 60W USB Type-C charging ports (Power Delivery & Yuick
      Charge enabled, suppor�ng 20V output for laptops) 
   – Up to 3 Yi wireless rapid chargers
Comes with slot for Kensington NanoSaverΡ security locks
Wireless charging pockets with automa�c alignment control
Standard Colors:  White, Silver, and Black
Custom finishes op�onal
Op�onal accessories allow for permanent moun�ng  or casters 
for easy reloca�on
125V 12A ra�ng

F ea t u r es

I.  Ser i es
    Dock 16 – DOCK-1600 Series
II. N u m b er  o f  AC Rec ep t a c l es
    1 – One AC Outlet

    6 – Six AC outlets 
III. N u m b er  o f  U SB Ty p e-A 
    Ch a r g i n g  M o d u l es  ( 2 p o r t s
    p er  m o d u l e)
    0 – No USB Module
    1 – One USB Module

    3 – Three USB Modules
IV. N u m b er  o f  U SB Ty p e-C 
    Ch a r g i n g  M o d u l es
    0 – No USB-C Charger
    1 – One USB-C Charger 

IX. Ba s e Ty p e
    C – with Casters
    B – Bolt holes in base
    Blank – No casters or bolt
    holes
X. F i n i s h
    BK   –  Black
    WH –  White
    SL    –  Silver
    XX   –  Other

V. USB-C Module Wa�age
    3  –  3 0 W
    6  –  6 0 W
VI. Wi r el es s  Ch a r g er
    W – with Wireless Chargers
    Blank – Not Included
VII. Hei g h t
    S   –  19.75" (500 mm)
    M –  31.5" (800 mm)
    L   –  39.5" (1000 mm)
    T   –  47.25" (1200 mm)
VIII. Ba s e
    S – Small
    L – Large

DOCK-16 00 Ser i es  N o m en c l a t u r e
Sc ep t er  T

Specifica�ons

Sc ep t er  L Sc ep t er  M Sc ep t er  S

1 2

Ser i es X X X X X X X X X

I II III IV V VI VII VIII IX X––

––

The Sc ep t er  DOCK-16 00 offers portable power and charging for 
common areas. The sleek triangular tower design allows the unit 
to fit seamlessly in any loca�on. Tamper-resistant AC outlets, 
USB Type-A charging port(s), USB Type-C charging port(s), and 
Yi wireless rapid charging pockets are easily accessible from all 
direc�ons.

The 
common areas. The sleek triangular tower design allows the unit 
to fit seamlessly in any loca�on. Tamper-resistant AC outlets, 
USB Type-A charging port(s), USB Type-C charging port(s), and 
Yi wireless rapid charging pockets are easily accessible from all 
direc�ons.direc�ons.



F ea t u r es

Eew ProĚucts & &eatures
Zevive

Eew ProĚucts & &eatures
Zevive

Power without the power cord. Easily 
bring 5V power to portable loca�ons 
to charge your phone, tablet, or other 
electronics. The Revive has a 5V 20000 
mA rechargeable ba�ery pack that can 
completely charge most smart phones from 0 to 100% 
up to 5 �mes. It has a USB port and proprietary connector 
that makes it compa�ble with our DOCK-150,DOCK-900, and DOCK-
950 wireless chargers. Simply install the Revive under a table or anywhere you desire to 
have remote power. The ba�ery pack is securely housed inside the PPD power tray. When 
the ba�ery level is low, the ba�ery pack can be easily removed for recharging. Security 
feature helps to prevent against accidental release of the ba�ery and/or the�.

Durable power tray to protect ba�ery pack
5V 20000 mA Li-ion ba�ery pack can charge 
most smart phones completely up to 5 �mes 
DC 5V USB output ports (USB Type A & C) for 
various applica�ons

Proprietary corded output for direct connec�on 
to Na�onal Ligh�ng's Yi Wireless chargers 
USB Type-C input for quick ba�ery pack recharge
LED indicator to show ba�ery power levels
Inlcuded wall adapter to recharge ba�ery pack

PPB-20

P P B-20
(Ba�ery Pack)

P P D-100
(Power Tray)

PPD-100 P P - 10 0

M o d e l  :  P P B - 2 0
B a t t e r y  C a p a c i t y  :  2 0000 m A h
R a t e d  C a p a c i t y  :  7 4  W h  ( 13300 m A h )
I n p u t     :  D C  5 V  4 A
O u t p u t  :  D C  5 V  5 A  M a x .

M A D E  I N  C H I N A

L E

M o d e l  :  P P D - 100
I n p u t     :  D C  5 V  5 A  M a x .
O u t p u t  :  D C  5 V  T y p e - A  2 A / 
                         T y p e - C  5 A /   
                         C O R D E D  5 A

M A D E  I N  C H I N A
L E

3 4



Eew ProĚucts & &eatures
DKC<-ϬϭϬ & DKC<-Ϭϭϭ

Eew ProĚucts & &eatures
Zeũuvenate

F ea t u r es

Specifica�ons Specifica�ons

F ea t u r es

DOCK-010 DOCK-011

Our new DOCK-010 and DOCK-011 are compact versions of our Dock-200 series. Small, 
yet mighty they can be installed in offices, lounges, and other areas where power for 
mobile devices are needed. They offer discreet power for many applica�ons.

1 grounded TR AC outlet
125V, 15A ra�ng
1з" bore for installa�on

1 USB Type-A charging module (1 x 2.4A and 
1 x 2.1A ports per module)
1з" bore for installa�on

F ea t u r es
Available configura�ons 
   Ͷ Up to 4 Tamper-Resistant AC outlets (10A)
   Ͷ Maximum of 4 USB Type-A charging modules 
        (1 x 2.4A and 1 x 2.1A ports per module)
   Ͷ Up to two 60W/30W USB Type-C charging
        ports (Power Delivery & Yuick Charge 
        enabled, suppor�ng 20V output for laptops)  
   Ͷ Op�onal Yi wireless rapid chargers 

Aluminum Body
10' mesh covered 14 AWG x 3C power cord 
Standard Colors: White, Silver, and Black 
Custom finishes op�onal
Op�onal moun�ng bracket for secure 
installa�on
125V 12A ra�ng 

Our new Rejuvenate is a stylish table top power sta�on. Due to its design, power and 
charging can be accessed from both sides of the dock. When equipped with op�onal Yi 
wireless rapid charging, the Rejuvenate cradles to hold phones up right and accessible 
when charging. The docks are also available with Type-A and/or Type-C USB chargers that 
are compa�ble with most portable devices. The dock's mesh covered power cord can exit 
the side of the unit or can exit underneath the unit. Op�onal moun�ng kit can be installed 
under the table for permanent installa�on. 

5 6



Specifica�ons with Op�onal Moun�ng <it

F ea t u r es

E x a m p l e

Reju v en a t e Ser i es  N o m en c l a t u r e

Na�onal Ligh�ng will be offering daisy-chain op�ons on many of our power and charging 
docks and strips.  We will be offering both hard-wire and plug & play op�ons on many of 
these items.  Look for our new daisy-chain icon throughout this catalog.

Hard-wired and plug & play 
versions available
Op�onal OCP (over current protec�on) hub
Locking connectors for solid connec�ons

Daisy-Chain shown with Dock-700 Series

Eew ProĚucts & &eatures
Zeũuvenate

Eew ProĚucts & &eatures
DaisǇ-Chaining ;Coŵing SoonͿ

7 8

I.  Ser i es
     Dock 15 – DOCK-1500 Series
II. N u m b er  o f  AC Rec ep t a c l es
     0 – No AC outlet
     1 – One AC outlet

     4 – Four AC outlets
III. N u m b er  o f  U SB Ty p e-A Ch a r g i n g  M o d u l es
    0 – No Type-A charging module
    1 – One Type-A charging module

    4 – Four Type-A charging modules
IV. N u m b er  o f  U SB Ty p e-C Ch a r g i n g  M o d u l es
    0 – No Type-C charging module
    1 – One Type-C charging module
    2 – Two Type-C charging modules

V. USB-C Module Wa�age
     3  –  3 0 W
     6  –  6 0 W
VI. Wi r el es s  Ch a r g er
     W – with Wireless Chargers
     Blank – Not included
VII. F i n i s h
     BK – Black
     WH – White
     SL – Silver
     XX – Other

Product that can be 
Daisy-Chained will

show this icon

Ser i es

I

X

II

X

III

X

IV

X

V

X

VI

X

VII–

–

Specifica�ons



Tamper-Resistant Receptacle Op�on

Spiral Power Cord Op�on

Power &eatures
Power DKC< & Ts Series

Coŵpact USB Charging ,uďs
USB Charger DKC<-ϭϬϬ Series

9 10

            Tamper-Resistant (TR) receptacles have been required by the NEC (Na�onal Electrical 
Code) in new and renovated homes since 2008. The 2017 edi�on of the NEC further 
requires TR receptacles to be installed in other property types where children are likely to 

be present. Such proper�es 
include offices, hotel/motel 
guest rooms, corridors, 
wai�ng rooms, medical & 
dental offices, outpa�ent 
facili�es, childcare facili�es, 
preschool & elementary 
educa�onal facili�es,
etc .   
     Na�onal Ligh�ng’s TR 
receptacle has a built-in 

shu�er system that prevents foreign objects from being inserted into the contact openings. 
This shu�er system only allows a standard a�achment plug to be inserted to the receptacle 
when even inser�on force is applied. Most of Na�onal Ligh�ng’s power products offer a 
tamper-resistant receptacle op�on. Please check with us for availability.

Our electrical wiring systems can be 
customized with a spiral power cord, 
elimina�ng excess cordage when full length 
is not needed for certain applica�ons such 
as height adjustable worksta�ons. There 
is a minium order quan�ty for adding the 
spiral power cord. Please consult your sales 
representa�ve for more informa�on.

The DOCK-100 Ser i es  offers powerful and discreet USB charging op�ons to meet 
your power charging needs. The series can have single or dual USB charging port 
configura�ons as well as mul�ple moun�ng op�ons to help fit your furniture, space, 
and power needs!



Coŵpact USB Charging ,uďs
USB Charger DKC<-ϭϭϬ

Coŵpact USB Charging ,uďs
USB Charger DKC<-ϭϬϬ Series
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The DOCK-110 USB charger features an internal blue LED power indicator to make the
USB charger easy to locate in dark environments. The included moun�ng bracket gives
the DOCK-110 mul�ple moun�ng op�ons.

DOCK-110-XC-SM B
5V DC 2.1A (10.5 wa�s) USB charging port
(external power adapter required)
Pair with 5V DC 2.1A wall-plug power adapter
and 8' leads
8’ USB Type-A input cord included
Linkable with other DOCK-100 Series 
products when using op�onal hub
Blue LED back ligh�ng
Cut a 0.807” x 0.610” hole for installa�on
Moun�ng bracket for surface moun�ng

Specifica�ons

P rod uc t Moun�ng Bracket Cutout f or Rec essed
Installa�on

Moun�ng Op�ons
    Rec essed
    Und er Surf ac e
    Ver�cal

Moun�ng Hole: 0.807"x0.610"
Surface Depths: 0.1"Ε1.37"

DOCK-120-XC-S
Dual 5V DC 2.1A (10.5 wa�s) USB charging
ports (external power adapter required) 
Pair with 5V DC 4.2A wall-plug power 
adapter with 8’ leads
Linkable with other DOCK-100 
Series products when using op�onal hub
Dual green LED light charging indicators
Blue LED back ligh�ng
Can daisy-chain up to two units
Moun�ng Op�ons
          –  Und er Surf ac e
          – Ver�cal

Specifica�ons

The DOCK-120’s dual USB charging ports are paired with a 4.2A power adapter to enable
charging mul�ple devices at once. It can also be daisy chained for addi�onal charging 
loca�ons. The DOCK-120 features two green LED lights to indicate charging in progress
and also has blue back ligh�ng for easy loca�ng.



Coŵpact USB Charging ,uďs
USB Charger DKC<-ϭϯϬͬϭϯϭ 

Coŵpact USB Charging ,uďs
USB Charger DKC<-ϭϰϬͬϭϰϭ
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The DOCK-130/131’s simple design allows for easy recessed moun�ng. The dock is 
designed with different input op�ons, the DOCK-130 has a bo�om input while the 
DOCK-131 has a side input.

DOCK-131-F C-S DOCK-130-BC-S

In contrast to the DOCK-130/131, the DOCK-140/141 provides a larger flange & moun�ng
ring that are ideal for upholstery applica�ons.

DOCK-140-F C-S
Dual 5V DC 2.1A (10.5 wa�s) USB charging ports 
(external power adapter required)
Pair with 5V DC 4.2A wall-plug power adapter w/ 8’ leads
Op�onal moun�ng ring included for upholstery installa�on
Bore a T1.5” hole when using op�onal moun�ng ring
Bore a T1-5/16” hole for installa�ons without op�onal ring
Route an addi�onal T2.22” x 0.079” for flush-mount installa�on
Linkable with other DOCK-100 Series products when using op�onal hub
Blue LED back ligh�ng

Specifica�ons

Dual 5V DC 2.1A (10.5 wa�s) USB charging ports
(external power adapter required)
Pair with 5V DC 4.2A wall-plug adapter with 8’ 
leads
Bore a T1-5/16” hole for installa�on
Route an addi�onal T1.59” x 0.079” deep step 
for flush-mount installa�on
Linkable with other DOCK-100 Series products 
when using op�onal hub
Blue LED back ligh�ng

Specifica�ons

DOCK–131 Side Input DOCK–130 Bo�om Input Surface Depth: 0.2”Ε2.0” Input Op�ons
    130 – Bo�om Input
    131 – Side Input

Flange Op�ons
    130-/131-B – 
    Beveled Flange
    130-F/131-F – 
    Ver�cal Flush Flange

DOCK-140 
Bo�om Input

DOCK-141 
Side Input

Flush-Mount Surface
Depths: 0.2” - 2.0”

Op�onal Moun�ng Ring



Coŵpact USB Charging ,uďs
USB Charger DKC<-ϭϬϬ 

'roŵŵet Power & USB Charging Docks
DKC<-ϮϬϬ Series

15 16

DOCK-100 Ser i es  N o m en c l a t u r e

2 4 6 8  2 0A W G * 2 C

2 4 6 8  16 A W G * 2 C 2 4 6 8  16 A W G * 2 C

2 4 6 8  16 A W G * 2 C

D O C K - 110

D O C K - 12 0

D O C K - 14 0

D O C K - 130
S J T  18 A W G * 3C

Ser i es St y l e
In p u t  
Loca�on

F a c e
P l a t e

U SB
Func�on

F i n i s h
Tex t u r e

Moun�ng
Br a c k et / Ri n g

Sk i p -N o  
Br a c k et / Ri n g

BK –
Bl a c k

WH – 
Wh i t e

XX –
Ot h er

M B-Wi t h  M o u n t -
i n g  Br a c k et / Ri n g

Co l o r

DOCK
1

1–Rec t a n g l e,  1 U SB P o r t

2–Rec t a n g l e,  2 U SB P o r t s

3–Sm a l l  Ro u n d ,  2 U SB P o r t s

4–La r g e Ro u n d ,  2 U SB P o r t s

0 – Bo�om C–Ch a r g i n g

1 – Si d e D–Da t a

S–Sa�n

B–Br u s h ed

F  – F l u s h
      F l a n g e

B – Bev el ed
       F l a n g e

3Η Grommet Power Dock with 125V AC outlet and 5V DC 4.2A USB charger
The 3” Grommet Power Dock can be used in any applica�on where easy access to AC 
power and USB charging (up to DC 5V 4.2A) is desired. Simply bore a 3” hole for 
installa�on or replace an exis�ng 3” grommet with the DOCK-200 of your choice. The 
innova�ve threaded housing and retaining nut installa�on system allows for simple, 
quick, and reliable installa�on. With a single touch of a finger�p, the spring-loaded lid 
of the DOCK-200 gently opens to reveal power receptacles.

Specifica�ons

Specifica�ons

3” Dock with or without flip lid
1 or 2 grounded AC Outlets, 
125V 15A ra�ng
DC 5V 4.2A USB Charger (2.1A is also available on
a special order basis)
10� 14AWG x 3C power cord, 15A ra�ng
1000 joules surge protec�on available as an
op�on
Available in black or white finish
UL & cUL cer�fied for use in USA & Canada

Closed View
DOCK-100-HU B
Wi r i n g  Hu b  f o r  DOCK-100 Ser i es  Co m p a c t  U SB Ch a r g i n g  Hu b s

Powering up to 4 DOCK-100 series USB 
charging hubs
Ideal for conference table and other 
applica�on which require mul�ple USB 
charging hubs
Moun�ng holes included for quick installa�on
10 � braided power input cord
4 X 6 � output cords for DOCK-120,130 and 140 included
6 � output cords for DOCK-110 op�onal
Input: AC 120V, 60Hz, 2A Max.
Output: DC 5V, 4.5A Max. per port
ETL cer�fied



'roŵŵet Power & USB Charging Docks
DKC<-ϮϬϬ Series

'roŵŵet Power & USB Charging Docks
DKC<-ϮϬϬ Series
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3” Dia. Dock with flip lid
2 grounded AC outlets,
125V 15A ra�ng 
10� power cord
1000 joules surge 
protec�on available as 
an op�on

DOCK - 200 DOCK - 250
3” Dia. Dock with flip lid
1 grounded AC outlets, 
125V 15A ra�ng 
10� power cord
1 USB charging port 
w/2.1A (10.5 wa�s) 
charging power
1000 joules surge 
protec�on available as
 an op�on

DOCK - 26 0 DOCK - 270
3” Dia. Dock with flip lid
1 grounded AC outlet, 
125V 15A ra�ng
10� power cord
2 USB charging port w/
shared 2.1A (10.5 wa�s) 
charging power
1000 joules surge 
protec�on available as 
an op�on

3” Dia. Dock with flip lid
1 grounded AC outlet, 
125V 15A ra�ng
10� power cord
2 USB charging ports
w/4.2A (21 wa�s)
charging power
1000 joules surge 
protec�on available as 
an op�on

DOCK - 201 DOCK - 251
3” Dia. Dock
2 grounded AC out-
lets, 125V 15A ra�ng 
10� power cord
1000 joules surge 
protec�on available
as an op�on.

3” Dia. Dock
1 grounded AC outlet, 
125V 15A ra�ng
10� power cord
1 USB charging port
w/2.1A (10.5 wa�s)
charging power
1000 joules surge 
protec�on available
as an op�on.

DOCK - 26 1 DOCK - 271
3” Dia. Dock
1 grounded AC outlet,
125V 15A ra�ng
10� power cord
2 USB charging port
w/shared 2.1A (10.5
wa�s) charging power
1000 joules surge 
protec�on available
as an op�on.

3” Dia. Dock
1 grounded AC outlet, 
125V 15A ra�ng
10� power cord
2 USB charging ports
w/4.2A (21 wa�s)
charging power
1000 joules surge 
protec�on available
as an op�on.

DOCK-200 Ser i es  N o m en c l a t u r e

I.  Ser i es
    Dock 2 – DOCK-200 Series

II. M o d el
    0 – Two Grounded AC Outlets
    5 – One Grounded AC Outlet & one USB
          charging  port with 2.1A charging power
    6 – One grounded AC outlet & two USB 
           charging ports w/shared 2.1A charging 
           power
    7 – One grounded AC outlet & two USB
           charging ports with shared 4.2A charging
           power

III. Li d
     0 – with lid
     1 – without lid

IV. M a x i m u m  Ra t ed  Am p er a g e
     10 – 10 amp ra�ng with 16 AWG x 3C 
              power cord
     15 – 15 amp ra�ng with 14 AWG x 3C
              power chord

V. Surge Protec�on
     X – without surge protec�on
     P – with surge protec�on

VI. F i n i s h
     WH – white finish
     BK – black finish

Ser i es

I

X

II

X

III –

– XX

IV –

– X

V –

– XX

VI



'roŵŵet Power & USB Charging Docks
DKC<-Ϯϲϭ-'B & DKC<-Ϯ7ϭ-'B

'roŵŵet Power & USB Charging Docks
TsϮϴϬϮ-PU-Ϯ͘ϭ�ͬϰ͘Ϯ�

19 20

The DOCK-261-GB and DOCK-271-GB are our latest addi�on to the Dock-200 series. They
offer a grounded universal AC outlet with a 240V and 13A ra�ng.

DOCK-26 1-G B DOCK-271-G B

F ea t u r es
3" Dia. Dock with square faceplate
1 grounded universal AC outlet
240V, 13A ra�ng
10� power cord 
2 USB charging ports w/1A (5 wa�s) charging
power on each port 

3" Dia. Dock with square faceplate
1 grounded universal AC outlet
240V, 13A ra�ng
10� power cord 
2 USB charging ports w/2.1A (10.5 wa�s) 
charging power on each port 

F ea t u r es

Specifica�ons Specifica�ons

Replace a 3͟ Grommet with a Power Sta�on
The TV2802-PU-2.1A pull up power harness can be used in any applica�on where easy 
access to AC power and USB charging (up to DC 5V 4.2A) is desired. Simply bore a 3” 
hole for installa�on or replace a 3” grommet with the TV2802-PU-2.1A. The innova�ve 
threaded housing & retaining nut installa�on system allows for simple, quick and reliable 
installa�ons. Pull up the unit by its easy-to-use handle to reveal power receptacles and 
charging ports.

Specifica�ons

Bore 3” hole for installa�on
2 AC receptacles, AC 125V 15A Max.
2 DC 5V USB charging ports provide shared 4.2A 
(21 wa�s) (TV2802-PU-4.2A) or 2.1A (10.5 wa�s) 
(TV2802-PU-2.1A) charging power
6� (Min.), 14 AWG power cord
Requires minimum of 12” clearance under 
mou�ng surface to operate correctly
Suitable for installa�on in a kitchen or bathroom 
counter top surface when plugged into a GFCI 
receptacle or GFCI branch circuit
UL & cUL cer�fied for use in USA & Canada

Closed View



'roŵŵet Power & USB Charging Docks
TsϮϮϬϮ-PU

21

'roŵŵet Power & USB Charging Docks
TsϯϬϬϭ-PU

22

Replace a 3͟ Grommet with a Power/Ethernet Sta�on

The TV2202-PU pull up power harness provides you an economic solu�on to easy-access 
AC receptacles and a Cat.6 Ethernet coupler. Pull the harness up when you need it and 
store it under your desktop when you don’t. Each of the AC receptacles are facing in a 
different direc�on which minimizes the issue caused by oversized power plugs.

Replace a 3͟ Grommet Pull-Up Power Dock

The TV3001-PU pull up power harness provides you an economical solu�on for easy 
access to AC receptacles. Pull the harness up when you need it and store it under 
your desktop when you don’t. The AC receptacles are rotated in different direc�ons 
to minimize issues caused by oversized power plugs. Simply place your 3” grommet 
with a TV3001-PU to help organize your work surface.

Specifica�ons

Bore 3” hole for installa�on
2 AC receptacles, AC 125V 15A Max.
Cat.6 rated RJ45 Eternet coupler
6� (Min.), 14 AWG power cord
Requires minimum of 12” clearance under 
mou�ng surface to operate correctly
Suitable for installa�on in a kitchen or bathroom 
counter top surface when plugged into a GFCI 
receptacle or GFCI branch circuit
UL & cUL cer�fied for use in USA & Canada

Closed View

Specifica�ons

Bore 3” hole for installa�on
3 AC receptacles, AC 125V 15A Max.
6� (Min.), 14 AWG power cord
Requires minimum of 12” clearance under
mou�ng surface to operate correctly
Suitable for installa�on in a kitchen or bathroom 
counter top surface when plugged into a GFCI 
receptacle or GFCI branch circuit
UL & cUL cer�fied for use in USA & Canada

Closed View
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Eliminate the need for space was�ng power adapters by using our DOCK-650 power 
& data sta�on. The DOCK-650 provides AC power, USB charging, and mul�ple data 
transmission op�ons in a convenient package.

F ea t u r es

2 120V AC outlets, 12A Max. ra�ng
2 USB 5V 1.05A (5.25 wa�s) charging ports for 
charging smart phones, tablets, etc. 
(4.5A available as an op�on)
2 USB 2.0 data transmission ports for data 
communica�on
1 HDMI Coupler
1 RJ45 Eternet coupler
1 RJ11 phone coupler
10� 14 AWG x 3C power cord
Cut 7.95” x 4.06” hole for installa�on
UL & cUL cer�fied for use in USA & Canada

A be�er solu�on for mee�ng your power & communica�on needs
The DOCK-700 series offers flexible configura�ons to meet your needs. Open smoothly 
by simply pressing down on the lid revealing convenient power and/or communica�on 
couplers͖ closes easily to be hidden from view when not in use.

The DOCK-700 series has a customizable modular design that allows the choice of 125V 
AC power outlets, USB Type-A/C charging ports, PoE compa�ble Ethernet couplers, 
phone couplers, HDMI couplers, and VGA couplers.

The U SB Ty p e-C c h a r g er  is ideal for charging newer phones, tablets, and even laptops 
u�lizing the newest rapid charge standards. These new standards include USB Power 
Delivery, Ba�ery Charging, Yuick Charge, and 5V 2.4A rapid charge up to 60 wa�s.

Surge Protec�on (rated at 1,000 Joules) can be included on docks with three or more AC 
outlets to help protect connected equipment against damage caused by power surges 
and/or lightning.

Closed View
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DOC<-700 Series with 2 Modules DOC<-700 Series with 3 Modules

Finish Op�ons

BLACK SATIN ALUMINUM

Finish Op�ons

BLACK SATIN ALUMINUM

DOCK702-00000X-XX-12S Aluminum housing with 
beveled edges
2 grounded AC outlets, 
125V 12A ra�ng
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

DOCK701-10000X-XX-12S Aluminum housing with 
beveled edges
1 grounded AC outlet, 
125V 12A ra�ng
5V DC 4.2A USB charger 
with 2 charging ports
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

DOCK701-01000X-XX-12S Aluminum housing with 
beveled edges
1 grounded AC outlet, 
125V 12A ra�ng
1 Ethernet Coupler
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

DOCK701-00010X-XX-12S Aluminum housing with 
beveled edges
1 grounded AC outlet, 
125V 12A ra�ng
1 HDMI Coupler
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

DOCK703-00000X-XX-12S Aluminum housing with 
beveled edges
3 grounded AC outlets, 
125V 12A ra�ng
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

DOCK702-10000X-XX-12S Aluminum housing with 
beveled edges
2 grounded AC outlets, 
125V 12A ra�ng
5V DC 4.2A USB charger 
with 2 charging ports
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

DOCK701-11000X-XX-12S Aluminum housing with 
beveled edges
1 grounded AC outlet, 
125V 12A ra�ng
5V DC 4.2A USB charger 
with 2 charging ports
1 Ethernet Coupler
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

DOCK702-00010X-XX-12S Aluminum housing with 
beveled edges
2 grounded AC outlets, 
125V 12A ra�ng
1 HDMI Coupler
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a
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DOC<-700 Series with 4 Modules

DOCK701-11010X-XX-12S DOCK702-11000X-XX-12S

DOCK703-10000X-XX-12S DOCK702-10010X-XX-12S

Finish Op�ons

BLACK SATIN ALUMINUM

Aluminum housing with 
beveled edges
1 grounded AC outlet, 
125V 12A ra�ng
5V DC 4.2A USB charger 
with 2 charging ports
1 Ethernet Coupler
1 HDMI Coupler
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

Aluminum housing with 
beveled edges
2 grounded AC outlets, 
125V 12A ra�ng
5V DC 4.2A USB charger 
with 2 charging ports
1 Ethernet Coupler
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

Aluminum housing with 
beveled edges
3 grounded AC outlets, 
125V 12A ra�ng
5V DC 4.2A USB charger 
with 2 charging ports
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

Aluminum housing with 
beveled edges
2 grounded AC outlets, 
125V 12A ra�ng
5V DC 4.2A USB charger 
with 2 charging ports
1 HDMI Coupler
Min. 9.5' 3C power cord
UL & cUL cer�fied for 
use in USA &  Canad a

Create Your Own Dock-700 Docking Sta�on

Brush liner op�on 
for convenient wire 
m a n a g em en t  ( M OQ )

Du a l  Ver s i o n Wi t h  Cu s t o m i z ed  M o d u l es

AC RECEPTACLE 1 Ε 8

0 Ε 8

0 Ε 11

0 Ε 11

0 Ε 11

0 Ε 11

Y / N

Y / N

USB CHARGER

RJ 45 
ETHERNET COUPLER

RJ11 PHONE COUPLER

HDMI COUPLER

VGA COUPLER

SURGE pROTECTION

OVERLOAD PROTECTION 
W/rESET SWITCH

AVAILABLE  OP TION S M AX  OP TION S P ICTU RE S
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DOCK-700 Ser i es  N o m en c l a t u r e
08 1 2 3 4 5 6 X/ O X/ S 10/ 12 S/ D/ B SA

I.  Ser i es
     DOCK7 – DOCK-7 Series

II. Rec ep t a c l es
     01 – 1 Receptacle 
     02 – 2 Receptacles

     08 – 8 Receptacles

III. U SB Ty p e-A Ch a r g i n g  M o d u l es
     0 – no USB modules
     1 – 1 USB module

     8 – 8 USB modules

IV. E t h er n et  RJ 45 Co u p l er s
     0 – no Ethernet RJ45 couplers
     1 – 1 Ethernet RJ45 coupler 

     9 – 9 Ethernet RJ45 couplers 
     A – 10 Ethernet RJ45 couplers
     B – 11 Ethernet RJ45 couplers

V. P h o n e RJ 11 Co u p l er s
     0 – no phone RJ11 coupler 
     1 – 1 phone RJ11 coupler

     9 – 9 phone RJ11 couplers
     A – 10 phone RJ11 couplers
     B – 11 phone RJ11 couplers

VI. HDM I Co u p l er s
     0 – no HDMI coupler
     1 – 1 HDMI coupler

     9 – 9 HDMI couplers

VII. VG A Co u p l er s
     0 – no VGA coupler
     1 – 1 VGA coupler

     9 – 9 VGA couplers
     A – 10 VGA couplers
     B – 11 VGA couplers

VIII. U SB Ty p e-C Ch a r g i n g  M o d u l es
     X – no Type-C module
     1 – 1 Type-C module

     8 – 8 Type-C modules

IX. Overload Protec�on with Reset 
     Switch
     X – no overload protec�on
     O – with overload protec�on

X. Surge Protec�on
     X – no surge protec�on
     S – surge protec�on

XI. Current Ra�ng
     10 – 10 Amps
     12 – 12 Amps

XII. Ho u s i n g
     S – single version
     D – dual version
     B – brush version

XIII.  Finish Op�ons
     SA – sa�n aluminum
     BK – black anodized
     *custom finishes available

The ul�mate power & data hub for conference room applica�ons
The DOCK-800 is designed for conference rooms and other applica�ons that can benefit 
from the additon of convenient power receptacles, data communica�on, and media 
op�ons in a modern, easy to use solu�on. Its standard finishes are anodized aluminum 
or black anodized with other custom finishes available upon request.

Each side of the DOCK-800 features three AC receptacles coupled with two 2.1A (10.5 
wa�s) USB charging ports and a wire management grommet. The well of the DOCK-800 
houses four knock-outs that allow for easy installa�on of PoE enabled CAT.6 Ethernet 
couplers, phone couplers, HDMI couplers, USB 3.1 couplers and one VGA coupler. The 
covers on the DOCK-800 open manually and close smoothly with a simple touch.

Instruc�ons:
1.   Cut a hole on desktop surface. Hole dimensions differ, please verify dock dimensions before cu�ng
2.   Insert the Dock (1) into the hole (2) on the desktop surface
3.   Slide the retaining brackets (3) over the thumb screws (4)
4.   Tighten the screws by turning by hand or with a hex wrench
5.   Repeat steps 2 and 3 for all four screws and retaining brackets
6.   Plug power cord to the nearest wall outlet, making sure the wall outlet is properly groundeda

III IV V VI IXVII VIII X XI XII XIIII

DOCK7

II

–

–

–

–

–

–

–

–
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F ea t u r es

Stylish aluminum housing with beveled edges
Three 125V AC receptacles, two 2.1A (10.5
wa�s) USB charging ports and one wire 
management grommet on each side of the 
DOCK-800 (Op�onal USB Type-C chargers)
10' 14AWG x 3C SJT power cord, 15A ra�ng
Available data and media couplers: CAT.6 
Ethernet, RJ11 phone, USB, HDMI, and VGA
Standard finish op�ons: Anodized Aluminum 
& Black Anodized
Custom finishes & configura�ons available 
upon request
UL & cUL cer�fied for use in USA & Canada

DOCK8S6 -211110-XX-152-BK

Specifica�ons

DOCK-800 Ser i es  N o m en c l a t u r e

I.  Ser i es
    DOCK8 – DOCK-800 Series

II. Outlet Orienta�on
    S –  Stand ard
    R –  Rotated

III. Rec ep t a c l es
    2 – 2 AC receptacles
    4 – 4 AC receptacles

    6 – 6 AC receptacles

IV. U SB Ch a r g i n g  M o d u l es
    0 – 0 USB charging Module 
           provided
    1 – 1 USB Type-A module   
           (2-ports)

    4 – 4 USB Type-A modules 
          (8-ports)
    5 – 1 USB Type-A (2-ports) 
           & 1 Type-C modules
    6 – 2 USB Type-A (4-ports) 
           & 2 Type-C modules
    7 – 2 USB Type-C modules
    8 – 4 USB Type-A & Type-C             
          combo charging modules

V. E t h er n et  RJ 45 c o u p l er s
    0 – 0 Ethernet RJ45 coupler
    1 – 1 Ethernet RJ45 coupler

    4 – 4 Ethernet RJ45 couplers

VI. P h o n e RJ 11 Co u p l er s
    0 – 0 Phone RJ11 coupler 
    1 – 1 Phone RJ11 coupler 

    4 – 4 Phone RJ11 couplers 

VII. HDM I c o u p l er
    0 – 0 HDMI coupler
    1 – 1 HDMI coupler

    4 – 4 HDMI couplers

VIII. VG A c o u p l er
    0 – 0 VGA coupler
    1 – 1 VGA coupler

IX. DC 5V o u t p u t s
    0 – without 5VDC output jack
    1 – with 5VDC output jack

X. Overload protec�on with 
     reset switch
    X – without OCP/SW
    C – with OCP/SW

XI. Surge Protec�on
    X – no surge protec�on 
    S – surge protec�on

XII. Am p er a g e
    10 – 10 Amps
    15 – 15 Amps

XIII. Co r d  E x i t
    2 – Bo�om

XIV.  Finish Op�ons
    SA – sa�n aluminum
    BK – black anodized

DOCK8 S/ R 1-6 0-4 0-4 0-4 0-4 0-4 0/ 1 C/ X S/ X 10/ 15 1-4 SA

I II III IV V VI IXVII VIII X XI XII XIII XIIV– –

– –

–

–
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Wireless + USB
F ea t u r es

Yi cer�fied and FCC ID 
registered
Finish Op�ons: Black or White
Wireless charging distance: 
¼" (6.36 mm) Max. 
Input:
- DC 5V, 6A
Output:
- Wireless charger: 5 wa�s Max.
- USB charging ports:
          බ 1 x 2.4A (12 wa�s) Max.
          බ 2 x 1A (5 wa�s) Max.

The DOCK-900 wireless charger is Yi cer�fied and FCC ID registered which helps to 
ensure a reliable and efficient wireless charging experience. It is designed both to be 
installed securely under a surface with the supplied moun�ng bracket or simply placed 
on top of a surface. Its mul�-coil design provides a wider charging area for easier device 
alignment. F ea t u r es

Yi cer�fied & FCC ID registered
Charges through surface up to ⅛” (3.18 mm)
Charging distance: ¼" (6.36 mm) Max. 
Input op�ons:
          – DC 5V, 2A (w/included AC power adapter) 
          – DC 9V, 1.67A (w/op�onal Yuick Charge 
               power adapter) 
          – DC 12V, 1A (op�onal)
Output: 
          – 5 wa�s Max. w/DC 5V, 2A power adapter 
          – 10 wa�s Max. with YC power adapter Specifica�ons

Product Dimensions Moun�ng Bracket Example Moun�ng

The DOC<-150 wireless & USB combo charging dock offers wireless and USB charging 
in a simple elegant package. The pop-up USB ports can be hidden when they are not in 
use to keep your work surface clean and organized. Three convenient USB type-A ports 
offer a total of 4.4A (22 wa�s) of charging power for mobile devices that do not support 
wireless charging.
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The DOCK-950 is powered by the latest Yi compliant IC offering reliable and efficient 
wireless charging in a convenient 3” grommet hub. Simply place your mobile device on 
the DOCK-950 and then a LED will confirm pairing and begin wireless charging.

F ea t u r es
Yi cer�fied and FCC ID registered
Finish Op�ons: Black or White
Charging distance: ¼" (6.36 mm) Max. 
Input op�ons:
- DC 5V, 2A (with standard AC power adapter)
- DC 9V, 1.67A (with op�onal Yuick Charge 
   power adapter)
Output op�ons:
- 5 wa�s Max. with DC 5V, 2A power adapter
- 10 wa�s Max. with YC power adapter

A sleek solu�on for all your desktop power 
needs. The DOCK-1000 can provide AC 
receptacles, USB charging ports (Type-A & C) 
and data communica�on ports conveniently 

on or under your work surface. The number of modules can be customized by Na�onal 
Ligh�ng to fit your task needs. Moun�ng op�ons include table top angled, table top 
ver�cal and under table moun�ng brackets.

Specifica�ons
TV11100-152-4.2A-TR-SA

Aluminum housing
1 Tamper-Resistant AC outlets
USB Charger: 5V DC 4.2A (21 Wa�s), 2.1A per 
port (10.5 wa�s)
10’ 14AWG x 3C power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in USA and Canada
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TV21100-152-4.2A-TR-WH
Specifica�ons

Aluminum housing
2 AC outlets
USB Charger: 5V DC 4.2A (21 Wa�s), 2.1A per 
port (10.5 wa�s)
10’ 14AWG x 3C power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in USA and Canada

TV31100-152-4.2A-TR-BK

Aluminum housing
3 AC outlets
USB charger: 5V DC 4.2A(21 Wa�s) per 
module, 2.1A per port (10.5 wa�s)
10’ 14AWG x 3C power cord
Ra�ng: 125V 60hz 15A
UL & cUL cer�fied for use in USA and Canada

Specifica�ons

Op�onal Moun�ng Brackets

Under Table (UT) Table Top Angled (TA) Table Top Ver�cal (TT)

DOC<-1000 Series Nomenclature

I. Series
     TV – TV series

II. Switch/OCP/Surge protec�on
     (if provided)
     Blank – not provided (for models
          with total 1, 2 or 3 receptacles)
     S – Switch (for models with total
          of 1, 2 or 3 receptacles)
     O – OCP (Over Current 
            Protec�on)
     C – Power switch & OCP
     P – Surge Protec�on (for models 
            with total 3,4,5,6,7 or 8
            receptacles)
     OP – OCP & surge protec�on
           provided (for models w/ total 
           3,4,5,6,7 or 8 receptacles)
     SP – OCP & Switch & Surge 
           protec�on (for models w/
           total 3,4,5,6,7 or 8 receptacles)

III. AC Receptacles
     1 – 1 AC receptacle
     2 – 2 AC receptacles

     8 - 8 AC receptacles

IV. AC receptacle orienta�on
     1 – Inline
     2 – Rotated
     3 – Mixed

 V. USB Charging modules
     0 – No USB charger 
     1 – 1 Type-A module (2-ports)
     2 – 2 USB Type-A modules 
           (4-ports)
     3 – 3 USB Type-A modules 
           (6-ports)
     A – 1 USB Type-C module
     B – 2 USB Type-C modules
     C – 1 USB Type-A (2-ports) &  
            1 Type-C modules 
     D – 2 USB Type-A (4-ports) & 
           1 Type-C modules
     E – 2 USB Type-A (4-ports) & 
           2 Type-C (2-ports) modules

VI. Data ports
     00 - No data ports
     01 – 1 RJ45
     02 – 2 RJ45
     03 – 1 HDMI
     04 – 1 RJ11
     05 – 1 USB
     06 – 1 RJ11 + 1 RJ45
     07 – 1 RJ45 + 1 HDMI
     08 – 1 RJ45 + 1 USB
     09 – 1 USB + 1 HDMI
     10 – 1 RJ45 + 1 HDMI + 1 USB
     11 – 1 USB-C
     12 – 1 RJ45 + 1 USB-C
     13 – 1 USB-C + 1 HDMI
     14 – 1 RJ45 + 1 HDMI + 1 USB-C
     15 – 1 RJ45 + 1 coaxial cable

VII. Amperage
     10 – 10 A
     15 – 15 A

VIII. Power cord exit
     1 – Exit on side
     2 – Exit on bo�om

IX. Single/double ganged
     Blank – Single
     D – Double (Note: The 
     component numbers here 
     are the total amount, and the
     number of each enclsoure is
     the same.)

X. Moun�ng
     TA – Table Top Angled
     TT – Table Top Ver�cal
     UT – Under Table

XI. USB charger ra�ng
     Blank - No USB module
     4.2A – 4.2A Max.

XII. AC receptacle type
     Blank – Standard
     TR – Tamper-resistant

Power Cord Exit

TV

I
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II

8

III

1

IV

1

V

00
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–

–
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VII

1

VIII

D

IX

–

–
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X

–
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XI

–

–
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Split Table Top Ver�cal (STT)
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The DOCK-1100 was specifically designed for adding power and charging op�ons to 
upholstered sea�ng applica�ons. In addi�on to upholstered applica�ons, it has become 
a popular op�on for many other recessed power applica�ons. USB Type-C charging 
ports are also available.

Aluminum housing and steel flange
Flange color op�ons: black, sa�n aluminum, 
white or raw steel (apply your own color)
1 Tamper-Resistant AC receptacle
Two USB ports rated at 2.1A each (10.5 wa�s)
10’ 14AWG x 3C power cord
Ra�ng: 125V 60Hz 15A
Cut out: 3.6”x1.7”(92.0x42.0mm)
UL & cUL cer�fied for use in USA and Canada

Specifica�ons

TV22100-152-M-4.2A-TR-B<

Aluminum housing and steel flange
Flange color op�ons: black, sa�n aluminum, 
white or raw steel (apply your own color)
2 Tamper- Resistant AC receptacles
Two USB ports rated at 2.1A each (10.5 wa�s)
10’ 14AWG x 3C power cord
Ra�ng: 125V 60Hz 15A
Cut out: 4.6”x1.7”(117.0x42.0mm)
UL & cUL cer�fied for use in USA and Canada

Specifica�ons

Specifica�ons

DOC<-1100-SMB
Surface Mount Bracket for DOC<-1100 Series

Ideal for DOCK-1100 applica�ons where
cutout is not applicable



Recessed Power and USB Charging Dock
The DOCK-1200 power and USB charging dock is the op�mal choice for applica�ons 
needing recessed power. The snap-on cover is finished with a rubberized paint, making 
the DOCK-1200 so� to the touch.

Recessed Power & USB Charging Docks
DOCK-1100 Series

Recessed Power & USB Charging Docks
DOCK-1200 Series

39 4041 42

Faceplates Available

Snap-On Faceplate Bolt-On Faceplate Beveled Faceplate

DOC<-1100 Series Nomenclature

I. Series
     TV – TV series

II. Switch/OCP/Surge protec�on
     (if provided)
     Blank – not provided (for models 
           w/1, 2 or 3 AC receptacles)
     S – Power switch (for models 
           w/1, 2 or 3 AC receptacles)
     O – OCP (Over Current Protec�on)
     C – Power switch & OCP
     P – Surge Protec�on (for models 
            w/3,4,5,6,7 or 8 AC receptacles)
     OP – OCP & surge protec�on
            (for models w/3,4,5,6,7 or 8 
            AC receptacles)
     SP – OCP & Switch & Surge 
            protec�on (for models w/3,
            4,5,6,7 or 8 receptacles)

III. AC Receptacles
     1 – 1 AC receptacle
     2 – 2 AC receptacles

     8 – 8 AC receptacles

IV. AC receptacle orienta�on
     1 – Inline
     2 – Rotated
     3 – Mixed

V. USB Charging modules
     0 – No USB charger 
     1 – 1 Type-A module (2-ports)
     2 – 2 USB Type-A modules 
           (4-ports)
     3 – 3 USB Type-A modules 
           (6-ports)
     A – 1 USB Type-C module
     B – 2 USB Type-C module
     C – 1 USB Type-A (2-ports) &  
            1 Type-C modules 
     D – 2 USB Type-A (4-ports) & 
            1 Type-C modules
     E – 2 USB Type-A (4-ports) & 
           2 Type-C (2-ports) modules

VI. Data ports
     00 – No data ports provided
     01 – 1 RJ45
     02 – 2 RJ45
     03 – 1 HDMI
     04 – 1 RJ11
     05 – 1 USB
     06 – 1 RJ11 + 1 RJ45
     07 – 1 RJ45 + 1 HDMI
     08 – 1 RJ45 + 1 USB
     09 – 1 USB + 1 HDMI
     10 – 1 RJ45 + 1 HDMI + 1 USB 
     11 – 1 USB-C
     12 – 1 RJ45 + 1 USB-C
     13 – 1 USB-C + 1 HDMI

     14 – 1 RJ45 + 1 HDMI + 1 USB-C
     15 – 1 RJ45 + 1 coaxial cable 

VII. Amperage
     10 – 10 A
     15 – 15 A

VIII. Power cord exit
     1 – Exit on side
     2 – Exit on bo�om
     3 – Exit on end

IX. Single/double ganged
     Blank – Single
     D – Double (Note: The compo-
     nent numbers here are the total 
     amount, and the number of 
     each enclsoure is the same.)

X. Moun�ng
     M – Recess mount with sepa-
     rate faceplate

XI. USB charger ra�ng
     Blank – No USB module
     4.2A – 4.2A Max.

XII. AC receptacle type
     Blank – Standard
     TR – Tamper-resistant
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DOCK-1200-1+1
(TV11100-152-M-4.2A-TR)

DOC<-1200-2н0н1-LP
(TVO23001-153-M-TR)

DOC<-1200-2н1-LP
(TVO23100-153-M-4.2A-TR)

DOCK-1200-2+0+1
(TVO23001-152-M-TR)

DOCK-1200-2+1
(TVO23100-152-M-4.2A-TR)

Features Specifica�ons
Rubber painted faceplate
1 Tamper-Resistant 
AC receptacle
2 USB ports rated at 2.1A 
each (10.5 wa�s)
10’ SJT 14AWG*3C 
power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use 
in USA and Canada

Features Specifica�ons
Rubber painted faceplate
2 Tamper-Resistant AC 
receptacles
One Ethernet Port
OCP (over current 
protec�on)
10’ SJT 14AWG*3C 
power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use 
in USA and Canada

Features Specifica�ons
Rubber painted faceplate
2 Tamper-Resistant 
AC receptacles
Two USB ports rated at 
2.1A each (10.5 wa�s)
OCP (over current 
protec�on)
10’ SJT 14AWG*3C 
power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use 
in USA and Canada

Specifica�ons

Features
Low profile design for space-limited
installa�ons
Rubber painted faceplate
2 Tamper-Resistant AC receptacles
One Ethernet Port
OCP (over current protec�on)
10’ SJT 14AWG*3C power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in 
USA and Canada

Specifica�ons

Features
Low profile design for space-limited 
installa�ons
Rubber painted faceplate
2 Tamper-Resistant AC receptacles
Two USB ports rated at 
2.1A each (10.5 wa�s)
OCP (over current protec�on)
10’ SJT 14AWG*3C power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in 
USA and Canada



Heavy Duty Power & USB Charging Strips
TVSP Series

Heavy Duty Power & USB Charging Strips
TVSP Series
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TVSP030021-S Aluminum housing
3 AC outlets
15’ 14 AWG x 3C power cord
Overload protec�on with reset switch
1,000 Joules surge protec�on
Ra�ng: 120V 60Hz 12A
Size: 7.3”x2.2”x1.6” (184.8 x 57 x 40 mm)
UL & cUL cer�fied for use in USA and Canada

TVSP100121-S Aluminum housing
10 AC outlets
5V DC 2.1A USB charger with 6 total 
charging ports
15’ 14 AWG x 3C power cord
Overload protec�on with reset switch
1,000 Joules surge protec�on
Ra�ng: 120V 60Hz 12A
Size: 20.2”x2.2”x1.6” (512 x 57 x 40 mm)
UL & cUL cer�fied for use in USA and Canada

TVSP3ϲ0021-D
Aluminum housing
Total of 36 AC outlets
15’ 14 AWG x 3C power cord
Overload protec�on with 
reset switch
1,000 Joules surge protec�on

Ganged Unit
Ra�ng: 120V 60Hz 12A
Size: 30.0” x 2.2” x 1.6” 
(763 x 57 x 40 mm)
UL & cUL cer�fied for use in USA 
and Canada

45 4ϲ

TVSP1ϴ0021-S
Aluminum housing
Total of 18 AC outlets
15’ 14 AWG x 3C power cord
Overload protec�on with reset 
switch
1,000 Joules surge protec�on
Single Unit
Ra�ng: 120V 60Hz 12A

Size: 30.0” x 2.2” x 1.6” 
(763 x 57 x 40mm)
UL & cUL cer�fied for use in USA 
and Canada

The TVSP series offers flexible configura�ons for your specialty needs. 
Available Op�ons:
      3-18 AC Outlets
      Single & Double Ganged units up to 36 AC Outlets
      Up to 10 5V DC 2.1A USB charger modules with 2 charging ports
      Hard wired mul�-outlet configura�ons available

Please consult your sales representa�ve with any Ƌues�ons regarding custom harnesses.



Heavy Duty Power & USB Charging Strips
TVSP Series Ganged

Decora�ve Power & USB Charging Strips
HH Series
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TVSP Aluminum Strip Series Nomenclature

Item Overload Surge Outlets USB Receptacle
Orienta�on

Cord Exit Single/Double 
ganged

TV S P 03-3ϲ 00-20 1 OR 2 1-4 S/D

S – Overload protec�on with 
      reset switch

P – Surge Protec�on

Outlets – Indicates 3-36 
      outlets, maximum of 18 
      per strips

USB – Indicates 00-20 USB 
      Modules (2 ports per 
      module), maximum of 10 
      USB modules per strip.

Receptacle Orienta�on 
      1 - Receptacles in line 
      with the harness 
      2 - Receptacles turned 90 
      degress

Cord Exit 
     1 - side
     2 - bo�om
     3 - end
     4 - top

Configura�on 
     S - Single
     D - Ganged

Op�onal Smart Charging Func�on
    Smart Charging can be special ordered 
as an added feature to any of our Heavy 
Duty Power & USB Charging Strips. The 
smart charging func�on reduces peak 
amperage draw when several devices are 
plugged into the power strip which can 
help to lower electric bills. With the smart 
charging feature, outlets on the power 
strips are broken down into small groups 
of outlets that the power strip periodically 
runs load tests. This determines which 
group needs to be charged first, and then 
con�nues to the next group. Once all 

devices are fully charged, the smart 
charging feature will shut off power to 
the outlets but check them periodically 
to ensure all devices plugged in maintain 
their charge. If the tes�ng reveals a group 
or device needs more charging it will 
power back on and charge as needed.  
    Smart Charging is recommended for 
applica�ons where mul�ple devices will 
be le� charging. It is not recommended 
for applica�ons where constant power is 
needed.

HHϲS1-100001-CX-153-SF-BA
Brushed Aluminum Housing
1 AC outlet, 125V 15A Max. ra�ng
2 USB ports & 1 DC 5V output 
terminal sharing 4.2A (21 wa�s)
Overload protec�on power switch

HHϲR2-100000-XX-152-SF-BA
Brushed Aluminum Housing
2 AC outlets, 125V 15A Max. ra�ng
2 USB ports rated at  2.1A 
(10.5 wa�s) each

HHϲR2-100000-DX-152-SB-BA
Brushed Aluminum Housing
2 AC outlets, 125V 15A Max. ra�ng
2 USB ports rated at  2.1A 
(10.5 wa�s) each
2 Overload protec�on power 
switches to control female output 
cords

HHϲR2-200000-XX-152-SF-BA
Brushed Aluminum Housing
2 AC outlets, 125V 15A Max. ra�ng
4 USB ports rated at  2.1A 
(10.5 wa�s) each

Brushed Aluminum Housing
2 AC outlets, 125V 15A Max. ra�ng
4 USB ports rated at  2.1A 
(10.5 wa�s) each
1,000 Joules surge protec�on
1 Overload protec�on power switch

HHϲR2-200000-CX-152-SF-BA

HHϲSϴ-100000-CS-152-SF-BA

Brushed Aluminum Housing
8 AC outlets, 125V 15A Max. ra�ng
2 USB ports rated at  2.1A 
(10.5 wa�s) each

1,000 Joules surge protec�on
1 Overload protec�on power switch



Decora�ve Power & USB Charging Strips
HH Series

Economical Power & USB Charging Strips
TV Series Harness
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HHϲ Series Nomenclature

I. Series
     HH6 – HH6 series

II. Outlet Orienta�on
     S – Standard
     R – Rotated

III. Receptacles
     1 – 1 AC receptacle
     2 – 2 AC receptacles

     8 – AC receptacles

IV. USB Charging modules
     0 – 0 USB module
     1 – 1 USB module

     8 – 8 USB modules

V. Ethernet R:45 couplers
     0 – 0 Ethernet RJ45 couplers 
     1 – 1 Ethernet RJ45 coupler 

     8 - 8 Ethernet RJ45 couplers 

VI. Phone R:11 couplers
     0 – 0 Phone RJ11 couplers 
     1 – 1 Phone RJ11 coupler

     8 – 8 Phone RJ11 couplers

HHϲ S/R 1-8 0-8 0-8 0-8 0-8 0-8 0/1 C/D/X S/X 10/15 1-4 S/D F/B BA

VII. HDMI couplers
     0 – 0 HDMI couplers
     1 – 1 HDMI couplers

     8 – 8 HDMI couplers

VIII. VGA couplers
     0 – 0 VGA couplers
     1 – 1 VGA coupler

     8 – 8 VGA couplers

IX. DC 5V outputs
     0 – without 5VDC output jack
     1 – with 1 5VDC output jack
     2 – 1 USB-C & no 5VDC
            output jack
     3 – 1 USB-C & 1 5VDC
            output jack
     4 – 2 USB-C & no 5VDC
            output jack
     5 – 2 USB-C & 1 5VDC
            output jack
     6 – 3 USB-C & no 5VDC
            output jack
     7 – 3 USB-C & 1 5VDC
            output jack
     8 – 4 USB-C & no 5VDC
            output jack
     9 – 4 USB-C & 1 5VDC
            output jack

X. Overload Protec�on with reset
     switch
     X – without OCP/SW
     C – with 1 OCP/SW
     D – with 2 OCP/SW

XI. Surge Protec�on
     S – Surge protec�on
     X – No surge protec�on

XII. Amperage
     10 – 10A
     15–- 15A

XIII. Cord Exit
     1 – Side
     2 – Bo�om
     3 – Head
     4 – Top

XIV. Single/Double Ganged
     S – Single
     D – Double

XV. Moun�ng Op�ons
     F – Front Mount
     B – Back Mount

XVI. Finish Op�ons
     BA – Brushed Aluminum
     BK – Black Anodized
     SA – Sa�n Aluminum

TV11100-152-F-2.1A  (TV1802-F)
1 AC Outlet
Recess Mount
10’ 14AWG x 3C power cord
2 USB ports sharing 2.1A 
(10.5 wa�s)
USB 4.2A (21 wa�s) op�onal
Ra�ng: 125V 60Hz 15A
Can be table top mounted 
with op�onal C clamp brackets
UL & cUL cer�fied for use in 
USA & Canada

2 AC Outlets
Recess Mount
10’ 14AWG x 3C power cord
2 USB ports sharing 2.1A 
(10.5 wa�s)
Ra�ng: 125V 60Hz 15A
Can be table top mounted 
with op�onal C clamp brackets
UL & cUL cer�fied for use in 
USA & Canada

2 AC Outlets
10’ 14AWG x 3C power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in 
USA and Canada

TV21000-151  (TV2001)

TV21100-152-F-2.1A  (TV2802-F)

VI VII VIII X XI XII XIII XIV XVIIX XVI II III IV V



Economical Power & USB Charging Strips
TV Series Harness

Economical Power & USB Charging Strips
TV Series Harness
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TV21000-152  (TV2002)

2 AC Outlets
10’ 14AWG x 3C power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in
USA & Canada

TV23000-152-F  (TV2002-F)

2 AC Outlets
Recess Mount
10’ 14AWG x 3C power cord
Ra�ng: 125V 60Hz 15A
Can be table top mounted 
with op�onal C clamp brackets
UL & cUL cer�fied for use in 
USA & Canada

TV31000-151  (TV3001)

3 AC Outlets
10’ 14AWG x 3C power cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in 
USA and Canada

TVSP31100-152-F-2.1A  (TVSP3802-F)
3 AC Outlets
Ra�ng: 125V 60Hz 15A
Recess Mount
10' 14AWG x 3C power cord
Overload protec�on with 
reset switch
Surge Protec�on
2 USB ports sharing 2.1A 
(10.5 wa�s)
Bore Hole: 7.4”x1.7” for install
Can be table top mounted 
with op�onal C clamp brackets
UL & cUL cer�fied for use in 
USA & Canada

TVSP31100-153-2.1A  (TVSP3803)
3 AC Outlets
Ra�ng: 125V 60Hz 15A
10' 14AWG x 3C 
power cord
Overload protec�on with 
reset switch
Surge Protec�on
2 USB ports sharing 2.1A 
(10.5 wa�s)
UL & cUL cer�fied for use in 
USA & Canada

TV3200ϲ-152  (TV3302)

3 AC Outlets
10’ 14AWG x 3C power cord
1 phone coupler w/14’ cord
1 Ethernet coupler w/14’ cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in 
USA and Canada



Economical Power & USB Charging Strips
TV Series Harness

Economical Power & USB Charging Strips
TV Series Harness
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TVC41000-153  (TVS4003)

4 AC Outlets
10’ 14AWG x 3C power cord
Overload protec�on with reset
switch
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in
USA and Canada

TVC41001-153  (TVS4103)

4 AC Outlets
10’ 14AWG x 3C power cord
1 CAT.6 Ethernet coupler 
w/14’ CAT.6 cord
Overload protec�on with 
reset switch
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in
USA and Canada

TVC41015-153  (TVS4113)

4 AC Outlets
10’ 14AWG x 3C power cord
Overload protec�on with 
reset switch
6’ coaxial cable
1 CAT.6 Ethernet coupler w/14’ 
CAT.6 cord
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in 
USA and Canada

TVC4100ϲ-153  (TVS4303)

4 AC Outlets
10’ 14AWG x 3C power cord
1 RJ11 phone coupler 
with 14’ cord
1 CAT.6 Ethernet coupler with
14’ CAT.6 cord
Overload protec�on with 
reset switch
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in
USA & Canada

TVC4100ϲ-152-F  (TVS4502-F) 4 AC Outlets
Recess Mount
10’ 14AWG x 3C power cord
Overload protec�on with 
reset switch
1 Ethernet coupler w/14’ cord
1 RJ11 phone coupler with 
14’ cord
Ra�ng: 125V 60Hz 15A
Can be table top mounted 
with op�onal C clamp brackets
UL & cUL cer�fied for use in 
USA & Canada

TVCϲ1000-153  (TVS6003)

6 AC Outlets
10’ 14AWG x 3C power cord
Overload protec�on with 
reset switch
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in
USA and Canada



Economical Power & USB Charging Strips
TV Series Harness

Economical Power & USB Charging Strips
TV Series Harness
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Tamper Resistant Receptacles TV Series Nomenclature
TVSPϲ1000-153-TR  (TVSP6003-TR)

6 Tamper Resistant Outlets
10’ 14AWG x 3C power cord
Overload protec�on with 
reset switch
Surge Protec�on
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in
USA and Canada

TVSPϲ2000-153-TR  (TVSP6003-R-TR)

6  Rotated Tamper Resistant Outlets
10’ 14AWG x 3C power cord
Overload protec�on with 
reset switch
Surge protec�on
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in 
USA and Canada

TVSPϲ2000-153-TR-SP  (TVSP6003-R-TR-SP)

6 Rotated Tamper Resistant Outlets
10’ 14AWG x 3C spiral power cord
Overload protec�on with 
reset switch
Surge Protec�on
Ra�ng: 125V 60Hz 15A
UL & cUL cer�fied for use in USA
and Canada

I. Series
     TV – TV series

II. Switch/OCP/Surge protec�on
     (if provided)
     Blank – not provided (for models 
                w/total1, 2 or 3  receptacles)
     S – Switch provided (for models
            w/total of 1, 2 or 3 receptacles)
     O – OCP (Over Current Protec�on)
     C – Power switch & OCP
     P – Surge Protec�on (for models w/
            total 3,4,5,6,7 or 8 receptacles)
     OP – OCP & surge protec�on (for 
                models w/total 3,4,5,6,7 or 8
                receptacles)
     SP – OCP & Switch & Surge 
               protec�on (for models w/total
              3,4,5,6,7 or 8 receptacles)

III. AC Receptacles
     1 – 1 AC receptacle
     2 – 2 AC receptacles

     8 – 8 AC receptacles

IV. AC receptacle orienta�on
     1 – Inline
     2 – Rotated
     3 – Mixed

V. USB Charging modules
     0 – No USB module
     1 – 1 USB modules

     10 – 10 USB modules
     A – 1 USB Type-C module
     B – 2 USB Type-C modules
     C – 1 USB Type-A (2-ports) &  
            1 Type-C modules 
     D – 2 USB Type-A (4-ports) & 
           1 Type-C modules
     E – 2 USB Type-A (4-ports) & 
            2 Type-C (4-ports) modules

VI. Data ports
     00 – No data ports provided
     01 – 1 RJ45
     02 – 2 RJ45
     03 – 1 HDMI
     04 – 1 RJ11
     05 – 1 USB
     06 – 1 RJ11 + 1 RJ45
     07 – 1 RJ45 + 1 HDMI
     08 – 1 RJ45 + 1 USB
     09 – 1 USB + 1 HDMI
     10 – 1 RJ45 + 1 HDMI + 1 USB 
     11 – 1 USB-C
     12 – 1 RJ45 + 1 USB-C
     13 – 1 USB-C + 1 HDMI
     14 – 1 RJ45 + 1 HDMI + 1 USB-C
     15 – 1 RJ45 + 1 coaxial cable

VII. Amperage
     10 – 10 A
     15 – 15 A

VIII. Power cord exit
     1 – Exit on side
     2 – Exit on bo�om
     3 – Exit on end
     4 – Exit on top

IX. Single/double ganged
      Blank – Single
     D – Double (Note: The component 
            numbers here are the total          
            amount, and the number of 
            each enclsoure is the same.)

X. Moun�ng
     Blank – Surface mount
     F   – Recess mount
     TC – Table top C clamp
     M  – Recess mount w/separate 
              faceplate

XI. USB charger ra�ng
     Blank – No USB module
     2.1A – 2.1A Max.
     4.2A – 4.2A Max.

XII. AC receptacle type
     Blank – Standard
     TR – Tamper Resistant

Op�onal C-Clamp Brackets

TV 8 1 10 00 10 1 D TA 2.1A TRS

I II III IV V VI VII VIII IX X XI XII

– – – –

– – – –



WM-H03 Series

Slim profile wire management tray
       Solid yet light-weight aluminum construc�on
       Larger entry/exit holes evenly spaced for
       larger plugs

Wire Management
WM Series

Wire Management

57 58

Our wire management op�ons are great for managing cords below and/or behind work 
sta�ons. They are also great in other applica�ons where wire management is needed 
like conference tables.

WM-V02 Series

WM-V02 Series Nomenclature

WM-V02 40 BK

I II III

I. Series
    WM-V02 

II. Length
    40 – 40" (1016 mm)
    50 – 50" (1270 mm)
    60 – 60" (1524 mm)

III. Color Op�ons
    BK   – Black
    WH – White
    SL   – Silver

WM-R01
Double-deck wire management reel
       One-screw moun�ng
       Double-deck reel separate cords into two groups

WM Series



WM Series & Grommet
Wire Management LED Task Ligh�ng
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WM-H04

WM-H04R WM-H04C

WM-H05 Wire management with dual compartments
       2 wire compartments are accessible individually
       Length of wire management can be up to 96"

WM-H03, WM-H04 & WM-H05 Series Nomenclature

I. Series
    WM-H03 –
     WM-H04 –
     WM-H05 –

II. Standard Lengths
       20 – 20”
       32 – 32”
       44 – 44”
       56 – 56”

III. Color Op�ons
        BK   – Black
        WH – White
        SL    – Silver

Working today
for a better tomorrow

WM-H03/H04/H05 32 BK

I II III

Wire management rail with adjustable wire carriages
       Dual 1.41" x 1.13" wire compartments are 
       accessible from each side
       Can be customized from 2" to 96".

Grommet-AC130
Desktop grommet, 3.5” diameter
Cut a 3” hole for installa�on
Ideal as an op�on to work with our 3” Hide-A-Dock series
and 3” Pull-Up power harnesses



LED Task Ligh�ng
LEDT-5 Series LEDTL-6 Series

LED Task Ligh�ng

ϲ1 ϲ2

The LEDTL-5 Series Task Light eliminates all the common problems associated with 
fluorescent ligh�ng so now you can do your work without an annoying buzz in your ears 
or an undependable flickering lamp. The LEDTL-5 Series offers significant energy savings 
compared to tradi�onal T8 fluorescents fixtures. They are environmentally friendly, so  
there is no need to worry about  disposing toxic lamps.

Features Specifica�ons

Solid aluminum alloy base
High impact frosted lens
Slim surface mount, ideal for concealing under 
a cabinet shelf
Simple installa�on with two screws
On/off rocker switch and convenience 
power outlet
Available in black or white
Expected lifespan of 50,000 hours
Energy effiecient 
Maintenance free
Op�onal magne�c moun�ng clips available
UL & cUL cer�fied for use in USA and Canada

Main Unit

Op�onal Magnet Moun�ng
Magnet A�ached under 

the steel sheet

LEDTL-MMC

LEDTL-506W-18

Part No.

LEDTL-508W-24

LEDTL-516W-48

AC 100-130V

17W

23W

26W

Voltage Wa�age Lumen Dimensions

WW 1360 Lm

WW 1860 Lm

WW 2050 Lm

WH 1400 Lm

WH 1900 Lm

WH 2100 Lm

18” x 3¼” x 1⅛”

24” x 3¼” x 1⅛”

48” x 3¼” x 1⅛”

Our new LEDTL-ϲ Task Light Series is a mere 1 ⁵⁄₁₆” wide and only ⅜” tall! The LEDTL-6 
Series is extremely bright, available with a one-touch dimmer and also available with an 
op�onal occupancy sensor. Moun�ng is simple with adjustable built in moun�ng tabs or 
using the available magne�c moun�ng op�on.

 

Adjustable 
Angle 0~90°

Features

Mo�on SensorMaterial
Length

Dimmable

Cer�fica�on

Brightness
Color Finish

Power Supply

Solid Aluminum Alloy Base
12”, 20”, 24”, 32”, 40”
Con�nuous touch dimmer & On/Off Switch
15-100% Adjustable Dimming
White, Black, and Silver

UL & cUL cer�fied in the USA & Canada
AC 100-240V/DC 24V

24V 2A Max

Sensor Angle 100

3�. Ac�va�on Range

Adjustable Timer

LEDTL-5 Series Task Light eliminates all the common problems associated with 
fluorescent ligh�ng so now you can do your work without an annoying buzz in your ears 
or an undependable flickering lamp. The LEDTL-5 Series offers significant energy savings 
compared to tradi�onal T8 fluorescents fixtures. They are environmentally friendly, so  
there is no need to worry about  disposing toxic lamps.

Lumen Dimensions

WH 1400 Lm 18” x 3¼” x 1⅛”

24” x 3¼” x 1⅛”



LED Task Ligh�ng
LEDTL-6 Series LEDTL-7 Series

LED Task Ligh�ng
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Specifica�ons

Part No.

LEDTL-605W-12

LEDTL-608W-20

LEDTL-610W-24

LEDTL-613W-32

LEDTL-615W-40

DC 24V

Voltage

5W

8W

10W

13W

15W

Wa�age Lumen

WW 400 Lm

WW 640 Lm

WW 800 Lm

WW 1000 Lm

WW 1200 Lm

WH 400 Lm

WH 640 Lm

WH 800 Lm

WH 1000 Lm

WH 1200 Lm

Dimensions

12” x 1⁵⁄₁₆” x ⅜”

20” x 1⁵⁄₁₆” x ⅜”

24” x 1⁵⁄₁₆” x ⅜”

32” x 1⁵⁄₁₆” x ⅜”

40” x 1⁵⁄₁₆” x ⅜”

Accessories

LEDTL-6-DDC
Connector

LEDTL-6-DCW
Connec�on Cord

LEDTL-6-MS
Mo�on Sensor*

LEDTL-MM
Magnet Moun�ng Clip

 

Part No. Input
Voltage

Output
Voltage Wa�age

LEDTF-24-0.5A

LEDTF-24-1A

LEDTF-24-2A

AC
100-240V 

24W Max.DC 24V 1A

12W Max.DC 24V 0.5A

48W Max.DC 24V 2A

*Mo�on Sensor only available for non-dimmable units

Take advantage of LED technology and replace fluorescent task lights with the LEDTL-7 
Series Task Light. The LEDTL-7 Series eliminates all the common problems associated 
with fluorescent ligh�ng so now you can do your work without an annoying buzz in your 
ears or undependable flickering lamp. It offers more than 60% energy savings compared 
to tradi�onal T8 fluorescent fixtures. Environmentally friendly, so there is no need to 
worry about disposing toxic lamps.

Part No.

LEDTL-706W-18

LEDTL-708W-24

LEDTL-712W-36

LEDTL-716W-48

LEDTL-721W-60

7W

13W

17W

20W

21W

Dimensions

18” x 3” x 1”

24” x 3” x 1”

36” x 3” x 1”

48” x 3” x 1”

60” x 3” x 1”

Lumen

WW 500 Lm

WW 880 Lm

WW 1150 Lm

WW 1400 Lm

WW 1500 Lm

WH 550 Lm

WH 900 Lm

WH 1200 Lm

WH 1440 Lm

WH 1550 Lm

Voltage

AC 100-130V

Wa�age

Features

Elegant design
Solid aluminum alloy base
Frosted diffuser creates a so�er light 
& eliminates hot spots
On/Off rocker switch
Can be "Daisy-Chained" up to 8 fixtures together.
Expected lifespan of 50,000 hours
Energy effiecient
Maintenance Free
Magne�c moun�ng op�on for steel cabinets &
showcases
UL & cUL cer�fied for use in USA and Canada
Op�onal magne�c moun�ng clips

Main Unit

Op�onal Magnet Moun�ng
Magnet A�ached under 

the steel sheet

LEDTL-MMC

Specifica�ons
3’

10’



LED Task Ligh�ng
LEDTL-7 Series Mo�on Sensor Series LEDTL-7 Series with Adjustable Color Temperature & Dimming

LED Task Ligh�ng
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Energy saving LEDTL-7 Series with an incorporated mo�on sensor. No need to turn the 
light off as it will automa�cally turn off when the work sta�on is not in use. Adjustable 
�mer se�ng to fit personal preferences.

Part No.

LEDTL-708W-24-MS

LEDTL-712W-36-MS

LEDTL-716W-48-MS

LEDTL-721W-60-MS

Voltage

AC 100-130V

13W

17W

20W

21W

Wa�age

WW 880 Lm

WW 1150 Lm

WW 1400 Lm

WW 1500 Lm

Lumen

WH 900 Lm

WH 1200 Lm

WH 1450 Lm

WH 1550 Lm

24” x 3” x 1”

36” x 3” x 1”

48” x 3” x 1”

60” x 3” x 1”

Dimensions

Features Specifica�ons

Main Unit

Op�onal Magnet Moun�ng
Magnet A�ached under 

the steel sheet

LEDTL-MMC

An energy saving LEDTL-7 task light with a touch panel that can adjust the output color 
temperature and intensity to fit different task requirements. Cooler color temperature 
helps you stay alert while working on difficult tasks, while warmer color temperatures 
provides a so�er light for casual reading.

Mo�on triggered light switch with 
adjustable �mer
Elegant design
Solid aluminum alloy base
Frosted diffuser creates a so�er light 
& eliminates hot spots
Energy effiecient
Maintenance Free
Op�onal magne�c moun�ng
UL & cUL cer�fied for use in USA and Canada
Op�onal magne�c moun�ng clips

Part No.

LEDTL-706W-18-T

LEDTL-708W-24-T

LEDTL-712W-36-T

LEDTL-716W-48-T

LEDTL-721W-60-T

Voltage

AC 100-130V

8.5W

13W

16W

20W

21W

Wa�age Lumen Dimensions

WW 410 Lm

WW 580 Lm

WW 900 Lm

WW 1220 Lm

WW 1540 Lm

WH 430 Lm

WH 590 Lm

WH 920 Lm

WH 1250 Lm

WH 1560 Lm

18” x 3” x 1”

24” x 3” x 1”

36” x 3” x 1”

48” x 3” x 1”

60” x 3” x 1”

Features Specifica�ons

Touch panel adjust brightness & 
color temperature
4 programmed intensity levels 
5 programmed color temperatures &
con�nuous color mixing
Elegant design
Solid aluminum alloy housing
Frosted diffuser creates a so�er light & 
eliminates hot spots
Can be “Daisy-Chained” together
Expected lifespan of 50,000 hours
Maintenance free
Op�onal Magne�c moun�ng clips available

Magnet A�ached under 
the steel sheet

LEDTL-MMC

Op�onal Magnet Moun�ng

Main Unit



LED Strip Ligh�ng
LEDS-S1 Series

LED Strip Ligh�ng

ϲ7 ϲϴ

Exceptional compact
linear LED lighting

Accessories

LEDS-DCW LEDS-S1-DCC LEDS-S1-MC

Part No.

LEDS-S1-4W-12WH

LEDS-S1-4W-12WW

LEDS-S1-6W-20WH

LEDS-S1-6W-20WW

Voltage

DC 24V

4W

4W

6W

6W

Wa�age Lumen

280 Lm

210 Lm

420 Lm

315 Lm

6000K

3000K

6000K

3000K

Dimensions

12” x 1¼” x ⅜”

12” x 1¼” x ⅜”

20” x 1¼” x ⅜”

20” x 1¼” x ⅜”

Features Specifica�ons

Elegant low profile aluminum housing
Energy efficient
Easy to install with supplied moun�ng clips
Dimmable
Lifespan: up to 50,000 hours
Linkable



LED Strip Ligh�ng
LEDS-T1 Series LEDS-R3 Series

LED Strip Ligh�ng

ϲϵ 70

Accessories

LEDS-DCW LEDS-T1-DCC LEDS-T1-TD LEDS-T1-MC

Features Specifica�ons

Elegant angled aluminum housing ideal for 
corner applica�ons
Energy efficient
Easy to install with supplied moun�ng clips
Dimmable
Lifespan: up to 50,000 hours
Linkable

Part No.

LEDS-T1-4W-12WH

LEDS-T1-4W-12WW

LEDS-T1-6W-20WH

LEDS-T1-6W-20WW

Voltage

DC 24V

4W

4W

6W

6W

380 Lm

350 Lm

480 Lm

450 Lm

6000K

3000K

6000K

3000K

12” x 1¼” x ¾”

12” x 1¼” x ¾”

20” x 1¼” x ¾”

20” x 1¼” x ¾”

DimensionsLumenWa�age

Locking Input
Jack 

Features

Extremely bright LED strip lights in a compact package
Clear or frosted diffuser for extra protec�on and so�er light output
Dimmable
90+ CRI
Custom sizes can be special ordered in either 12V or 24V
Durable LED with an expected lifespan of up to 50,000 hours
Included moun�ng clips securely fasten fixture and also allow fixture to be rotated
UL & cUL cer�fied for use in USA and Canada

Op�onal Moun�ng Accesories

Magnet Moun�ng Clip Standard Moun�ng Clip Down Tube

Input Cord

*See pages 113-114 for addi�onal informa�on on power supply, switch and ganging accessories



LED Strip Ligh�ng
LEDS-R3 Series

LED Pucks & Decora�ve Down Ligh�ng
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LEDS-R3 Series Nomenclature

I. Series
    LEDS – R3 Series

II. Voltage
    12/24V

III. Length (inches)
    Length in inches

IV. Diīuser Op�on
    Blank – No diffuser
    F – Frosted dIffuser
    C – Clear diffuser

V. Finish
    SA – Sa�n Aluminum
    BK – Black Anodized

VI. Color Temp
    3 digits, actual color 
    temp divided by 100

Frosted Diīuser

* For power adapter selec�on, divide the total power by 0.75 to calculate the minimum power adapter 
   reƋuired. For example, a ϲ7͟ strip light: 25 (W).A 12V 3A (3ϲW) power adapter is reƋuired for a ϲ7͟ 
   R3 strip light.

Inspired innovative design

   Product No.

LEDS-R3-12V-05

LEDS-R3-12V-10

LEDS-R3-12V-20

LEDS-R3-12V-34

LEDS-R3-12V-45

LEDS-R3-12V-57

LEDS-R3-12V-67

Voltage

DC 12V

Length (L)

5.19

10.11

19.96

33.74

44.56

57.36

67.20

1.5

3.5

7.2

12.7

16.8

21.3

25.0

Wa�age (W)

66

66

66

66

66

66

66

Efficacy 
(Lm/W)

Lumen 
Λϲ000<

Color 
Temp (Σ<elvin)

100

240

500

900

1200

1500

1700

2700-6000K



LED Pucks & Decora�ve Down Ligh�ng
LEDP-100 Series

LED Pucks & Decora�ve Down Ligh�ng
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Features

No transformer required
Dimmable
Linkable
Available in black or sa�n 
nickel finishes
Can be surface mounted or 
recess mounted
Lifespan: up to 50,000 hours
UL & cUL cer�fied for use in USA 
and Canada

Sa�n Nickel

BlackLEDP-100 WW Series

LEDP-100 WH Series

LEDP-0ϲ0

Specifica�ons Specifica�ons

Features Features
Elegant finish
Low heat
Can be surface mounted or recess mounted
Lifespan: up to 50,000 hours

Elegant finish
Low heat
Can be surface mounted or recess mounted
Dimmable
Lifespan: up to 50,000 hours

*See pages 113-114 for addi�onal informa�on on power supply, switch and ganging accessories



*See pages 113-114 for addi�onal informa�on on power supply, switch and ganging accessories

LED Pucks & Decora�ve Down Ligh�ng LED Pucks & Decora�ve Down Ligh�ng

75 7ϲ

LEDP-0ϲ0RGB
RGB color changing puck
Dimmable
Lifespan: up to 50,000 hours
Can be surface mounted or 
recess mounted

LEDP-060RGB AC770RGB
WIRING HARNESS

LEDTF-RC6A
RGB CONTROLLER

LEDTF-2A
POWER SUPPLY

Dimmable Low Profile LED Puck Lights

With Suface Mount Spacer Without Suface Mount Spacer

LEDP-030

Specifica�ons Specifica�ons

With Suface Mount Spacer Without Suface Mount Spacer

Features

Elegant aluminum housing
Low profile design
Low heat
Can be surface mounted or 
recess mounted
Dimmable
Lifespan: up to 50,000 hours



LED Pucks & Decora�ve Down Ligh�ng LED Pucks & Decora�ve Down Ligh�ng
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LE DDL-M S-1W LE DDL-201

Specifica�ons Specifica�ons

Features Features
Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 3 50 - 0 3 W
( inc lud ed )

Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 3 50 - 0 3 W
( inc lud ed )

LE DDL-201-A LE DDL-202

Specifica�ons Specifica�ons

Features
Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 7 0 0 - 0 9 W 
( inc lud ed )

Features
Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 3 50 - 0 3 W 
( inc lud ed )



LED Pucks & Decora�ve Down Ligh�ng LED Pucks & Decora�ve Down Ligh�ng
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LE DDL-203 LE DDL-205

Specifica�ons Specifica�ons

FeaturesFeatures
Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 1A
Dimensions : T3Ъ” x 1и” (H)

Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 3 50 - 0 8 W
Dimensions : T4 ⅛” x 2 в” (H) Lif esp an:  up  to 50 , 0 0 0  hours

Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer 
LEDT F- 3 50 - 0 8 W ( inc lud ed )  
Dimensions : T4 ⅛” x 2 в” (H)

LE DDL-207
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LED Pucks & Decora�ve Down Ligh�ng LED Pucks & Decora�ve Down Ligh�ng

LE DDL-303 LE DDL-305
Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 3 0 0 - 9 W
Dimensions : T3 ⅜” x 2 ¼” (H)

Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 3 0 0 - 9 W
Dimensions : T3 ⅜” x 2 ¼” (H)

LE DDL-307 LE DDL-312
Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Requires transformer LEDTF-300-12W
Dimensions : T4 ¼” x 2 Ъ” (H)

Lif esp an:  up  to 50 , 0 0 0  hours
Rec ess mount
Ad j ustab le sw iv el
Req uires transf ormer LEDT F- 3 0 0 - 15W
Dimensions : T4 ¼” x 2 Ъ” (H)
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&ůeǆiďůe LED Tape Ligh�ng & �ccessories &ůeǆiďůe LED Tape Ligh�ng & �ccessories
StanĚarĚ Ziďďon Series

*See pages 113-114 for addi�onal informa�on on power supply, switch and ganging accessories

T he LEDR Series is a precision accent ligh�ng system with flexible applica�on abili�es 
that enhance architectural design. Our LEDs are engineered for easier use in different 
types of applica�ons. The LEDR Ribbon offers user friendly connectors for simple 
installa�on elimina�ng the need for field-soldering. It lasts an average of 50,000 hours 
compared to a typical incandescent that might only last 2,000 hours, thus, reducing 
maintenance costs. When high output LEDs are used, they can reduce energy 
consump�on up to 90% when compared to incandescent linear ligh�ng. Our LED ribbon 
is av ailab le in a w id e range of  c olor temp eratures so d esigners hav e v arious c hoic es 
Ͷfrom residen�al friendly warm white to high-tech, a�en�on-grabbing cool whiteͶit is 
available in Green, Yellow, and mul�ple RGB  colors. They are also available with 
different insula�ng materials for applica�ons where a water resistent fixture is needed.

Features

8mm (⁵⁄₁₆”) wide ribbon contains 60 LEDS 
per meter (18 LEDS per �)
Maximum con�nuous run 
10 meters (32.8�)
Highly flexible circuit board with 3MΡ 
ad hesiv e tap e that c an b e ap p lied  to most 
ac c essib le surf ac es
Durab le LEDs w ith an ex p ec ted  lif esp an of  
50 , 0 0 0  hours
Powered by DC 12V power supply, low 
v oltage,  and  low  heat
No UV, no mercury, and RoHS compliant
Standard package: 16.4�/roll
Requires transformer LEDTF-2A or 
d immab le LED d riv er
3 Year Warranty
UL &cUL cer�fied for use in USA & Canada

Standard LED Ribbon

Standard Water Resistant LED Ribbon

LEDR- ROLLRD

LEDR- ROLLY W

LEDR- ROLLBL

LEDR- ROLLG N

LEDR- ROLLWW

LEDR- ROLLN W

LEDR- ROLLWH

LEDR- ROLLCW

P rodu c t N o. Voltage

DC
12V

1.2 
W/�

Wa�age

RED

Y ELLOW

BLUE

G REEN

WW 3 0 0 0 K

N W 42 0 0 K

WH 6 0 0 0 K

CW 10 0 0 0 K

Color Tem p .Lumen

26 Lm/�

30 Lm/�

33 Lm/�

35 Lm/�

50 Lm/�

53 Lm/�

55 Lm/�

60 Lm/�

P rodu c t N o. Voltage Color Tem p .

LEDR- ROLLRD RED26 Lm/�

LEDR- ROLLY W Y ELLOW30 Lm/�

LEDR- ROLLBL BLUE33 Lm/�

LEDR- ROLLG N G REEN35 Lm/�

LEDR- ROLLWW

LEDR- ROLLN W

LEDR- ROLLWH

LEDR- ROLLCW

WW 3 0 0 0 K

N W 42 0 0 K

WH 6 0 0 0 K

CW 10 0 0 0 K

50 Lm/�

53 Lm/�

55 Lm/�

60 Lm/�

DC
12V

1.2 
W/�

Wa�age Lumen
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&ůeǆiďůe LED Tape Ligh�ng & �ccessories
LEDZ Ziďďon Series

&ůeǆiďůe LED Tape Ligh�ng & �ccessories
Z'B Ziďďon Series

High Output Flexible LED Tape Light Super Bright Flexible LED Tape Light

8 mm ( ⁵⁄₁₆”) wide ribbon contains 120 LEDS per 
meter (36 LEDS per �)
Maximum con�nuous run 5 meters (16.4�)
Highly flexible circuit board with 3M adhesive
tap e that c an b e ap p lied  to most ac c essib le
surf ac es
Can cut every 25.4mm (1”) and connect with
quick connectors
Durab le LEDs w ith an ex p ec ted  lif esp an of  
50 , 0 0 0  hours
Powered by DC 12V power supply, low voltage, 
and  low  heat
No UV, no mercury, and RoHS compliant
Standard package: 16.4�/roll
Req uires transf ormer LEDT F- 5A or d immab le 
LED d riv er
3 Year Warranty
UL &cUL cer�fied for use in USA and Canada

10mm (0.4”) wide ribbon contains 120 LEDS per 
meter (18 LEDS per �)
Maximum con�nuous run 5 meters (16.4�)
Highly flexible circuit board with 3M adhesive 
tap e that c an b e ap p lied  to most ac c essib le 
surf ac es
Can cut every 50mm (2”) and connect with 
quick connectors
Durab le LEDs w ith an ex p ec ted  lif esp an of  
50 , 0 0 0  hours
Powered by DC 12V power supply, low voltage, 
and  low  heat
No UV, no mercury, and RoHS compliant
Standard package: 16.4�/roll
Req uires transf ormer LEDT F- 7 .5A or d immab le 
LED d riv er
3 Year Warranty
UL &cUL cer�fied for use in USA and Canada

*See pages 113-114 for addi�onal informa�on on power supply, switch and ganging accessories*See pages 113-114 for addi�onal informa�on on power supply, switch and ganging accessories

P art N o.

LEDR- HO- ROLLWH

LEDR- HO- ROLLWH

Voltage

DC 12V

DC 12V 2.4W/�

2.4W/�

Lumen

110 Lm/�

110 Lm/�

WH 6 0 0 0 K

WW 3 0 0 0 K

Color
Tem p . 

 P art N o.

LEDR- 50 50 - ROLLWH

Voltage

DC 12V

Wa�age

4.2W/� 320 Lm/�

55-110 Lm/�

WH 6000K

Lumen Color
Tem p . 

RGB Color Changing Flexible LED Tape Light RGB Controller

10 mm ( ПС⁄ЗЖ”) wide ribbon contains 30 RGB LEDS
per meter (18 RGB LEDS per �)
Maximum con�nuous run 10 meters (32.8�)
Highly flexible circuit board with 3MΡ adhesive
tap e that c an b e ap p lied  to most ac c essib le
surf ac es
Can cut every 100mm (4”) and connect with 
quick connectors
Durab le LEDs w ith an ex p ec ted  lif esp an of  
50 , 0 0 0  hours
Powered by DC 12V power supply, low voltage, 
and  low  heat
No UV, no mercury, and RoHS compliant
Standard package: 16.4�/roll
Req uires transf ormer LEDT F- 3 A
Requires LEDTF-RC6A control box
3 Year Warranty
UL &cUL cer�fied for use in USA and Canada

Features

Input:
DC 12V/24V

Outp ut:
2A Max. on each channel (total
3  c hannels)

Remote Control included

11 p reset p rograms

Dimensions: 1.96” x 1.37” x 0.90”

3 Year Warranty

LEDR-ROLLRGB standard RGB ribbon, non-waterproof

P art N o.

LEDR- ROLLRG B

Voltage

DC 12V

Wa�age

1.8W/�

Lumen

RG B

Color
Tem p . 
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&ůeǆiďůe LED Tape Ligh�ng & �ccessories
DC Ϯϰs StanĚarĚ Ziďďon Series

&ůeǆiďůe LED Tape Ligh�ng & �ccessories
LEDS-ϱ Eǆtrusions Ĩor LED &ůeǆiďůe Tape Ligh�ng

*See pages 113-114 for addi�onal informa�on on power supply, switch and ganging accessories*See pages 113-114 for addi�onal informa�on on power supply, switch and ganging accessories

24V Flexible LED Tape Light Features

8 mm ( ПС⁄ЗЖ”) wide ribbon contains 120 
LEDS per meter (36 LEDS per �)
Maximum con�nuous run 10 
meters (32.8�)
Highly flexible circuit board with 3M 
ad hesiv e tap e that c an b e ap p lied  to most 
ac c essib le surf ac es
Can cut every 50mm (2”) and connect 
with quick connectors
Durab le LEDs w ith an ex p ec ted  lif esp an of  
50 , 0 0 0  hours
Powered by DC 24V power supply, low 
voltage, low heat, and increased safety
No UV, no mercury, and RoHS compliant
Standard package: 16.4�/roll
Requires transformer LEDTF-24V-2A or 
d immab le LED d riv er ( p age 10 9 )
3 Year Warranty
UL &cUL cer�fied for use in USA 
and Canada

LED Ribbon Accessories

Standard Ribbon Accessories

RGB Ribbon Accessories

AC 906 AC 911

AC 906 RGB AC 911 RGB
AC 907 RGB 

Yuick Connectors RGB Ribbon

AC 907 Yuick Connectors AC 908

AC 908 RGB

op en

c lose

op en

c lose

SPECIAL ORDER ONLY ITEM       MOQ 25 PCS

RED

Y ELLOW

BLUE

G REEN

WW 3 0 0 0 K

N W 42 0 0 K

WH 6 0 0 0 K

CW 10 0 0 0 K

LEDR- ROLLRD

LEDR- ROLLY W

LEDR- ROLLBL

LEDR- ROLLG N

LEDR- ROLLWW

LEDR- ROLLN W

LEDR- ROLLWH

LEDR- ROLLCW

P rodu c t N o. Voltage

DC
24V

2.9
W/�

Wa�age Lumen

63 Lm/�

73 Lm/�

80 Lm/�

85 Lm/�

120 Lm/�

128 Lm/�

132 Lm/�

145 Lm/�

Color Tem p .

The LEDS-5 extrusions and accessories allow installers/end-users to create their own 
finished fixtures. Both the flexible LED tape lights and LEDS-5 extrusions can be cut 
down to custom lengths. Installers/end-users can apply flexible LED tape ligh�ng to the 
extrusion, a clear or frosted lens, and end caps for a completely custom light fixture. 

Features

Slim extrusions, ideal for low profile 
applica�ons
Op�onal clear or frosted lense available
Op�onal end caps available
Moun�ng clips with or without magnets 
av ailab le

LEDS-5 with Frosted Lens LEDS-5 Extrusion

Moun�ng Clips

Op�onal Accessories

End Cap Aluminum Ex trusion
LEDS-5-Extrusion

LENS (Frosted/Clear)
LEDS-5-LENS-FR/CL

Magne�c Moun�ng LEDS-5-MM Moun�ng Clip LEDS-5-MC



LED DispůaǇ Ligh�ng
LED Paneů Series

LED DispůaǇ Ligh�ng
Mini Track

89 90

Gondola Display LED Panel

LEDPN-046-012-5000k

LEDPN-046-054-5000k

T he G ond ola LED P anel is
a direct retrofit solu�on
to upgrade an ordinary
gondola into an eye-popping
display. You can swap out
the en�re backboard or
choose a smaller sec�on to
rep lac e w ith an LED p anel.

Custom LED Panels

LED p anels c an b e c ustomiz ed  f or v arious 
applica�ons such as lightboxes, signs, product 
displays, as well as back ligh�ng.

* Please ask your sales representa�ve for informa�on
   on custom sizes and colors

LED Panel for Commercial Applica�ons
Our Gondala Track Ligh�ng offers a complete ligh�ng solu�on for gondola displays. 
Mini-sized track can be affixed to the rail of the gondola to provide power distribu�on 
for LED strips under each shelf. The LED strips are available in mul�ple lengths, color 
temperatures and intensi�es to ensure the desired illumina�on.

LE DS-4 LE DS-5

LEDS - 421WW- 24V

LEDS - 424WW- 24V

LEDS - 43 6WW- 24V

LEDS - 448 WW- 24V

LEDS - 421WH - 24V

LEDS - 424WH - 24V

LEDS - 43 6WH - 24V

LEDS - 448 WH - 24V

9 W

10 W

14W

18 W

9 W

10 W

15W

20 W

21”

24”

3 6”

48 ”

21”

24”

3 6”

48 ”

DC 
24V

DC 
24V

59 0  Lm

640  Lm

9 40  Lm

120 0  Lm

520  Lm

56 0  Lm

8 3 0  Lm

110 0  Lm

3 0 0 0 K

6 0 0 0 K

VoltageP art N o. Wa�age
Length

( i n.)
Lumina i re

Lumen ( Lm)
Color
Tem p .

LEDS - 521WW- 24V

LEDS - 524WW- 24V

LEDS - 53 6WW- 24V

LEDS - 548 WW- 24V

LEDS - 521WH - 24V

LEDS - 524WH - 24V

LEDS - 53 6WH - 24V

LEDS - 548 WH - 24V

9 W

10 W

14W

18 W

9 W

10 W

15W

20 W

21”

24”

3 6”

48 ”

21”

24”

3 6”

48 ”

DC 
24V

DC 

59 0  Lm

640  Lm

9 40  Lm

120 0  Lm

520  Lm

56 0  Lm

8 3 0  Lm

110 0  Lm

3 0 0 0 K

6 0 0 0 K

Voltage Wa�age
Length

( i n.)
Lumina i re

Lumen ( Lm)
Color
Tem p .P art N o.



LED DispůaǇ Ligh�ng LED DispůaǇ Ligh�ng
LEDS-SL Sign Ligh�ng Series
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LEDS-R3 with Adjustable Color Temperature & Dimming The LEDS-SL strip lights were designed specifically for ligh�ng menu boards͖ due to 
their inherent features they are an op�mal solu�on for many sign applica�ons. The 
brightness of the LED, requires a special lens that helps to distribute the ligh�ng 
evenly, elimina�ng hot spots. The LEDS-SL strip light series has been cer�fied by UL 
f or sign ac c essories.

Our new LEDS-R3 adjustable color temperature light is a versa�le strip light that can be 
used in various display environments. Depending on the merchandise being showcased, 
the color temperature of the light can be adjusted by using the a�ached remote control, 
which will enable the quality of the merchandise to stand out.

Features
Adjustable color temperatures͖ 2700K, 4000K, 
5700K and 6300K
Wired  remote c ontrol w ith sc rew  holes f or 
secured moun�ng
Elegant d esign
Solid aluminum alloy housing

Frosted diffuser creates a so�er light & 
eliminates hot sp ots
Lif esp an:  up  to 50 , 0 0 0  hours
Energy efficient
M aintenanc e f ree
Op�onal magne�c moun�ng clips available

8 3 .4
8 3 .4
8 3 .3
8 3 .4
8 8 .6
8 8 .7
8 8 .5
8 8 .7
8 7 .7
8 7 .6
8 7 .6
8 7 .6
8 6.8
8 6.8
8 6.7
8 6.8

 

55
56
55
54
58
58
6 0
6 0
6 0
61
62
6 0
61
61
59
6 0

   Color Tem p  ( °Kelv i n)

LEDS - R3 - 3 4
LEDS - R3 - 45
LEDS - R3 - 57
LEDS - R3 - 6 7
LEDS - R3 - 3 4
LEDS - R3 - 45
LEDS - R3 - 57
LEDS - R3 - 6 7
LEDS - R3 - 3 4
LEDS - R3 - 45
LEDS - R3 - 57
LEDS - R3 - 6 7
LEDS - R3 - 3 4
LEDS - R3 - 45
LEDS - R3 - 57
LEDS - R3 - 67

3 3 .7 4"
44.56"
57 .3 6"
6 7 .20 "
3 3 .7 4"
44.56"
57 .3 6"
6 7 .20 "
3 3 .7 4"
44.56"
57 .3 6"
6 7 .20 "
3 3 .7 4"
44.56"
57 .3 6"

Length 
( i n.)

67.20"

14W
18 W
22W
26W
13 W
17 W
20 W
2 3 W
13 W
18 W
21W
25W
13 W
18 W
22W

Wa�age
( W)

Efficacy
(Lm/W)

25W

7 7 0  Lm
10 0 0  Lm
120 0  Lm
140 0  Lm
7 50  Lm
9 8 0  Lm

120 0  Lm
140 0  Lm
7 8 0  Lm

110 0  Lm
13 0 0  Lm
150 0  Lm
7 9 0  Lm

110 0  Lm
13 0 0  Lm

Lumina i re
Lumen ( Lm)

150 0  Lm

CRI Color Tem p  ( °Kelv i n)

27 0 0 K ,  40 0 0 K ,  
57 0 0 ,  or 63 0 0 K

LEDS-SL Aluminum Strip Series Nomenclature

Series

LE DS-SL XX YYY

— —

—

—

— —

Str i p  Length Color Tem p erature

Z Z

Magne�c Moun�ng

Electrical Ra�ngs:

LE DS-SL LEDS-SL Sign
    Ligh�ng Series

XX – Strip Length
    ( 0 5” - 48 ” )

YYY – Color tem-
    p erature d iv id ed
    by 100 (015-120)

Z Z  – Magne�c 
    Moun�ng (MM),
    with diffuser lens
    ( DL)

M odel

LEDS - SL- 0 5- Y Y Y

LEDS - SL- 21- Y Y Y

LEDS - SL- 42- Y Y Y

LEDS - SL- 48 - Y Y Y

DC 24 V

0 .13 A

0 .50 A

1.0 5A

1.18 A

3 W

12W

25W

28 .5W

In p ut 
Voltage

In p ut 
Current Wa�age

Loc king 
Inp ut J ac k
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light tomorrow
with today

LEDA Series Nomenclature

V

LE DA

I

—

—

120 SN

II III

—

—

WH

IV

—

—

12 TD1

VI

—

—

B

VII

70 SD

VIII

—

— IX

—

—

TF

X

I. Series
     LEDA –  LEDA series

II. Stem Length
     120
     13 0

III. Finish
     PC – Polished Chrome
     SN – Sa�n Nickel
     PN – Polished Nickel
     ORB – Oil Rubbbed
                Bronze
     BK – Black

IV. Color Temperature
     WH – White 
     WW –  Warm White

V. Voltage
     12 – 12 V
     05 – 5 V

VI. Switch/Dimmer
     PS – Push Switch
    TD1 – Touch On/Off
    TD3 – Touch 3 Stage

VII. Cord Exit
     B – Bo�ome of base
     S – Side of base

VIII. Base Diameter
     70 – 70mm (2.76”)
     73 – 73mm (2.9”)
     8 8  –  8 8 mm ( 3 .45” )

IX. Stem Orienta�on
     SD – Stem  on side of
              the b ase
     TP – Stem on top of the
              b ase

X. Power Supply Included
     TF – Power supply 
             inc lud ed
     Skip – Power supply not
                inc lud ed

Features

Elegant flexible goose
neck
Switch op�ons available
Finish op�ons available
Powered by UL cer�fied
power supply

LEDA120-PN-WW-12PS-B70-SD LEDA120-PN-WH-12TD1-B70-TP

Special Order Only Item MOQ 100PCS
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Beautiful
                  Efficient
        intelligent

Decora�ve �rch Ligh�ng

AL 100

AL 150

AL 155
AL 200

AL 305

P art N o.

AL 10 0 - 12

AL 10 0 - 24

AL 150 - 12

AL 150 - 24

AL 155- 16

Descrip�on

24” curved with 1 moun�ng tab

12” curved with 1 moun�ng tab

24” curved with 1 moun�ng tab

12” curved with 1 moun�ng tab

Descrip�on

16”  c urv ed  w ith C c lamp

P art N o.

AL 20 0 - 12

AL 20 0 - 24

AL 3 0 5- 19 - WH

AL 3 0 5- 19 - BK

19 ”  c urv ed  w ith C c lamp

19 ”  c urv ed  w ith C c lamp

24” straight with 1 moun�ng tab

12” straight with 1 moun�ng tab
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Track Ligh�ng

                  Efficient
        intelligent



Track Ligh�ng

NL Series 120 VOLT Track Fixtures

Track Ligh�ng
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All fixtures on this page will accommodate R-lamps as well as the latest in LED technolo- 
gy. The two posi�on conductor allows for use with either single or dual circuit tracks.

N L0120 N L0423 N L0521 GIMBAL RING

M odel

N L0 121

N L0 120

N L0 421

N L0 521

P AR3 0

P AR3 8

P AR3 0

P AR3 0

Rec ommended 
bulb

M ax.
Wa�s

M ax.
Wa�s

M ax.
Wa�s

7 5

10 0

7 5

7 5

Add BK for black or WH for 
w hite at the end  of  eac h 
p art numb er

UNIVERSAL

Add BK for black or WH for 
w hite at the end  of  eac h p art
numb er

N L1200

M odel

N L120 0 P AR3 0 150

Rec ommended 
bulb

N L0323 N L0038
MINI UNIVERSAL

Add BK for black or WH for 
w hite at the end  of  eac h
p art numb er

M odel

N L0 3 21

N L0 3 20

P AR3 0

P AR3 8

7 5

10 0

Rec ommended 
bulb

M odel

BACK CYLINDER

Add BK for black or WH for 
w hite at the end  of  eac h
p art numb er

M ax.
Wa�sM odel

N L0 068

N L0 0 7 8

P AR3 0

P AR3 8

7 5

10 0

Rec ommended 
bulb

N L0223
CLASSICAL CONE

N L0 221

N L0 220

P AR3 0

P AR3 8

Rec ommended 
bulb

M ax.
Wa�s

7 5

10 0

Add BK for black or WH for 
w hite at the end  of  eac h
p art numb er

N L06 6 1
CLASSICAL CONE

Add BK for black or WH for 
w hite at the end  of  eac h
p art numb er

M ax.
Wa�sM odel

N L0 661 P AR3 0 50

Rec ommended 
bulb

Gooseneck Lamp Holders
The gooseneck series of track ligh�ng is 
your solu�on for maximum adjustability. 
The flexibility of these fixtures allows light 
from any angle. They are perfect for store 
and window displays, art exhibits, etc.

Extensions
Stem extensions offer selec�ve accent or 
task ligh�ng by lowering individual fixtures 
18” to 48” from the track. Perfect for 
d ining rooms,  b ars,  game tab les,  retail 
displays, and more.

N L6 6 24 N L0534N L0528

N L6 6 30

Available in black or white

Round solid shade track head
mounted on 24” flexible gooseneck 
Uses MR16 12V bulbs

Mesh shade track head mounted on
24” flexible gooseneck
Uses MR16 12V lamp

Mini cylinder track
head  mounted  on
an ex tension 
Uses MR16 
12V lamp

Track light with a
mesh hood  
mounted  on an
ex tension
Uses MR16 
12V lamp



Track Ligh�ng LED Taďůe Laŵps
LED Taďůe Laŵp Series
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TL-1000
Color Temperature: 4,000 - 4,500K
Lumen outp ut:  3 0 0  lumen
Dimming:  7  lev els
Glare, flicker, shadow and UV free
Ad j ustab le arm f or max imiz ed  light
c ov erage
Power input: AC 100-240V power
adapter with DC 12V 1A output
P rod uc t d imensions:  14”  ( L)  X  4½ ”  
(W) X 15” (H)
Net weight: 2.5 lbs
G ross w eight:  3 .3  lb s

TL-2000
Color Temperature: variable, 5
p reset mod es
Lumen outp ut:  3 0 0  lumen
Dimming:  5 lev els
Glare, flicker, shadow and UV free
Built-in USB charger for mobile 
devices (DC 5V, 0.7A Max.)
Ad j ustab le arm f or max imiz ed  light 
c ov erage
Power input: AC 100-240V power 
adapter with DC 12V 1.5A output
Dimensions: 6.5” X 6.5” X 17”

T ouc h P anel
LED Light 

Source

P ow er
Switch

USB
c harging

Color 
T emp erature

Dimmer
Control

NL Series Track Accessories

NLTK-2, NLTK-4, NLTK-6, NLTK-8

NLFC

NLOC N LM D

N LEW

NLHK N LP DA N LOA

N LLE NLMC N LT

N LX N LLE15 NLLC

NLFI NLI N LL

Available in black or white

M odel

N LEW

N LFC

N LFI

N LHK  

N LLI

N LLL 

N LLC

N LLE

N LLE15

N LM C

N LM D

N LOA

N LOC

N LP DA

N LT

N LT K - 2

N LT K - 4

N LT K - 6

N LT K - 8

N L X

18 ”  Wand  Ex tension

P ow er Canop y

Flex ib le Connec tor

Hook

“ I ”  Connec tor

“ L”  Connec tor

Liv e Cond uit

Liv e End  Connec tor

15’  P ow er Cord

M ini Connec tor

M onop oint

Outlet Ad ap ter

Outlet Box  Cov er

P end ant Ad ap ter

“ T ”  Connec tor

2 ’  T rac k

4’  T rac k

6’  T ac k

8 ’  T rac k

“ X ”  Connec tor

Descrip�on



Motion Activated Switch

LED Switches & Diŵŵers
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Low Voltage LED Ligh�ng Switches
Kur ůow voůtage LED switches oīer ŵuů�půe op�ons Ĩor turning on & oī anĚͬor Ěiŵŵing 
LED ůigh�ng͘ These switches are coŵŵonůǇ useĚ in Ĩurniture͕ caďinets͕ cůosets͕ ĚispůaǇs 
anĚ P͘ K͘P͘  ĚispůaǇ appůica�ons͘

DC POWER SUPPLY LED- T D5- T ouc h
Dimmer

LED-TD6-Dimmer

LED-DS1-IR door switch 
( single)

LED-DS2-IR door switch (double)

LEDS-MS1-Mo�on ac�vated w/
ambient light detec�on

LEDS-MS2- Mo�on ac�vated
sw itc h

LE D LIG HTS

LEDS-070-LED night lights

LED-S5-LED Strip Lights

LEDP-060-LED Puck Lights

LEDR- LED T ap e Lights

LED Taďůe Laŵps
LED Taďůe Laŵp Series

TL-3000
Lumen Output: 960 lumen max.
Color Temperature: 3,300K–6,200K 
( 4 p reset mod es)
Dimming:  5 lev els
Glare, flicker, shadow and UV free
Built-in USB charger for mobile de-
v ic es
Ad j ustab le arm f or max imiz ed  light 
c ov erage
Power input: AC 100-240V power 
adapter with DC 12V 2A output
Dimensions: 7.09” X 6.74” X 17.92”

TL-4000
Lumen Output: 960 lumen max.
Color Temperature: 3,300K–6,200K 
( 4 p reset mod es)
Dimming:  5 lev els
Glare, flicker, shadow and UV free
Built-in wireless charger
Built-in USB charger for mobile 
d ev ic es
Ad j ustab le arm f or max imiz ed  light 
c ov erage
Power input: AC 100-240V power 
adapter with DC 12V 2A output
Dimensions: 7.125” X 6.75” X 17.92”

Control
P anel

Control
P anel

USB
Charging
P ort

Op�onal Moun�ng Clamp



LED Switches & Diŵŵers
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Touch Ac�vated Dimmer Switch (w/ Touch Lead)
LE D-TD6 On/off touch ac�vated switch

with con�nuous dimming
Dimming level memory
Ac�vated from sensor lead
or from bu�on built-in on the
housing
M ini d esign c an b e surf ac e
mounted  or j ust hang in- line
Input: DC 12V/24V, 2A Max.
Output wa�age: 24WΛ12V /
48WΛ24V
Size: 1.97” x 0.67” x 0.36” 
50 x 17 x 9.2mm
Output/input cord: 3’ 24AWG
4’  touc h sensor lead

Mo�on Ac�vated Switch (w/ Ambient Light Detec�on)
LE D-M S1

Input voltage: DC 12V/ 24V
Output: DC 12V/ 24V, 2A Max.
Output wa�age: 24WΛ12V / 48WΛ24V
Size: T0.98” x 1.32” T25 x 33.5mm
Output/Input cord: 2’ 24 AWG
Moun�ng: recess or surface mounted
Bore a 15/16” hole for recess moun�ng
Adjustable detec�on angle:120Σ
Ambient light detec�on: lights only turn on in
dark environments when mo�on is detected
--does not ac�vate when there is 
amb ient light
Ac�vates light(s) for one minute when
sw itc h senses mov ement

Surface Moun�ng
Bracket

Surface Moun�ng
Bracket

Mo�on Ac�vated Switch
LE D-M S2 Input voltage: DC 12V/ 24V

Output: DC 12V/ 24V, 2A Max.
Output wa�age: 24WΛ12V / 
48WΛ24V
Size: T0.55” x 1.56” 
T14 x 39.5mm
Output/Input cord: 2’ 24 AWG
Moun�ng: recess or surface 
mounted
Bore a Ъ” hole for recess 
moun�ng
Ac�vates light(s) for one minute 
w hen sw itc h senses mov ement

Surface Moun�ng
Bracket

LED Switches & Diŵŵers

Infrared Door Switch (Single Door)
LE D-DS1 Switch ac�vates light(s) when 

door is opened and deac�vates 
light( s)  w hen d oor is c losed
Input voltage: DC 12V/ 24V
Output: DC 12V/ 24V, 2A Max.
Output wa�age: 24WΛ12V / 
48WΛ24V
Size: T0.55” x 1.69” T14 x 
42.8mm
Output/ input cord: 2’ 24 AWG
Moun�ng: recess or surface 
mounted
Bore a 1/2” hole for recess 
moun�ng

Surface Moun�ng
Bracket

Infrared Door Switch (Double Door)
LE D-DS2 Switch ac�vates light(s) when one

or b oth d oors are op ened  and  
deac�vates light(s) when both 
d oors are c losed
Input voltage: DC 12V/ 24V
Output: DC 12V/ 24V, 2A Max.
Output wa�age: 24WΛ12V / 
48WΛ24V
Size: T0.66” x 0.63” T16.8 x 
16mm
Output/ input cord: 2’ 24 AWG
Moun�ng: recess or surface 
mounted
Bore a 19/32” hole for recess 
moun�ng

Surface Moun�ng Bracket

Touch Ac�vated Dimmer Switch (w/ Touch Bu�on)
LE D-TD5 On/off touch ac�vated switch

with con�nuous dimming
Dimming level memory
Input voltage: DC 12V/ 24V
Output: DC 12V/ 24V, 2A Max.
Output wa�age: 24WΛ12V / 
48WΛ24V
Size: T0.66” x 0.63” T16.8 x 
16mm
Output/ input cord: 2’ 24 AWG
Moun�ng: recess or surface 
mounted
Bore a 19/32” hole for recess 
moun�ng

Surface Moun�ng
Bracket
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LE D-TD1-36 W-12V

LE D-DIM M E R

T hree stage touc h d immer
      T ouc h 1:  N ight light
      Touch 2: Energy saver light
      Touch 3: Bright reading light
      Touch 4: Off
Ra�ng: DC 12V 36W
Easy intalla�on by fastening two screws
Dimensions: 3Ъ” x 1в” x и”
For use only with select LED products

Input Voltage: DC 12V/24V
Sta�c Power: ф50mA
Output: DC 12V/24V, 10A max
Opera�on Temperature: -15ΣC to 70ΣC

P art N o.

LED- DIMMER- 1A

LED- DIMMER- 2A

LED- DIMMER- 5A

LED- DIMMER- 10 A

LED- DIMMER- 24V- 1A

LED- DIM M ER-24V-2A

DC 12V

DC 24V

Voltage

12W M ax .

24W M ax .

6 0 W M ax .

120 W M ax .

24W M ax .

48 W M ax .

Wa�age Dimensions

3 ½ ”  x  1в”  x  и”

Touch Dimmer
Three-stage touch dimmer is designed for use in conjunc�on with select LED fixtures. 
The included 60 inch long touch-sensor lead can be connected to any metal surface or 
with our TP1 touch pad. One touch on the sensor turns fixture on, second touch increas-
es output to medium, third touch maximizes output, and fourth touch turns it off.

LE D-TD3-150
T hree stage touc h d immer
      T ouc h 1:  N ight light
      Touch 2: Energy saver light
      Touch 3: Bright reading light
      Touch 4: Off
Ra�ng: AC 120V 150W
Easy intalla�on by fastening two screws
Dimensions: 3Ъ” x 1в” x и”
For use only with LEDP-100 series
UL & cUL cer�fied for use in USA & Canada

Touch Switch
LE D-TD3-015

Touch switch on/off
Ra�ng: AC 120V 150W
Easy intalla�on by fastening two screws
Dimensions: 3Ъ” x 1в” x и”
Works with select LED products
UL & cUL cer�fied for use in USA & 
Canada



/Z Zepeater
/Z-ϴϬϬ
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Transmits IR Signals into Closets & AV Cabinets
You shouldn’t have to leave cabinet doors open when you’re enjoying your home the-
ater. Keep your A/V devices hidden by se�ng up an IR RE P E ATE R (IR-800) in your enter-
tainment center, and be able to control A/V devices hidden in cabinets or closets.

Features

Standard set includes: one receiver, one
emi�er, a control box, and a 5V DC adapter
Control box supports up to 8 emi�ers
System feedback LED indicator provides visual
status of opera�on
Emi�ers have shelf pin for easy installa�on 
and  remov al
Emi�ers also have integrated moun�ng wings
that allow for horizontal and ver�cal installa�on
UL & cUL cer�fied power supply with universal 
voltage capacity

Specifica�ons
Rep eater M ain Unit IR Receiver

Emi�er

Shelf Pin for 
Quick Installa�on

/ncanĚescent ͬ ,aůogen Switches & Diŵŵers

Push Switch
P W3

10’ SPT-2 power cord
120V 300W push switch
3’ female polarized connector w/3 outlets
Size:  3Ъ” L x и” H x 1в” W
UL & cUL cer�fied for use in USA 
and Canada

10’ SPT-2 power cord
120V 300W dimmer switch
3’ female polarized connector w/3 outlets
UL & cUL cer�fied for use in USA 
and Canada

10’ SPT-2 power cord
120V 300W dimmer switch with brass 
turn sw itc h
3’ female polarized connector w/3 outlets
UL & cUL cer�fied for use in USA 
and Canada

10’ SPT-2 power cord
120V 300W touch dimmer
3’ female polarized connector w/3 outlets
5’  touc h sensor lead
UL & cUL cer�fied for use in USA 
and Canada

Dimmer
Full range dimmer is designed for use in conjunc�on with incandescent or halogen 
fixtures. 1Ъ” threaded stem can be used for panels up to в” thick. Knobs are available 
in either gold or black finish.

DM 3

DM 3-S

TD3
Op�onal 
T ouc h 
P late:  
T P 1



LED Diŵŵaďůe Drivers
DC ϭϮsͬϮϰs Magne�c TransĨorŵers

109 110

    Na�onal Ligh�ng's dimmable LED drivers 
are b uilt w ith an ad v anc ed  thermal man-
agement system. They are efficient and 
meet the latest safety regula�ons. 
Patented Mul�layer Graphene technology 
is used  on the transf ormer housing w hic h 
offers superior heat management and 
lowers temperatures up to 30% compared 
to tradi�onal materials. With an integrated

thermal fuse and overload circuit breaker, 
our d immab le LED d riv ers are saf e and  
reliab le.
    T he d immab le LED d riv ers are id eal f or 
12V or 24V DC LED ribbon/tape, LED puck 
ligh�ng, LED down ligh�ng, and other LED 
accent ligh�ng applica�ons. Simply slide 
your wall dimmer to enjoy flicker free, 
ultra smooth d imming.

Magne�c drivers typically eliminate flickering issues 
o�en associated with dimming LEDs

LED Ligh�ng Magne�c Low Voltage
Wall DimmersFeatures

Compa�ble with most MLV (magne�c low voltage) dimmers
Patented Mulitlayer Graphene (MLG) technology for thermal management
Wiring compartment with removable cover for easy installa�on
Wiring compartment with 2 knockouts that accept в” conduit
16–18 AWG input leads and 12–16 AWG output leads
AC input has an auto reset overload protec�on feature and 
105Σ C thermal fuse
Overload circuit breaker on DC output side
ETL Listed for USA and Canada
Conforms to UL 8750 & 1310 standards

LED Power �Ěapters

Constant Voltage Power Supplies LE DTF -5A

LE DTF -10A

LE DTF -24V-2A

Constant Current LED Drivers

LEDTF-350-20W
LEDTF-700-20W

LEDTF-1400-60W

LEDT F- 7 0 0 - 3 5W

LEDT F- 3 50 - 0 3 W
LEDT F- 3 50 - 0 8 W
LEDT F- 7 0 0 - 0 9 W

P art N o.

LEDT F- 3 50 - 0 3 W

LEDT F- 3 50 - 0 8 W

LEDT F- 3 50 - 20 W

LEDT F- 7 0 0 - 9 W

LEDT F- 7 0 0 - 20 W

LEDT F- 7 0 0 - 3 5W

LEDT F- 140 0 - 6 0 W

3 W M ax .

8 W M ax .

20 W M ax .

9 W M ax .

20 W M ax .

3 5W M ax .

6 0 W M ax .

3 - 12V

3 - 3 6V

3 - 48 V

3 - 21V

3 - 3 0 V

9 - 48 V

9 - 42V

AC 
10 0 - 240 W

3 50 mA

7 0 0 mA

140 0 mA

In p ut 
Voltage

Out p ut 
Current Current Wa�age

Wa�ageP art N o.

LEDT F- 0 .8 5A

LEDT F- 1A

LEDT F- 2A

LEDT F- 3 A

LEDT F- 5A

LEDT F- 10 A

LEDT F- 25A

LEDT F- 24V- 1A

10 W M ax .

12W M ax .

24W M ax .

3 6W M ax .

6 0 W M ax .

120 W M ax .

3 0 0 W M ax .

24W M ax .

AC 120 V

AC 10 0 - 240 V

AC 10 0 - 240 V

AC 10 0 - 240 V

AC 10 0 - 240 V

AC 10 0 - 240 V

AC 110 /2 3 0 V

AC 10 0 - 240 V

DC 12V 0 .8 5A

DC 12V 1A

DC 12V 2A

DC 12V 3 A

DC 12V 5A

DC 12V 10 A

DC 12V 25A

DC 24V 1A

In p ut 
Voltage

Out p ut 
Current

LEDT F- 24V- 2A 48 W M ax .AC 10 0 - 240 V DC 24V 2A
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LED Diŵŵaďůe Drivers
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Works with:
LED Strip Lights

Specifica�ons

Also works with most other DC 24V constant voltage LED fixtures

LEDS-S1 Series LEDS-T1 Series LEDTL-6 Series

P art N o.

M ax  Load

Inp ut Voltage

Outp ut Voltage Full Load

Inp ut Current Full Load

Op en Circ uit Volts

Outp ut Current Full Load

Coil Former

Efficiency

T hermal Class

Lead s P rimary

Lead s Sec ond ary

Siz e L x W x H ( inc h)

LE DTF -24V-20W

2 0 W

12 0 V 6 0 Hz

22.4VDC

27 5mA

24.6VDC

8 3 0 mA

8 0 %

B 13 0 Σ C

P VC 6 0 0 V # 18

P VC 3 0 0 V # 16

6.0 2 ”  x  2.3 2 ”  x  2.27 ”  

LE DTF -24V-40W

40 W

12 0 V 6 0 Hz

22.5VDC

527 mA

25.5VDC

1.6A

8 3 %

B 13 0 Σ C

P VC 6 0 0 V # 18

P VC 3 0 0 V # 16

6.0 2 ”  x  2.3 2 ”  x  2.27 ”  

6 0 W

12 0 V 6 0 Hz

22.0 VDC

9 3 2mA

24.5VDC

2.5A

8 5%

B 13 0 Σ C

P VC 6 0 0 V # 18

P VC 3 0 0 V # 16

6.6 7 ”  x  2.57 ”  x  2.51”  

LE DTF -24V-6 0W LE DTF -24V-100W

10 0 W

12 0 V 6 0 Hz

21.0 VDC

13 6 0 mA

25.3 VDC

4.17 A

8 5%

B 13 0 Σ C

P VC 6 0 0 V # 18

P VC 3 0 0 V # 16

6.6 7 ”  x  2.57 ”  x  2.51”  

LE DTF -24V-150W

150 W

12 0 V 6 0 Hz

21.8 VDC

17 6 0 mA

25.8 VDC

6.25A

8 5.2 0 %

B 13 0 Σ C

P VC 6 0 0 V # 18

P VC 3 0 0 V # 12

9 .9 8 ”  x  3 .13 ”  x  2.8 9 ”  

DC ϭϮs Magne�c TransĨorŵers
LED Diŵŵaďůe Drivers

Specifica�ons

Works with:

LED 12V Ribbon

LEDS-R3 Series LEDR Ribbon Series

LED Pucks

LEDP-060 Series

Also works with most other DC 12V constant voltage LED fixtures

M ax  Load

Inp ut Voltage

Outp ut Voltage Full Load

Inp ut Current Full Load

Op en Circ uit Volts

Outp ut Current Full Load

Coil Former

Efficiency

Double Sec�on Bobbin Double Sec�on Bobbin Double Sec�on Bobbin Double Sec�on Bobbin Double Sec�on Bobbin

T hermal Class

Lead s P rimary

Lead s Sec ond ary

Siz e L x W x H ( inc h)

P art N o. LE DTF -12V-20W

2 0 W

12 0 V 6 0 Hz

11.2VDC

3 50 mA

14.1VDC

1.6 7 A

7 6%

B 13 0 Σ C

P VC 6 0 0 V # 18

P VC 3 0 0 V # 16

6.0 2 ”  x  2.3 2 ”  x  2.27 ”  

LE DTF -12V-40W

40 W

12 0 V 6 0 Hz

11.2VDC

57 3 mA

14.3 VDC

3 .3 3 A

7 9 %

B 13 0 Σ C

P VC 6 0 0 V # 18

P VC 3 0 0 V # 16

6.0 2 ”  x  2.3 2 ”  x  2.27 ”  

LE DTF -12V-6 0W

6 0 W

12 0 V 6 0 Hz

11.3 VDC

9 8 0 mA

14.1VDC

5.0 A

8 1%

B 13 0 Σ C

P VC 6 0 0 V # 18

P VC 3 0 0 V # 16

6.6 7 ” x 2.57 ”  x  2.51”  

LE DTF -12V-100W

10 0 W

12 0 V 6 0 Hz

11.2VDC

12 0 0 mA

13 .9 VDC

8 .3 3 A

8 2%

B 13 0 Σ C

P VC 6 0 0 V # 16

P VC 3 0 0 V # 12

9 .9 8 ”  x  3 .13 ”  x  2.8 9 ”  

LE DTF -12V-150W

150 W

12 0 V 6 0 Hz

10 .7 VDC

17 8 3 mA

13 .7 VDC

12.5A

8 0 %

B 13 0 Σ C

P VC 6 0 0 V # 16

P VC 3 0 0 V # 12

9 .9 8 ”  x  3 .13 ”  x  2.8 9 ”  



AC762 AC767 AC768

AC769 AC770

AC770RGB

AC771

AC773

AC774

Low soůtage LED ,arnesses & Eǆtensions Low soůtage LED tiring Diagraŵs
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DC 12 V Dimmable/Switchable Solu�ons
LE DTF -12V 

Power Supply
Choice of op�onal
switch or dimmer

Choice of op�onal LED
wiring harness

DC 12V LED lights

Choice of op�onal wall
switch or MLV dimmer

LED-TF-12V magne�c
power supply

LEDS-DS1-IR door switch
( single)

LEDS-DS2-IR door switch
( d oub le)

LED- T D5- T ouc h Dimmer

LED-TD6-Touch Dimmer

LED-MS1 Mo�on ac�vated switch
w/ambient light detec�on

LED-MS2 Mo�on ac�vated switch

LED-TD1-36W-12V

LED- Dimmer

AC762 AC762

AC768 AC769

AC770 AC771

AC773

AC774

LEDP - 0 3 0

LEDP-060

LEDR- ROLLWW

LEDS-4

LEDS-5

LEDS-R3



/CKE Chart

DaisǇ-Chain &eature

Maǆ taƩage

Connect ĚirectůǇ to ϮϯϬ soůt

Connect ĚirectůǇ to ϭϮϬ soůt

Connect LED ůaŵp to ϭϮ soůt 
transĨorŵer or Ěriver

Luŵinous Ňuǆ͗ ϱϬϬ Luŵen

Coůor ZenĚering inĚeǆ͗ 7ϱ

ϯ Ǉear ĨactorǇ warrantǇ

UL & cUL cer�ĮeĚ in US� & CanaĚa

ETL cer�ĮeĚ

Coůor teŵprature͗ warŵ white 
ϯϬϬϬ<

Coůor teŵperature͗ neutraů
white ϰϬϬϬ<

Coůor Teŵperature͗ white
ϲϬϬϬ<

Diŵŵaďůe

Eot Diŵŵaďůe

Beaŵ angůe͗ ϯϬΣ

Door �c�vateĚ

Mo�on �c�vateĚ

Touch �c�vateĚ

Low soůtage LED tiring Diagraŵs
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LEDT F- 1A LEDT F- T D5 AC767

LEDT F- 1A LEDTF-DS1 AC769 LEDS-5

Wall Dimmer

LEDTF-12V-20W

LEDR- ROLLWW

Wall Dimmer
LEDTF-24V-20W

LEDS-T1


